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भाग II - खण्ड - उप - खण्ड (i ) 

PART II - Section 3..- Sub-section (i) 
( रक्षा मंबालय को छोड़कर ) भारत सरकार क मंत्रालयों और ( संघ राज्य क्षेत्र प्रशासमों को छोड़कर ) 
केन्द्रीय अधिकारियों द्वारा विधि के अन्तर्गत बनाए और जारी किए गए साधारण सांविधिक नियम, 

(जिनमें साधारण प्रकार के आदेश, उपनियम आदि सम्मिलित हैं ) 
General Statutory Rules (including Orders, Bye-laws etc. of a general 
Character) issued by the Ministries of the Governmont of India (other 
than the Ministry of Defence) and by the Central Authorities (other 

than the Administration of Union Territories) 


- 


- - - 


- 


- - 


गह मंत्रालय 


( 2 ) यं राजपत्र में प्रकाशन की तारीख में प्रवृत्त 


होंगे । 


( भारत के महारजिस्ट्रार का कार्यालय ) 


नई दिल्ली , 23 जलाई , 1990 


2. भारत के महाजिदार और पदेन जनगणना प्रायुक्त 
का कार्यालय और राज्यों और मंच राज्यक्षेत्रों में स्थित 
जनगणना कार्य निदेशकों के कार्यालय ( मायिकीय महायक ) 
भर्ती नियम , 1984 की अनुसूची में : - -- 


सा . का . नि . 487 – राष्ट्रपति, मंविधान के अनुच्छेद 309 
के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करले हर भारत 
के महाजिस्ट्रार और पदेन जनगणना श्रायुक्त का कार्यालय 
और राज्यों नार संघ राज्यक्षेत्रों में स्थित जनगणना कार्य 
निदेशकों के कार्यालय ( माख्यिकीय महायक ) भर्ती नियम , 
1984 में संशोधन करने के लिए निम्नलिखित नियम बनाते 
है , अर्थात :---- 


( क ) कालम 1 में प्रविष्टि के स्थान पर निम्नलिखित 
प्रविष्टि प्रतिस्थापित की जाएगी: - - 


1 400- 40-1800- . रो.- 50•2300 रूपये " 


( ख ) कालम 11 में प्रविष्टि के स्थान पर निम्नलिखित 
प्रविष्टि प्रतिस्थापित की जाएगी, अर्थान : - - 


1 . ( 1 ) इन नियमों का नाम भारत के महारजिस्ट्रार 
और पदेन जनगणना प्राय का का कार्यालय और राज्यों और 
संघ राज्य क्षेत्रों में स्थित जनगणना कार्य निदेशकी के कार्यालय 
( मांख्यिकीय महाया ) पनी ( मंगन) नियम, 1990 
हागा । 
2041 GI/ 90 -- 1 


" प्रोन्नति र जिसके न हो मकने पर प्रतिनियुक्ति पर 
म्यानातरण द्वारा और दोनों के न हो सकने पर सीधी 
भर्ती द्वारा " , 


(1981) 
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States and Union Territories (Stati tical 
Assistant ) Recruitment ( Amendment ) Rules , 
1990 . 


( ग ) कालम 12 में प्रविष्टि के स्थान पर निम्नलिखित 
प्रविष्टि पतियार हो जाएगी , अति: --- 
"प्रोत्रनिः पंधित कार्यालयों में ग्रेड में 5 (पांच ) वर्ष 
की निर्धामा सेवा वाले संगक 


प्रतिनियुक्ति पर स्थानांतरण / स्यानांतरण : 
केन्द्रीय सरकार / राज्य सरकार के अधीन ऐसे अधिकारी 
जो सदृश पव धारण किए हों या जिन्होंने 1200 - 2040 
रु . के या समस्या समान वाले पदों पर 5 ( पांच ) 
वर्ष की नियमति सेवा की हो और जो कालम 8 में सीधे 
भर्ती किए जाने वाले व्यक्तियों के लिए विहित शैक्षिक 
बहा रखते हों ( प्रतिनियुक्ति की अवधि सामान्यतः 

3 वर्ष से अधिक नहीं होगी ) " । 
टिप्पणी: अब संशाधित मुख्य भर्ती नियम तारीख 8- 9- 84 

को सा . का . नि . संख्या 935 द्वारा अधिसूचित किए गए 


( 2 ) They shall come into force on the date 
of their publication in the Official Gazette . 
In the Schedule to the Office of the Regis 
trar General and ex - officio Census Com 
missioner for India and the Offices of the 
Directors of Cep us Operations in the 
States and Union Territories (Statistical 

Assistant ) Recruitment Rules, 1984 , 
( a ) for the entry in column 4 the following 

entry shall be substituted : 
" Rs. 1400 - 40- 1800 - EB -50 - 2300 " ; 


सं . 4/ 44/ 82-प्रशा . I ( 2 )] 
महेन्द्रनाथ , भारत के संयुक्त महाराजस्ट्रार 


at of ment 
hoears 
De Of Read 
the 


MINISTRY OF HOME AFFAIRS 
(Office of the Registrar General , India ) 

New Delhi, the 23rd July , 1990 
G. S . R. 487. — In exercise of the powers conferr 
pd by the proviso to article 309 of the Con titution , 
the President liereby makes the following rules to 
amend the Office of the Registrar General and ex 
officio Census Commissioner for India and the Officers 
of the Directors of Census Operations in States and 
Union Territories ( Statistical Assistant) Recruitinent 
Rules , 1984 , namely : 


(b ) for the entry in column 11 , the following 

entiy shall be substituted, namely : 
" By Promotion , failing which by transfer on 

deputation transfer, and failing toth 

by direct recruitment . "; 
(c) for the entry in column 12 , the following 

entry shall be substituted , namely : - - 
Promotion . — Computers in the respective 

offices with 5( ( five ) years regular ser 

vice in the građc 
Transfer on deputation transfer : 
Officials of the Central Government/State 

Government holding analogous nosts or 
with 5 ( five ) years regular service in 
posts in the pay scale of Rs. 1200 - 2040 
or equivalent and possessing the edu 
cational qualifications pre crihort for 
direct recruits in column 8 (Period of 
deputation shall ordinarily not exceed 

3 years) ". 
NOTE :- Princinal Recruitment Rules now amended 

were notified vide G . S . R. No . 935 dated 
8 - 9 - 84. 

INo. 4144182- Ad. J ( II ) 

MAHANIDER NATH, 
Joint Registrar General India 


fruit 


1. ( 1 ) These rules may be called the Office of the 

Registrar General and ex -officio Census 
Commissioner for India and the Offices of 
the Directors of Census Operations in the 


वाणिज्य मंत्रालय 

नई दिल्ली , 2 जुलाई , 1990 
सा . का.नि . 488.- - राष्ट्रपति, संविधान के अनुच्छेद 309 के परक द्वारा प्रदत शक्तियों का प्रयोग करते हए , फाल्टा निर्यात प्रसंस्करण जोन 
( एफ ई पी जैड ) में परीक्षक मौर निवारक अधिकारी के समूह " ग " पदों पर भर्ती की पद्धति का विनियमन करने के लिए निम्नलिखित नियम बनाते है, अर्थात् : 
1. संक्षिप्त माम पौर प्रारम्भ : ( 1 ) इन नियमों का संक्षिप्त नाम फाल्टा प्रसंस्करण जोन , फाल्टा ( परीक्षक और निवारक अधिकारी ) समूह "ग " पद भर्ती 
नियम, 1989 है । 

( 2 ) मे राजपत्र में प्रकाशन की तारीख को प्रवृत्त होंगे । 
2. लागू होना : -- ये नियम इन नियमों से उपाबर अनुसूची के स्तम्भ 1 में विनिर्दिष्ट पदों को लागू होंगे । 
3. पद-संख्या, वर्गीकरण और वेतनमान : उक्त पदों की संख्या , उनका वर्गीकरण और उनके वेतनमान वे होंगे जो इन नियमों से उपाय अनुसूची के सम्म 
2 से 4 में विनिर्दिष्ट है । 
4. भर्ती की पति, प्रायु-सीमा , प्रम्य पहताएं प्रावि : उक्स पदों पर भर्ती की पति, मायु-सीमा, महताएं और उनसे संबंधित अन्य मासें होंगी जो उक्त 
अनसनी सम्म से 14 में विनिषिष्ट है । 
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भारत का राजपत्र : प्रगस्त 11 , 1080/ धावण 20, 1012 


1983 


5. निरईता : वह व्यक्ति -- 

( क ) जिसने ऐसे व्यक्ति से जिसका पति या जिसकी पत्नी जीवित है, निबाह किया है या 
( ख ) जिसन अपने पति या अपनी पत्नी के जीवित रहते हुए किसी व्यक्ति से विवाह किया है, 

उक्त पद पर नियुक्ति का पान नहीं होगा : 
परन्तु यदि केन्द्रीय सरकार का यह समाधान हो जाता है कि ऐसा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को लागू स्वीय विधि के अधीन 
अनुज्ञेय है और ऐसा करने के लिए अन्य प्राधार है तो वह किसी व्यक्ति को इस नियम के प्रवर्तन से छूट दे सकेगी । 
6. शिथिल करमे की शक्ति : जहाँ केन्द्रीय सरकार की यह राय है कि ऐसा करना भावपयक या समीचीन है, वहां वह उसके लिए जो कारण है उन्हें लेखमख 
फरके इम नियम के किसी उपबंध को किसी वर्ग या प्रवर्ग के व्यक्तियों की बाबत, भादेश द्वारा शिथिल कर सकेगी । 
7. व्यावृत्ति : इन नियमों की कोई बात, ऐसे पारक्षणों, आयु-सीमा में छूट और प्रभ्य रियायतों पर प्रभाव नहीं डालेगी , जिसका केन्द्रीय सरकार द्वारा इस संबंध 
में समय -समय पर निकाले गए भादेशों के अनुसार अनुसूचित जातियों , अनुसूषित -जनजातियों , भूतपूर्व सैनिकों और अन्य विशेष प्रवर्ग के पक्तियों के लिए उपबंध 
करमा अपेक्षित है । 


अनुसूची 


पद का नाम 


पदों की संख्या 


वर्गीकरण 


वेतनमान 


चयन पर सेवा में मोड़े गए वर्षों का सोधे भतों किए जाने पाने 
अथवा प्रच - फायदा केन्द्रीय सिविल सेवा व्यक्तियों के लिए माय- सीमा 
यन पद (पेंशन ) नियम , 1972 के 

नियम 30 के अधीन पनुज्ञेय है 


या नही 


- 


5 


1. परीक्षक 


भचयन 


1640-60- 2800 

-2800- 
व. रो.- 75- 2900 रु. 


नहीं 


लागू नहीं होगा 


2* साधारण केबद्रीय 
( 1989 ) सेवा , समूह " ग ", 
* कार्यभार के पराजपत्रित,प्रननु 
पाधार पर सचिवीय 
परिवर्तन 
किया जा 
सकता है । 

- " 


सीधे भर्ती किए जाने वाले व्यक्तियों के लिए शैक्षिक मौर अन्य सीधे भी किए जाने वाले व्यक्तियों के लिए परिवीक्षा की अवधि , यदि कोई हो 
पर्हताएं 

विहित प्राय और पौक्षिक प्रईताएं प्रोषत 
व्यक्तियों की दशा में लागू होंगी या नहीं 


10 


लाग नहीं होता 


___ लागू नहीं होता 


लागू नहीं होता 


भी फी पद्धति : भर्ती सीधे होगी या पदोन्नति बारा या प्रतिनियुक्ति / स्थानांतरण 
द्वारा तथा विभिन्न पद्धतियों द्वारा भा जाने वालोरिक्तियों की प्रतिशतता 


प्रोन्नति / प्रति नियुक्ति /स्थानान्तरण द्वारा मती का दशा में वे श्रेणिया 
जिमसे प्रोन्नति / प्रतिनियुक्ति /स्थानांतरण किया जाएगा । 


- 


- 


- 


- 


- 


- 


___ 11 


12 


प्रतिनियुक्ति पर स्थानांतरण पारा 

प्रतिनियुक्ति पर स्थानांतरण धारा : 
केन्द्रीय उत्पाद - गुल्क और सीमाशुल्क बोर्ड के अधीन संगठनों से ऐसे 

व्यक्तियों की प्रतिनियुक्ति द्वारा जो 1640-60-2800-द. रो.- 75- 2900 
रु . के वेतनमान में परीक्षक का पद धारण किए हुए है और जिन्होंने उप्स 

श्रेणी में 3 वर्ष नियमित सेवा की है । 
( प्रतिनियुक्ति संविधा की अवधि , जिसके अंतर्गत केन्द्रीय सरकार के उसी या किसी अन्य संगठम/विभाग में इन नियमों के अधीन इस नियुक्ति से ठीक पहले पारित 
किसी अन्य कारबाह्य पद पर प्रतिनियुक्ति की अवधि है, साधारणतया तीन वर्ष से अधिक नही होगी ) । 


- - 


- 


- - 
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- - - -- - - . - - 

-- -- - . . - - - - - - . - - - - 
यदि विभागीय प्रोन्नति ममिति है तो उसकी संरचना 

भर्ती करने में किन परिस्थितियों में संघ लोक मेवा आयोग से परामर्श 

किया जाएगा । 
- -- . - - - - - - -- - - - 
( 13) - - - - - - - -- - - -- - - - ------ - .. . - ----- - --- -- 

- - - - -- -- - - - - --- ----- -- - 
- - - - - - - - -.. - - -- - -- - - ---- - - -- - -- - -- - -- --- -- - - --- - - ------ - - - -- - - - --- - 
-- - - -. .. . . ...- . 

लागू नहीं होता 
- - . . . - . - - - - - - --- - - - ---- - - -- . - .. . 

- - -- . - -... _ _ _ 

-. 

_ _ _ 
- 

_ - .- . -. - . - - 
- - 

- - . .. - ...- . - -.. - - - --- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - -- - - - - - - - -- --- - - - -- - - - - - - -- - - 


- 


- 


- 


- 


- 


- - - 


- 


- 


- 


- 


- 


- 


- - - 


- 


- 


- 


-- - 


लागू मही होता 


- -- - -- - -- ---- .. -. - - . . .-. - -- - - -- - -- - .. -- -. -.- - - - -... - - - - . -..- .. - - - - - - - - - - - - - - - - - - - -- -- 
2. निवारक अधिकारी माधारण केन्द्रीय 1611- 60- 2600- लागू नहीं होता 

नहीं 
( 1989 ) सेवा , समूह "ग ". द. रो.- 75- 2900 रु . 
चार्यभार के अराजपत्रित , अनन 
आधार पर परि . मचिवीय 
वर्तन किया जा 
सकता है । 


- - 


- 


- 


- - 


- 


- - - 


- - - -- - - -- -- - - -- - -- - - -- -- -- - -- - - - - - - -- -- 
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- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


लाग नहीं होता 


लागू नहीं होता 


___ लागू नहीं होता 


_ 


_ . . 


- . 


. - 


- - 


- 


- - - - 


- - - 


- 


- - - - -- - 


- 


- . 


- 


- . 


- - - - - - - - -- - - -- - - - - ... - - - - - - - - - - -- - - - - - -- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - . . .. - - - - - - - - - - - - - - - - - - - - - - - - 


- - - 
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1 


प्रतिनियुक्ति पर स्थानांतरण द्वाग 

प्रतिनियुक्ति पर स्थानांतरण द्वारा : - -- 
केन्द्रीय उत्पाद शुल्क और सीमाशुल्क बोर्ड के अधीन संगठनों से ऐसे व्यक्तियों 

की प्रतिनियुक्ति द्वारा जो 1640- 60- 2600 द. रो.- 75- 2900 रु. के 
वेतनमान में निधारक अधिकारी का पद धारण किए हुए हैं और जिन्होंने 

उम श्रेणी में 3 वर्ष नियमित सेवा की है । 
( प्रतिनियुक्ति की अवधि, जिसके अंतर्गत केन्द्रीय सरकार के उगी या किमी अन्य संगटन/विभाग में इन नियमों के अधीन इस नियुक्ति से ठीक पहले धारित 
किसी अन्य काउर बाह्य पद पर प्रतिनियुक्ति की अवधि है, माधारणतया तीन वर्ष से अधिक नहीं होगी । ) 


13 


लागू नहीं होता 


. - - - - 


- 


- 


- 


. - - - - 


लागू नहीं होता 

[ फा . सं. 1/1189 मी ई पी जैत्र] 
as specified in columns 2 to 4 of the Schedule an 
nexed to thesc rules. 

4 . Method of recruitinent , age limit , other quali 
fication etc.- - The method of recruitment to the said 
posts , age limit, qualifications and other matters 
relating thereto shall be as specificd in columns 5 . 
to 14 of the said Schedule . 


MINISTRY OF COMMERCE 

New Delhi, the 2nd July , 1990 
G .S . R . 488 . - In exercise of the powers conferred 
by the proviso to article 309 of the Constitution , the 
President hereby makes the following rules regula 
ting the method of recruitment to Group C posts 
of Examiner and Preventive Oliicer in the Falta Ex 
port Processing Zone ( FEPZ), namely : 

1. Short title and commencement. - ( 1 ) These 
rules may be called the Falta Export Processing 
Zone at Falta (Examiner and Preventive Olicer ) 
Group C Posts Recruitment Rules, 1989. 

( 2 ) They shall come into forco on the date of their 
publication in the Official Gazette . 


5 . Disqualification - No perso11 , — 
(a ) who has cntered into or contracted a mar 

riage with a porson having a spouse living , 


Or 


2 . Application . These rules shall apply to the 
posts specified in column 1 of the Schedule annex 
ed to these rules 

3 . Number u pusts, classilication und scale of 
pay . - - The number of the said posts , their classifica 
tion and the scales of pay attached thereto shall he 


( b ) who , having a spouse living, has entered 

into or contracted a marriage with any 

person , 
shall be eligible for appointment to the said posts : 

Provided that the Central Government may , if 
satisfied that such marriage is permissible under the 
personal law applicable to such person and the 
other party w tlie marriage and that there are 
other grounds for so doing, exempt any person from 
the operation of this rule. 


[HTT I - - EVE 3 (1) ] 


TTTT FT 746 : # 


11, 1990/ 2719 " 20, 1913 


1985 


6 . Power to relax. Where the Central Govern 
ment is of opinion that it is necessary or expedient 
so to do , it may, by order and for reasons to be 
recorded in writing, relax any of the provisions 
of these rules with respect to any class or category of 
persons, 


7 . Saving . - - Nothing in these rules shall affect re 
servations, relaxation of age limit and other conces 
sions required to be provided for the Scheduled 
Castes, the Scheduled Tribes, ex -servicemen and 
other special categories of persons in accordance 
with the orders issued by the Central Government 
from time to time in this regard . 


- - 


- 


- - - - - 


Name of the post 


Sacale of pay 


- 


- 


-- 


2 


- 


SCHEDULE 

- - - - - - 
No . of post 

Classification 
- - - - - 

- 

3 
2 * ( 1989 ) 

General Central 
* Subject to variation Services Group C 
dependent on work Non -Gazetted , 
load . 

Non -Ministerial. 


1. Examiner 


Rs. 1640 - 60 -2600 - EB 
75 - 2900 . 


Whether Selection or Whether benefit of Age limit for direct Educational and other 
non -Selection post added yrs. of service recruitment 

qualifications required 
is adinissible under the 

for direct recruitment 
Rule 30 of the CCS 
( Pension ) Rules, 1972 

* * *** 
5 

6 

- - - - - - -- 
Not applicable 

No Not applicable 

Not applicable 
- - - - - - 
Whether age and cducational quali. Period of probation Method of Rectt. whether by direct 
fications prescribed for direct recruits if any 

rectt, or by promotion or by depu 
will apply in the case of promotees 

tation / transfer and percentage of 
the vacancies to be filled by various 
methods 


10 


11 


Not applicable 


Not applicable 


By transfer on deputation 


- - 


- - - 


- 


- 


- 


- - 


- 


M 


- - 


- 


lo case of recruitment by promotion /dcputation / If a DPC exists what is 
transfer grade from which promotion deputation its composition 
transfer to be made 


Circumstances in which 
UPSC is to be consulted 
in making rectt. 


12 


13 


14 


Not applicable 


Not applicable 


By transfer on deputation : 
By deputation of persons from organisations 

under the Central Board of Excise & Customs 
holding the post of Examiner in the pay scale 
of Rs. 1640 -60 - 2600 -EB - 75 -2900 with 3 years 

regular service in the grade . 
(Period of deputation including period of deputa 

tion in another ex -cadre post held immediately 
preceding appointment under the rules in the 
same or some other Department/Organisation 
of the Central Government shall ordinarily not 
exceed 3 years). 


- 


- 


- 


- 


-- 


- - 


- - 


- 


- - -- 


- 


- 


- 


- 


- - 


- 


- - 


- 


- 


- - 


1986 
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%3 


- 


- 


1 


2 . Preventive Officer 


Rs. 1640- 60- 2600- EB - 75 
2900 


10 * (1989 ) 
* Subject to variation 
dependent on work 
load. 


General Central 
Service Group C 
Non- Gazetted 
Non- Ministerial 


Not applicable 


No 


Not applicable 


Not applicable 


9 


10 


11 


Not applicable 


Not applicable 


By transfer on deputation 


12 


13 


14 


Not applicable 


Not applicable 


By transfer on deputation : 
By deputation of persons from organisations under 

the Central Board of Excise & Customs holding 
the post of Preventive Officer in the pay scale 
of Rs . 1640 - 60- 2600 - EB- 75 - 2900 with 3 years 
regular service in the grade. ( Period of deputa 
tion including period of deputation in another 
ex - cadre post held immediately preceding ap 
pointment under these rules in the same or some 
other organisation /Department of the Central 
Govt. shall ordinarily not exceed 3 years . 


[ F. No . 1/ 11 / 89 -CEPH ] 


मा . का , नि . 489 . - - राष्ट्रपति , संविधाम के प्रमण्छेद 309 के परतुकधारा प्रवल शक्तियों का प्रयोग करते हुए कोपीन निर्यात प्रसस्करण जोन 
( सीईपी जै ) में परीक्षक पौर निवारक अधिकारी के समूह ख पदों पर भर्ती की पद्धति का पिनियमन करने के लिए निम्नलिखित नियम बनाते हैं, अर्थात : - - 


१. संक्षिप्त माम और प्रारम्भ : ( 1 ) इन नियमों का संक्षिप्त नाम कोचीन निर्यात प्रसंस्करण जोन , कोचीन (परीक्षक मौर निधारक अधिकारी ) ममष्ठ 
" " पद भर्ती नियम, 1989 है । 


( 2) ये राजपत्र में प्रकाशन की तारीख को प्रवृत्त होंगे । 
2. लागू होना : - ये नियम इन नियमों से उपाबद्ध अनसूची के स्तम्भ 1 में विनिविष्ट पदों को लागू होंगे । 

3. पथ संख्या, वर्गीकरण पीर वेतनमान : उक्त पदों की संखया, उनका वर्गीकरण और उनके बेतनमान बे होंगे जो इन नियमों से उपावड 
अनूसूची के स्तम्भ 2 से 4 में विनिर्दिष्ट हैं । 


4. भर्ती की पति, आयुसीमा पोर अन्य पाहताएं , आदि : उपप्त पदों पर भर्ती की पत्ति, पायुसीमा , महताएं पौर उससे उनसे सम्बंधित मम्य गते 
होगी जो उक्त मनुसूची के स्तम्भ 5 से 14 में विनिर्दिष्ट है । 


5. मिरर्हता : वह व्यक्ति 
( क ) जिसने ऐसे व्यक्ति से जिसका पति या जिसकी पत्नी जीपित है, विवाह किया है, या 

( ख ) जिसमे अपने पति या अपनी पत्नी के जीवित रहते हुए किसी व्यक्ति से विवाह किया है, 
उम्त पद पर नियुक्ति का पास नहीं होगा : 


[ भाग II - - 


(i) ] 


भारत का राजपन्न : प्रगस्त 11, 1890/ श्रावण 20 , 1912 


1987 


के राणीम 


परन्तु यदि केन्द्रीय सरकार का यह समाधान हो जाता है कि ऐसा विवाह ऐसे व्यमित भोरविवाह के अन्य पक्षकार को लाग स्वीय मि 
अन्जेय है और ऐसा करने के लिए अन्य आधार है तो यह किसी व्यक्ति को इस नियम के प्रवर्तन से छूट दे सकेगी । 


6. सिथिल करने मी शक्ति : जहां केन्द्रीय सरकार की यह राय है कि ऐसा करना प्रापश्यक या समीचीन है, वहां वह, उसके लिए जो कारण , उन्हें 
लेखमा फर इन नियमों के किसी उपबंध को किसी वर्ग या प्रवर्ग के व्यक्तियों की भाषत , प्रादेश द्वारा शिषित कर सकेगी । 

7. प्यावृत्तिः इन नियमों की कोई यात, ऐसे प्रारमणों, पाय -सीमा में छूट और अन्य रियायतों पर प्रभाव नहीं डालेगी, जिसका केन्द्रीय सरकार द्वारा 
इस संबंध में समय- समय पर निकाले गए पादेशों के अनुसार मनसूचित जातियों, अनसूचित जनजातियों, भूतपूर्व सैनिकों और अन्य विशेष प्रवर्ग के प्पमित्तयों को 
लिए उपमं करमा प्रपेक्षित है । 


अनुसूची 


पद का नाम 


पदों की संख्या 


वर्गीकरण 


वेतनमान 


सीघ भर्ती किए जाने वाले 
व्यक्तियों के लिए आयु सीमा 


चयन पद सेवा में जोड़ गए वर्षों 
मपया का फायवा केन्द्रीय 
प्रणयन पव सिविल सेवा ( पेंशन ) 

नियम , 1972 के 
नियम 30 के अधीन 
अनुमेय है या नहीं 


2 


1. परीक्षा 


नहीं 


लागू नहीं होता 


2 * सामारण केन्द्रीय सेवा , 1840 - 80 - 2600- अषयम 
( 1989) समूह " म " अराजपतित , द . रो . - 75 - 2000 रु . 
* कार्यभार के भाधार अननु सविनीय 
पर परिवर्तन किया 
जा सकता है । 


मीछे भर्ती किए जाने पाले व्यक्तियों के लिए शैक्षिक और अन्य सीधै भर्ती किए जाने वाले व्यक्तियों के लिए विहित परिबीक्षा की अवधि यदि, कोई हो 
महताएं 

प्राय और शैक्षिक प्रईताएं प्रोन्नत व्यक्तियों की दशा में 
लागू होंगी या नहीं 


8 


लागू नहीं होता 


लागू नहीं होता 


लागू नहीं होता 

- -- - - - - - - 


- 


- 


- 


. 


. 


श्रेणियां जिनसे प्रोन्नति / 


भर्ती की पद्धति : भर्ती सीधे होगी या प्रोग्मति द्वारा या प्रतिनियुक्ति / 
स्थानांतरण धारा तथा विभिन्न पसतियों द्वारा भरी जाने वाली रिक्तियों 
की प्रतिशतता 


प्रोन्नति / प्रतिनियक्ति/ स्थानांतरण द्वारा भर्ती की दशा में 
प्रतिनियुक्ति / स्थामांतरण किया जाएगा 


11 


12 


प्रतिनियुक्ति पर स्थानांतरण द्वारा 


प्रतिनियुक्ति पर स्थानांतरण द्वारा : 
केन्द्रीय उत्पाद शुल्क और सीमा शुल्क बोर्ड के अधीन संगठनों से ऐसे ध्यक्तियों की 
प्रतिनियुक्ति द्वारा जो 1640- 60- 2600-द . रो . - 75- 2900 रु . में बेतनमाम 
में परीक्षक का पद धारण किए हुए हैं और जिन्होंने उस श्रेणी 
में 3 वर्ष नियमित सेवा की है । 
( प्रतिनियुक्ति संविदा की अषधि ,जिसके अन्तर्गत केन्द्रीय सरकार के उसी या 
किसी अन्य संगठन विभाग में इन नियमों के अधीन इस नियुक्ति से ठीक 
पहले पारित किसी अग्य फाउर-बाह्य पर्व पर प्रतिनियुमित की अवधि है, 
साधारणतया तीन वर्ष से अधिक नहीं होगी । 


यदि विभागीय प्रोन्नति समिति है तो उसकी संरचना 


भर्ती करने में किन परिस्थितियों में संघ लोक सेवा आयोग से परामर्श किया 

जाएगा 


13 


लागू नहीं होता 


लागू नहीं होता 


1988 
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- 


- - - - 


- 


- 


CTT FELT Start 


नही 


लागू नहीं होता 


2. fic after 10 * HTTTTTTTTTTI 1640 -60 - 2600- 

( 1989 ) HE " 7 ", fast, Q . 1 . - 75 -2900€. 
* कार्यभार के प्राधार अननुसमितीय 
पर परिवर्तन किया 
TANTE 1 


10 


LL 


लागू नहीं होता 


लागू नहीं होता 


लाग नहीं होता 


11 


प्रतिनियुक्ति पर स्थानांतरण द्वारा 


प्रतिनियुक्ति पर स्थानांतरण द्वारा : 
केन्द्रीय उत्पाद शुल्क मौर सीमाशुल्क बोर्ड के अधीन संगठनों से एसे व्यक्तियों की 
sfafruftra RT07 1640-60 -2600 -7 . 1 .- 75-2900 F . HATI 
में निवारक अधिकारी का पद धारण किए हुए हैं और जिन्होंने उस श्रेणी में 3 वर्ष 
fauftat 
( प्रतिनियुक्ति की अवधि , जिसके अन्तर्गत केन्द्रीय सरकार के उमी या . किसी अन्य 
संगठन विभाग में इन नियमों के प्राचीन इस नियुक्ति से ठीक पहले पारित किसी 
अन्य फाडर माझ्या पद पर प्रतिनिय किन की अवधि है , साधारणतया तीन वर्ष मे 
fut gift ) 


- - - 


- 


- 


- 


- - 


-- - 


- - 


- - 


- 
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14 


om 


- 


- 


- 


- 


___ लागू नहीं होता 


V 


-PP 


G .S . R . 489 . - In exercise of the powers conferred 
by the proviso to article 309 of the constitution , thic 
President hereby inakes the following rules regulat 
ing the method of recruitment to Group C posts 
of examiner and Preventive Officer in the Cochin 
Export Processing Zone (CEPZ ), namely : 


1 . Short title and commencement. - ( 1) These 

rules may be called the Cochin Export 
Processing Zone at Cochia (Examiner and 
Preventive Officer ) Group C Posts Rc 

cruitment Rules, 1989 . 
( 2 ) They shall come into force on the date of 

their publication in the official Gazette . 
2 . Application . These rules shall apply to 

the posii specified in column 1 of thic 
Schedule annexed to these rules, 


- - -- - - - - 
लागू नहीं होता 

[51. p . 1/ 11 /89- $ 7 # ] 
5 . Disqualification . — No persoji,--- 
(a ) who has entered into or comracted a 

marriage with a person having a spouse 

living , or 
(b ) who, having a spouse living, has enter 

ed into or contracted a. inarriage with 

any person , 
shall be cligible for appointment to the said 

posts ; 
Provided that the Central Government may , 
if satisfied that such marriage is permissible 
under the personal law applicable to such 
person and the other party to the marriage and 
that there are other grounds for so doing , 
exempt any person from the operation of this 
rule . 
6 . Power to relax , . .. Wliere the Central Govern 

ment is of opinion that it is necessary or 
expedient so to do , it may , by order and 
for reasons to be recorded in writing , relax 
any of the provisions of these rules with 
respect to any class or category of persons. 


3 . 


Number of posts, classification and scale of 
pay. - - The number of the said posts , their 
classification and the scales of pay attach 
cd thereto shall be as specified in columns 
2 to 4 of the Schelulu annexed to these 
rulcs . 


7 . 


4 . 


Method of recruitment, age limit , other 
qualification etc . — The method of recruit 
ment to the said posts , age limit , qualifica 
tions and other matters relating thereto 
shall be as specified in columns 5 to 14 of 
the said Schelule . 


Saving .-- - Nothing in these rules shall affcct 
reservations, relaxation of age limit and 
other concessions required to be provided 
for the Scheduled Castes, the Scheduled 
Tribes, ex -servicemen and other special 
categories of persons in accordance with 
the orders issued by the Central Goveru 
ment from time to time in this regardi. 


[ATT II 3(1)] 
- - - - . - - - - - 
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HT" 11, 1990 / ATTITUT 20, 1912 


1989 


- - - - - 


. 


SCHEDULE 


Name of the post 


No. of post 


Classification 


Scale of pay 


Whether Selection 
or non -Selection 


- 


- - - 


- 


- 


-- - 
1. Examiner 2 * (1989 ) General Central Service 

Group C Non -Gazett- 

enl , Non -Ministerial 
* Subject to variation dependent on workload . 


Rs. 1640 -60 -2600 -EB - 75 
2900 


Not 
applicable 


- 


- - - - - 


- - - 


- - - 


- 


- - - 


- 


- 


- 


- 


-- 


Whether benefit of added years of Age limit for direct recruiment 
service is admissible under the rule 
30 of CCS ( Pension ) Rules, 1972 


Educational and other qualifica 

tion for direct recruitment 


VAN 


. 


. 


* * 


- - - 


Not applicable 


No 


* ** 


8 
Not applicable 


- - 


- 


- 


- 


Whether age and educational qua - Period of probation , if any 
lifications prescribed for direct re 
cruits will apply in the casc of 
promotees 


Method of rectt. whether by direct 
rectt. or by promotion or by depu 
tation /transfer and percentage of 
the vacancies to be filled by 
various methods. 


10 


11 


- 


- - 


- 


- - - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- - 


- 


- 


- 


13 - - - - 


- - 


- - 


- 


- 


- - 


- 


- - - - 


- - - 


- - 


- - 


- 


- 


Not applicable 

Not applicable 

By transfer on deputation 
- - 
In case of recruitment by promo- If a DPC exists what is its compo - Circumstances in which UPSC is to 
tion /deputation /transfer grade from şition 

be consulted in making rectt . 
which promotion deputation /trans 
fer to be made 
-- - - - - - - - - - - - 
12 

14 
By transfer on deputation : 
By deputation of persons from or 

Not applicable 

Not applicable. 
ganisations under the Central Board 
of Excise & Customs holding the 
post of Examiner in the pay scale of 
Rs. 1640 -60 -2600 -EB - 75 -2900 with 
3 years regular service in the grade. 
( Period of deputation including re 
riod of deputation in another ex 
cadre post held immediately pre 
coding appointment under the rules 
in the same or some other Depart . 
ment/Organisation of the Central 
Government shall ordinarily not ex 
coed 3 years ). 


- - - 


- - 


- 


- 


- 


- 


- 


- 


2041GI/ 90 - 2 
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2 - 345 


- - 


- - - 


- - 


- 


- - 


- 


- 


2 . Preventive Officer 


NA 


: 0 * ( 1989 ) 
* Subject to variation de - 
pendent on workload . 


General Central Service Rs. 1640 -60 
Group C Non-Gazetted 2600 -EB -75 - 2900 

Non- Ministerial 


- 


- - - - - - - 


- 


- 


Not applicable 


Not applicable 


10 


Not applicable 


Not applicable 


By transfer on deputation 


12 


13 


14 


Not applicable 


Not applicable 


By transfer on deputation 
By deputation of persons from or 
ganisations under the Central Boa 
rd of Excise & Customsholding the 
post of Preventive Officer in the pay 
scale of Rs. 1640- 60- 2600 - EB - 75 
2900 with 3 years regular service 
in the grade. 
(Period of deputation including per 
iod of deputation in another ex -cadre 
post hold immediately preceding ap 
pointmont undor these rules in the 
same or some other organisation / 
Department of the Central Govt . 
shall ordinarily not exceed 3 
years ). 


[ F. No . 1 / 11 / 89 -CEPG ] 


सा . का . नि . 490 - राष्ट्रपति , संविधान के अनुच्छेद 309 के पग्लुक वाग प्रदन शक्तियों का प्रयोग करते हुए भद्राम निर्यात प्रसंस्करण जोन 
( एम ई पी जे ) में परीक्षक और निषारक अधिकारी के ममूह "ग " -- 
पदों पर भर्ती की पद्धति का विनियमन करने के लिए निम्नलिखित नियम मनाते हैं , अर्थात् : - - 

1. मक्षिप्त नाम और प्रारम्भः - - ( 1 ) इन नियमों का संक्षिप्त नाम मद्राम निर्यात प्रसंस्करण जोन , मद्राम ( परीक्षक और निवारक अधिकारी ) समर 
"ग " पर भर्ती नियम , 1989 है । 

( 2 ) ये गजपम्र में प्रकाशन की तारीख को प्रषस होंगे : 
2. लागू होना: -- ये नियम इन नियमों मे उपाबद्ध अनुसूची के स्तम्भ 1 में विनिविष्ट पद/ पदों को लागू होंगे । 

33. पद - संख्या , वर्गीकरण और बेतनमान: - - उक्त पदों की संख्या, उनका वर्गीकरण और उनके वेतनमान ये होंगे मो इन नियमों से उपावन अनसनी के 
स्तम्भ 2 से 4 में विनिर्पिष्ट है । 

4. भर्ती की पथमि, प्राय-सीमा , और अन्य अर्हताएं, प्रादि ... -उक्त पदों पर भर्ती की पद्धनि , प्राय -मोमा अईलाएं , और उनमे संबधित अन्ग बाले नै 
होंगी जो उमप्त अनुसूची के स्तम्भ 5 से 14 में विनिर्दिष्ट हैं । 


[ भाग II -- खण्ड (i ) ] 


भारत का राजपत्र : अगस्त 11, 1980/ श्रावण 20, 1912 


1991 


5. निरर्हता:-- वह व्यक्ति - - 
( क ) जिसने ऐसे व्यक्ति से जिसका पत्ति या जिसकी पत्नी जीवित है, विवाह किया है ; या 

( ख ) जिसने अपने पति या अपनी पत्नी के जीवित रहते हुए किसी व्यपिस मे विवाह किया है, 
उपप्त पर पर निम्ति का पान नही होगा : 

परन्तु यदि केन्द्रीय सरकार का यह ममाधान हो जाता है कि ऐसा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को लागू स्वीय विधि के अधीन 
अनुज्ञेय है और ऐसा करने के लिए अन्य प्राधार है तो यह किसी व्यक्ति को हम नियम के प्रवर्तन मे छूट दे सकेगी । 

5 शिथिल करने की शक्ति: - जहां केन्द्रीय सरकार की यह राय है कि ऐसा करना प्रावश्यक या समीचीन है, वहां मह, उसके लिए जो कारण है 
उन्हें लेखपव करके इन नियमों के किसी उपबंध को किसी वर्ग या प्रवर्ग के व्यक्तियों की बायत, प्रादेश द्वारा शिथिल कर सकेगी । 

7. व्यात्ति:- -इन नियमों को कोई बात, ऐसे प्रारक्षणों, प्रायु-सीमा में छूट और अन्य रियायतों पर प्रभाव नहीं डालेगी, जिसका सरकार द्वारा इस 
संबंध में समय- समय पर निकाले गए मादेशों के अनुसार अनुसूचित जातियों, अनुसूचित जमजातियों, भूतपूर्व सैनिकों और अन्य विशेष प्रवर्क के व्यक्तियों के लिए 
उपबंध करना अपेक्षित है । 


अनुसूची 


पद का नाम 


पद का नाम 


पदों की 
मंमया 


वर्गीकरण 


सममान 


चयन पद मभवा 

अचयन पद 


सेवा में जोड़े गए सीधे भर्ती किए 

वर्षों का फायदा जाने वाले व्यक्तियों 
सिविल सेवा ( पेशन ) के लिए मायु मीमा 
नियम , 1972 के 
नियम 30 के अधीन 
अनुशेय है याही 


- 


- 


6 


अचयन 


नही 


16 40-60- 2600 
व . गे .- 75- 2900 रु . 


लागू नहीं होगा 


1 . परीक्षक 

माधारण केन्द्रीय 
( 1989 ) सेवा, ममूह "म ", 

अराजपत्निप्त , 

प्रननुमचिवीय 
* कार्यभार के प्राधार पर परिवर्तन किया जा सकता है । 


- 


- - 


- 


- 


- 


- - - - 


-- - - - - - - 


- - - - - -- - 


- - -- - - 


- 


- 


- 


सीधी भर्ती किए जाने वाले व्यक्तियों के लिए शैक्षिक और 
अन्य अर्हताएं 


सीधी भर्ती किए जाने काले व्यक्तिमों के लिए निहित परिवीक्षा की सबधि, यदि कोई हो 

प्रायु और शैक्षिक मईताएं प्रोन्नत व्यक्तियों की 
घणा में लागू होंगी या नहीं 


10 


- - - - - - - - -- - -- - - - - 


T 


+ 


+ 


भर्ती की पद्धति : मर्ती मी होगी या प्रोमति द्वारा या प्रतिनियुक्ति / स्थानांतरण 
द्वारा तथा विभिन्न पतियों द्वारा भरी जाने वाली रिक्तियों की प्रतिशतता 


प्रोमति/ प्रतिनियुक्ति / स्थानांतरण द्वारा भर्ती को दगा में में अणियां जिनसे 
प्रोन्नति/ प्रतिनियुक्ति/ स्थानांतरण किया जाएगा । 


11 


18 


+ 


+ 


प्रतिनियुक्ति पर स्थानांतरण । रा 

प्रतिनियुक्ति पर स्थानांतरण द्वारा : 
केन्द्रीय उत्पाद शुल्क मौर मीमाशुल्क बोर्ड के अधीन संगठनों से ऐसे 

व्यक्तियों की प्रतिनियुक्ति द्वारा ओ 1640- 60- 2600-८ . रो . - 75 
2900 रु के शेतनमान में परीक्षक का पद धारण किए हुए 

है और जिन्होंने उस श्रेणी में 3 वर्ष नियमित सेवा की है । 
* प्रतिनियुक्ति में विदा की अवधि , जिसके अन्तर्गत मरकार के उसी या किसी अन्य संगठन विभाग में इन नियमों के अधीन इम मियुक्ति में ठीक पहले 

धारित किसी अन्य कार-बाहय पर पर प्रतिनियुक्ति की अवधि है, साधारणतया तीन वर्ष से अधिक नहीं होगी । 
पपि विभागीय पोन्नति समिति है तो उसकी संरचना 

भर्ती करने में किन परिस्थितियों में संघ लोक सेवा प्रायोग से परामर्श 

किया आएगा 
• -- - - - - - -- -- - - - . -..---- --- 

- - - --- - -- -- - - - 


- 


- 


- 


- - 


- 


13 


- - 


- 


- 


- 


- - 


- 


लागू नहीं होता 


लागू नहीं होता 
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- 


- - 


- - 


- 


- 


- - 


1640 -60 - 2600- 
3 . 71 . -75- 2900 . 


PTT The 


नहीं 


लागू नहीं होता 


2. firar 4 ofert 10 * साधारण 

( 1989 ) केन्द्रीय सेवा , 

HUE " 7", 
अराजपत्रित , 

प्रेननुसचिवीय 
*कार्यभार के प्राधार पर परिवर्तन किया जा सकता है । 


- 


- 


- 


-- ---- - - 


- - 


10 


लागू महीं होता 


___ लागू नहीं होता 


पागू ही होता 


11 


- - - - -- - - - 
प्रतिनियुक्ति पर स्थानांतरण द्वारा 

प्रतिनियुक्ति पर स्थानांतरण द्वारा : 
केन्द्रीय उत्पाद शुल्क और मीमाशुल्क बोई के अधीन संगठनो से प्रेम 
au format o afacere fatto crer T 1640 -60 - 2000 . 11 . - 75 
2900 रु . के वेतनमान में निवारक अधिकारी का पद धारण किए 

हुए हैं और जिन्होंने उस श्रेणी में 3 वर्ष नियमित सेवा की है । 
( प्रतिनियुक्ति की अवधि , जिसके अन्तर्गत केन्द्रीय सरकार के उमी या किसी अन्य मंगटन विभाग में इन नियमों के अधीन हम निय क्ति 
से ठीक पहले पारित किसी अन्य काडर बाहय पर पर प्रतिनियुक्ति की अवधि है , साधारणतया तीन वर्ष से अधिक नहीं होगी । 

- - - - - - - - 


- -- - 


- - 


- 


13 


14 


लागू नहीं होता 


लाग नहीं होता 


- - 


- 


- 


- 


- 


- 


- 


- 


[Fr. . 1/ 11/ 89 -47 $ 4715 ] 


G .S .R . 490 . Ili excrcise of the powers conferred 
by the proviso to article 309 of the Constitution , 
the President hereby makes the following rules 
regulating the method of recruitment to Group C 
posts of Examiner and Preventive Officer in the 
Madras Export Processing Zone (MEPZ ) , 
namely : 
1 . Short title and commencement. - ( 1 ) 

These rules may be called the Madras 
Export Processing Zone at Madras 
(Examiner and Preventive Officer ) Group 
C posts Recruitment Rules, 1989. (2 ) 
They shall come into force on the date 
of their publication in the Official Gazette . 


2 . 


Application — These rules shall apply 
the posts specified in colunin 1 of 
Schedule annexed to these rules. 


to 


to 
the 


apply 


5 . Disqualification . — No person , – 
. (a ) Who has entered into or contracted a 

marriage with a person having a spouse 

living , or 
(b ) who , having a spouse living , has en 

tered into or contracted a marriage 

with any person , 
shall bu eligible for appointment to the 
said posts i 

Provided that the Central Government 
may , if satisfied that such marriage is per 
missible under the Personal law applic 
able to such person and the other party 
to the marriage and that there are other 
grounds for so doing, exempt any person 
from the operation of this rule. 
Power to relax . — Where the Central Go 
vernment is of opinion that it is necessary 
or expedient so to do , it may , by order 
and for rcasons to be recorded in writing, 
relax any of the provisions of these rules 
with respect to any class or category of 
persons . 
Saving.---Nothing in these rules shall affect 
reservations, relaxation of age limit and 
other concessions required to be provided 
for the Scheduled Castes, the Scheduled 
Trives, ex -servicenic and other special 
calegories of persons in accordance with 
the orders issued by the Central Goveni 
ment from time to time in this regard . 


to these unin 


Where thelle 


3 . 


or expent is of 


Number of posts, classification and scalo 
of pay - - The number of the said posts , 
their classification and the scales of pay 
attached thereto shall be as specified in 
column 2 to 4 of the Schedule annexed 
to these rules. 


4 . 


Method of recruitment, age limit , other 
qualification , etc ., The method of re 
cruitment to the said post, age limit , 
qualifications and otlier inatters relating 
thereto shall be as specified in columns 
5 to 14 of the said Schedule . 


[ HT* II - "5 3 (1) ] 


477441 544 :HRT 11, 1990 / 1996 -20, 191.2 


1993 


- - - - - - 


- - - 


- - - - - 


un . 


2211 


SCHEDULE 


Name of the post 


No. of post 


Classification 


Scale of pay 


Preventive Officer 


* 10 ( 1989 ) 
* Subject to variation de 

pend on work load . 


GencralCentral Service 
Group C Non -Gazetted 

Non -Ministerial 


Rs. 1640 -60 - 2600-EB 75 

2900 


Age limit for direct re - 
cruitment 


Whether selection or non - Whether benefit of added 
Selection 

years of service is admi. 
ssible under Rule 30 of 
CCS ( Pension ) Rules , * 72 . 


Educational and other 
qualifications required for 
diroct recruitment. 


- 


- - - 


Not applicable 


S 


No 


Not applicable 


Not applicable 


- 


- - 


Whether age and educational quali - Period of probation if any . 
fications prescribed for direct re 
cruits will apply in the case of 
promotees. 


Method of Rectt. by direct 
rectt. or by promotion or by depu 
tation /transfer and percentage of 
the vacanceis to be filled by vari 
ous methods. 

- - - - -- 


- 


- 


- 


- 


- - - - 


- - 


- - - - - 


10 


Not applicable 


Not applicable 


By transfer on deputation 


- - - - 


- - 


- - 


- - - 


- 


- 


- - 


- 


- 


- - 


- - 


- 


- 


- - -- - 


13 


- 


. 


- - - . - -- .. . 


- . . 


- 


- - - 


In case of recruitment by promo - If a DPC exists what is its compo - Circumstances in which UPSC is 
tion /deputacion / transfer grade from sition 

to bo consulted in making rectt. 
which pronotion / deputation / trans 
fer lo be made . 
-- - - - -- 
12 

14 
By transfer on deputation : 

Not applicable . 

Not applicable . 
By deputation of persons from orga 
nisations under the Central Board of Ex 
cise & Customs holding the post of pre 
ventive Officer in the pay scale of Rs. 
1640 -60 - 2600 - EB -75 -2900 with 3 
years regular service in the grade . 
( Period of deputation including pe 
riod of deputation in another ex -cadre 
post huld immediately preceding ap .. 
pointment ! nder these rules in the 
same or some other organisation /Do 
partment of the Central Govt. shall 
ordinarily 1101 excced 3 ycilss. 


- 


4 _ . - - - 


- 
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- - -- - - - - 


-- - - - - - - 


- - - - - - - 


- -- 


- - - - - - - - - - -- 

2 


2 . Examiner 


2 * (1989 ) 

General Central Service 
* Subject to variation de- Group C Non -Gazetted 
pendent on workload . Non- Ministerial 


Rs. 1640 - 60 - 2600 - EB 
75 - 2900 


- -- 


- 


- - -- - 


-- -- - 


- 


- 


- - - --- 


- - ... - • - - - - 


. . - ... - -. - 


- - . 


- .. . ... 


- 


-- - 


- 


- 


- 


- 


6 


Not applicable 


No 


Not applicable 


Not applicable 


9 


10 


___ 11 


Not applicable 


Not applicable 


By transfer on deputation 


- 


+ - 


- 


- 


- 


- 


- 


- 


12 


13 


13 


14 


Not applicable 


Not applicable 


By transfer on deputation : 
Bydeputation of persons from orga 
nisations under the Central Board 
of Excise & Customs holding the 
post of Examiner in the pay scale of 
Rs. 1640-60 - 2600- EB - 75-2900 with 
3 years regular service in the grade . 
( Period of deputation including per 
iod of deputation in another ex - cadre 
post held immediately preceding ap 
pointment under the rules in the same 
of some other Department/Orga 
nisation of the Central Government 
shan ordinarily not exceed 3 years ). 


[ F . No. 1/ 11 / 89 - CEPZ ] 


मा . का . नि . - 491 राष्ट्रपति , संविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए, विशाखापत्तनम निर्याप्त 
प्रसंस्करण जोन ( पीईपी जैस ) में परीक्षक और निवारक अधिकारी के समूह "ग " पदों पर भर्ती को पद्धति का विनियमन करने के लिये निम्नलिखित 
नियम बन से है, अर्थात : -- 

1. मंक्षिप्त नाम और प्रारम्भ ( 1 ) इन नियमों का मक्षिप्त नाम विशाखापत्तनम निर्यात प्रसंस्कण जीन , विशवाससमम (परीक्षक और निवारक 
अधिवारी ) समूह "ग " पर भर्ती नियम , 1989 हैं । 

( 2 ) ये राजपन में प्रकाशन की तारीख को प्रनुस होंग । 
3. लाग होना : ये नियम इन नियमों से उपामय अनसूची के स्तम्भ 1 मे विनिर्दिष्ट पद /पदों को लागू होंगे । 

5. पद सम्या , वर्गीकरण पार वेतनमान : उक्त पव /पवों को मस्या उमका उनका वर्गीकरण पोर उसका उनके वेतनमान वह होगा/ये होंगे जो इससे 
इन नियमों से उपाय अनुसूची के स्तम्भ 2 से 4 में विनिर्दिष्ट हैं । 

4. भर्ती की पद्धति , प्राय सीमा और अन्य पईसाएं प्रादि : उक्त पद/पदों पर भर्ती की पति, प्रायु -सीमा, महंताएं और उससे/ उनसे सम्बन्धित अन्य 
खाते वे होंगी जो पूर्वोक्न उक्त अनुसूची के मम्भ 5 मे 14 में विनिर्दिष्ट है । 

5. निरहंता : यह व्यक्ति - - 
( क ) जिमने ऐसे व्यमित से जिराफा पति या जिमको पत्न । जीवित है , विवाह किया है , या 
( ख ) जिसने अपने पति या अपनी पत्नी के जाबित रहते हुए किसी व्यक्ति से विवाह किया है , 


उक्त पद पर नियुकिा का गान नहीं होगा : 


[ भाग II - 
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1995 . 


+ 


- - 


- 


- 


परन्तु यदि केन्द्रीय सरकार का यह समाधान हो जाता है कि ऐमा विवाह ऐसे व्यक्ति और विवाह में अन्य पक्षकार को नग स्त्रीय विधि 
के अधीन अनुज्ञेय है और ऐमा करने के लिये अन्य आधार हैं जो वह किसो ग्यक्ति को इस नियम के प्रवर्तन से छूट मकेगो । 

6. शिपित करने की शक्ति : जहाँ केन्द्रीय सरकार की यह राय है कि ऐमा फरना प्रावक या ममीचीन है। वहीं पह, मो नमो कारण है 
उन्हें लेनवड करके इम नियमों के किसी उपमन्ध को किमी वर्ग या प्रवर्ग के अक्तियों की माबम, पावेग द्वारा शिथिन कर सकेगी । . 

7. व्याक्ति: इन नियमों को कोई बात , ऐसे प्रारक्षणों, पाप -मीमा में छूट पीर प्रचयितां य: प्रनार नहा डाने , जिमका केन्द्रीय सरकार 
द्वारा इस संबंध में समय-समय पर निकाले गये प्रादेगों प्रन पार प्राधिन नियों, अनुसूचित जमानियों, भूतपूर्व सैनिक और अन्य विशेष प्रवर्ग 
के व्यक्तियों के लिये उपबंध करना अपेक्षित है । 


अनुसूची 


पद का नाम 


पदों की संख्या 


वर्गीकरण 


वेतनमान 


चयन पद 
प्रथया 
अचयन पर 


सेवा में जोड़े गए सोधेभर्ती किये जाने वाले व्यक्तियों 
वर्षों का फायदा के लिये प्रायु सीमा 
केन्द्रीय मिचिल 
मेवा (पेंशन ) 
नियम , 1972 के 
नियम 30 के 
अधीन अनुज्ञेय है 
या नहीं 


3 


56 


* 


1 . परीक्षक 


2 


नहीं 


लागू नहीं होता । 


साधारण केन्द्रीय सेवा, 16 40-60-2600- मवयन 
( 1989 ) समूह "ग ", मराज - द . रो . -73-2900 रु . 
*कार्यभार पलिप्त , प्रननुसाधिर्वीय 
के आधार पर 
परिपतन 
किया जा 
मकता है । 


मीधे भर्तीकिय जाने वाले व्यक्तियों के लियक्षिक और अन्य 


महंताएं 


मीधे भर्तीकिये जाने वाले व्यक्तियों के लिय परिवीक्षा को प्रषधि, यदि कोई हो 
विहित आयु और शैक्षिक प्रहलाएं प्रोजन व्यक्तियों 
को दशा में लागू होगा या नहीं 


-- - 


- 


- - - - - 


- 


- - - - 


- - 


- 


लाग नहीं होता । 


लाग नहीं होता । 


लागू नहीं होता । 


- - -- 


- 


- 


भर्ती को पति: मतीमीधे होगी या प्रोन्नति द्वारा या प्रतिनियक्ति स्थानान्तरण 
द्वारा तथा विभिन्न पद्धतियों द्वारा भरी पाने वाला रिसियों को प्रतिशतता 


प्रोन्नति प्रतिनियुक्ति स्थानान्तरण द्वारा भर्ती को दशा में प्रेमियों जिनसे 
प्रगति प्रतिनियुक्ति ग्थानान्तरण किक्षा जायेगा । 


11 


12 


प्रतिनियक्ति पर स्थानान्तरण द्वारा 


प्रतिनि । मिस पर स्थानान्तरण द्वारा : 
के द्रीय उत्पाद -- शुल्क और मीमाशुल्क कोई के अधीन मगटनों से में 

व्यक्तियों की प्रतिनियुक्ति द्वारा जी 1640-60- 2600 . रो . - 75 
2980 रु . के मनमान में परोक्षक का पद धारण किये हुए हैं और 
जिन्होंने उम श्रेणी में 3 वर्ष नियमित मेवाको है। 
प्रतिनियुक्षित संविदा की अवधि ,जिसके प्रग्नर्गत केन्द्रीय सरकार के 

उसी या मिसी अन्य संगठन विभाग में इन नियमों के अधीन इम 
नियक्ति के ठीक पहले धारित किसी अन्य काडर बास्य पद पर प्रतिनियमित 
की अवधि है, माधारणतया तीन वर्ष सेप्शधिक नही होगी । 
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यदि विभागीय प्रोन्नति समिति है तो उसकी संरचना 


भर्ती करने में किन परिस्थितियों में संघ लोक सेवा आयोग से परामर्शकिया 

जायेगा 


- 


~ 


13 


- 


- 


- 


- - 


- - 


- 


-- 


. . 


ग्लाग नहीं होना 


लागू नहीं होना । 


- 


4 


7 


ना की हार नमान 


2 . निमारक अधिकारी 


10 * माधारण केन्द्रीय सेवा , 1640-60-2600 लागू नहीं होता लाग नहीं होता 
( 1980 ) समूह "ग ",अराज - द . रो -75-2 900 रु . 
* कार्यभार पनि न , मनन मचिवीय 
के आधार पर 
परिवर्तन 
किया जा 
सकता है । 

- - - - - - - - - - 


10 


लागू नहीं होना 


लाग नहीं होता 


लाग नहीं होता 


-- 


- 


-- - - - - 


- - 


- - - - -- 


- - -- - 


- - 


- - - - 


- 


- - 


- 


- 


11 


- - - - 


प्रतिनियुक्ति पर माना जा 


प्रतिनियुक्ति पर स्थानान्तरण द्वारा 


प्रतिनियुक्ति पर स्थानान्तरण द्वारा : । 
केन्द्रीय उत्पाद शुल्क ओर सीमागुरुफ मोई के अधीन मंगठन में एंगे 
व्यक्तियों को प्रतिनियुक्ति द्वारा जो 16 40- 6(0- 2600-4 . गे- 75 
2900 रु . के वेतनमान में निवारक अधिकारी का पद धारण किये 
हुए है और जिन्होंने उम श्रेणी में 3 वर्ष नियमित मेवा मित्र है । 
( प्रतिनियुक्ति की अवधि , जिसके अन्तर्गन केन्द्रीय सरकार के उसी 

या किमो अन्य संगठन विभाग में इन नियमों के अधीन इस 
नियुक्ति से ठीक पहले पारित किमो अन्य का उर बाह्य पद पर 
प्रमिनियुक्ति की अवधि है, नाधारणतया तीन वर्ष से अधिक नहीं 
होगी । ) 


-- - - - - - - - 


- - - 


. 


-- 


- 


- 


- 


- 


- -- - -- - - - 
14 


- 


- 


- 


- - - 


- 


- 


- -- 


- 


- 


- 


- - - 


नाग नहीं होता 


लागू नहीं होता 


[ फा . सं . 1/ 11 / 89 सी ई पो जेड 


3 . 


Number of posts, classification and scale 
of pay... - The number of the said posts , 
their classification and the scales of pay 
attached thereto shall be as specified in 
column 2 to 4 of the Schedule annexed 
to these rules . 


G . S . R . 491 . - In exercise of the powers conferred 
by the provision to article 309 of the Constitution , 
thc President hereby makes the following rules 
regulating the method of recruitment to Group C 
posts of Examiner and Preventive Officer in 
The Visakhapatnam Export Processing Zonc 
(VEPZ ) , namely: -- 
1 . Short title and commencement. - ( 1 ) 

These rules may be called the Visakha 
patnam Export Processing Zone at 
Visakhapatnam (Examiner and Preventive 
Officer ) Group C posts Recruitment 
Rules 1989. ( 2 ) They shall come into 
force on the date of their publication in 
the Official Gazette, 
Application . — These rules shall apply to 
the posts specified in column 1 of the 
Scherlule annexed to these rules. 


Method of recrcitment, age limit, other 
qualification etc., - The method of re 
cruitment to the said posts, age limit , 
qualifications and other matters relating 
thereto shall be as specified in columns 
5 to 14 of the said Schedule . 


5 . 


Disqualification . — No person , — 


(a ) Who has entered into or contracted a 

marriage with a person having a spouse 
living, or 


= 


- - - - - - - - 


- 


- 


- - 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- - 
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(b ) who, having a spouse living, has en 

or expedient so to do , it may, by order 
tered into or contracted a marriage 

and for reasons to be recorded in writing, 
with any person, 

relax any of the provisions of these rules 

with respect to any class or category of 
shall be eligible for appointment to the 

persons. 
said posts : 

Provided that the Central Government 
may , if satisfied that such marriage is 

Saving . — Nothing in these rules shall 

affect reservations, relaxation of age 
permissible unler the Personal law applic 
able to such person and the other party 

limit and other concessions required to 
to thc marriage and that there are other 

be provided for the Scheduled Castes , the 

Scheduled Tribes , ex -servicemen and other 
grounds for so doing, exempt any person 
from the operation of this rule , 

special categories of persons in accord 

ance with the orders issued by the Central 
Power to relax. - -Where the Central Go 

Government from time to time in this 
vernment is of opinion that it is necesary 

regard , 
SCHEDULE 


6 . 


Name of the post 


No . of post 


Classification 


Scale of pay 


2 


1 . Examiner 


2 * (1989 ) 

General Central Service Rs. 1640 -60 -2600 -EB- 75 
* Subject to variation de- Group C Non -Gazetted . 2900 
pendent on wok load . Non -Ministerial. 


- 


- 


- 


- - - 


- 


- - - 


- - - - 


Whether selection or non 
Selection 


Whether benefit of added Age limit for direct re- Educational and other 
yrs. of service is admissible cruitment. 

qualifications required 
under the Rule 30 of CCS 

for direct recruitment . 
( Pension ) Rules 1972 


6 


Not applicablu 


No 


Not applicable 


Not applicable 


Period of probation if any . 


Whether age and educational qua - 
lifications prescribed for direct 
revruits will apply in the case of 
promotees. 


Method of Rectt . whether by direct 
rectt. or by promotion or by depu 
tation /transfer and percentage of 
the vacancies to be filled by 
various methods. 


10 


11 


M 


Not applicable 


Not applicable 


By transfer on deputation 
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- - 


- - - - - - 


- - 


- 


- - - 


- - 


- - 


- 


- - - - 


- - 


- - 


- - - - - .. . -- 


-- - 


In case of recruitment by promotion / If a DPC exists what is its compo - Circumstances in which UP 
deputation /transfer grades from sition 

SC is to be consulted in making 
which promotion / deputation / trans 

rectt . 
fer to be made 

- - - - - ---- - -- 
12 

- - 
By transfer on deputation : 

Not applicable 

Not applicable 
By deputation of persons from or. 
ganisations under the Central Board . 
of Excise & Customs holding the 
post of Examiner in the pay scale 
of Rs. 1640 -60 - 2600 - EB - 75 -2900 
with 3 years, regular service in the 
grade. 
( Period of deputation including per 
iod of deputation in another ex -cadre 
post held immediately preceding ap 
pointment under the rules in 
the sainc or some other Department/ 
Organisation of the Central Govern 
ment shall ordinarily not exceed 3 
years). 


- - - - - 


- - 


vo 


- 


2 . Preventive Officer 


10 * ( 1989) 
* Subject to yariation de- 
pendent on workload , 


General Central Service 
Group C Non -Gazatted 

Non -Ministorial. 


Rs. 1640- 60 -2600 -EB-75 

2900 


- - 


6 


- 


- - 


- 


Not applicable 


Not applicable 


Not applicable 


11 


10 
Not applicable 


Not applicable 


By transfer on deputation 


12 


13 


14 


- - . - -- - - - - 


Not applicable 


Not applicable 


By transfer on deputation : 
By deputation of persons from orga 
nisations under the Central Board of 
Excise & Customs holding the post of 
Preventive Officer in the pay scale of 
Rs. 1640 -60 -2600 -EB -75 - 2900 with 3 
years regular service in the grade . 
( Period of deputation including 
period of deputation in another 
ex - cadre post held immediately 
preceding appointment under 
these rules in the same or some other 
Organisation /Department of the Cen 
tral Govt. shall ordinarily not exceed 
3 years. 


- - - - - 


- 


- - 


- - - 


- 


- 


- - -- 
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1999 


- - 


- 


मा . का . नि . 492 - - राष्ट्रपति , मंविधान के अनुच्छेद 309 के परन्तुक द्वाग प्रदत्त शक्तियों का प्रशंग करते हुए वाणिज्य गतानय ( वाणिज्य 
विभाग ) के प्रवीन नोएटा निर्यात प्रसम्म रग जोन ( पन ई पी जेर ) में परीक्षा और निवारक अधिकारी के गा ! " "-- - पदों पर भों को पान का विनियमा 


करने के लिए निम्नलिखित नियम बनाते है, अर्थात : - - 

1. संक्षिप्त नाम और प्रारम्भ : ( 1 ) इन नियमों का मंक्षिप्त नाम नोएरा निर्यात प्रसंस्करण जोग, नीरा (परीक्षक मौर निवारक अधिकारी ) समुह 
" ग " पद भर्ती नियम , 1989 है । 

( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रवृस होंगे । 
2. लाग होना :-..ये नियम इन नियमों से उपायछ अनुसूची के स्तम्भ 1 में विनिर्दिष्ट पदों को लाग होंगे । 

3. पद-मंब्या, वर्गीकरण और वेतनमान : उक्त पदों की संख्या, उनका वर्गीकरण और उनके समान वे होंगे जो इन नियनों मे आबद्ध अनसूची के 
स्तम्भ 2 से 14 में विनिर्दिष्ट है । 

4. भर्ती की पति, प्राथ-मामा पार अन्य अर्हताएं , आदि : उक्त पदों पर भर्ती की पद्धति, प्राय-सीमा, पहनाएं और उनसे पयंधित अन्य बात ये होगी 
जो उक्त नमूनी के नग्भ 5 से 1.! में विनिर्दिष्ट हैं । 


5. निरर्हता : वह व्यक्ति - -- 
( फ ) मिसने ऐसे व्यक्ति से जिनका पनि या जिसकी पत्नी जीविन है, विवाह किया है ; या 

( ख ) जिसने अपने पति या अपनी पत्नी से जीवित रहने हुए किमी व्यक्ति से विवाह किया है , 
उक्न पद पर नियुक्ति का पान नहीं होगा : 

परन्तु यदि केन्द्रीय सरकार का यह समाधान हो जाता है कि ऐमा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को लागू म्योग विधि के अधीन 
अनुज्ञेय है और ऐसा करने के लिए अन्य आधार है तो यह किसी व्यक्ति को इस नियम के प्रवर्तन से छूट दे सकेगी । 

6. शिथिल करने की शक्ति : जहाँ केन्द्रीय सरकार की यह गय है कि ऐसा करना प्रायश्यक या समीचीन है, यहां वह, उपके लिए जो कारण हैं उन्हें 
लेखबद्ध करके इन नियमों के किमी उपबंध को किमी वर्ग या प्रवर्ग के व्यक्तियों की बाबत , प्रवेश द्वारा शिथिल कर सकेगी । 

7. व्यावृत्ति · इन नियमों की कोई बात , मे आरक्षणा, प्रायु-मीमा में छूट और अन्य रियायतों पर प्रभाव नहीं डालेगी, जिसका केन्द्रीय सरकार द्वारा 
इम सबध में सगय -समय पर निकाले गए वादेशों के अनुमार अनुसूचित जातियां, ग्रन सूचित जनजातियों, भूतपूर्व सैनिकों और अन्य विशेष प्रवर्ग के व्यक्तियों के 
लिए , उपबंध करना अपेक्षित है । 


अनुसूची 


पद का नाम 


पदों की संख्या 


वर्गीकरण 


खेलनमान 


चयन पद 

अथवा 
अचयन पद 


सेवा में जोड़े गए वर्षों सोधे भर्ती किए जाने वाले 

का फायवा केन्द्रीय व्यक्तियों के लिए प्राय सीमा 
मिविल सेवा (पेंशन ) 
नियम , 1972 में नियम 
30 के अधीन अनुज्ञेय 
है या नहीं 


। 


। 


- 


-- 


- - 


-- 


- 


- 


- 


- 


1. परीक्षक 


अचयन 


नही 


लागू नहीं होता 


( 1989 ) 


साधारण केन्द्रीय सेवा 1640- 60- 2600 
समा "ग ", अगज- व . रो .- 75-2900 रु . 
पन्नित , अननुसचिवीय 


* कार्यभार के प्राधार 
पर परिवर्तन किया 
जा सकता है । 


4 


4 


- 


4 


- 


- 


- 


- 


- 


- 


- 


- - -- - - - - 


- 


- 


- - 


सीधे भर्ती किए जाने वाले व्यक्तियों के लिए शैक्षिक पोर प्रम्य सीधे भर्ती किए जाने वाले व्यक्तियों के लिए विहिन परिवीक्षा की अनधि यदि कोई हो 
अर्हताएं 

श्राय और शैक्षिक प्रहलाएं प्रोन्नत ण्यक्तियों की दशा में 
लागू होंगी या नहीं 


- 


- 


- - - - - - - - - 


- 


- 


- 


9 


10 


लाग नहीं होता 


लाग नहीं होता 


लाग नही होता 


- 


- ma 


- - - 


- 


-- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- - - - - 
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- 
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भर्ती की पद्धति : भर्ती सीधे नी या प्रोन्नति द्वारा पाजिनितिमारग प्रोन्नति / प्रतिनियुक्ति स्थानांतरण द्वारा भर्ती की दशा में थे श्रेणियां जिनसे प्रोमति / 
छारा तथा विभिन्न पद्धतियों द्वारा भगे जाने वाली रिक्तियों की प्रतिशतता प्रतिनियुक्ति / स्थानांतरण किया जाएगा 


- 


- 


- 


- 


- 


- 


- 


- - - 


- 


- 


- 


- - - - 


- 


- 


- 


-- - 


- 


- 


- 


- 


- 


- 


- 


-- 


- 


- 


- 


- 


- 


- 


- - - 


- - - 


- - - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - - 


- 


-- - 


- - 


- 


- - 


11 


12 


- - .. 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - - 


- 


- 


- 


-- - 


- 


- 


- 


- 


- 


- - - - 


- 


- 


- 


- 


प्रतिनियुक्ति पर स्थानांतरण द्वारा 


प्रतिनियुक्ति पर स्थानांतरण द्वारा : 
फेन्द्रीय उत्पाव - शुल्क और सीमाशुल्क बोर्ड के अधीन संगठनों से ऐसे व्यक्तियों 

की प्रतिनियुमित द्वारा जो 1640- 60- 2600-६ . रो .- 75- 2900 रु . के 
वेतनमान में परीक्षक का पद धारण किए हुए है और जिन्होंने उस श्रेणी में 

3 वर्ष नियमित सेवा का है । 
( प्रतिनियुक्ति संविदा की अवधि , जिसके अन्तर्गत पन्द्रीय सरकार के उतीय 
किसी अन्य संगठन विभाग में इन नियमों के अधीन इम नियुक्ति से ठीक पहले 
धारित किसी अन्य कार-बार य पद पर प्रतिनियुक्ति की अनधि , माधारण 
तया तीन वर्ष से अधिक नहीं होगी । 


यदि विभागीय प्रोन्नति गमिति है तो उसकी संरचना 


भर्ती करने में किन परिस्थितियों में संघ लोक मेवा आयोग से परामर्श किया 
जाएगा । 


____ 13 


14 


लागू नहीं होता 


लाग नहीं होता 


3 


5 


लाग नहीं 
होता 


नहीं 


लागू नहीं होता 


2. निवारक अधिकारी 10* साधारण केन्द्रीय सेवा , 1640-60-2600 

( 1989 ) समूह " ग ", अराजपत्रित, द . रो . - 75- 29001 . 
* कार्यभार के प्राधार अननुसचिवीय 
पर परिवर्तन किया 
जा सकता है । 


10 


लाग नहीं होता 


लागू नहीं होता 


लागू नहीं होता 


11 


12 


प्रतिनियुक्ति पर स्थानान्तरण द्वारा 


प्रतिनियुक्ति पर स्थानान्तरण द्वारा : 
केन्द्रीय उत्पाद शुल्क और सीमाशुल्क बोर्ड के अधीन संगठनों से ऐसे व्यक्तियों 

की प्रतिनियुक्ति द्वारा जो 16 40- 60- 2600 न . रो .- 75- 2900 रु . के वेतनमान 
में निवारक अधिकारी का पद धारण किए हुए हैं और जिन्होंने इस श्रेणी में 
3 वर्ष नियमित सेवा की है । 
( प्रतिनियुक्ति की अवधि , जिसके अन्तर्गत केन्द्रीय सरकार के उमी या किसी 
अन्य संगठन /विभाग में इन नियमों के अधीन इस नियुक्ति से ठीक पहले 
पारित किसी अन्य काइर बाह य पद पर प्रतिनियुक्ति की अवधि है, साधारणतया 
तीन वर्ष से अधिक नहीं होगी । ) 


13 


14 


लाग नहीं होता 


नारा 


लाग नहीं होता 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- - 


[ फा . सं . 1/ 11/ 89- सी ई पी जै ] 

के . के . मा , उग गचित्र 


[ ATT (IHR 3 (1 ) ] HTC 47 TTT :ATT 11, 1990 / 140120 , 1912 

2001 

- - = = = - - 
G . S . R . 492 .- In cxercise of the powers conferrej 

5 . Disqualification .-- No person ,-- 
by the proviso to article 309 of the Constitution , 
the President hereby inakes the following rules re 

( a ) who has entered into or contracted a 
gulating the method of rucruiiment to Group C 

marriage with a person having a spouse 
posts of Examiner and Preventive Officer in the 

living , or 
Noida Export Processing Zonc (NEPZ ) under the 

(b ) who , having a spouse living, has en 
Ministry of Commerce (Department of Commerce ) , 

tered into or contracted a mariage 
namely : 

with any person , 
1 . Short title and commencenient. - - ( 1 ) shall be cligible for appointment to the said posts : 
These rules inay be called thc Noida Ex 

Provided that the Central Government 
port Processing Zone at Noida (Examiner 
and Preventive Officer ) Group C posts , 

may, if satisfied that such marriage is 
Recruitment Rules, 1989 . 

pesmissible under the personal law applic 

able to such person and the other party 
( 2 ) They shall come into force on the 

to the marriage and 
date of their publication in the Official 

that there are other 

grounds for so doing , exempt any person 
Gazette . 

from the operation of this rule . 
Application . — These rules shall apply to 

Power to relax. — Where the Central Go 
the posts specified in column 1 of the 

vernment is oſ opinion that it is necessary 
Schedule annexed to these rules . 

or expedient so to do , it may, by order 

and for reasons to be recorded in writing , 
Number of posts, classification and scale 

relax any of the provisions of these rules 
of pay .- - The number of the said posts, 

with respect to any class or category of 
their classification and the scales of pay 

persons. 
attached thereto shall be as specified in 
columns 2 to 4 of thc Schedule annexed 

Saving.-- - Nothing in these rules shall 
to these rules . 

affect reservations, relaxation of age limit 

and other concessions required to be pro 
Method of recruitment, age limit, other 

vided for the Scheduled Castes, the Sche 
qualification etc . The meehod of recruit 

duled Tribes, ex -servicemen and other 
ment to the said posts , age limit, quali 

special categories of persons in accordance 
fications and other matters relating trereto 

with the orders issued by the Central 
shall be as specified in columns 5 to 14 

Government from time to time in this 
of the said Schedule . 

regard . 


3 . 


Schedns required of age limit 


SCHEDULE 


Name of the post. 


No . of post 


Classification 


Scale of pay 


2 


3 


1. Examiner 


Rs. 1640 -60 -2600 -EB -75 -2900 


2 * ( 1989 ) 
* Subject to varia 
tion dependet on 
workload . 


Genral central 
Service Group C 
Non -Gazetted , 
Non -Ministerial 


Whether selection or non - Whether benefit of added 
Selection 

yrs . of service is admissi 
ble under the Rule 30 of 
of CCS (Pension ) Rules 
1972. 


Age limit for 
direct recruit 
ment. 


Educational and other 
qualifications required 
for direct recruitment. 


M 


5 


6 


8 


Not applicable . 


No 


Not applicable . 


Not applicable . 


- - 


- 
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Period of probation , if any 


Whether age and educational quali - 
fications prescribed for direct re 
cruits will apply in the case of pro 
motees 


Method of Rectt. whether by direct 
rectt, or by promotion or by depu 
tation /transfer and percentage of 
the vacancies to be filled by varicus 
methods 


10 


11 


Not applicable 


Not applicable 


By transfer on deputation 


In case of recruitment by promo- If a DPC exists what is its compo . Circumstances in which UPSC is to 
tion /deputation /transfer grade from sition 

be consulted in making rectt. 
which promotion /deputation /trans 
fer to be made 


12 


13 


14 


Not applicable . 


Not applicable . 


By transfer on deputation : 
By deputation of persons from organ 
isations under the Central Board of 
Excise & Customs holding the posts 
of Examiner in the pay scale of Rs. 
1640 -60 - 2600 -EB - 75 - 2900 with 3 
years regular service in the grades. 
( Period of deputation including per 
iod of deputation in another ex - cadre 
post held immediately preceding ap 
pointment under the rules in the same 
or some other Department/Or 
ganisation of the Central Govern 
ment shall ordinarily not exceed 3 
years ). 


2 


3 


2. Preventive Officer 


10 * (1989) 

General Central Service 
* Subject to variation de- Group C Non -Gazetted 
pendent on workload . Non -Ministerial. 


Rs. 1640 -60 -2600- EB -75 

2900 


- 


- - - 


Not applicable . 


No 


Not applicable 


Not applicable . 


12 


Not applicable , 


Not applicablo. 


By transfer on deputation 


By transfer on deputation 


- - - - 


- 


- 


- 


- 


- - - - 


- - 


- 


- 


- 


13 


- - - 


- -- - 


- 


- 


- 


[ भाग II - खण्ड 3 (i )] भारत का राजपन : अगस्त 11, 1990/ श्रावण 20, 1912 
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12 

14 
By deputation of persons from organ 

Not applicable 

Not applicable 
isations under the Central Board of 
Excise & Custonis holding the post 
of Preventive Officer in the pay scale 
of Rs. 1640 - 60 - 2600 - EB- 75 - 2900 with 
3 years regular service in the grade . 
( Period of deputation including per 
iod of deputation in another ex - cadre 
post held immediately preceding ap 
pointment under these rules in the 
same or some other organisation /Dc 
partment of the Central Govt. shall 
ordinarily not exceed 3 years. 

[ F. No . 1 / 11 / 89 -CEPZ ] 

K . K . JHA, Dy. Secy . 
( पूर्ति विभाग) 

नई दिलनी, 9 जुलाई, 1990 
सा . का . नि . 493 .----. ट्रपति, संविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करने मुए ट्रो रोक्षणगाला में माय 
निदेशक (मेन्टेनाम और गविमिग ) के पद पर भर्ती की पति को विनियमित करने के लिए निम्नलिखित नियम बनाने हैं अर्थात् :.... 

1. मंक्षिप्त माम पीर प्रारम्भ :--- ( 1 ) ये निमम राष्ट्रीय परोक्षणशाला, क नकाना, सहायक निदेशक ( मेण्टेनेंस और मविमिग ) भर्ती नियम, 1947 में 
जाएंगे । 

2. पद की संख्या, वर्गीकरण और वेतनमान : उपत पद की संख्या उमका वर्गीकरण और उसका संलग्न वेतनमान बह होगा जो इन नियमों के साथ 
लगी अनुसूची के कालम 2 से 4 में विनिर्दिष्ट है । 

___ भर्ती को पति, प्राय मोमा, पहनाएं प्रावि : उक्त पद के संबंध में भर्ती को पद्धनि , प्रायु सीमा , प्रहलाएं और अन्य सम्बय मानें होंगी जो मुक्त 
अनमूखी के कालम 5 से 11 में विनिर्दिष्ट हैं । 

4. अनईताएं : कोई भी ऐसा व्यक्ति 
( क ) जिसने किसी ऐसे व्यक्ति से विवाहक्रिया हो जिसको पत्नी/ पति जीवित है, प्रथया 

( ख ) जिमने अपनी पत्नी अपने पनि के जीवित रहते हुए किमी अन्य व्यक्ति , मे विवाह किया हो , 
उपत पद पर नियमित का पात्र नही होगा : 

परन्तु यदि केन्द्रीय सरकार का समाधान हो जाता है कि ऐसे व्यक्ति पर और जिस व्यक्ति से विवाह किया जाता है, उस पर. माग होने वाले कर 
के अन्तर्गन ऐसे विवाह की अनुमति है और यदि ऐसे करने के अन्य प्राधार है तो वह इस नियम के प्रवर्तन मे किसी व्यक्ति को छुट में मतो है । 

5. णिथिल करने को शक्ति : जहां केन्द्रीय सरकार की यह गय है कि मा करना आवश्यक या ममोचन है , वहां वह श्रादेश तारा, लिखित रूप 
अंकित किये जाने वाले कारणों मे किसी भी वर्ग या व्यक्तियों के वर्ग के बारे में इन नियम के उपबन्धों में से किसी को भी गिथिन कर पाना है । 

6. बचत :... केन्द्र सरकार द्वारा ममय- समय पारी प्रादेशी के अनुसार यह नियम अनुमूचित जाति, अनुसूचित जनजाति , मनपर्व सैनिकों और विशिष्ट 
श्रेणियों के अन्य व्यक्तियों को दिए जाने वाले प्रारक्षण , प्राय मीमा में छूट और अन्य रियायतों को प्रभावित नहीं करते । 


अन मूची 
मनमान 


पदनाम 


पदों की संख्या 


वर्गीकरण 


प्रकरण पद 

अथवा 
अप्रवरण पद 


सीधी भर्ती वालों के लिए गाय 
मोमा 


क्या केद्रीय सिविल 
मे । ( पेंशन ) नियम , 
1972 के नियम 30 
के प्रधान पूर्व मेवा 
को प्राधि का 
लाभ स्वो कार्य होगा 


4 


लाग नहीं 


महायक निदेशक 
( मस्टेमेन्म और 
ममिग ) 


मामान्य केन्द्रीय सेया , 2200- 75-2800 
( 1990 ) ग्रुप- ए " राजपत्रित ६ . रो .- 100- 1000 रु० 
" कार्यभार के प्राधार प्रलिपिक वर्गीय 
पर मंख्या में परि 
वर्तन हो सकता है । 


35 वर्ष से अधिक नहीं 
( केन्द्रीय सरकार द्वारा जारी 
अनु देशों या आदेशों के 
अनुसार सरकारी कर्मचारियों 
के लिए 5 वर्षमा शिथिल 
नीय ) । 


2004 
- - - - - 
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टिप्पणी : प्राय मीमा रावधारित 
करने के लिए निर्णायक 
मारीख भारत में उम्मीदवारों 
से पायपन पत्रों के प्राप्त 
होने की अन्तिम तारीख 
लोगो ) प्राम, मेघालय , 
प्रगान प्रदेश, मिजोरम , 
मणिपुर , नागालैंड, त्रिपुरा, 
मिक्किम, नमू और कमोर 
राम का लहान महन , 
हिमाचल प्रवेश का लाहीन 
पौर मिति जिलापौर चम्चा 
जिने का नो मोिजन, 
संष श मिन क्षेत्र अंसमान 
और निकोबारद्वार 
प्रौर. लजमाप के मोव रों 
को छाकर ) 


सीधी भर्ती के लिए अपेक्षित शैक्षिक एवं अन्य पईसा क्या मोधी भर्ती के लिए निर्धारित परिवाशाधन अपधि ययि भर्ती करने की प्रणालो, क्या यह मोधी 
शैक्षिफ पहनाएं पदोन्नति होने वाले कोई हो, 

भर्ती के द्वारा य , पोन्नति बाग या 
कर्मचारियों के मामले में लागू होंगी 

प्रतिनियुक्मि/स्थानांतरण नाग होगी 
प्रार. विभिन्न प्रणानियों द्वारा भरी 
गई रिक्तियों का प्रतिगा । 


- 


- . 


- 


. 


- ... . - ... . 


. 


. . . . . . . 


. . . . . . . . 


. . . . . . . . . 


. - . - . . . 


. . . . . , . 


8 


10 


। 


अनिवार्य : 


लाग नहीं 


माधा मोहापारियों रिक्तियां ािनिय किन फे प्राधार पर 
के लिए 2 वर्ष 

स्थानांतरण करके ( अध्यावधि 
केके पर पुनः नियुक्ति को शामिल 

करके ) भरो जागो । यदि ऐसा 
मम्भव नहो सका, तो सीधी भर्ती 
के नाम परो जाएंगी । 


( 1 ) किसी मान्यता प्राप्त विश्वविद्यालय या समकक्ष 

स्तर में विरास अथवा यांत्रिकी इंजीनियरिंग में 

स्नातक उपाधि 
( 2 ) मिमी भी संगठन में उपकरण यंत्रों संयंत्रों की 

मपिसिंग तथा रख -रखाव करने का 3 वर्ष का 

अनुभव हो । 
टिप्पणी- -- 1 
यदि अभ्यर्थी अन्य प्रकार से योग्य है, सो संघ लोक सेवा 

प्रायोग अपने विवेकाधिकार से प्रहनामों में छुट 

घे सकता है । 
टिप्पण - - 2 
यदि चयन प्रश्यिा के किसी भी स्टेज पर संघ लोक 

सेवा आयोग को ऐसा लगता है कि मन, मूचित 
जाति और प्रन सूचित जन जाति के अपेक्षित 
योग्यता रखने वाले पर्याप्त संख्या में उसने 
उतने कर्मचारी उपलब्ध नहीं हो सकेंगे ,जितनी 
कि उनके लिए रिक्तियां मारक्षित की गई है तो 
संघ लोक सेवा प्रायोग अपने विवेकान सार से 
मनम संबंधी महंतानों में छूट दे सकता है । 


IFTII -- (1 )] 


भारत का राजपत्र : अगस्त 11, 1990[ भाषण 20, 19 12 , 


2005 


पयोति/ प्रतिनियुक्ति / स्म . नांतरण द्वारा होने वाली भर्ती के मामलों 
में , उस ओर का विवरण जिसमे पदोमानि प्रतिनियुक्ति रथानांतरण 
किया जाना है 


यदि विभागीय पदोन्नति समिति का गठन हुआ है, तो 

उसकी रचना 


मी हेतु वे कौनसी परिस्थितियों 
है, जिन के लिए संघलाक सेवा आयोग 
से परामर्श करना है 

14 
प्रत्येक प्रसर पर संघ लोक सेवा 
प्रायो । से परामर्श किया जाता है । 


12 


- 


- 


- 


- 


- 


प्रतिनिय पिस आधार पर स्थानांतरण 

ग्रप "ए " विभागीय पदोन्नति समिति 
( अल्पावधि टेके याले पद भी शामिलहैं ) 

(स्थायी करने के लिए ) 
केन्द्र राज्य सरकारे विश्वविद्यालयों अनुसंधान संस्थामा सरकारी (1 ) महाभियोगक , राष्ट्रीय परीक्षणशाला, कलकसा - - 
उपक्रमों/साविधिक या स्वायत्त संगठन के ये अधिकारी 

मध्यक्ष 
( क ) ( 1 ) जो निगमित प्राधार पर ममकक्ष पद पर है । ( 2 ) निदेणक उपमणिय, पूति विभाग--- सवस्प 
( 2 ) जो 2000- 3500 रु . , अथवा समकक्ष वेतनमान ( 3 ) निदेशक , राष्ट्राय परोक्षाशामा कलफसा- सवस्य 

के पटी में 3 वर्ष का नियमित सेवा कर चुके हों , तथा ( 4 ) बरिष्ठतम संयुक्त निदेशकः राष्ट्राय परीक्षाशाला 
( ख ) जो सोधी भर्ती के लिए कालम 8 में दी गई शैक्षिक कलकसा -- सदस्य 
योग्यता पयं अनुभव रखते हों । 

नोट : -- - 
( केन्द्रीय सरकार के उमी या किसी अन्य संगठन विभाग में हुई सीधे भर्ती हुए कर्मचारियों को स्थायी कर के संबंध में 
इस नियुक्ति के ठीक पहले, संवर्ग के बाहर किसी दूसरे संवर्ग में में हुई विभागीय पदोन्नति समिति की कार्रवाई को 
प्रतिनियुक्ति ठेके , की अवधि सामान्यतः 3 वर्ष से अधिक नहीं होगी संघ लोक मेवा प्रायोग को भेजा जाएगा तथा 
पुनः नियुक्ति 

यदि इन्हें संघ लोक सेवा प्रायो २ प्रमोदिन 
मशस्त्र सेना के जो कर्मचारी एक वर्ष की अवधि के अन्दर सेवा नहीं किया जाता है तो संघ लोक सेवा प्रयोग के 
निवस हो जाते है , अथवा रिजर्व स्थान में स्थानांतरित कर अध्यक्ष अथवा सवस्य को मध्यक्षता में विमागोय 
दिये जाते है और जो अपेक्षित अनुभवोर योग्यताएं रखते हैं, पोषति समिति का नई बैठक बलाई जायेगी । 
उन्हें भी , इन पदों पर नियूपिन के लिए विचार किया जा 
मकता है । इन पर्ममारियों को प्रतिनियुक्ति शर्ते उस तिथि तक 
दो जाएंगी जब से के मशाल सेना से भार भक्त होना देय है , 
इसके बाद ये पुनः नियुक्ति प्राधार पर बने रह सकते हैं । 


सा 


- 


- 


- 


- 


[ फादल सं . ए - 12022/ 1 /89 - स्था - 11 

राम प्रकाण बना, अवर सचिव 


(Department of Supply ) 

New Delhi, the 9th July, 1990 
G .S. R . 493. — In « xercise of the powers conferred 
by the proviso to article 309 of the Constitution , 
the President hereby makes the following rules re 
gulating the method of recruitment to the post of 
Assistant Director (Maintenance and Servicing) in 
the National Test House, namely : - - 


Short title and commencement. - ( 1 ) 
These rules may be called the National 
Test House , Calcutta , Assistant Director 
(Maintenance and Servicing ) Recruitment 
Rules, 1990. । 
( 2 ) They shall come into orce on the 
date of their publication in the Officia ) 

Gazette . 
2 . Number of posts, classification and scale 

of pay . The number of thic said posts, 
its classification and the scalo of pay at 
ached thereto shall be as specified in col 
ums 2 to 4 of the Schedule annexed to 
these rules . 


4 . Disqualification. No person , - - 
( a ) who has entered into or contracted a 

marriage with a person having a spouse 

living, or 
( b ) who , having a spouse living , has en 

tered into or contracted a marriage with 
any person , 
shall be eligible for appointment to the 
said post : 

Provided that the Central Government 
may , if satisfied that such marriage is per 
missible under the personal law appli 

cable to such person and the other party 
to the mariage and that there are other 
grounds for so doing, exempts any person 
from the operation of this rule. 
Power to relax . — Where the Central Go 
vertiment is of opinion that it is necessary 
or expedient so to do. it may, by order , 
for reasons to be recorded in writing re 
lax any of the provisions of these rules 
with respect to any class or category of 
persons. 
Saving . – Nothing in these rules shall affect 
reservation , relaxation of age limit and 
other concessions required to be provided 
for the Schedcled Castes, the Scheduled 
Tribes , ex -servicemen and other special 
categories of persons in accordance with 
the orders issued by the Central Govern 
ment from time to time in this regard 


6 . 


3. 


Method of recruitment , age limit, quali 
fications, etc..-.- The method of recruitment 
to the said post, age limit, qualification 
and other matters relating thereto shall be 
as specified in columns 5 to 14 of the 

said Schedule . 
2041 GI / 90 - 4 
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- 


Name of post 


No . of post 


Classification 


Scale of pay 


- 


- 


- 


- - 


- 


- 


- 


- - - -- - -- - 


- - 


- 


- 


- - 


(2 ) 


UL 


- - - - 


- - - - 


- 


- 


Assistant Director (Main - 1* 1(1990) 
tenance and Servicing ) * Subject to variation de 

pendent on workload . 


General Central Service 
Group A Gazetted Non - 
Ministerial 


Rs. 2200 -75- 2800 -EB 

100-4000/ 


- - - - - - -- - - 


- 


. - . 


- 


. . - - - . - - - - - - 


- 


- - - - - - - - - - - 


- " 


- 


- - 


- - - - 


- - 


- - - - - - 


- 


- 


- - - - - 


- - - 


- - - 


- - 


- 


- 


- 


- - 


- - 


- -, 


- 


- 


- - - -- - - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


Age limit for direct recruits 


Whether selection post or non - 
selection post 


Whether benefit of added years of 
service admissible under rule 30 of 
the Central Civil Services ( Pension ) 
Rules, 1972 


LV 


(5 ) 


(6 ) 


LL 


Not applicable 

Not exceeding 35 years ( Relaxable Not applicable 

for Government servants upto 5 
years in accordance with the ins 
tructions or orders issued by the 

Central Government ). 
Note . -- The crucial date for determ 

mining the age limit shall be the 
closing date for receipt of applica 
tions from Candidates in India 
and not the closing date prescribed 
for those in Assam , Meghalaya , 
Arunachal Pradesh , Mizoram . 
Manipur, Nagaland , Tripur 
Sikkin , Ladakh Division of 
Jammu and Kashmir , State , Lahaul 
und Spiti district and Pangi Sub 
division of Chamba district of 
Himachal Pradesh , the Union 
Territory of the Andaman and 
Nicobar Islands of the Union 

Territory of Lakshadweep ). 
- - - - - - - - - - 

- - - - - - - 
Educational and other qualifications Whether age and edu. Period of probution , Method of recruit 
required for direct recruits cational qualifications if any 

ment, whether by 
prescribed for direct 

direct recruitment or 
recruits will apply in 

by promotion or by 
the case of promotcos 

deputation transfer 
percentage of the va 
cancies to be filled 
by various method 


- 


- - - - - - - - - 


- 


- - - - 


- - - - - 


- - - - - 


- 


- 


- 


- 


- 


- 


- 


. . . - - - - 


- 


- - - 


- 


. 


- - - - - - 


- - - 


- 


- - - - - 


- 


( 10 ) 


- - - 


- 


- - - - 


- - 


- 


- 


- - 


- 


( 8 ) 
Essential : 
(i ) Degrce in Electrical or Mechanic - Not applicable 

al Engineering of a recognised Uni 
versity or equivalent: 


Two year , for direct By transfer on depu 
recruits 

tation including 
siiort- term contract 


- 


- 


- - 


- 


- - - - 


- 


- - 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


2007 
- - - .. 


- --- 


- : -- - - 


- - - 


- 


- - - 


- 


- - 


- 


- - - - - - 


- - - 


- 


- - - - - 


- 


- - 


- 


- - 


- - -- 


- - - - - - 


re -employinent 
ſailing which by 
direct recruitment, 


[ 117 11 : 11 ) 
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- 
( 9 ) 

( 10 ) 

- - - - - - - - - - . 
(ii) 3 yeur s experience in servicing and 

maintenance of equipments/appa - 

ratus/ plants in an organisation 
Note 1 : Qualifications are relaxable at 

the discrtion of the Union Public . 
Service Commission in case of candi 

dates otherwise Hell qualified . 
Note 2 : The qualification (s ) regarding 

experience is /are relaxable at the dis 
cretion of the Union Public Service 
Commission in the case of 
candidats belonging to Scheduled 
Castes and Scheduled Tribes, if at 
any stage of selection , the Union 
Public Service Commission is of the 
opinion that sufficient number of cani 
didates from these communities 
possessing the requisite experience are 
not likely to be available to fill up 
thic vacancies reserved for them . 


- - - - 


- - - - 


- 


-- - - - 


- - -- - - - - 


- - - - 


- - 


- 


- - - 


- 


- 


- 


- - - - - 


- - 


- 


- 


- 


-- - - 


-- - - 


- - -- 


- - - - - 


- - 


- 


To case of recruitment by promotion Ifa DPC exists, what is its Circumstances in which UPSC is 
deputation transfer grades from which composition 

to be consulted in making rec 
promotion deputation /transfer to be made 

ruitment 
(12 ) 

( 13 ) 
Transfer on deputation ( including Group A DPC (for considering UPSC is to be consulted on 
short-term contract : 

confirmation ) : 

cich occasion . 
Officers of Central/ Statc Govern - (1 ) Director General, National 
ments /Univerities/Rescarch Insti- Test House , Calcutta - - Chairman 
tules/Public Undertakings/ Statu - ( 2 ) Director /Deputy Secretary , 
tory or Autonomous Organisation Department of Supply- Member 
(a ) (i) holdng analogous posty ( 3 ) Director , National Test House, 
on regular basis ; or 

Calcutta – Member, 
( ii ) with 3 years regular scr - (4 ) Senior most joint Director , 

vice in posts in the scale . National Test House , Calcutta ---Member 
of Rs. 2000 - 3500 or equi- Note : The proceedings of the De 
valent ; and 

partmental Promotion Committco 
(b ) possessing the Eduational Qu relating to confirmation of a direct 

alifications and experience. recruit shall be sent to the Union 
prescribed for direct recruits Public Service Commisson for ap 
under Column 8 . 

proval. If however, these are not 
( Period of deputation /contract in - approved by the UPSC , a fresh 

cluding period of deputation in meeting of the DPC to be presided 
another ex -cadre post held in - over by the Chairman or a Mem 
mediately preceding this appoint - ber of the UPSC shall be held . 
ment in the same or some other 
organisation /department of the Cen 
tral Government shall ordinarily 
not exceed 3 years ). 
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- - 


- 


- 


12 


13 


14 


- 


- 


- - 


- 


- 


- - - 


- 


- 


- 


- - - 


- - 


- - 


- - 


- 


- 


- - 


- 


- 


- . 


- - 


- -- 


- - - 


. 


. - 


- - 


- - 


Re -employment . 
Armed Forces personnel due to re 

tire or to be transferred to reserve 
within a period of one year and 
having requisito experience and 
qualifications can also be considered 
for appointment to such posts. 
Such persons would be given depu 
tations terms upto the date on which 
they are due for release from Armed 
Forces, thereafter they may be con 
tinued on re-employment. 


- 


- 


[ F. No . A-12022/1/ 89 - ESI ] 
R . P . BATRA, Under Secy . 


खाद्य एवं नागरिक पर्ति मंत्रालय 

(नागरिक पूर्ति विभाग ) 

नई दिल्ली, 23 जुलाई , 1990 
मा . का . नि . 494 :- गष्ट्रपति , संविधान के अनुच्छेद 
309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए , 
वायया बाजार पायोग ( ममूह " क " और समूह “ ख ” पद ) 
भर्ती नियम , 1985 का संशोधन करने के लिए निम्नलिखित 
नियम बनाते हैं , अर्थात् :---- 
1. ( 1 ) इन नियमों का संक्षिप्त नाम वायदा बाजार 
पायोग ( समूह “ क ” और समूह " ख " पद ) भर्ती नियम , 
1990 है । 

( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रवृत्त 


होंगे । 


- 2. वायदा बाजार प्रायोग ( समूह “क ” और समूह " ख " 
पद ) भर्ती नियम , 1985 की अनुसूची में निदेशक ( प्रवर्तन ) 
के पद से संबंधित क्र . सं . 2 के सामने ; 


(ii ) ज्येप्ट कालमान में कार्यरत भारतीय पुलिस 

सेवा के अधिकारी ; या 
( iii ) केन्द्रीय सिविल सेवा समूह " क " ( जिसके अन्तर्गत 

भारतीय आर्थिक सेवा भी है ) के अधिकारी या 

केन्द्रीय / राज्य सरकार पुलिस बल के ऐसे अधिकारी: - -- 
( क ) जो नियमित प्राधार पर सदश पद धारण किए हए 

है , या 
( ग्य ) जिन्होंने 3000-4500 म . के वेतनमान में निय 

मित आधार पर 2 वर्ष सेवा की हो , या 
( ग ) जिन्होंने 2200 - 4000 रु . के वेतनमान याले 

पदों पर नियमित ग्राधार पर 7 वर्ग या को 

हो , या 
( iv ) जिन्होंन पुलिस उप अधीक्षक की या समतुल्य 
पंक्ति में पद धारण करते हापः उम श्रेणी में 

10 वर्ष नियमित सेवा की हो ; और 
2. उनके पास , यदि वे पुलिस अधिकारी नहीं हैं , प्राथिक 
अपराधों के क्षेत्र में प्रवर्तन का अनुभव होना चाहिए । 
( प्रतिनियुक्ति की अवधि , जिसके अन्तर्गत केन्द्रीय सरकार 

के उसी या अन्य संगठन विभाग में इस नियक्ति से 
ठीक पहले धारित किसी अन्य काडर बाह्य पद 
पर प्रतिनियुक्ति की अवधि है, साधारणतया तीन 
वर्ष से अधिक नहीं होगी ) " 
[मिसिल सं . ए . -12011/ 7/ 87-प्रशा .- II] 

ओ . पी . खेत्रपाल , अवर सचिव 
टिप्पण : -~- मूल नियम सा , का , नि . सं0 721 तारीख 
3- 8- 1985 द्वारा प्रकाशित किये गये थे । 
MINISTRY OF FOOD AND CIVIL SUPPLIES 

( Department of Civil Supplies ) 

New Delhi, the 23rd July , 1990 
G .S .R . 494 .-- In exercise of the powers conferred 
by proviso to article 309 of the Constitution, the 
President herehy makes the following rules to amend 


( i ) स्तम्भ ( 2 ) में की प्रविष्टि के स्थान पर निम्न 
लिखित प्रविष्टि रखी जाएगी , अर्थात । " 1 * ( 1990 ) 


कार्यभार के आधार पर परिवर्तन किया जा सकता है । " 

( ii ) स्तम्भ ( 4 ) में की प्रविष्टि के स्थान पर निम्न 
लिखित प्रविष्टि रखी जाएगी, अर्थात : -- 

" 3000-100- 3500-125-5000 रु . "; 

( iii ) स्तम्भ ( 12 ) में की प्रविष्टि के स्थान पर 
निम्नलिखित प्रविष्टि रखी जाएगी, अर्थात् .- - 

"प्रतिनियुक्ति पर स्थानान्तरण द्वारा : - - 
1. ( i ) ज्येष्ठ कालमान में कार्यरत भारतीय प्रशासनिक 

सेवा के अधिकारी ; या 
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2009 
... --: : - - - -- -- -- - 

- --. :.- 
- - - -- - - - - - - - .. .. : - - - . - - -. : . : : . . . -- - - 

- - - - - -- - - - - - 

- - - - - - -- -- 
the Forward Markers Commission (Group A and 

(iii) Officers of Central Civil Service Group 
Group B posts ) Recruitment Rules , 1986 , 

A ( including Indian] Economic Service ) 
namely : 

pr Oificers of the Central State Govern 

ment Police forces 
1 . ( 1 ) These rules may be called the Forward 
Markets Coromission (Group A and Group B 

(a ) holding allogcus post on jugular 
posts) Recruitment (Amendment) Rules, 1990 . 

basis; or 

(b ) with 2 years regular service in posis 
(2 ) They shall come into force on the date of 

_ in the scale of Rs. 5000 - 500; । 
their publication in the Cfficial Gazette . 

(c ) with 7 years regular service in posts in 
2. In the Schedule to the Forward Markets Com 

the sale of Rs. 2200- 4000 ; or 
imission ( Group A and Group B posts) Recruitinent 
Rules , 1985, against serial number 2 relating to the 
post of Director ( Enforcement) : 

( iv ) holding puses in the rank of Deputy 

Superintendent of Police or equivalent 
(i) in column ( 2 ) , for the entry , the folloving 

with 10 years regular service in the 
entry shall be substituted , namely :--- 

grade; and 
"16 
(1990 ) 

2 . Possessing expcrience of enforcement in the 

cconomic offences field , in case of non 
* Subject to variation dependant on workload ” . 

police officers . 
( ii ) in column ( 4), for the entry, the following 

( Period of deputation including period 
entry shall be substituted , namely : 

of deputation in another ex-cadre post 
“ Rs. 3000 - 100 - 3500 - 125 -5000 , " 

held immediately preceding this appoint 

ment in the samy or some other organisa 
(iii ) in column (12 ), for the entry, the follow 

tion department of the Central Gover 
___ ing cntry , shall be substituted , namely : 

lacnt shalı ordinarily not exceed 3 
" BY TRANSFER ON DEPUTAION 

years )." 
1. (i) Officers at the Indiar. Administrative 
Service working in the Senior Time 

Note : The principal rules were publisikvdi vide G .S . R . 
Scale; cr 

No . 721 datel 3- 8. 1985 . 
( ii ) Officers of the Indian Police Service 

Fic No . A - 120117187 - Estt. II ] 
working in the Senior Tinc Scale ; or 

O . P. KHETRAPAL , Under Secy . 


. 


-- . - - - . 


- - - - 


-- 


- - 


विज्ञान और प्रौद्योगिकी मंत्रालय 
( विज्ञान और प्रौद्योगिकी विभाग ) 

मई दिल्ली, 20 जुलाई, 19.) ) 
गा . का. नि . 495. - राष्ट्रपति, संविधान के अनुच्छेद 300 के परन्तुषः द्वारा प्रदत शक्तियों का प्रयोग करते हुए मोर प्रशासन अधिकारी ( राष्ट्रीय 
एटलस और थिमैटिक मानचित्रण संगठन ) भर्ती नियन, 1971 भो , उन बातों के सिवाय अधिक्रांत करते हुए, जिन्हें एक प्रवित्रामण में पहले किया गया है। 
या करने का लोप किया गया है राष्ट्रीय एटलम और धिमैटिक भानचित्रण संगटन में प्रशासन अधिकारी के पद पर भर्ती की पति का विनियमन करने में 
लिये निम्नलिखित नियम दनात , गर्थान : - - 
। मक्षिप्त नाम और प्रारम्भ : ( 1 ) न नियमो का संक्षिप्त नाम गष्ट्रीय पटसन और त्रिमैटिक मानचित्रण गंगरन ( प्रशासन अधिकारी ) भी नियम , 

1990 है । 
( 2 ) से रामपन में प्रकाशन की तारीख की प्रवृत्त होंगे । 
पद- संख्या, वर्गीकरण और वेसनमान : उक्ल पक्ष की संख्या उसका वर्गीकरण और उसका वेतनमान पर होगा जो मन नियमान उपाबत अनसपी के स्तम्भ 

2 गे सम्म .1 में यिनिर्दिष्ट हैं । 
3. भर्ती की पद्धति , प्राय- सीमा , महताएं प्रादि : उक्स पद पर भर्ती की पद्धति , याव-मीमा, अहंनाएं प्रोर उनस संबंधित आय पाने में होगी जो उम्म अनस नो 
के स्तम्भ 5 से स्तम्भ 14 में विनिर्दिष्ट है । 

गिरहमा : यह व्यक्ति - - 
( क ) जिसने ऐले व्यक्ति से जिसका पति या जिसकी पत्नी जावित है, विवाह किया है ; या 

( छ ) जिसने अपने पति या अपनी पहली जीवित रहने हुए किमो व्यक्मि से विवाह किया है , 
मत पय पर नियुक्ति का पान्न नहीं होगा : 


परन्तु यदि केन्द्रीय सरकार का यह राभाधान हो जाता है कि ऐसा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को लाग म्धीय विवि प्रधान 
अमुज्ञेय है और ऐसा करने के लिये अन्य प्राधार तो बह किसी व्यक्ति को इस मियम ये प्रवर्तन से युट दे सकेगी । 
; शिथिल करने की शक्ति : जहां फेन्द्रीय सरकार की यह राय है कि एसा करना आसा रामापीन , वा ५. , दोन 
मरखे गया संप लोक सेमा आयोग करके , इन निममी के किसी उपबंध को किसी वर्ग या प्रवर्ग के व्यक्तियों की बावन, भाग शिथि पर सकेगी । 


2010. 
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- 


- 


- 


6. ग्यासि : इन नियमों की कोई बात , ऐसे प्रारमणों, प्रायु-सीमा में छूट और अन्य रियायतों पर प्रभाव नहीं डालेगी, जिसका केन्द्रीय सरकार द्वारा इस संबंध 
में समय-समय पर निकाले गए प्राणों के अनमार अनुसूचित जानियों, अनुस चित जनजातियों, भूसपर्य सैनिकों और अन्य विणेय प्रवर्ग के व्यक्तियों के लिये उपयंत्र 
करना अपेक्षित है । 


अमुसूची 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- - 


पद का नाम 


पदों की संख्या 


वर्गीकरण 


तनमान 


घयन गत मधेि भर्ती किये जाने वाले 
अथवा प्रच - यनिनयों के लिये प्राय-मीमा 
ग्रन पट 


मेवा में जो गये वा का 

फायता केन्द्रीय सिविल सेवा 
( पेंशन ) नियम 1 के 
निगम 30 के अधीन अन्य 
है या नही 


- - - । - .. .. - . 


. - - 


- - 


- 


- - - - - -- - 


- 


- - - 


- - - - - 


- 


- - 


- - 


. 


. 


- 


. . - - 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- - 


- - 


प्रशासन प्रधि 
कारी 


चयन 


नहीं 


साधारण केन्द्रीय 2000- 60- 2300- 
( 1990 ) सेषा समूह " ख ", द. रो.- 75- 3200 
कार्यभार के आधार राजपत्रित , अनुसचि - 100- 3500 र 
पर परिवर्तन किया जा बीय । 
सकता है । 


तीस तर्प 
केन्द्रीय सरकार द्वारा जारी किये 
गये अनदेखा पार देशों 

के अनुसार सरकारी सेवको के 
लियं 5 वर्ष तक शिथिल की 

जा सकती है । 
टिप्पण : शाय-सीमा अयधारित 

भारत के लिये निर्णायक 
सारीन भारत में अभ्ययियों 
से पाय वन प्राप्त करने 
लिये नियत की गई अंतिम तारीख 
होगी ( न कि यह अंतिम 
तारीख भी असम , 
मेघालय , अगणाचल प्रदेश , 
मिजोरम, मणिपुर , मागालैपर, 
त्रिपुरा, सिनिकम , जम्मू-नाश्मीर 
राज्य के लदाख खश, हिमा 
चल प्रदेश यो लाहोल बीर 
भीत जिन तथा चम्बा जिले 
के पांगी उप , दमान 
श्रीर निकोबार द्वीप या सा 
वीप में अन्यर्थियों के लिये 
विहित की गई है ) । 


- - 


- 


- - -. - - - - . . . 

. - - - - - - - -- - . .- - - - - - - - - - - - - - - - - - - - 
सीधे मतों किये जाने वाले व्यक्तियों के लिये क्षिा और अन्ग सीधे भी किये जाने वाले व्यक्तियों के लिय परिघाक्षा की प्राधि, यदि कोई हो 
प्रहसाएं 

विहित प्रायु और शैक्षिक प्रहंताएं प्रोमस - 

स्त्रियों की दशा में लागू होमी या नहीं 


- 


~ 


- 


- 
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पावश्यक --- - 
( 1 ) किमी मान्यता प्राप्त विश्वविद्यालय से डिग्री या इमपं . 

ममतुल्य । 


नहीं 


( 2 ) मरकारी कायालय या किसी लाक निकाय या किसी ज्याति 

प्राप्त वाणिज्यिक संगठन में किसी पर्यवेक्षी हैसियत में 
प्रशासन , लेखा और स्थापन कार्य का पांच वर्ष का 
अनुभव । 
टिप्पण 1 अहसाएं अन्यथा सुप्रहित अक्षयों को दणा में संघ लोक सं या पायोग के यियकानुसार मिथिल की जा सकती ह । 
टिप्पण ! अनुभव मंबंधी प्रहंता ( ग्रहप्ताएं ) संघ लोक मेवा प्रायोग थे घिवेफामसार अनुसूचित जातियों और अनुसुनित जनजातियों के प्रांययो को 

बा म तव शिथिल की जा सकती है ( है ) जय चयम के किमी प्रत्रम पर संघ लोक सेवा प्रायोग को ग्रह राय है कि उनके लिये आरक्षित 

रिनितयों को भरने के लिये अपेक्षित अनुभव रखने वाले उन ममदायों को श्रध्यमियों को mhra नया में उगला होने की संभावना नहीं है 
वांनीच : सरकारी नियमों और विनियमों का शान । 


-- - 


- . , 


- - 


- 


भाग 


- 


3 (1 ) 


भारत का राजपत्र : मस्त 11, 1990 भाषण 20, 1912 


2011 


- - 


पता को पति भर्ती सो होगी या प्रोशतिहास या प्रतिनियुक्ति/ म्यामांतरण सारा प्रोसति / प्रतिनियुक्षित स्थानांतरण हास भी को नशा में ो श्रेणियां जिन 
तथा विभिन्न पद्धतियों द्वारा भी जाने वाले रिक्तियों की प्रतिशतता । 

प्रोप्नति/ प्रतिनियुक्ति/ स्थानांतरण किया जाएंगा । 
- - - -- -- - -- - - -- -- - -- - -- - - -- - - -- - - - - - -- - - - - - - - - - - - - - - - - - - - - - - - -- -- 

- - - - - - -- -- -- - . .... - - - 


] ] 


TIH 


- - - - - - - -- 


- 


- 


- - 


- - - - 


- 


-- 


- 


- 


- --- 


- 


+ 


- -- - 


- - -- 


- - 


- - 


- 


- - - - - - 


- 


- 


- 


- - 


- - 


- 


- - - 


- 


- 


- - 


- - 


- 


50 प्रतिशत प्रोन्नति द्वारा, जिमफे न होमकने पर प्रतिनियुक्ति पर स्थानांतरण द्वारा प्रोन्नति : ऐसा विभागीय कार्यालय अधीक्षक जिमने उस श्रेणी में 5 व 

और दोनों के न हो सकने पर सीधी भर्ती द्वारा और 50 प्रतिशत प्रतिनियुक्ति पर नियमित मेवा की हो । 
ग्यानांतरण द्वारा जिस न हो मशाने पर मीधी भर्ता डाग । 

प्रतिनियुक्ति पर स्थानांतरण : 
( मा ) केन्द्रीय सरकार/ राज्य मरवारों के अधीन ऐसे अधिकारी --- 
ti ) जो नियमित आधार पर मत्य पद धारण किये हुए है : या 
( ii ) जिन्होंने 1650- 2100 रु. मा सममूल्य तिनमान वाले पदों पर कम 

से कम तीन वर्ष नियमित सेवा की है ; या 
( iii ) जिन्होंने 1400- 2300 . या ममनल्य येतनमान बाले पदों पर पाठ 

वर्ष नियमिता मेवा की है और 
( ख ) जिनके पास प्रशासन, स्वागन और लेखा संबंधी विषयों पर अनुभव है । 
( पोषक प्रवर्ग के ऐसे विभागीय अधिकारी, जो प्रोन्नति की साधी पंक्ति में है , 

प्रतिनियुक्ति पर नियुक्ति के लिये विचार किये जाने के पात्र नहीं होंगे । 
इसी प्रकार प्रतिनियमत व्यमित प्रोन्नति बाग नियक्ति के लिय बिना 
किये जाने के पान्न नहीं होंगे ) । 
( प्रतिनियुक्ति संविधा की अवधि, जिमके अंतर्गत उमी संगठन विभाग में हम 
नियमित से ठीक पहले धाति किसी अन्य वार याह य पद पर प्रति 

नियुक्ति की अवधि है, माधारणतया तीन मई से अधिक नहीं होगी । 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- - 


- 


- 


- 


- 


- 


- - - 


- 


- 


- 


- - - 


- 


- 


- - - 


- 


- 


- 


- 


- 


- - 


यदि विभागीय पोति ममिति है तो उसकी गंगनना 


भर्ता करने के किन परिस्थितियों में गंग लो सेया प्रायोग से परामर्श 
किया जायेगा । 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 
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- - 


- - 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


. 


. . 


- 


- 


- 


- 


- . 


. . 


विभागीय प्रनिति गमिति ( पानि यः लिए । 

मीयो भर्ता करते समय में लोग मेय । अत से परामर्श करना 

पाययक है । 
1 . निदेशक , राष्ट्रीय टलन और मिंटिक मानचित्रण संगम - अध्यक्ष 
- गंतनिदेशक/ उा पाचव, विशन और प्रौद्योगिकी विभाग -- सदस्य 
मक निदेशक ( चक्रानुक्रम में , राष्ट्रीय एटलस और बिटिक मानचित्रण संग-- -- सदस्य 

निदेशक ( बत्रानुक्रम मे ), राष्ट्रीय एटलग और थिमैटिक मामासनण मंगल --- मदम्य । 
विभागीय पोशाति: ममिति ( पुष्टि के लिये :- ... 

निदेशक , राष्ट्रीय पटलम और चिटिक मानचिन्ना मंगन- - अध्यक्ष 
१. मगधित निदेशक/ उप सविय, विज्ञान और प्रोतलोगिकी विभाग -- सदस्य 
९ मंजन निदेशक ( पक्रानु प्राय से ), नाष्ट्रीय एट नस और थिमंटिक मानषिक्षण मनन- - सदस्य 
टिपण · मीधे भर्ती किये गये व्यक्तियों को रात में , पुष्टि में संबंधित विभागीय प्रोन्नति समिति की कार्यवाहियां मंघ लोक गेवा आयोग के अन मोदनाथ 

भेजो जाएंगी , विन्स् , यदि प्रायोग उनका अनुमोदन नहीं करना है तो विभागीय प्रोप्रति ममितिको भेटमा मंत्र लोक सेवा आयोग के अध्यक्ष या 
फिमी सदस्य की अध्यक्षता में फिर से होगी । 


- 


- - . . - 


- - 


- - . 


. - 


- 


- 


[ फा . मं . एसएम / 01 / 062/ 88 ] 

जा . क , गमचंदानी, उम् , अधिकार , 
Administrative Officer in the National Atlas amil 
Thematic Mapping Organisation , naniciy . 


MINISTRY OF SCIENCE & TECHNOLOGY 
( Department of Science & Technology } 

New Deli, I. 20th July . 1990 
G .S .R . 495 . — In exercise of the powers conful 
hy the proviso to artic . 309 of the Constitution and 
in supersession I the Administrative Officer 
( National Atlas an . 1 lhematic Mapping Organisation 
Recruitinent Rules , 1971, wcip us respects things 
done or omiiled to be done before such supersession , 
the President hereby makes the following rules regu 
lating the 21 !100 of ! cruitment to the cost of 


1 . Short title and commencement.. - ( 1 ) These 
rules may be called th : National Atlas and Thematic 
Mapping Organisation (Administrative Officer) Rc 
cruitment Rules , 1990 


on and 


ic Mappiinalina 


( 2 ) They shall can into force on the date 
their publication in ti Ollicia Gazette 


of 


denthereto be m 


2 . Number of the post, classification and scale or 
pav. --- The number of the said post , it classification 
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and the scale of pay attached thereto shall be as 
specified in columns 2 to 4 of the Schedule annexed 
to these rules , 


3 . Method of rcruiment age limit , qualifications , 
etc . — The method of lucruitment to the said post, 
age limit , qualification ud other matters relatuig 

thereto shall be as specified in columns 5 to 14 of the 
said schedule . 


4 . Disqualificatio ).- -No person , 


Provided that thc Cootral Government may , 
if satisfied that such marriage is permissi 
ble under th personal law applicable . ter 
such person and the other perty to the 
marriage aa :1 rat there are other ground : 
for so doing , exempt any person from the 

operasion of this rule . 
5 . Power to reiax , - Whers the Central Govern 
ment is of the opinion thai it is licccssary or expc 
dient so to do , it may, by order , for reasons to 10 
recorded in writing and in consultation 
tion with the Union Public Service Commission , 
relax any of the provisions of these rules with res 
pect to any class o category of persons. 

6 . Saving . - -Nothing in these rules shall alfect re 
servation , relaxation of age limit and other con 
cessions required to be provided for the Scheduled 
Castes, the Scheduled Tribc , Ex -servicemen and 
other special categorie ; of persons in accordance 
with the orders issued by the Central Government 
from time to time in this regard . 


( a ) who has entorid inu ) or contractel 

marriage with a person having a spouse 
living; or 


(b ) wlio , having a spouse living has entered 

into of Contractet a marriage with any 
person , 


shall be cligible for appointent 10 
post : 


the said 


- 


- 


- 


Name of post 


Name of post 


No. of Classifi 

cation 


No clansons 


SCHEDULE 
Scale of Whether 
pay 

selection 
post or 
110n -selection 
post 


Age limit for direct 

reciuits 


post 


Whether 
benefit of 
added years of 
servicc admis 
sible under 
rule 30 of 
the Central 
Civil Services 
(Pension ) 
Rules , 1972 . 


. . . - 


- 


- 


ī 2 3 4 5 
Administrative 2* General Rs. 2000 - Selection 
Officer 

( 1990 ) Central 60 -2300 

Service , EB - 75 - 3200 
Group B , 100 - 3500 . 
Gazetted , 

Ministerial, 
* Subject to variation dependent on workload . 


30 years. (Relaxable for . No. 
Government servants 
upto 5 years in accordance 
with the instructions and 
orders issued by the 
CentralGovernment). 


Note : The crucial date 
for determining the age 
limit shall be the closing 
date for receipt of appli 
cation from candidates in 
India (and not the closing 
date prescribed for those 
in Assam , Meghalaya . 
Arunachal Pradesh , 
Mizoram , Manipur, 
Nagaland, Tripura , Sikkim , 
Ladakh Division of Jammu 
und Kashinir Stato , Lahaul 
and Spiti District and! 
Pangi Sub -Division of 
Chainba District of 
Hiniachal Pradesh , Audaman 
and Nicobar Island or 
Lakshadweep ) . 


- 


- 


- 


- 


- 


- - - - 


- - 


- 


- 


- 


- - 


- 


HET 


- 


- - 


- 


- 


- 


- - 


- - 


- 


- - 
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LUE 


Educational and other qualifica - 
tion required for direct recruits 


Whether ago and educa - Period of 
tional qualifications pres. probation 
cribed for direct recruits if any 
will apply in the case of 
promotees 


Method of rectt , whether by 
direct rectt. or by promotion 
or by deputation / transfer and 
percentage of the vacancies 
to be filled by various 
methods 


9 


10 


11 


No 


. 


2 years 


50 % by promotion failing 
which by transfer on depu 
tation and failing both , by 
direct rectt. and 50 % by 
transfer on deputation failing 
which by direct roctt. 


Essential: 
(i) Degree of a recognised Univer 

sity or its equivalent. 
( ii ) 5 years experience of Admi 

nistration , accounts and estab 
lishment work in a supervisory 
capacity in Government office 
or a Public Body or a Commercial 

Organisation of repute . 
Note : 1 . Qualifications are relaxable 

at the discretion of the Union 
Public Service Commission in case 
of candidates otherwise well 

qualified . 
Note 2 . The qualification (s) regard 

ing experience is /are relaxablo 
at the discretion of Union Public 
Service Commission in case of 
candidatos belonging to the 
Scheduled Castes and the Scheduled 
Tribes if , at any stage of selection , 
the Union Public Servico Com 
mission is of the opinion that 
sufficiont number of candidates 
from these communities possessing 
the requisite experience are not likely 
to be available to fill up the 

vacancies reserved for them . 
Desirable : Knowledge of Govern 

ment rules and regulations , 


If a Den 


In case of rectt. by promotion / 
deputation /transfer, grades from which 
promotion deputation / transfer to be 
made . 


If a Departmental Promotion Committee Circumstances in which 
exists what is its composition . 

U . P .S . C . is to be consul 
ted in making rectt . 


12 


14 


Promotion : Departmental Office 
Superintendent with 5 years regular 
service in the grade. 
Transfer on Deputation : 
Officers under the :- - 
(a ) Contral/State Governments : 
(i) holding analogous posts on regular 

basis or; 
2041 G1/904- 5 


13 
Departmental Promotion Committee Consultation with 
(for promotion) : 

U . P .S . C . necessary while 
1 . Director, National Atlas and making direct rectt. 
Thematic Mapping Organisation 

Chairman 
2 . Director/Deputy Secretary concerned , 

Department of Science and Technology - - 
Member 
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(13) 


(12 ) 
( ii ) with atleast 3 years regular 

service in posts in the scale of 
Rs. 1640 -2900 /- or equivalent : 

Or 
(iii) 8 years regular service in post in 

the scale of Rs. 1400 - 2300 or 
equivalent, and ( b ) having expe 
rience of Administration , establish 
ment and accounts matters . 
( Period of deputation including 

period of deputation in another 
ex -cadre post held immediately 
preceding this appointmont in the 
same organisation /department shall 
not exceed 3 years). 


3. Joint Director , ( by rotation), 

National Atlas and Thematic Mapping 
Organisation Member 
4. Deputy Director ( by rotation ), 
National Atlas and Thematic Mapping 

Organisation - -Member. 
Departmental Promotion Committee 

(for confirmation) : 


( The Departmental Officer in the 

feeder grade who aro in diroct line 
of promotion will not be eligible 
for consideration for appointment 
on deputation. Similarly, deputatio . 
nists shall not be eligible for consi 
deration for appointment by 
promotion). 


1. Director , National Atlas and Thematic 

Mapping Organisation - Chairman 
2 . Director/Deputy Secretary concerned , 

Department of Science and Technology 

Member 
3 . Joint Director (by rotation ), National 

Atlas and Thematic Mapping 

Organisation - Member . 
Note : In case of direct recruits the 

proceedings of the Departmental 
Promotion Committee relating to 
confirmation shall be sent to the 
Union Public Service Commission 
for approval. If , however, these are 
not approved by the Commission , a 
fresh mceting of the Departmental 
Promotion Committee to be presided 
over by the Chairman or a Mombor 
of the Union Public Service Commission 
shall be held . 

- - - - - - - - - -- - 

[File No. SM /01 /062/88 ] 
B. K . RAICHANDANI , Desk Officer 


- -- -- -- - - - --- --------. ..... - 


-- - 


जल संसाधन मंत्रालय 

नई दिल्ली, 28 जून , 1990 
सा . का . नि . 496 - राष्ट्रपति , संविधान के अनुच्छेद 
309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए 
केन्द्रीय भूमिगत जल बोर्ड ( समूह " ग " और समूह " " 
पद ) भर्ती नियम , 1968 का और संशोधन करने के लिए 
निम्नलिखित नियम बनाते है 
___ 1. ( 1 ) इन नियमों का संक्षिप्त नाम केन्द्रीय भूमिगत 
जल बोर्ड ( समूह “ ग ” और समूह ", " पद ) भर्ती ( संशोधन ) 
नियम , 1990 है । 

( 2 ) ये राजपन में प्रकाशन की तारीख को प्रवृत्त होंगे । 

2. केन्द्रीय भूमिगत जल बोर्ड ( समूह "ग " और समूह 
" ध " पद ) भर्तीनियम , 1968 की अनुसूची में एम . टी . ड्राइवर 
के पद से संबंधित क्रम संख्या 14 के सामने : 


प्रविष्टि रखी जाएगी , अर्थात् :--- 

* 563 ( 1990 ) 
* कार्यभार के आधार पर परिवर्तन किया जा सकता है । 

( 2 ) स्तम्भ 5 में की प्रविष्टि के स्थान पर निम्नलिखित 
रखी जाएगी, अर्थात् : 

"950-20-1150 -द . रो . - 25-1500 रूपए " 

( 3 ) स्तम्भ 7 में की प्रविष्टि के स्थान पर निम्नलिखित 
प्रविष्टि रखी जाएगी , 

अर्थात् : -- "18 से 25 वर्ष 

( केन्द्रीय सरकार द्वारा जारी किए गए अनुदेशों या 
आदेशों के अनुसार सरकारी सेवकों के लिए शिथिल करके 
40 वर्ष तक और अनुसूचित जाति और अनुसचित जनजाति 
के लिए 45 वर्ष तक की जा सकती है ) 

टिप्पण 1 : प्राय-सीमा अवधारित करने के लिए निर्णायक 
तारीख भारत में अभ्य यों से आवेदन प्राप्त करने के लिए 


( 1 ) स्तम्भ 3 में की प्रविष्टि के स्थान पर निम्नलिखित 
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नियत की गई अंतिम तारीख होगी ( न कि वह अंतिम तारीख 
जो असम , मेघालय , अरूणाचल प्रदेश , मिजोरम , मणिपुर , 
नागालैण्ड , क्षिपुरा, सिक्किम , जम्मू कश्मीर राज्य के लद्दाख 
खण्ड , हिमाचल प्रदेश के लाहौल और स्पीपि जिले तथा चम्बा 
जिले के पांगी उप अण्ड, अंडमान और निकोबार द्वीप या 
सक्षद्वीप के अभ्यर्थियों के लिए विहित की गई है ) 

टिप्पण 2 : ऐसे पदों की बाबत जिन पर नियुक्ति रोजगार 
कार्यालयों महानिदेशक , रोजगार और प्रशिक्षण के माध्यम से 
की जाती है , प्रायु- सीमा अवधारित करने के लिए निर्णायक 
तारीख वह अंतिम तारीख होगी जिस तक रोजगार कार्यालयों / 
महानिदेशक , रोजगार और प्रशिक्षण से नाम भेजने के लिए 
कहा गया है । " 

( 4 ) स्तम्भ 8 में " आवश्यक " शीर्षक के नीचे : - -- 

( 1 ) मद ( 1 ) में " 5 वर्ष " अंक और शब्द के स्थान पर 
" 3 वर्ष " अंक और शन्द रखे जाएंगे । 

( 2 ) मद संख्या ( 4 ) के पश्चात् निम्नलिखित टिप्पण 
अंतः स्थापित किया जाएगा ; अर्थात:---- 

"टिप्पण 2 - - अनुभव संबंधी अर्हता सक्षम प्राधिकारी, 
विवेकानुसार ऐसे कारणों से , जो अभिलिखित किए जाएंगे 
अनुसूचित जातियों और अनुसूचित जनजातियों के अभ्याथियों 
की दशा में तब शिथिल की जा सकती है जब चयन के किसी 
प्रक्रम पर सक्षम प्राधिकारी की यह राय है कि उनके लिए 
प्रारक्षित रिक्तियों को भरने के लिए अपेक्षित अनुभव रखने 
वाले उन समुदायों के अभ्यर्थियों के पर्याप्त संख्या में उपलब्ध 
होने की संभावना नहीं है । " 

( 5) स्तम्भ 11 में की प्रविष्टि के स्थान पर निम्नशिखित 
प्रविष्टि रखी जाएगी ; अर्थात् :---- 

" 50 प्रतिशत प्रोन्नति स्थानान्तरण द्वारा जिसके न हो 
सकने पर प्रतिनियुक्ति पर स्थानांतरण द्वारा और दोनों के 
नहो सकने पर सीधी भर्ती बारा ( 50 प्रतिशत ) सीधी भर्ती 


( 2 ) केन्द्रीय सरकार के अन्य कार्यालय में 775-1020- रु . 
के वेतनमान में ऐसा क्लीनर जिसने उस श्रेणी में 7 वर्ष नियमित 
सेवा की है ( प्रतिनियुक्ति की अधिः साधारणतया 3 वर्ष से 
अधिक नहीं होंगी ) " ; 

( 7 ) स्तम्भ 13 में की प्रविष्टि के स्थान पर निम्न 
लिखित प्रविष्टि रखी जाएगी ; अर्थात् : - - 

समूह "ग " विभागीय प्रोन्नति समिति ( प्रोन्नति के सबंध 
में विचार करने के लिए ) जिसमें निम्नलिखित होंगे : 
___ 1. मुख्य जल विज्ञानी और /या मुख्य ३जीनियर , केन्द्रीय 
भूमिगत जल बोर्ड अध्यक्ष 

2. निदेशक (प्रशासन ), केन्द्रीय भूमिगत जल बोर्ड - सदस्य 

3. कैशानिक “ घ ” (निदेशक ) और/ या अधीक्षण 
इजीनियर , केन्द्रीय भूमिगत जल बोर्ड - - सदस्य 

4. केन्द्रीय सरकार के अन्य कार्यालय का एक अधिकारी 
जो वैज्ञानिक " " (निदेशक ) की पाक्ति से नीचे का न हो 
और/ या अधीक्षण इजीनियर -- सदस्य । 
___ 5. अनुसूचित जाति /अनुसूचित जनजाति प्रवर्ग का एक 
अधिकारी जो वैज्ञानिक “घ ” (निदेशक ) और/ या अधीक्षण 
इंजीनियर की पंक्ति से नीचे का न हो -- - सदस्य । 

समूह “ग विभागीय प्रोन्नति समिति ( पुष्टि के संबंध में 
विचार करने के लिए ) जिसमें निम्नलिखित होंगे :---- 

1. मुख्य जल विज्ञानी और/ या मुख्य इंजीनियर , केन्द्रीय 
भूमिगत जल बोर्ड अध्यक्ष 

2. निदेशक (प्रशासन ), केन्द्रीय भूमिगत जल बोर्ड -- सदस्य 

टिप्पण : निदेशक ( प्रशासन ) को अनुपस्थिति में ज्येष्ठ 
प्रशासनिक अधिकारी , केन्द्रीय भूमिगत जल बोर्ड विभागीय 
प्रोन्नति समिति के एक सदस्य के रूप में कार्य करेगा " । 

[ फा . सं . 23-1/ 89- जी . डब्ल्यू . ] 

अनुप मुकर्जी, निदेशक 


द्वारा । " 


( 8 ) स्तम्भ 12 में की प्रविष्टि के स्थान पर, निम्न 
लिखित प्रविष्टि रखी जाएगी ; अर्थातः 

"प्रोन्नतिः ऐसा कलीनर जिसने उस श्रेणी में 5 वर्ष 
निरन्तर सेवा की है और जिसके पास भारी वाहन चालन 
की विधिमान्य अनुशाप्ति है । 

स्थानांतरण : -- तकनीकी प्रचालन ( वेधन )/( यांत्रिकी ) 
जिसने उस श्रेणी में 7 वर्ष सेवा की है और जिसके पास स्तम्भ 
8 में अधिकथित सीधी भर्ती किए जाने वाले व्यक्तियों के लिए 
शैक्षिक अनुभव है । 
प्रतिनियुक्ति पर स्थानांतरण : 

( 1 ) केन्द्रीय सरकार के अधीन ऐसे अधिकारी जो सश 
पद धारण किए हुए हैं ; या 


पाद टिप्पण : मूल नियम सा . का . नि . स . 930 , तारीख 
18 मई, 1968 वारा प्रकाशित किए गए थे जिनका पश्चात् 
वर्ती संशोधन निम्नलिखित द्वारा किया गया : 

( 1 ) सा . का . नि . सं . 1311, तारीख 7 अक्तूबर , 1972 
( 2 ) सा . का . नि . सं . 618, तारीख 22, जून , 1974 
( 3 ) सा . का . नि . सं . 137 , तारीख 29 जनवरी, 1977 
( 4 ) सा . का . नि . सं . 258, तारीख 9 मार्च, 1985 


MINISTRY OF WATER RESOURCES 

New Delhi, the 28th June , 1990 


G .S .R . 496 . — In exercise of the powers con 
terred by the proviso to article 309 of the Constitu 
tion , the President hereby makes the following rules 
further to amend the Central Ground Water Board 
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(Group C and Group D posts) Recruitment Rules, 
1968 , namely : - - 


1. ( 1 ) These rules may be called the Central 
Ground Water Board (Group C and Group D posts ) 
Recruitment ( Amendment) Rules, 1990 . 


(2 ) They shall come into force on the date of 
their publication in the official Gazette. 


(ii) after item (iv ), the following note shall be 

inserted , namely : 
" Note : The qualification regarding expe 

rience is relaxable at the discretion of 
the competent authority for reasons 
to be recorded in writing in the case 
of candidates belonging to the Sche 
duled Castes or the Schedulcd Tribes 
if at any stage of selection the compe 
tent authority is of the opinion that 
sufficient number of the candidates 
from these communities possessing the 
requisite experience are not likely to 
be available to fill up the vacancies 

reserved for them ." ; 
(5 ) in column 11 , for the entry , the following 

entry shall be substituted , namely : 


it at any station 


is of the 


candidates 


2. In the Schedule to the Central Ground Water 
Board (Group C and Group D posts) Recruitment 
Rules, 1968, against Serial Number 14 relating to 
the post of M . T, Driver,- - 
(1) in column 3 , for the entry , the following en 

try shall be substituted , namely : 


*** 563. 


( 1990 ). 


* Subject to variation 

load ." ; 


dependent on work 


( 2) in column 5 , for the entry , the following 

entry shall be substituted , namely : 
" Rs. 950 -20 - 1150 - EB-- - 25 - 1500 ." ; 


(3 ) in column 7, for the entry , the following 

entry shall be substituted , namely: 
“ 18 to 25 years. (Relaxable for Government 

servants upto 40 years and in case of 
the Scheduled Castes and the Scheduled 
Tribes upto 45 years ) in accordance with 
the instructions or orders issued by the 
Central Government. 


Note 1 : The crucial date for determining the 

age limit shall in each case be the clos 
ing date for receipt of applications from 
candidates in India (and not the closing 
date prescribed for those in Assam , 
Meghalaya, Arunachal Pradesh , Mizon 
ram , Manipur, Nagaland , Sikkim , 
Ladakh Division of Jammu and Kash 
mir , Lahaul and Spiti District and Pangi 
Sub - division of Chamba District of 
Himachal Pradesh , Andaman and Nico 
bar Island or Lakshadweep ). 


" 50 per cent by promotion transfer failing 

which by transfer on deputation failing 
both , by Direct recruitment. 50 per cent 

by direct recruitment." ; 
(6 ) in column 12 , for he entry , the following 

entry shall be substituted , namely : 
" Promotion : Cleaners with at least 5 years 

continuous service in the grade and 
possessing a valid motor driving licence 

for heavy vchicles. 
Transfer : Transfer from the grade of Tech 

nical Operator (Drilling) (Mechanical) 
who have put in 7 years service in the 
grade who possess educational expe 
rience laid down for direct recruits un 

der column 8 . 
Transfer on Deputation : 
(i) Officers under Central Government holding 

analogous posts; or 
( ii) Cleaners in the pay scale of Rs. 775 - 1025 

in other Central Government offices with 
7 years regular service in the grade . 
( Period of deputation shall ordinarily not 

exceed 3 years)." ; 
( 7 ) in column 13 , for the cntry , the following 

entry shall be substituted , namely : - - 
" Group C Departmental Promotion Commit 

tee ( for considering promotion ) consist 

ing of : 
1. Chief Hydrogeologist and /or Chief 
Engineer, Central Ground Water Board . 

- Chairman 
Director (Administration ), Central 
Ground Water Board. . - Member 
Scientist D (Director) and Superintend 
ing Engineer, Central Ground Water 
Board . 

Member 
An officer of another Central Govern 
ment Department not below the, rank 
of Scientist D (Director and or 
Superintending Engineer. - Member 


Note 2 : In respect of posts the appointments 

to which are made through the Employ 
ment Exchanges Director General Em 
ployment and Training the crucial date 
for determining the age limit , shall in 
each case , be the last date upto which 
the employment Exchanges Director 
General Employment and Training are 
asked to submit the names." ; 


(4 ) in 


column 8 , under 
tial" , - 


the heading " essen 


(i) in item (i), for the figure and word " 5 

years" , the figure and word “ 3 years" , 
shall be substituted ; 


[ भाग II 


खण ( i)] 


मारत का राजपत : अगस्त 11 , 1990/ श्रावण 20, 1912 


2017 


5 . An officer not below the rank of 

Scientist D (Director ) and /or Superin . 
tending Engineer belonging to the 
Scheduled Castes or the Scheduled 
Tribes category . 

-- Member 
Group C Departinental Promotion Committee (for 
considering confirmation ) consisting of : 


1. Chief Hydrogeologist and| or Chief Engineer , 
Central Ground Water Board . 

- Chairinan 
. 2. Director (Administration ) , Central Ground 
Water Board . 

- Member 
" Note : In the absence of Director (Administration ). 

Senior Administrative Officer, Central 
Ground Water Board , would function as a 
Member on the Departmental Promotion 
Committee. " 

[ F. No. 23- 1189 - GW] 
ANUP MUKERJI, Director. 


“ ( 1 ) ऐसे समाचार, पुस्तकालय परिघर, दफ्तरी कनिष्ठ 
केयरटेकर तथा प्रयोगशाला परिचार जिन्होंने अपनी अपनी 
श्रेणियों में 2 वर्ष नियमित सेवा की है । 

( 2) ऐसे टेक्सीडर्मी परिचर , चपरासी, चौकीदार तथा 
फराश जिन्होंने अपनी अपनी श्रेणियों में 4 वर्ष नियमित सेवा 
की हो । 

[स . 2/ 28/ 88/ सी एस जैड ] 

जे . पी . लखा , प्रवर सचिव 
टिप्पणी : - -सिद्धान्त नियम जो भारत के राजपन्न भाग - II 
खण्ड 3– उपखण्ड (ii ) में अधिसूचित हुए उनका ब्यौरा नीचे 
दिया गया है : --- 
श्रम सं . नियम का नाम सा . का . नि . और सा . का . नि . 

दिनांक और दिनांक जिसमें 

संशोधन किया गया है । 


Membo Water"nistratives 


Foot Note : The Principal rules were published vide 

No. GSR 930 , dated the 18th May , 1968 

and was subsequently amended by, 
( 1 ) No. GSR 1311 , dated 7th October , 1972 ; 
( 2 ) No . GSR 618 dated 22nd June, 1974 ; 
( 3) No . GSR 137 dated 29th January , 1977; 
( 4 ) No. GSR 258 dated 9th March, 1985. 


पर्यावरण और वन मंत्रालय 
( पर्यावरण, वन और वन्य प्राणी विभाग ) 

( सी . एस . प्रभाग ) 

नई दिल्ली, 19 जुलाई, 1990 . 
सा . का . नि , 497 - राष्ट्रपति, संविधान के अनुच्छेद 309 
के परन्तुक द्वारा प्रदत शक्तियों का प्रयोग करते हुए, भारतीय , 
प्राणी विज्ञान सर्वेक्षण ( केन्द्रीय सेवा समूह " " ) भर्तीनियम 
1962 का और संशोधन करने के लिए निम्नलिखित नियम 
बनाते हैं , अर्थात् : - - 

( 1 ) इन नियमों का संक्षिप्त नाम भारतीय प्राणी 
विज्ञान ( कन्द्रीय सेवा समूह ए ) भर्ती ( दूसरा संशोधन ) 
. नियम , 1989 है । 

( 2 ) ये राजपन में प्रकाशन की तारीख को प्रवृत्त होंगे । 

( 2 ) भारतीय प्राणी विज्ञान सर्वेक्षण ( केन्द्रीय सेवा समूह 
घ ) भर्ती नियम , 1962 की अनुसूची में इन्सेफ्ट सेटर के पद से 
संबंधित क्र . सं . 8 के सामने : 


1 . भारतीय प्राणी विज्ञान सा . का . नि . 688( 1 ) सा . का . नि . 

( केन्द्रीय सेवा समूह क ) दिनांक 19-5- 62 दिनांक 5- 8- 89 

भी नियम , 1962. 
MINISTRY OF ENVIRONMENT AND FORESTS 
( Deptt . of Environment , Forests & Wildlife ) 

( C. S. DIVISION) . 
New Delhi, the 19th July , 1990 
G .S . R . 497. — In exercise of the powers con 
ferred by the proviso to article 309 of the Constitu 
tion , the President hereby makes the following rules 
further to amend the Zoological Survey of India 
( Central Service Group - D ) Recruitment Rules, 1962 , 
namely : - - 
(1) Theso rules may be called tho Zoological 

Survey of India ( Central Service Group - D ) 

Recruitment ( Second Amendment ) Rules, 

1989. 
(2 ) They shall come into force on the date of 

their publication in he Official Gazette, 
2 . In the Schedule to the Zoological Survey of 
India (Central Service Group - D ) Recruitment Rules, 
1962 , against Serial No. 8 relating to the post of In . 
scctt Setter 

(a ) in column 6 , the following shall be inserted , 
namely: 
- - " (i ) Jamadar , Library Attendant, Daftry , 

Junior Caretaker and Laboratory Atten 
dant with 2 - years regular service in the 

respective grades ; and . 
( ii ) Taxidermy Attendant, Peon, Watchman 

and Farash with 4 years regular service 
in the respective grades ". 

[ F . No . 2/ 28/ 88 -CSZ ] 

J. P. LAKHERA, Under Secy . 
Note : -- The principal rules were published in the 
Gazette of India , Part- II ; Section 3, Sub- Section (i ) , 
-as per details given below ?" 


( क ) स्तम्भ 6 में निम्नलिखित अंतःस्थापित किया जाएगा , 
अर्थात :- - 
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वित्त मंभालय 

( राजस्व मिसाग ) 

नई दिल्ली, 25 जलाई, 1990 
ता . का . नि . 498 : - - राष्ट्रपति , संविधान के प्रमन्छेद 300 के परन्तुक द्वारा भवस शक्तियों का प्रयोग करते हग और राजस्व पुप्त 
सुमना निदेशालय , ( वर्ग 3, बनुनरिवीय पद ) भर्ती नियम, 1972, राजस्व गुप्त सूचना निदेशालय ( वर्ग 4 पद ) भर्ती मिपम, 1972, राजस्व गुप्त 
सूचमा निघशालय ( स्टाफ कार ड्राइवर ) भर्ती नियम, 1973 और राजस्व गप्त सूचमा निदेशालय ( वर्ग 3, अमन सविधीय पर ) भर्ती नियम , 
1974 को , उन बातों के सिवाय मधिप्राप्त करते हुए जिन्हें ऐसे अधिक्रमण से पहले किया गया है या करने का लोप किया गया है । राजस्व 
मासूचना निदेशालय पार कर अपवंचन निरोध निदेशालय में समूह ग भौर समूह प पदों पर भर्ती की पति का विनियमन करने 
के लिए निम्नलिखित नियम बनाते है, अर्थात् : -- 

1. संक्षिप्त नाम और प्रारम्भ ( 1 ) इन नियमों का संक्षिप्त नाम राजस्व प्रामूचना निदेशालय और कर- अपवंचन निरोध निदेशालय 
( समूह ग पर प पद ) स नियम , 1990 है । 

( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रवृत होंगे । 
2. लागू होना : ये नियम इन नियमों से उपापस अनुसूची के स्तम्भ 2 में विनिर्दिष्ट पदों को लागू होंगे । 

3. पर-संख्या, वर्गीकरण भोर तनमान : उक्त पदों की संख्या, उनका वर्गीकरण और उनके पैतनमान होंगे जो सपस प्रमुसूची के स्तम्भ 
से 5 में विनिर्दिष्ट है । 

4. मी की पति, प्रायु- सीमा , अन्य महताए , मादि : उक्त पदों पर भर्ती की पति, प्रत्य -सीमा, महकाएं और उनसे सबंधित अन्य 
पासे होंगी को पूरा मसहची के सम्म 82 15 में किनिदिष्ट है । 

5. निराहता बहन्यक्ति -- 
( क ) जिसने ऐसे व्यक्ति से जिसका पति मा जिसकी पत्नी जोषित है, विवाह किया है, या 

( ब ) जिसने अपने पति वा पनी पत्नी के जीवित रहते हुए किसी व्यक्ति से विवाह किया है, 
सक्त पद पर नियुक्ति कापस नहीं होगा : 

परन्तु यदि गीय मरकार का मह समाधान हो जाता है कि ऐसा विवाह ऐसे व्यक्ति पौर विवाह के अन्य पक्षकार को लागू स्वोय 
मिधि के प्रोन मनुशेष हजार ऐसा करने के लिए अन्य माधार है तो वह किसी व्यक्ति को इस नियम के प्रवर्सन में छुट समगी । । 

6. लिपिलरने की शक्ति : हाँ केद्रीय सरकार की यह राय है कि ऐसा करमा आवश्यक या समीचीन है, यहां वह, उसके लिए जो 
कारण है, उन्हें लेखमक करके इन नियमों के किसी उपबंध को किसी धर्ग या प्रवर्ग के व्यक्तियों को बायस , प्रादेश द्वारा शिथिल कर सकगी । 

7. व्याति : इन नियमों की कोई मात, ऐसे मारक्षणों , प्रायु -सीमा में छूट भीर मन्य रियायतों पर प्रभाष मही डालेगी जिसका केन्द्रीय 
सरकार द्वारा इस संबंध में समय -समय पर निकाले गए प्रादेशों के अनुसार अनुसूचित जातियों , प्रमुसूचित जनजातियों, भूतपूर्व सैनिकों और अन्य 
मिल प्रबर्ग के व्यक्तियों के लिए पर करमा परेक्षित है । 


अनुसूची 


पद का नाम 


वर्गीकरण 


बेतनमान 


पदों की 
संख्या 


भयम पद मक्या 

अपवन पद 


सेवा में जोड़े गए बयों सी भर्ती किए जाने 

का फायदा केन्द्रीय वाले व्यक्तियों के लिए 
सिविल सेवा (पेंशन ) आयु सीमा 
नियम , 1972 के 
के नियम 30 के 
अधीन अनुज्ञेय है या 
नहीं 


5 


1 मासूचना अधिकारी 


28 * 
( 1980 ), 


लागू नहीं होता 


नहीं 


लागू नहीं होता 


साधारण सेयीय सेवा, 1840- 60- 2800 

60- 2600- 
समूह य , पत्ता . रो .•75- 2900 
क्षता सपिलीय . . 


" माधार पर 


किया जा 
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परिवीक्षा की अवधि, यदि कोई हो 


सीध भी किए जाने वाले व्यक्तियों के लिए शैक्षिक और अन्य सीधे भर्ती किए जाने वाले व्यक्तियों के 
मईताए 

लिए पिहित प्राय और शैक्षिक प्राईताए प्रोन्नत 
व्यक्तियों की वशा में लागू होंगी मा नहीं 


10 


11 


साग नहीं होता 


लागू नहीं होता 


खागू नहीं होता 


मन की पति/भर्ती मीध होगी या प्रोन्नति द्वारा या प्रतिनिकित/ स्याना- प्रोन्नति /प्रतिनिय क्ति / स्थानान्रण द्वारा माँ की बगा में न श्रेणिया जिसमे 
स्तरण द्वारा तथा विभिन्न पद्धतियों द्वारा भरी जाने वाली रिक्तियों की प्रोमति/ प्रतिनिय मित/ स्थानान्तरण किया जाएगा 
प्रतिशतता 


12 


13 


प्रतिनियुक्ति : 90 प्रतिशत 
स्थानान्तरण : 10 प्रतिशत 


( 1 ) ऐसे निवारक अधिकारी सीमाचल्क विभाग के परीक्षा केन्द्रीय उत्पाद 

मुल्क और स्वापक पदार्थ विभाग के निरीक्षक में से प्रतिनियमिस 

जिम्होंने इस श्रेणी में न्यूनतम 3 वर्ष सेवा की है । 
टिप्पण : प्रतिनिम क्ति की अखि, साधारणतया पांच वर्ष से अधिक महीं 
__ होगी । 
( 2 ) ऐसे उच्च श्रेणी लिपिकों माम लिपिकों (श्रेणी ) में से स्था 

नान्तरण जो निम्नलिखित शनों को पूरा करते हैं, अर्थात् : -- 
( क ) जिम्होने निदेशालय में उच्च श्रेणी लिपिक / माश लिपिक ( श्रेणी 3 ) 

के रूप में 5 वर्ष नियमित सेवा की है । 
( ब ) जिन्होंने इस संबंध में प्रायोजित परीक्षा अहित को l 

स्थानान्तरण पर पचन किए गए उच्च श्रेणी लिपिक/ माशुलिपिक 
( श्रेणी 3 ) को मासूचना अधिकारी के ग में पनाभिहित 
किया जाएगा । 

- - - - - -- - -- - - - - - - 


- 


यदि विभागीय प्रोन्नति समिति है तो उसकी संरचना 


भर्ती करने में किन परिस्थितियों में संघ लोक मेया पायोग से परामर्श किया 

जाएगा 


- 


14 


15 


- 


- 


लागू नहीं होता 


सागू नहीं होता 


23 


A 


- 


2. कार्यालय अधीक्षक 


भषयम 


नहीं 


साधारण केन्द्रीय सेवा , 2000- 80 - 2300 -4 . रो . . 
समूह ग ( मराज - 75- 3200 रु . 
पनित ) मनन सबलीय 


( 1990 ) 
* कार्य 

भार के 
प्राधार पर 
परिवर्तन 
किया जा 


- 


- 


- 


8 


10 


लागू नहीं होता 


लागू नहीं होता 


लागू नहीं होता 
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- - - 


- - - 


मना - -- - 

12 . 


- - 
13 


11 . 


1 


15 


2 वर्ष 


लाग नहीं होता 


प्रोन्नति , जिसके न हो सकने पर प्रोन्नति : मिदेशालय के ऐसे सहायक , समूह ग विभागीय प्रोप्रति ममिनि 

प्रतिनियुक्ति पर स्थानान्तरण जिन्होंने कम से कम 5 वर्ष जिसमें निम्नलिखित होंगे । 
द्वारा 

नियमित सेवा की है । संयुक्त निदेशक , राजस्व प्रासूचना 
प्रतिनियुक्ति : ( क ) लेखा परीक्षा 

- अध्यक्ष 
और लेखा विभाग से अधीनस्थ उप निदेशक (प्रशासन ) 
लेखा सेवा के ऐसे प्रहित लेखा 

-- सदस्य 
कार, जिन्होंने अधीनस्थ लेखा प्रायकर उपायुक्त - - सवस्य 
मेवा में कम से कम 3 वर्ष टिप्प ण : जव उपरोक्त सदस्यों में से 
नियमिस सेवा की है । कोई भी सदस्य अनुसूचित जाति 

या अनुसूचित जनजाति का म 
( ख ) सीमाशुल्क और केन्द्रीय । हो तब विभाग से बाहर के मनु 

उत्पाद शुल्क के ऐसे उप-कार्य भूचित जाति या अनुसूचित जन 
लय अधीक्षक , स्तर 1, जिन्होंने जाति के एक समूह क अधि 

उस श्रेणी में 5 वर्ष न्यूनतम कारी को विभागीय प्रोन्नति 
- सेवा की है । - - - गमिति के सदस्य के माप में 
( प्रतिनियुक्ति की अवधि, साधारण सयुक्त किया जाएगा । 

तया तीन वर्ष से अधिक नहीं 
होगी । ) 


- 


- 


- 


- 


- 


- 


-- . . - 


- - - . - . 


3 


5 


- 


- 


- 


- 


- 


3. सहायक 


चयन 


महीं 


माधारण केन्द्रीय सेवा, समूह ग 1400- 40- 1600- 50- 2300 

( मराजपत्रित ), अनुसचिवीय द . रो . - 60- 2600 रु , 


27 * 
( 1990 ) 
* कार्यभार के 

आधार पर 
परिवर्तन 
किया जा 
मकता है । 


N 


. 


. 


- 


- 


- 


9 


. 10 


11 


12 


13 


लागू नहीं होता 


लागू नहीं होता 


लाग नहीं होता 


2 वर्ष 


( 1 ) 75 प्रतिशत प्रोन्नति द्वारा 
( 2 ) 25 प्रतिशत प्रतिनियुक्ति 

पर स्थानान्तरण द्वारा 


प्रोन्नति : निदेशालय के ऐसे उच्च 

श्रेणी लिपिक , जिन्होंने उस 
श्रेणी में 5 वर्ष नियमित 
सेवा की है प्रतिनियुक्ति 
पर स्थानातरण : उप -कार्यालय 
अधीक्षक स्तर-1, जिसके म 
हो सकने पर सीमा शुल्क 
और केन्द्रीय उत्पाद शुल्क 
कालपटरी के उप-कार्यालय 
अधीक्षक स्तर- 2 और 
केन्द्रीय उत्पाद शुल्क 
के से निरीक्षक , जिन्होंने 
उस श्रेणी में 3 वर्ष निय 
मित सेवा भी है । 
( प्रतिनियुक्ति की प्रधि , 
साधारणतया तीन वर्ष 
से अधिक नहीं होगी ) 


2021 


- .. . -- 


- - 


- 


- 


- 


- 


- - 


- अध्यन 


[ भाग II -- षष 3(i ) 

भारत का राजपत : अगस्त 11, 1990/धामण 20, 1912 

- - .. - - - - - - - . - - - -- - .. . 
14 

15 
- - - - - - - 
ममह ग विभागीय प्रोमनि ममिनि 

लागू नहीं होता 
मययत निवेशक , राजस्व प्रागुचना 
उप निवेशक ( प्रशासन ) 

- सदस्प 
प्रायफर निदेशक ( प्रशासन ) - सवम्प 
भायकर उपायुक्त 

- सदस्य 
टिप्पण · जब उपरोक्त सदस्यों मे से कोई भी सदस्य अनुसूचित जाति 

मा अनसूचित जनजाति का न हो तब विभाग में बाहर के अनुमूचित 
माति या अनमूचित जनजाति के एक ममह क अधिकारी को विभागीय 
प्रोन्नति ममिति के सदस्य के रूप में महयुक्त किया जाएगा । 


- 


- - - 


- 


5 


त 


- - - - - 


- 


- 


- 


4. आशुलिपिक ( श्रेणी -2 ) 


भचयन 


नहीं 


1400- 40- 1800 
द . रो . - 50- 2300 
रु . 


18 " माधारण केन्द्रीय सेवा 
( 1990) समह ग ( पराम- 

पत्रित ), अनुमषि - 
* कार्यभार के बीय 

भाधार पर 
परिवर्तन 
किया जा 
मकता है । 


18 से 25 वर्ष के मीप । 
( केन्द्रीय सरकार द्वारा 
जारी किए गए अनुदेशों 
या पादेशों के अनुसार 
सरकारी सेवकों के 
लिए शिथिल करके 
35 वर्ष तक की जा 

सकती है । 
टिप्पण : मायु-सीमा प्रष . 

धारित करने के लिए 
निर्णायक तारीख भारत 
में अभ्यर्थियों से ( उनसे 
भिन्न जो प्रवमान 

और निकोबार द्वीप 
नया लक्षदीप में 8 ) 
आवेदन प्राप्त करने 
के लिए नियत की 
गई अंतिम तारीख 
होगी । 
मे पदो की माबम 
जिन पर नियुक्ति 
रोजगार कार्यालय के 
माध्यम से की जाती 
है, पाय-मीमा अब 
धारित करने के लिए 
निर्णायका तारीख वह 

अंतिम तारीख होगी 
जिस तक रोजगार 
कार्यालय में नाम 

भेजने के लिए कहा 
गया है । 


- - - - 


-- 


- - 


- 


- - 


- - 


- 


.. - -- - 


- 


12 


2 वर्ष 


10 
- - -- - -- - - - -- -- - - - - - - - -- - 

-- -- -- - - -- - - -- -- -- - - - - - 
(i ) किमी मान्यता प्राप्त विश्वविद्यालय मे डिग्री या समतुल्य प्रायु : नहीं 
(ii ) अंग्रेजी या हिन्दी प्राणलिपिक में . 120 शब्द प्रति मिनट की गति पहना : हो 

और अंग्रेजी टंझण में 40 शब्द प्रति मिनट की गति या हिन्दी 
टंकण में 30 शब्द प्रति मिनट की गति । 

- - - - - ----- - -- - - ___ - - - ..- . - - - 
204J GI / 90 - 6 


पोन्नति द्वारा जिसके न 
हो सकने पर सीधी भर्ती 
धारा । 


- - - 


- 


- - 


- - - - - 


- - 


- - 


- - 


15 


- - - 


- 


- 


2022 THE GAZETTE OF INDIA : AUGUST 11, 1990/SRAVANA 20, 1912 [ PART II ...SEC. 3(i)] 
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- - .. - - - -- - - - - - - - - -- -- 
13 

14 
. - . -- - - - - - . - - . .. . .. . .. ..... - 
प्रोन्नति : पेंगे प्राणलिपिक ( श्रेणी- 3 ) से,मिन्होंगे गमुह ग यिभागीय प्रायति गमिति 

राग नहीं होता 
उस श्रेणी में 5 वर्ष नियमित मेया 

मयुक्त निग्रेशक , राजब पासूचना 

- - - प्रध्यक्ष 
की है । 

उप निदेशक ( प्रशासन ) 

- सदस्य 
आयकर उपायुक्त 

- - मदस्य 
टिप्पण : जब उपरोक्न मदस्यों में से कोई भी मवस्य 

अनुसूचित जाति या अनुसूचित जनजानि का न हो तब 
विभाग से बाहर के अनुसूचित जाति या अनुसात जन 
माति के एक समूह क अधिकारी को विभागीय 
प्रोन्नति ममिति के मदस्य के रूप में महयुक्न 
किया जाएगा । 


- 


- 


- 


- 


- - 


- 


- 


- - - 


- 


- . . 


- 


- 


- 


- . - . - 


- . - . - . - . 


- 


- 


- . - . - 


. - . - 


. . . - . - 


. 


- 


. 


. 


- - 


- . 


12 


- - -- - - - - -- - - - - . . .. ... 


5. भाशुलिपिक 

( श्रेणी-3 ) 


नहीं 


- - -. -. - . ... 
4G 

( 1990 ) 
कार्यभार के 
মাৰিব । 
परिवर्मनकिया 
जा सकता है । 


- -.-. -...-- - - - 
माधारण केन्द्रीय 1200-30- लाग नहीं होता 
सेव, मम है " ग " 1560- ६ . रो . 
( अराजपत्रित ) , 4002040 5 . 
अनमथिवीय 


18 मे 25 वर्ष के बीच 
( केन्द्रीय मरकार द्वारा जारी किए 
गए, अन देशों या आदेश के पन मार 
मरकारी सेवकों के लिए णिथिल 
बारफे 35 वर्ष तक को गाली 

मकती है । 
टिप्पण :---.प्र. य-मीमा अबधारित करने 

के लिए निर्णायक तारीख भारत में 
अभ्यर्थियों से ( उनसे भिन्न जो 
अंदमान और निकोबार द्वीप तथा 
लक्षद्वीप में है ) प्रावेदन प्राप्त करने 
के लिए नियन को गई प्रतिम 
मारीख होगी । 

में पदों की बामन जिन पर 
निय क्ति रोजगार कार्यालयों के 
माध्यम से की जाती है, पाय -मीमा 
अवधारित करने के लिए निर्णायक 
तारीख यह अंतिम तारोख होगी जिस 
तक रोजगार कार्यालयों में नाम 
भेजने के लिए कहा गया है । 


- .-. - 


- -- - 


- 


--- - - -- ---- - - 


- 


- 


- 


- 


- 


- 


- 


- - - - 


- 


- 


- - - 


- - - 


- 


- 


[ 


10 


11 


12 


... -- -- - -- -- -- - - -- -- - - -- - -- - - - - -- -- - -- - 


लागू नहीं होता 


2 वर्ष 


प्रोन्नति द्वारा जिम न 
तो मकने पर सीधी भर्ती 
द्वारा । 


( 1 ) मैट्रिक लेशन या समतुल्य 
( ) अंग्रेजी या हिन्दी प्राशलिपि में 100 शब्द प्रति मिनट को गति पीर अंग्रेजी 

टंकण में 40 शब्द प्रति मिनट की गति , हिन्दी टंकण में 30 शब्द प्रति 
मिनट की गति परन्तु यह कि जम आश लिपि में 100 शब्द प्रति मिनट 
की गति वाले अभ्यर्थी उपलब्ध नहीं होते हैं तब नियमित के लिए प्राण 
लिपि में 80 शब्द प्रति मिनट को गति रखने वाले अभ्यर्थियों के संबंध में 
भी विचारकिया जाएगा । 


- . . . - - - . 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- - . 


- 


- - " - 


- 


. 


. . . - " - 


. - . 


- 


- 


- - . - . - 


- 


. 


. 


. - 


. 


13 


15 
, . . . . -. . - - . - - - . . ... ... . 


. . - - - - -- - - 


. . . - 


- - 


- - . . - . . - 


- - 


- 


. - - 


- 


. - 


. . - 


- 


. 


- 


लाग नही होगा 


साग नहीं होता 


बिभाग के ऐसे निम्न श्रेणी लिपिमा और ममूह "ग " कर्मचारिबृन्द में मे मामिन 

प्रतियोगिता परीक्षा के आधार पर चयन द्वारा , जिन्छोंने कम से कम 2 वर्ष 
नियमित सेवा की है और जिनके पास स्तंभ 9 में विहित पाहनाएं हैं । 


- 


- - 


.. 


- - 


- 


[ भाग If -- खण्ठ 3(i)] 

भारत का रामचन्द्र . अगस्न 11, 1990/ श्रावण 20, 1912 . 
- -- - - -- - - -- - --- - ----- - -- - - -- - - --- - - --- --- -- - -- - --- --- - -- -- - -- - - - --- - . - - . : --- - 


2023 


- - -- --- --- - - -- -- - - - - - - 


_ _ - --- 


प्रश्नयन 


नहीं 


लागू नहीं होता 


6. उच्च श्रेणी 
लिपिक 


32 * 

( 1990 ) 
*कार्यभार के 

आधार पर 
परिवर्तनकिया 
जा सकता है । 


माधारण केन्द्रीय 1200- 30 
मेवा, ममूह "ग " 1560-द . रो . 
( अगजपनि ) 40- 2 () 410 रु . 
अनर्माचचीय 


-- 


. - - 


- 


- 


- 


- - 


- 


- 


- - 


- - 


- 


- 


- 


10 


- - 
- -- - 


लागू नहीं होना 


वर्ष 


- - 


- 


- - - 


- 


- 


-- - - - -------- - - - 
लाग नहीं होता 
- - - - 

- - - - - -- - - -- - 
-- - - - - - - - - - - 

-- 
12 
- - - - - - - - . . - 

- - - - --- - - - 
प्रोन्नति द्वारा 


- - 


- - 


- - - 


- - . 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


.. - 

13 
___ - - - - - - - - - - - - -- - -- - - - - - - -- - - - 
( 1 ) 75 प्रतिशत निदेशालय के ऐसे निम्न प्रेणा लिपिको का प्रोप्रति 
___ द्वारा, जिन्होन उस श्रेणी में कम मे कम 5 वर्ष नियमित मेवा को है । 
( 2 ) 25 प्रतिशत , निदेशालय के ऐसे निम्न श्रेगा निपिका का नामि प्रान 

योगिता के आधार पर प्रोशनि प्राग , जिन्होंने उग श्रेणी में कम से 
कम १ वर्ष नियमित सेना को है । 

- - - - - - - - -- - -- -- 


--- - - - --- 


- - - -- - 


- - -- 


- --___ - - ----- - -- - - - - 


- - 


__ _ . - 


.. - 


- 


- . 


. .- - - 


- - - - - --- 


- - - - - - - -- 


- - 


-- - - .. 


- -- - - - 


- 


- - --- 


15 


. - 


- . . . - . - - 


- 


- 


- - - 


- - 


.. . --- --- - - 


लागु नही हो । 


___ - ---- ... - - .. - -- - - - 
गमूह “ग ” विभागीय प्रोन्नति समितिः - - 
संयुक्त निदेशक , राजस्व अधिसूचना 

- - अध्यक्ष 
उप निदेशक ( प्रशासन ) 

- - मावस्य 
प्रायकर उपायुक्त 

- - सदस्य 
टिप्पण :- - जब उपरोक्न सवस्पों में से कोई भी सदस्य अनु मूचित जाति या 

अनसूचित जनजाति का न हो तब विभाग से बाहर के अनुसूचित जाति 
यो मन सूचित जनजाति के एक समूह " क " अधिमागे को विभागीय प्रोन्नति 

समिति के सवस्य के मप में मध्ययन किया जाएगा । 
- - - - - - - 
- - - - - - - -- - - - - - - - - - - - 


- 


-- 


- - - 


- - 


- 


- 


- 


- 


- - 


- - - 


- 


- - , . . 


- - - . 


. . - - - 


- - 


- . . - - - - - 


- 


- - - - 


- - 


- - 


- - 


- 


- 


- 


5 


- - 


- - -. - -- .. - . 
7. निम्म श्रेणी 

लिपिक 


लाग नहीं होता 


नहीं 


198 ) 
कार्यभार के 
आधार पर 
परिवर्तन किया 
जा सकता है । 


साधारण केन्द्रीय 950- 20- 
मेषा समहु “ग 1150-4 . ग . 
( अराजपत्रित ) 25- 1500 रु . 
अनुमचिवीय 


18- 25 वर्ष के बीच 
( केन्द्रीय मरफार द्वारा जारी किए 
गा , अनुदेशों या आदेशों के 
अनमार सरकारी सेवकों के लिए 
शिथिल करके 25 वर्ष तक की 

जा सकती है ) । 
टिप्पण : - - आयु सीमा अवधारित करने 

के लिए निर्णायक तारीख भारत में 
अभ्याथियों में ( उनसे भिन्न जो 
अंदमान और निकोबार द्वीप 
नया लक्षद्वीप में है ) आवेदन प्राप्त 
करने के लिए नियत की गई अंतिम 
तारीख होगी । 
ऐसे गदी की बाबत जिन पर नियुक्ति 
रोजगार-कार्यालयों के माध्यम में 
की जाती है , आयु-मीमा अवधारित 
करने के लिए निर्णायक तारीख बह 
अंतिम तारीख होगी जिस तक 
गेजगार कार्यालयों में नाम भेजने 
के लिए कहा गया है । 


- 


- 


- 


- 


- - 


- 


- 


- 


- .. 


- - - - - - 


- - - 
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___ 10 
( 1 ) मैट्रिकुलेशन या समतुल्य अर्हता । 

लागू नहीं होता 
( 2 ) अंग्रेजी टंकण में 30 शब्द प्रति मिनट या हिन्दी टंकण 

में 25 शब्द प्रति मिनट की न्यूनतम गति । 


- 


- 


- 


- 


- 


- 


- 


-- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


2 वर्ष 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


12 


15 


13 

14 
. . - - - - - -- - -- - - - - - -- - - - - - - - - - 

लागू नहीं होता लागू नहीं होता 


लागू नहीं होता 


( 1 ) 90 प्रतिशत सीधी भर्ती द्वारा । 
( 2 ) 5 प्रतिशत रिक्तियां ऐसे समूह " अ " कर्मचारिवन्द में से टापिग परीक्षा 

के साथ विभागीय मईक परीक्षा के आधार पर भरी जाएंगी जिनके 
पास मैट्रिक लेशम या समतुल्य महताएं हैं और जिन्होंने समूह "प " में 
5 वर्ष नियमित सेवा की है । परीक्षा के लिए पात्रता की अधिकतम प्रायु 
45 वर्ष होगी ( अनुसूचित जाति और अनुसूचित जनजाति के लिए 

50 वर्ष ) 
टिप्पण :--- ( क ) विशिष्ट वर्ष में भरी न गई रिक्तियो अपनीत नहीं की 

जाएंगी 
( ख ) यदि सड ( ii ) के अधीन उपलब्ध रिक्तियों संख्या से अधिक कर्मचारी 

उक्त परीक्षा में अहंता प्राप्त कर लेते हैं तो ऐसे कर्मचारीयों की ऐसी 
मधिक संख्या पर पश्चात्वी वर्षों में होने वाली रिक्तियों को भरने के 
लिए विचार किया जाएगा, जिससे कि पूर्ववर्ती परीक्षामें अर्हता प्राप्स 
करने वाले कर्मचारियों पर पश्यात्वर्ती परीक्षा में पहना प्राप्त करने 
माले कर्मचारिशों से पूर्व विचार किया जा सके । 
( 3 ) 5 प्रतिशत रिक्तियां ज्येष्ठता-सह-योग्यता के आधार पर ऐसे समाह 

घ कर्मचारियों में से भरी जाएंगी जिनके पास मैट्रिकु लेगन या 
समतुल्य महताएं हैं और जिन्होंने 5 वर्ष नियमित सेवा की है । 
कोई प्रायु-सीमा नहीं होगी । 


। 


२ 


नरी 


56 
- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 
8. स्टाफ कार आपवर 47* साधारण केन्द्रीय सेवा , 950- 20- 1150 - लाग नहीं 

( 1980) समूह " ग " ( ग्रराज- द . गे .- 25- 1500 होता । 
* कार्यभार पत्रित ) ( अननुसचि - रु . 
के प्राधार 
पर परिवर्तन 
किया जा 
सकता है । 


वीय ) 


23 - 30 वर्ष के बीच 
( केन्द्रीय सरकार द्वारा जारी 
किए गए अनुदेशों या प्रादेशों 
के अनुमार सरकारी सेवकों 
के लिए 10 वर्ष सक 

शिथिल की जा सकती है ) । 
टिप्पण : पाय-सीमा प्रवधारित 

करने के लिए निर्णायक 
तारीख भारत में अभ्यर्थियों 
से ( उनसे भिन्न मो अंदमान 
और निकोबार द्वीप तथा 
लक्षद्वीप में हैं ) आवेदन 
प्राप्त करने के लिए नियत 
की गई अंतिम तारीख 
होगी । 
म पदों की बाबत जिन पर 
नियुक्ति रोजगार -कार्यालयों 
के माध्यम से की जाती है, 
पायु-गीमा अबधारित करने 
लिए निर्णायक तारीख वह 
अंतिम तारीख होगी जिस तक 
रोजगार कार्यालयों में नाम 
भेजने के लिए कहा गया है 
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12 


( भाग II - - ण्ड 3 (i) ] 

भारत का राजपन्न : अगस्त 11, 1990/ श्रावण 20, 1912 
- - - - - -- - - - - - - - - - -- - - - - ---- = - = . . .. - - - - - - - - - - --- 

11 
- - - - - - -- - - - - - - - - - -- ---- -- - - 
प्रावश्यक 
मोटर कारो/ जीपों/स्टेशन बैगनों के लिए विधिमान्य घालन अनुज्ञप्ति, यंत्र- माग नहीं होता । 

वर्ष । 
त्रिया का कार्यमाधन ज्ञान और मोटर कार मीप स्टेशन बैगन चलाने 

का कम से कम तीन वर्ष का अनुभव । 
वाछनीय :--- 
पाठवी कक्षा उतीर्ण । 


स्थानालग्ण या प्रतिनियुक्ति पर 

स्थानान्तरण द्वारा दोनों 
के न हो मकने पर सीधी 
भर्तीद्वारा 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


+ 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


13 


14 


15 


13 
मिदेशालय के ऐम नियमित ममूह “ ध " कर्मचारियों में से मोटर कारों/जीपों समह "ग " विभागीय प्रोन्नति समिति - - लाग नहीं होता । 

स्टेशन/ वैगनो को चलाने के लिए प्रावण्यक सक्षमता के स्तर के अनुरूप पद के संयुक्त निदेशक , राजस्व प्रासूचना -- अध्यक्ष 
लिए अभ्यर्थी की उपयक्समा है या नहीं यह देखने के लिए तैयार किए गए उप निदेशक ( प्रशागन ) 

-~ - मदस्य 
परीक्षण के परिणाम के आधार पर स्थानान्तरण द्वारा भिमके पास म्नम्भ 9 श्रायकर उपायुक्त 

-~ - सदस्य 
म विनिदिष्ट मर्हता है या केन्द्रीय सरकार के अन्य कार्यालयों से ऐसे स्टाफ टिप्यण जब उपरोक्त सदस्यों में से कोई 
कार ड्राइवरो को प्रतिनियुक्ति द्वारा जिनके पास स्तम्भ 8 में विनिर्दिष्ट ग्रह भी सदस्य मनुमूचित जाति या अनुसूचित 
नाएं हैं । 

जनजाति का न हो तव विभाग से बाहर 
टिप्पण : प्रतिनियुक्ति की अवधि , माधारणतया तीन वर्ष से अधिक नहीं होगी । के अनुभूचित जाति या अनमूचित जनजाति 

में एक समह " क " अधिकारी को विभा 
गीय प्रोन्नति ममिति के सदस्य के रूप में 

साहयक्त किया जाएगा । 
- -- - - - --- - - - -- -- -- 

- 

- 


- - - - - - - - - - - - - - - - - - - - - - - - - - - 


- - - - - - 


- 


- 


7 


14 


. . .. 


9. गैस्टटेनर प्रापरेटर 


नहा । 


लग नहीं भोता । 


- - - - - - - - - -- - 
2 माधारण केन्द्रीय मेवा 800- 15-- 1010 - अवयन 
( 1990 ) ( समूह “ " द . .- 20 - 1150 
** कार्यभार पराजपत्रित ) 
के आधार 
पर परिवर्तन 
किया जा 
मकता है । 


10 


11 


12 


लाग नही होना । 


- - - - - - - - - - - - - - - - - - - - - -- - - -- - - - - -- - - - - - - - -- - - - - - - - - - - - - - - - - - 

2 वर्ष । 
.. - - - - - 

- . . . - - - - - 


लाग नही होता । 


प्रोति द्वारा । 


- - -- - 


- -- - 


- 


- 


- 


- 


13 


14 


15 


निदेशालय के ऐसे दफ्तरी हवलदार में से प्रोन्नति द्वारा , जिन्होने 

उस श्रेणी में 3 वर्ष नियमित सेवा की है और जिनके पास 
गेस्टेटनर मणीन के प्रचालन और अनरक्षण में प्रवीणता है । 


ममह “ घ ” विभागीय प्रोन्नति ममिति :- - 

लाग नहीं होता । 
उप निदेशक ( प्रशासन ) अध्यक्ष 
प्रशासनिक अधिकारी - - मदम्य 

आयकर अधिकारी मदम्य 
टिप्पण : जब उपरोक्त सदस्यों में में कोई भी मदस्य 

अनुसूचित जाति या प्रनमूचित जनजाति का न हो 
तन्न विभाग से माहर के प्रमुसूचित जाति या सन 

मित जनजाति के एक गमह "क " अधिकारी को 
विभागीय प्रोन्नति समिति के सदस्य के रूप में मह 
यक्त किया जाएगा । 
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10. दफ्तरी 


नहीं 


साधारण केन्द्रीय मेवा 

समह " , " 
( पराजपत्रित ) 


775- 12-95 5-4 . रो . असयन 

11-10 25 रु . 


लाग नहीं होता । 


6 * 
( 1990) 
* कार्यभार 
के प्राधार 
पर परिवर्तन 
किया जा 
मझता है ) 


10 


12 


- - - - - - - - - - - - - - - - - - - - - - - 


लाग नहीं होता । 


लाग नहीं होता । 


2 वर्ष । 


प्रोन्नति द्वारा 


- 


- - - - - 


- 


13 


14 


15 


- - - - - - - - - -- - - - - - - 


- -- -- - - - - -- -- -- - - - - - -- 


- - - - - - -- - - - - - - - - - - - - 


-- - -- -- - - - 


निदेशालय के मे मिपाही चपरासी की श्रेणी से प्रोन्नति द्वारा 
जिम्होंने उम श्रेणी में 3 वर्ष नियमित सेवा की है । 


ममह " अ विभागीय प्रोन्नति समिति : 

लागू नहीं होता । 
उप निदेशक ( प्रशासन ) -- प्रध्यक्ष 
प्रशासनिक अधिकारी -- मवस्य 

आयकर अधिकारी --- - सवस्य 
टिप्पण :--- जब उपरोक्त सदस्यों में से कोई भी सदस्य 

अनुसूचित जाति या अनुसूचित जनजाति का न हो 
तम विभाग से बाहर के अनुसूचित जाति या 
अनुसूचित जनजाति के एक समूह "क " अधिकारी 
को विभागीय प्रोन्नति ममिति के सदस्य के रूप में 
मयुक्त किया जाएगा । 


- - - - 


- - - 


1 


2 


3 


___ 
567 


8 


11 हवलदार 


नहीं । 


800- 15 - 1010- अचयन 
द गे - 20- 1150 


लागू नहीं होता । 


6 * साधारण केन्द्रीय मेवा , 
( 1990 ) ममूह " ध 

* कार्यभार ( अराजपत्रित ) 
के प्राधार 
पर परिवर्तन 
किया आ 
सकता है । 


- - - 


- - 


- 


- - - - - 


- 


- - - 


- - - 


- - - 


-- 


- 


- 


- 


- - 


- - - - - 


- - - 


- - - - - - 


- - 


- 


- - 


- 


- - 


- 


- 


- 


-- -- - 
- - - । 


- - 

- - . 


- - 


- - 


- - 


10 


11 


12 


लागू मही होता । 


लागू नहीं होता । 


यो वर्ष । 


50 प्रतिशत प्रोन्नति द्वारा 
50 प्रतिशत प्रतिनियुक्ति भरा । 


13 


15 


लाग नहीं होता । 


निदेशालय के ऐसे सिपाही चपरासी की श्रेणी से प्रोन्नति जिन्होंन ममह "च विभागीय प्रोमति समिति : 

उम श्रेणी में 3 वर्ष मेवा की है । मीमाशुल्क मवन/ मेन्द्रीय उप निदेशक ( प्रशासन ) -- अध्यक्ष 
उत्पाद- गल्या कलक्टरी मे जमावारों में में प्रतिनि प्रशासनिक अधिकारी - - सदम्य 
युक्ति. जिन्होन नम श्रेणी में 3 वर्ष संत्रा की है । 

प्रायकर अधिकारी - .- मदस्य 
टिप्पण । प्रतिनियुक्ति की अवधि , माधारण ना तीन वर्ष में अधिक टिपण · जब उपरोक्त मदम्गों में में कोई भी सदम्य 
नही होगी । 

अनुसूमित जाति या अन मूपिम जमजाति का 
नही तभ विभाग से शहर के अन सुचित जाति या 
अनुसूचित जनजाति के एक समूह "क " अधिकारी 
को विभागीय प्रोति मगिति के मवस्य के रूप में 
माध्यम किया जाए । 


भाग II-..- खुण्ड ( i) ] 


भारत का राजपत : अगर । 11, 1980/ावण 20. 1912 


2027 


5 


8 


17. मिगाही 


ना 


समुह “ घ 


121 * माधारण बद्रीय मवा, 771-12- 955- गे , लाग नही हो 
( 1990 ) 

1 - 1025 2 . 
कार्यभार ( अगजपन्निन ) 
के प्राधार 
पर परिवर्तन 
किया जा 
सकता है । 


1 ... . 25 बये कबीच 
( केन्द्रीय मरकार दाग जारी 
किए गए अनुदेशों या 
प्रादेशों के गनमार सरकारी 
सेवकों के लिए शिथिल 
करके 35 वर्ष तक की 

जा सकती है ) । 
टिप्पण : प्रायु -सीमा प्रवधाग्नि 

करने के लिए मिर्णायक 
नारी भारत में अभ्यर्थियों 
मे ( उनमे भिन्न जो अम्द 
मान और निकोमार - सीप 
तथा लक्षद्वीप में है ) पाये 
दन प्रान करने के लिए 
नियत की गई प्रतिम तारी 
होगी । 
मे पदों की बाबत जिन पर 
नियुक्ति रोजगार कार्यालयों 
के माध्यम में की जाती 
है . पाय-सीमा अवधारित 
पारने के लिए निर्णायक 
नारीव वह अंतिम तारीख 
होगी जिम तक रोजगार 
कार्यालयों में नाम भेजने 
के लिए कहा गया है । 


10 


11 


लागू नहीं होता 


2 वर्ष 


मिरिल सर : 
टिप्पण : अभ्यर्थियों का शारीरिक मान वह होने और में शारीरिक परीक्षण में उत्तीर्ण होने की 

अपेक्षा की जाएगी जो नीचे विनिर्दिष्ट है : - - 
( 1 ) पुरष अभ्यर्थियों के लिए 

शारीरिक माम ( भ्य नसम ) ) 
ऊचाई -.-- 157 5 में . मी . । गतवाली, असमी . गोरखा और अनुसुचित जनजातियों के 
मीना - - 81 में . मी . 

मदम्यो की वणा में 5 से . मी . शिथिल की जा सकती है 
( पग फलान पर कम से कम 

5 में मी . अधिक फला हो ) । 
( ii ) शारीरिक परीक्षण 

चलना 15 मिनट में 16000 
मीटर साइकिल चलाना । 30 

मिनट में 8 किलोमीटर 
( 2 ) महिला अभ्यर्थियो के लिए 

(i) शारीरिक मान (न्यूमतम ) । 
ऊंचाई - - 152 से . मी . 

गोरखा, गढ़वाली, असमी, और अनमुचिन जनजानियों के 
भार --- 48 किलोग्राम 

मदस्यों के लिए 2 5 में . मी . ऊंचाई और 2 किलो 

ग्राम भार शिथिल किया जा ममदा है । 
( ii ) णारीरिक परीक्षण : 
चानना : 20 मिनट में 1 किलोमीटर 
माइकिल चलाना: 25 मिनट में 3 किरनोमीटर 


---- 
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--- - 


- - - - 


- 


-- 


- - - -- - -- - - - -- . .. - - .. - 


- - . - 


= - . 


- :- + - + -- - - - - 


- - -- - - - 
12 


- - - - -- - - - - -. . . - - .. ..- - - - - . - - - .- -- -- - - - - - 

13 


15 


- 


- 


- - 


- - 


- 


- 


- 


- 


- - 


जाग नहीं होता । 


लागू नहीं होना 


50 प्रनिशन मीधी भर्ती दाग । 
50प्रतिशत प्रतिनियुक्ति द्वारा , जिसके ग 

हो मकने पर मीधी भर्मी द्वारा । 


गीमाणः गदन केन्द्रीय उपाद शलः 
कलक्टरी के में सिपाही 
में में प्रतिनियुक्ति, जिन्होंने 
उम श्रेणी में 3 वर्ष मेवा की 


टिप्पण : प्रतिनियमित की अवधि , 

साधारणतया तीन वर्ष से अधिक 
नहीं होगा । 


- 


- . 


- - 


567 


- 


- - 


- 


13 चपरासी 


5 * माधारण केन्द्रीय मेवा , 750-12- 870 
( 1990 ) मगृह “ घ ” 

द . गे . -14- 940 होता 
* कार्यभार ( अगजपनिस ) 

पर । 
के माधार 
पर परिवर्तन 
किया जा 
मकता है । 


18 - 25 वर्ष के बीच । । 
( केन्द्रीय मरकार द्वारा जारी 
किए गए अनुदेशों या 
प्रादेषों के अनुमार सरकारी 
सेवकों के लिए , शिथिल 
करके 35 वर्ष तक की 

जा मफती है ) । 
टिप्पण : प्रायु-मीमा अवधाग्नि 

करने के लिए निर्णायक 
नारीख भारत में अभ्यर्थियों 
मे ( उनसे भिन्न जो अंदमान 
और निकोबार द्वीप तथा 
लक्षङ्गीप में है ) आवेवन 
प्राप्त करने के लिए नियन 
की गई अन्तिम सारीम्म होगी 
ऐसे पदो की बावा जिन पर 
नियुक्ति रोजगार कार्यालयों 
के माध्यम से की जाती है, 
प्राय -मीमा अवधारित करने 
के लिए निर्णायक तारीख 
वह प्रेनिम तारीख होगी 
जिम तक रोजगार कार्या 
लयों ने नाम भेजने के लिए 
कहा गया है । 


10 


11 


12 


मिडिल स्कल स्तर 


लाग नहीं होना 


वर्ग 


मीधी भर्तीनाग 


- 


- 


- 


- 


- 


- - 


- -- - - - -- 


___ 13 


14 


15 


लागू नहीं होता 


लागू नहीं होता 


लाग नहीं होता 


- - 
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5 


6 


8 


- 


14. फराण 


साधारण केन्द्रीय सेवा, 
समूह "अ " 
( अराजपक्षित ) 


750- 12-870 

. " . -14- 940- 


लागू यहीं 
होता 


5 * 
( 1990 ) 
* कार्यभार 
के माधार 
पर परिवर्तम 
किया जा 
सकता है । 


18- - 25 वर्ष के बीच । 
( केन्द्रीय सरकार द्वारा जारी 
किए गए अनुदेशों या 
प्रावेगों के अनुसार सरकारी 
सेवकों के लिए शिथिल 
करके 36 वर्ष तक की 

जा सकती है । 
टिप्पण : पापु - सोमा प्रवधारिस 

करने के लिए निर्णायक 
सारोख भारत में प्रमथियों 
से ( उनसे भिन्न जो अब 
मान और निकोबार द्वीप 
तथ लक्षद्वीप में है ) माये 
पन प्राप्त करने के लिए 
नियत की गई अंतिम 

तारीख होगी । 
ऐसे पर्यो की बाबत जिन 

पर नियुक्ति रोजगार 
कार्यालयों के माध्यम 
से की जाती है, 
प्रायु - सीमा अबधारित 
करने के लिए निर्णायक 
तारीख वह अंतिम तारीख 
होगी पिस तक रोजगार 
कार्यालयों में नाम भेजने 
के लिए कहा गया है । 


____ 10 


11 


12 


वांछनीय : प्राइमरी उत्तीर्ण । 


लागू नहीं होता 


वर्ष 


साधी भर्ती करा 


- 


13 


14 


14 


16 


खागू नहीं होगा । 


लाग नहीं होता 


लागू नहीं होता 


- - - - - -- - - - - 
15 सफाईवाला 


लागू नहीं नहीं 


साधारण केन्द्रीय सेवा , 750- 12-870 

समूह “ घ द . रो . -14- 940 
( भराजपत्रित ) रु . 


होता 


( 1949 ) 
** कार्यभार 
के प्राधार 
पर परिवर्तन 
किया जा 
सकता है । 


18- 25 वर्ष के बीच । 
( केन्द्रीय सरकार द्वारा जारी 
किए गए मनुदेशों या 
भावेशों के अनुसार सरकारी 
सेषकों के लिए शिथिल 
करके 36 वर्ष तक को 

जा सकती है ) । 
टिप्पण : प्राम -सीमा प्रवधारित 

करने के लिए निर्णायक 
तारीख भारत में मम्मीयों 
से ( उनसे भिम को अंद 
मान और निकोबार द्वीप 
तथा लक्षद्वीप में है ) पावे. 


- 


- - - 


- 
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अनु जय 


दन प्राप्त करने के लिए 
नियत की गई अंतिम 

तारीख होगी । 
ऐसे पदों की बाबत जिन पर 
नियुक्ति रोजगार-कार्यालयों 
के माध्यम से की जाती 

19 -fthi paarita 
करने के लिए निर्णायक 
तारीख वह अंतिम तारीख 
होगी जिस तक रोजगार 
कार्यालय से नाम भेजने 
के लिए गहा गया है । 


10 


11 


12 


- 


PTE PER 


वांछनीय : प्राइमरी उत्तीर्ण 


ar atETTI 


2 ans 


Ateit mat 21771 


13 


14 


लागू नहीं होता । 


ari allt stari 


ma né emri 


15 
लागू नहीं होता । 
[91. . 5 1 2018 / 13/8 4-941. III 7 . ) 

प्रकाश चन्द्र , अवर सचिव 


(b ) 


MINISTRY OF FINANCE 

(Department of Revenue ) 

New Delhi, the 25th July , 1993 
G .SR . 498 . - In exercise of the powers conferred 
by the proviso to article 309 of the Constitution 
and in supersession of the Directorate of Revenue In 
telligence (Class III , Ministerial Posts ) Recruitment 
Rules, 1972 , the Directorate of Revenue Intelligence 
(Class IV Posts ) Recruitment Rules , 1972 , the Direc 
torate of Revenue Intelligence ( Staff Car Driver) Re 
cruitment Rules, 1973 and the Directorate of Revenue 
Intelligence (Class III , Non -Ministerial Posts ) Re 
cruitment Rules , 1974 , except as respects things 
done or omitted to be done before such super 
session , the President hereby makes the following 
rules regulating the method of recruitment to Group 
C and Group D posts, in the Directorate of 
Revenue Intelligence and the Directorate cf An i. 
Evasion , namely : 

1 . Short title and commencement. - (1 ) These rules 
may be called the Directorate of Revenue Intelligence 
and the Directorate of Anti- Evasion (Group ( and 
* D Posts ) Recruitment Rules, 1990 . 

. (2 ) They shall come into force on the date of 
their publication in the Official Gazette . 

2 . Application . These rules shall apply to the 
post specified in column 2 of the Schedule anneed 
to these rules . 

3 . Number of posts . classifica ion and scale of 
pay. - - The number of the said prsts , their classi. 
fication and be scales of pay attached thereto shall 
be as specified in columns 3 to 5 of the said Sche 
dule . 


4 . Method of recruitment, age limit other qualifica 
tions , etc . - - The inethod of recruitment, age limit , 
qualifications and other matters relating to the said 
posts, shall be as specified in columns 6 to 15 of the 
Schedule aforesaid . 
5 . Disqualification . No person , 
( a ) who has entered into or contracted a 

marriage with a person having a spouse liv 
ing, or 
who having a spouse living has entered 
into or contracted a marriage with any 

person . 
chall be eligible for appointment to any of the said 
posts . 
Provided that the Central Government may if 

satisfied that uch marriage is pcrm ssible 
under the personal law applicable to such 
person and the other party to the marriage 
and that there are other grounds for so 
doing, exempt any person from the opera 

tion of this rule . 
6 . Power to relax . -_ Where the Central Government 
is of the opinion that it is necessary or expedient so to 
do , it may, by order , for reasons to be recorded in 
writing, relax any of the provisions of these rules 
with respect to any class or category of per on . 


7 , Saving.- - Nothing in these rules shall affect reser . 
vations , relaxation of age limit and other concessions 
roquired in ho nrovided for the Scheduled Castes , the 
Scheduled Tribes, Ex -servicemen and other special 
categories of persons, in accordance with the orders 
issued by the Central Government from time to time 
in this regard , 
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--- - - - - - 
SCHEDULE 


- - 


- - 


- 


- 


- 


- 


- 


- 


- - . - 


--- 


- 


- 


- - - 


- 


- 


Sr. Name of posts 
No . 


Classification 


Scale of Pay 


No. of 
posts 


Whether selec 
tion post or non 
selection post 


- - - - - -- - 


6 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- - 


- 


- - 


- 


- 


- 


- - - 


- 


- 


1. Intelligence Officer 


Not applicable 


286 * 
( 1990 ) 
# subject 
to change 
dependent 
on work load 


General Central 
Services, Group C , 
Non -Gazetted , 
Non -ministerial 


Rs. 1640 -60 -2600 -EB - 

75 -2900 


- - 


- - -- 


- - 


- 


- 


- 


- - 


- 


- - 


- 


- 


- - 


- 


- - 


- - - - - 


- - - -- - 


- 


- 


- 


- - 


- - 


- - - 


- 


- - - - 


- - 


-- - - - 


- - 


- 


- - 


- 


- 


- - 


- 


- 


- - - 


Age limit for direct 
recruits 


Whether benefit of added 
years of service admissible 
under rule 30 of CCS 
(Pension ) Rules , 1972 


Educational and other 
qualifications required for 
direct recruits 


Whether age and 
educational quali 
fication prescribed 
for D . R . will apply 
in the case of 
Promotoes 

- - - - - - - - - - 

10 
- - - - - - - - - - - - - 
Not applicablo 
- - - - - - - - - - - - - 


— - . - 


- - 


- - 


- 


- 


- 


-- - 


- - 


- - - 


. . - - - 


— . — - - 

9 
- - .. - - 


- 


- 


- - .. 


. - - - - - 


No 
- - - 


Not applicable 


Not applicable 


- 


- 


- - - 


- 


- - 


. - - - 


- 


- - - 


- 


- - - - 


- - 


- - 


- - - 


- - - 


- 


- 


- 


- - 


- 


- 


- 


- - - 


- - 


- 


. - - 


- 


.. . - - - 


Period of 
probation 
if any 


Circumstances 
in which 
UPSC is to be 
consulted 


Method of Rectt . In case of recruitment by If a DPC exists 
whether by direct promotion deputation/transfer , what is its 
rectt. or by promo grade from which promotion / composition 
tion or by deputation , deputation /transfer to be 
transfer and percon - made 
tage of the vacancies 
to be filled by various 
methods 


- 


- 


- 


- 


- 


- - 


- - - 


- 


- - - - 


- 


- 


- 


- 


- - 


12 


13 


14 


15 


- 


- - 


-- - 


- 


- - 


- 


- 


- 


- 


- 


- - - 


- 


- 


- - - 


Not applicable 


- . - . - -- 
Deputation : 90 % 
Transfer : 100 


Not applicable 


Not applicablo 


( 1 ) Deputation from Proven - 

tive Officer/ Examinor in 
the Customs Department / 
Inspector in the Central 
Excise and Narcotics De 
partment with a minimum 
of 3 years service in the 

grade. 
Note : Period of deputation 
shall ordinarily not exceed 
five years. 
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14 15 


13 


(2 ) Transfer from amongst 

Upper Division Clerks/ 
Stenographers (Grade- III) 
who satisfy the following 

conditions namely : 
(a ) who have put in five years 

regular sorvice as Upper 
Division Clerk /Steno 
grapher (Grade- III) in the 

Directorates. 
(b ) who have qualified at an 

examination held in this 
behalf. Upper Division 
Clerk /Stenographer (Grade 
- IN ) selected on transfer 
shall be designated as 
Intelligence Officer. 


2 . Office Superintendent 


Rs. 2000 -60 -2300 -EB - Non -selection 

75 - 3200 


General Central 
(1990 ) 

Service Group C 
* Subject (Non -Gazetted ) 
to change Ministerial 
dependent 
on work load 


O 


10 


No 


Nota pplicable 


Not applicable 


Notapplicable 


11 


12 


13 


14 


15 


2 years 


Promotion failing 
which by transfer 
on deputation 


Promotion : 

Group C Departmental Not applicable 
Assistants in the Directo - Promotion Committeo , 
rates having atleast five comprising of: 
years regular service . Joint Director Revenuo 
Deputation : 

Intelligence - Chairman 
(a ) Subordinate Accounts Deputy Director (Admi 
Service qualified Accoun - nistration ) - Member 
tant from the Audit and Deputy Commissioner of 
Accounts Department, Income Tax - Mombor 
having at leat three years Note : Whero nono of tho 
regular service in the mombers above belongs to 
Subordinate Accounts the Scheduled Casto or 
Service . 

the Schoduled Tribo a 
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13 


14 


15 


- 


- 


- 


- 


OR 


Group A Officer from 
(b ) Deputy Office 

outside the Department 
Superintendent, Level-1 belonging to the Sche 
in the Customs and duled Caste or the 
Central Excise Depart Scheduled Tribe, shall 
ments having a minimum also be associated as a 
of five years regular member of Departmental 
service in the grade . Promotion Committee . 
( Period of deputation 
ordinarily not exceedivg 
three years). 


1 


1 


1 


1 


2 


3 


5 


3 . Assistant 


Selection 


Rs. 1400 -40 - 1600 - 
50 - 2300 -EB -60 -2600 


27 * (1990 ) General Central 
* Subject to Service Group - C (Non - 
change gazetted ), Ministerial. 
dependent 
on work load 


10 


Not applicable 


Not applicable 


Not applicable 


11 


12 


13 


14 


15 


2 years 


1. 75 % by promotion Promotion : 

Group C 

Not 
2 . 25 % by transfer Upper Division 

Departmental 

applicable 
on deputation Clerks in the Directorates Promotion Committee : -- 

with five years regular Joint Director Revenue 
service in the grade . Intelligence - Chairman 
Transfer on deputation : Deputy Director (Adminis 
Deputy Office Superinten - tration ) - -Member 
dent Level- 1, failing which , Deputy Commissioner of 
Deputy Office Superinten - Income-tax - Member 
dent Level- II in the Cus Note : Where none of tho 
tomsand Central Excise members above belongs to 
Collectorates, and Inspector the Scheduled Castes or the 
of Central Excise , with Scheduled Tribes a Group 
three years regular serviço A Officer from outside the 
in the grade . ( Period of Department belonging to the 
deputation ordinarily not Scheduled Castos or the 
exceeding three years ). Scheduled Tribes , shall also be 

associated as a momber of 
Departmental Promotion 
Committee. 
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5 = 

6 
4 . Stenographer 18 * General Central Service Rs. 1400 -40 - 1800 -EB -50 - Non -Selection 
(Grade- 11 ) 

( 1990 ) Group -- C (Non - gazetted ) , 2300 
* Subject Ministerial 
to change 
dependent 
on workload . 


9 


10 


No 


Between 20 and 25 years (i) Degree from a recognised Age : No , 
(Rclaxable for Govt. servants University or equivalent Qualifications : Ycs 
upto 35 years in accordance (ii) Speed of 120 words per 
with the instructions or orders minute in English or Hindi Short 
issued by the CentralGovt.) hand and 40 words per minute 

in English typewriting or 30 
Note : Thc crucial date for words per minute in Hindi 
determining the age limit will typewriting. 
be the closing date for receipt 
of applications from candidates 
in India (other than those in 
Andaman & Nicobar Islands and 
Lakshadweep ). 
In respect of posts , the appoint 
ments to which are made through 
the Employment Exchanges, the 
crucial date for determining the 
age limit will, in each case , be the 
last date upto which the Employ 
ment Exchanges are asked to 
submit the names . 
13 

15 
By promotion failing Promotion : From Group C Departmental Not applicable . 
which by direct rectt. amongst Stenographers promotion Committee : 

(Grade-III) with five years Joint Director Revenue 
regular service in the Intelligence - Chairman 
grade 

Deputy Director (Admi 
nistration ).- -Member 
Deputy Commissioner of 
Income Tax - Member 
Note : Where none of the 
members above belongs to 
the Scheduled Castes or 
the Scheduled Tribes , a 
Group A Officer from 
outside the Department 
belonging to the Scheduled 
Tribes , shall also be 
associated as a member of 
Departmental Promotion 
Committee . 


12 


14 


2 years 


[1911 [1 – 1" 31 ) ] 
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77 :7 ; TT 713141AT : : 1957 11, 1990, 1719 ? , 1912 
- - - - - - - - - - -- -- - - - - - - - - -- - - 


- 


- - - 


- 


- - - 


- 


- 


- - - 


- 


- 


- 


- 


- - - - 


- 


- 


- 


- 


- 


- 


- 


- 


- - - - - 


- - - - 


- 


5 . Stenographer (Grade - III) * 46 General Central Scrvice,Group C Rs. 1200 - 30 - 1560 - EB - 10 -2049 

(1990 ) (Non - gazetted ). Ministerial 
* Subject to change depending on workload 


LL 


Not applicable 


No 


Between 18 to 25 years (Relaxable for 
Government servants upto 35 years ) in 
accordance with the instructions or 
orders issued by the Cental Gover 

ment. 
Note : The crucial date for determining 

the age limit will be the closing date for 
receipt of applications from candidates 
in India (other than those Andaman 

& Nicobar Islands and Lakshadweep ). 
In respect of posts , the appointinent to 

which are made through the Employ . 
ment Exchanges , the crucial date for 
detesinining the age limit will, in each 
casc . be the last date upto which the 
Employment Exchanges are asked to 
submit the names . 


10 


- 


- 


- 


Not applicable 


2 years 


(i) Matriculation or equivalent 
(ii) Speed of 100 words per minute in 

English or Hindi stenography and 40 
words per minute in English type 
writing ( 30 words per minute in Hindi 
typewriting provided that where 
sufficient candidates with a speed of 
100 words per minute in Stenography 
are not available candidates with a 
speed of 80 words per minute in Steno 
graphy may be considered for 
appointment. 


- - . - .- . 


. 


. . _ 


_ 


14 


13 


- - - - - - - - - - 
14 -- - - 

15 

- - - - 
No, applicable Not applicable 


By promotion failing which 
by direct recruitment. 


By selection on the basis of a 
limited competitive test from 
amongst the Lower Division 
Clerks and Group D staff in 
the Department with at least 
two years regular service and 
who possess the qualifications 
prescribod in column 9 . 


NL 
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A5 
6. Upper Division Clerk 

Goneral Central Rs. 1200 - 30 - 1560 - EB 40 - 2040 Non 
( 1990 Service Group -C 

Selection 
* Subject to (Non - gazetted ), 
change de - Ministerial 
pendent on 

workload. 
-- -- - -- -- - - - - - - - -- - - - -- -- - - 


9 


10 


Not applicable 


Not applicable 


Not applicable 


11 


12 


13 


14 


15 


2 years 


By promotion 


(i) 75 % by promotion of Group C Departmental Not applicable 
Lower Division Clerks Promotion Committee: 
in the Directorates having Joint Director Revenue 
at least five years regular Intelligence - Chairman 
service in the grade . Deputy Director (Adm .) 
( i ) 25 % by promotion on - Member 
the basis of limited Deputy Commissioner of 
competitive examination Income- tax - Member 
confined to Lower Note : Where none of the 
Division Clerks of the members above belongs to 
Directorates having at the Scheduled Castos or 
least three years regular Scheduled Tribes Group A 
service in the grade. Officer from outside the 

Department belonging to the 
Scheduled Castes or the 
Scheduled Tribes, shall 
also be associated as a 
member of Departmental 
Promotion Committee . 


2 


3 


5 


7. Lower Divisin * 71 (1990 ) 
Clerk * Subject to variation 

dependent on 
on work load . 


General Central Ser - Rs. 950 -20-1150 -EB - Not applicable . 
vice Group - C (Non - 25 -1500 
gazetted ) 
Ministerial 


- 


- 


- 


- 


LPCU 


(HET ] 1 - 


sil 


- 41THT TS VIKT* : Siri, 11, 14 


1407. 20, 1913 


2037 


-SA 


TAIWUWUL - JULY 


TULUAN 


N 


II- a 


9 


10 


- - - 


- 


- - 


Between 18 -25 years, 

(i) Matriculation or aquivalent Not applicablo 
(Relaxable for Government Ser- : qualifications . " 

vants upto 35 years in accord - (ii) Minimum speed of 30 words 
unce with the instructions or per minute in English type 
ordes issued by the Central writing or 25 words per mi 
Government). 

nute in Hindi typowriting 
Note : The crucial date for detr 

mining the age limit will be the 
closing date for receipt of appli. 
cations from candidates in 
India (other than those in And . 
aman & Nicobar Islands and 

Lakshadweep ). 
In respect of posts, the appoint 
ments to which are made thr 
ough the Employinent Exchung 
the crucial date for deter 
mining the age limit will be in 
each case be the last date upto 
which the Employment Ex 
chansg are asked to sbumbit 
the names . 
-- - --- - - -- - - - -- - - - - - - - - - - - -- - - - - - - - - - - - - - - - - - - - - - - - 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


12 


13 


14 


15 


- -- - - - - - 


- - 


2 years 


Not applicable 


Not applicable . 


( i) 90 % by direct recruitment. Not applicable 
( ii ) 5 % of vacancies shall be filled up 

from amongst the Group D stafi . 
who possess matriculation or equi 
valent qualifications and have ren 
dered 5 year s regular service in 
Group D on the basis of a Depart 
mental qualifying Examination with 

typing test. The maximum age li 
mit for eligibility for examination is 
4 $ years (50 ) years for the Scheduled 

Castes and the Scheduled Tribes). 
Note - ( a ) Unfilled vacancies pertaining 

to a particular year shall not be 

carried over, 
(b ) If more of such employees than 

the number of vacancies avail 
able under clause ( ii ), qualify at 
the said examination , such ex 
cess number of employees shall 
be considered for filling the vac 
ancies arising in the subsquent 
years so that the employees qualj. 
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12 


13 


- 15 


- - - - - 


. - 


. 


- 


- . . 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


. 


. 


Not applicable 


fying at an earlier examination are 
considered before those who 
qualify at a letter examination . 


(iii ) 5 % shall be filled on seniority -cum 

fitness basis from Group D employees 
who possess matriculation or equiva 
lent qualification and have rendred 
5 years regular service. There shall be 
no age limit. 


- 


- 


- 


- 


- - - 


- 


- 


- 


- - 


- - 


1 


2 


3 


4 


- 


- - - - 


- 


- 


- 


- - - - - 


- - - 


. - - 


. - . 


- 


- 


- 


- - 


- - - 


- 


- 


- - - 


- - . . - 


. 


. 


- - 


- 


- - - - - - 


- 


- 


8 . Staff Car 
Driver 


* 47 ( 1990 ) 

General Central Ser- Rs. 950 -20 -1150 - EB - Not applicable . 
* Subject to change de - vice Group C (Non - 25 -1500 
pendent on works gazetted ) 
load . (Non -Ministerial) 

- - - -- - - - - - -- 


- - - - 


- - 


- - - 


- 


- - 


- - 


- 


- - 


- 


- 


- - - - 


-- - - 

- - - - 


- - 


9 


10 


- - - - - - - 


- - 


- - - - 


- - 


- - 


- 


- 


- - 


M 


Between 23 - 30 years Essential : 

Not applicable . 
(Relaxable for Government ser- Possession of a valid driving li 
• vants upto 10 years in accord - cence for motor cars / jeeps /sta 

ance with the instructions or tion wagons, working know 
orders of the CentralGovern ledge of motor mochanics and ex : 
ment), 

perience of driving a motor car / 
Note : The crucial date for de- jeep /Station 8 wagon for atleast 

termining the age limit will threo years. 
be the closing date for receipt Desirable : 
of applications from candi A pass in the 8th class, 
datos in India (Other than thosc . 
in Andaman & Nicobar Islands 
& Lakshadweep ). 


In respect of posts, the appoint 
ment to which are made through 
the Employment Exchanges , 
the crucial date for determining 
the age limit will in each case . 
be the last date upto which the 
Employment Exchange are ask 
ed to submit the names. 


nesten er 
- - - - - - 


97 
- - - 


, , 


2099 


- 


- .. - -" - 


- 


- - -- - 


-- 


- 
12 


niti il. 1990/ 1407 20 1913 77 
- --- - - - - - 

14 


- - 


15 


-- -- - 


- - 


- - 


- - - 


- 


- - 


- 


- - 


- - 


- 


- - 


- 


- 


- 


- - - - 


2 years 


By transfer or trans. By transfer on the result Group C DPC : Not applicable 
fer on deputation fail - of a test in driving de Joint Director Revonuo 
ing both by direct re - signed to adjudge suit- Intelligence - - Chairman 
cruitmont 

ability to post with re- Deputy Director (Admn ) 
ference to standard of --Member 
competence considered Doputy Commissioner of 
essential in driving of income tax -Member. 
motor curs/jecps/station 
wagons from amongst Nole : Where none of the 
Tegular Group D enu menibors above belongs 
ployees of the Directo - to the Scheduled 
rates. who possess the Castes or the 
qualification specificd in Schoduled Tribes a 
column 9 or by deputa - Group A Officer 
tion of Staff Car Driver from outside the Depart 
from other Central mont belonging to the 
Government Offices who Schoduled Castes or 
possess the qualifications the Scheduled Tribes , 

spocified in Column 9 . sball also be associated 
Note : Period of deputa as a menīber of Depart 
tion : Ordinarily not ex mental Promotion : 

ceeding three years , Committee . 
. . - - :- - - - . - - : - - - 


-- - - - - - - - 


+ 


- - - 


- -- - - 


- - - - 


- 


. 


- 


- 


- - - 


w 


- - - -- 


- 


- - 


- - -- - - - - - 


- - - 


- - - 


- - 


- 


- 


- 


1 


2 


6 


Non -Selection - 


9 . Gestetner 

Operator 


* 2 ( 1990) 
* Subject to change 
dependent on work 
load . 


General Central Sor- 800 -15 -1010 -EB- 20 - : 
vices Group D 1150 
Non - gazetted . 


8 


10 


No . 


- 


-- - 


Not applicable 


Not applicable 


Not applicable 


- - - - 


- - 


-- 


- - 


- 


- - - 


- - - 


11 


. 12 . 


13 


14 


LIL 


- - 


- 


2 years 


By promotion 


15 

- - - -- - - - - - - - - 
By promotion from Daf - Group D Departmental Not applicable 
· trios /Havaldars of the Promotion Committee : 

Directorates with three Deputy Director ( Admi 
yours regular service in nistration ) - - Chairmun 
ihat grado and having Administrative Officer 
proficiency in operating - Member . 
and - maintaining gestct- Income Tax Officer 
mer machines. 

- Member. 
Note : Where none of the 
members above belongs 
to the Schoduled Castes 


- 


. - - . 


- - 


- 


- - - - 


- - 


- 


- 


- 


- 


- - 


- - - 


-- - - - 


- 


- 


- - 


- 


. 


. . 


- 


- 


- 


- 


- 


- 


- - 


- - - - 


- 


- 
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14 


or the Scheduled Tribes 
a Group A Officer from 
outside the Department 
belonging to the Schedu 
led Caste or the Sche 
duled Tribes, shall also 
be associated as a mom 
bor of Departmental 
Promotion Committee . 


1 


2 


10 . Daftry 


Non - Seloction 


* 6 ( 1990) 
* Subject to change de 
pondent on workload . 


General Central Sor- Rs. 775 - 12 - 955 -EB - 
vices Group D 14 - 1025 
non- gazotted 


8 


9 


10 


Not applicable 


Not applicable 


Not applicablo 


Un 


11 


12 


13 


14 


15 


2 years 


By promotion 


By promotion from the 

grade of Sopoy /Peon of 
the Directorates with 
three years regular ser 
vice in the grade . 


Group D Dopartinental Not applicable 

Promotion Committee : 
Deputy Diroctor (Admini. 
stration ) - Chaimman . 
Administration Officer 
- Member. 
Income Tax Officer 

- Member 
Noto . - Whero none of the 

members above belongs 
to tho Scheduled Castos 
or Scheduled Tribes a 
Group A Officer from 
outside the Department 
belonging to the Scheduled 
Caste or the Scheduled 
* Tribos, shall also 
be associatod as member 
of Departmental 
Promotion Committee . 


-- -- - -- - - - - - 


- --- 


( TT II 


3 (1) 


· VIKT 


TOT 


* 11, 19.90/ TT 20 , 1912 


2041 


1 


2 


5 


- 


A 


11. Havaldar 


Non -Scloction 


Rs. 800 - 15 - 1010 
EB - 20 - 1150 


* 6 

General Central 
(1990 ) 

Services Group D 
* Subject to · (Non -Gazetted ) 
change dependent 
on workload 


9 


10 


No 


Not applicable 


Not applicable 


Not applicable 


. - . - 


- 


- - -- 


- 


- 


- 


- 


- - 


- 


- 


-- - - 


- 


- 


---- - - - - - - - - - - 

- - 


- - 


- - 


- 


- - - 


13 


15 


2 years 50 % by promotion 

50 % by deputation 


Promotion from the grade Group D Departmental Not applicable 
of Sepoy / Peon of the 

Promotion Committe. : . 
Directorates with three Deputy Director (Adminis 
years service in the grade . tration ) - Chairman 
Deputation from Jamađars Administrative Officer - - 
in the Customs Houses/ Member 
Central Excise Collectoratos Income Tax Officer - Member 
with three years service in Note : Where none of the 
the grade . 

mombers above belongs to 
Note :- --Period of deputation the Scheduled Castes or 
ordinarily not exceeding the Scheduled Tribes, 
three years . 

A Group ‘ A ’ Officer from 
outside the Depart 
ment belonging to the 
Scheduled Castos or the 
Scheduled Tribe , shall also 
bo associated as a member 
of Departm . ntal Promotion 
Committee . 


1 


2 


5 


12 . Sepoy 


Rs. 775 - 12 -955- EB . 
14 - 1025 


Not applicable 


* 124 

Goneral Contral 
( 1990 ) 

Services Group D 
* Subject to (Non - gazettad ) . 
change dopondent 
on workloud . 


- 


- - - - 


- - - 


- 


- - - - 


- - 


- - - - - 


- - 


- 


2042 

- - 
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- 
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- 
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- - - - 


- 


- 


- 
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10 

-- - -- - - - - - - - - - - - 
: Between 18 - 25 years (Relaxable Middle Standard 

Not applicable 
for Government servants Note : Cadidates will be required 10 
upto 35 years in accordance possess the physical standards 
with the instructions or pass physical test as ypecified below . 
orders issued by the Central namely : 
Govt. 

(1) For male candidates 
Note : The crucial date for (1) Physical standard (mininum ) 

determining the age limit Height- 157. 5 cins Relaxable by 
will be the closing date for Chest — 81 cms 5 cms. in the 
receipt of applications from (fully expanded case of 
candidates in India ( other with minimum of Garwalies, 
than those in Andaman & of 5 cins.) 

Assamese , 
Nicobar Islands and 

Gorklius and 
Lakshadweep ) 

members of the 
In respect of posts , the ap 

Scheduled 
pointment to which are 

Tribes : 
inade - through the Employ - ( ii ) Physica ! .-- test . 
ment Exchanges, the crucial Walking - 1.600 metres in 15 minutes 
date for determining the Cycling -. 8 kms in 30 minutes ; 
age liinit will, in each case (2 ) For female candidates 
be the last date upto which (i) Physical standard (minimum ) 
the Employment Exchange Height- 152 cms Height relaxable 
are asked to submit the 

Weight- 48 | by 2 . 5 cms, and 
names . 

Kgs . 

| weight by 

2 kgs. for 
Gorkhas, Garwalies, 
Assamese and 
| member of the 

Scheduled 

J Tribes ; 
( ii ) Physical test 

Walking - 1 km . in 20 minutes . 
Cycling — 3 kms, in 25 minutos. 


11 


12 


13 


14 


15 


2 years 


50 % by direct recruitment Deputation froin Sepoys in Not applicable Not applicable 
50 % by Deputation the CustomsHouse /Centra ] 

failing which by direct Excise Collectorates with 
recruitment 

three years service in the grado" 
Note : Period ofdeputation 

ordinarily not exceeding 
three years . 


13 . Peon 


General Central 

Services Group L 
(Non - gazetted ) 


Rs. 750 - 12 -870 -EA , Not applicable 
14940 


( 1990 ) 
* Subject to 
change 
dependent on 
workload , 


TFT II: - TI31.1.1 . , 


WITH ETT 


1704 11, 1990 - 19920 - 1912 


2013 


You 


WILL 


7 


- . 


DLEIL LIV 


. 


No. 


Notaplicable 


Middle School 
. Standard 


Between : 18 - 25 years. (Relaxable for Go - 
- pernment servants upto - 35 -years in accord 

ance with the instructions or orders 

issued by the Central Govt. 
Note : The crucial date for determining the 

age limit will be the closing date for 
receipt of applications from candidates 
in India (other than those in Andaman & 

Nicobar Islands and Lakshadweep ). 
In respect of posts. the appointments to 

which are made through the Employment 
Exchanges, the crucjaldate for determin 
ing the age limit will, in each case be the 
last date up to which the Employment 
Exchanges are asked to submit the names. 


- - 


- 


- - 


- 


- 


- - - - - 


- - - 


- - 


- - 


- - 


- 


- - 


- 


- - - 


- - - 


- 


- -- 


---- .. 


- - - 


- - - - 

12 


- - - 


- 13 


15 


-- - 


- 


- - 


- - - 


- - - 


- 


- 


- 


- - - 


- - 


- - 


- - 


- - 


- - 


- - 


- 


- 


- 


- 


- 


- 


- - - 


-- -- - - - - - - -- - - 

2 years 


By direrct recruitment Not applicable . 


Not applicable Not applicable 


- 


- 


- - - 


- - - 
- - - 


- - - - - 

- 


-- 
- 


- - - - - - 

- - 


- -- - - 

- 


-- 


- 


- 


- - - -- - - - 


- 


- 


- 


- 


- 


- - 


14 . Farash 


Not applicable 


-- -- - -- - - - - - - - 

* 5 (1990 ) 
* Subject to change 

dependent on 
workload . 


- 
General Central 
Services Group D 
(Non -gazetted ) 


Rs. 750 -12 -870 - EB - 
14 - 940 . 


- - 


- 


10 


nar 


UT 


No 


Desirable Primary 

pass . 


Not applicablo 


- - - - 

- 
Between 18-25 years ( Relaxable for 

Government servants up to 35 
years in accordance with the instruc 
tions or orders issued by the 

Central Govt. 
Note : The crucial date for determining 

the age limit shall be the closing 
date for receipt of applications from 
condidates in India (other than those 
in Andaman & Nicobar Islands and 

Lakshadweep ). 
In respect of posts, the appointment to 

which are made through the employ 
ment Exchanges, the crucial date for 
determining the age limit will , in 
each case be the last date up to which 
y the Employment Exchanges are 
asked to submit the names 


- 


- 


- - - 


- 


- 


- - 


- 


- 


. - 


- 


- 


- 


- 


- - - - 


- - - 
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1515 


11 


2 years 


By direct recruitment Not applicable 


Not applicable 


Not appl cable 


- - 


- 


- 


- 


- 


- 


15 . Safajwala 


5 (1990 ) 
* Subject to change 
dependent on 
workload 


General Central 
Services Group D 
(Non -Gazetted ) 


Rs. 750 - 12 -870 -EB - Not applicablo 
14 - 940 


- 


. 


- 


- 


- 


- 


- 


- 


8 


- 


10 


- 


No 


Not applicable 


Desirable Primary 

pass 


Between 18 -25 years (Relaxable for 
Government servants upto 35 years 
in accordance with the instructions 
or orders issued by the Central 
Govt. 


Note : The crucial date for determining 

the age limit will be the closing date 
for receipt of applications from can 
didates in India (other than those in 
Andainan & Nicobar Islands and 
Lakshadweep ). 


In respect of posts, the appointment to 

which are made through the Employ 
ment Exchanges , the crucial date for 
determining the age limit will in 
each case be the last date up to which 
the Employment Exchangos are asked 
to submit the names. 


12 


13 


14 


15 


2 years 


Not applicable 


Not applicable 


Not applicable 


By direct recruit- 
ment. 


{ F . No . A 12018 / 13 /84 -Ad. III B ] 
PARKASH CHANDRA , Under Socy . 


[ भाग II - खण्ड 3 ( i)]. 


- भारत का रामपन्न ; अस्गत 11, 1990/ श्रावण 20, 19 1 ? 
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जलमूतल परिवहन मंत्रालय 


नई दिल्ली, 17 जुलाई: 1990 
स. का .नि . 499. -- राष्ट्रपति, मेंविधान के अमुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए और वीप स्तम्भ और वीप पोत विभाग 
ममूह "क " और " ख " ( अनकनीकी पद ) भर्ती नियम , 1978, को , उन बातों के सिवाय अधिक्रांत करते हुए, जिन्हें से अधिक्रमण से पहले किया गया है या करने 
से लोप किया गया , प्रकाशस्तम्भ नथा प्रकाशपोत विभाग में ममूह क और ममूह ख प्रसकनीकी पदों पर भर्ती की पति का विनियमन करने के लिए 
निम्नलिखित नियम बनाते हैं अर्थान - - 
1. संक्षिप्त नाम और प्रारम्भ : - ( 1 } इन नियमों का संक्षिप्त नाम प्रकाश स्तम्भ और प्रकाशनविभाग ( समूह क और समूह ख प्रतकनीकी पद ) भर्ती 
नियम , 1980 है । 

( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रवृत्त होंगे । 
2 . लागू होना : - नियम इससे उपाबद्ध अनुसूची के स्तम्भ 1 में विनिर्दिष्ट पदों को लागू होंगे । 
3. पप-संख्या वर्गीकरण और वेतनमान : - उक्त पदों की संख्या, उनका वर्गीकरण और उनके वेतनमाम ये होगे इम नियमों जपाबद्ध अनुसूची के स्तम्भ 2 
स्तम्भ 4 में विनिर्विष्ट हैं । 
4. मी की पद्धति, प्राय-सीमा , अन्य महताएं , आदि : उक्त पदों पर भर्ती को पति, प्राय-सीमा प्रस्ताएं और उनसे संबंधित अन्य बाते वे होंगी जो पूर्वोक्त 
अनुसूची के स्तम्भ 5 से स्तम्भ 1 4 में विनिविष्ट । 
5 . निरर्हता : - वह घ्यक्ति 

( क ) जिसने ऐसे व्यक्ति से जिसका पति या जिसकी पलो जीपित है, विवाह किया है या 

( ख ) जिमने अपने पति या अपनी पत्नी के जीवित रहते हुए किसी व्यक्ति से विवाह किया है 
उक्त पद पर नियुक्ति का पात्र नहीं होगा : 

परन्तु यदि केन्द्रीय सरकार का यह समाधान हो जाता है कि ऐमा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को लागू स्यीय विधि के अधीन प्रसुज्ञेय 
है और ऐसा करने के लिए अन्य प्राधार है तो वहकिसी व्यक्ति को इस नियम के प्रवर्तन से छूट दे सकेगी । 
७ . णिथिल करने की शक्ति : ---जहाँ केन्द्रीय सरकार की यह राय है कि ऐसा करमा आवश्यक या समोचीम है, वहीं वह , उसके लिए जो कारण है उन्हें लेखबद्ध 
करके तथा मंध लोक सेवा गायोग से परामर्श करके , इन नियमों के फिमी उपबंध को किसी वर्ग या प्रवर्ग के व्यतिमयों की यामत, मावेश द्वारा शिथिल मर 
सकेगी । 
7. ध्यावृत्ति — इम नियमों की कोई बात, प्रायु-सीमा में छूट ऐसे प्रारक्षणों, और अन्य रियायतों पर प्रभाव नहीं अलेगी, जिसकाकेन्द्रीय सरकार द्वारा इस संबंध 
में समय-सम पर निकान गा प्रादेशों के अन मार प्रनुस चिन जातियों, अमसूचित जनजातियों, भतपूर्व सैनिकों और अन्य विशेष प्रवर्ग के व्यक्तियों के लिए उपबंध 
करना अपेक्षित है । 

अनुसूची 


पद का नाम 


पत्रों की संख्या 


वर्गीकरण 


रेसनमान 


मयन पद 
अथवा 
अपयन पद 


- 


- - 


- 


( 4) ( 5 ) 
3000- 100- 3500- अयन 
125- 4500 . 


नहीं 


कारी 


( 1 ) ( 2 ) ( 3) 
प्रणामनिका अधि - 1 माधारण केन्द्रीय 
( 1990 ) सेवा , समूह क , 

राजपत्रित , अनन 

मधिषीय 
"कार्यभार के प्राधार 
पर परिवर्तन किया 
जा सकता है । 


मोधेभर्ताकिए जाने वाले व्यक्तियों के लिए प्राय - सेवा में जाड़े गए क्यों 
मीमा 

का फायदा केटीम 
सिविल सेवा (पेंशन ! 

नियम , 1972 क 
नियम 30 के मधीम 

अनुशेय है या नहीं 
अनुछेय है यय नही . 

___ ( 7 ) 
40 वर्ष से अधिक नहीं 
केन्द्रीय सरकार द्वारा जारी किए गए अनुदेशों 

या प्रादेशों के अनु मार सरकारी सेवकों के 
लिए 5 वर्ष तक शिथिल की जा सकती है । 
टिप्पण : प्रायु -सीमा अवधारित करने के लिए 
निर्णायक नारी भारत में अभ्यर्थियों से 
प्राबेदन प्राप्त करने के लिए नियत की गई 
प्रतिम तारीख होगी ( न कि वह अंतिम 
नारीख जो असम , मेघालय, प्राणाचल प्रदेश, 
मिजोरम, मणिपुर, नागालैण्ड, त्रिपुरा,सिक्किम , 
जम्मू-कश्मीर गज्य के लदाख खंड, हिमाचल 
प्रवेश के लाहौल स्पीति जिले तथा संघा 
जिले केपांगी उपखंड, अंदमान और निकोबार 
वीप या लक्षद्वीप के अभ्यर्थियों फ लिए 
विहित की गई है ) । 


2041 GT-90 - 


2041 GI190 - 9 


- 


- 
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नहीं 


सीधे भर्ती किए जाने वाले व्यक्तियों के लिए शैक्षिक और अन्य सीध भर्ती किए जाने वाले व्यक्तियों के लिए परिवीक्षा फी अवधि , यदि कोई हो 
माहताएं 

विहित मायु और शैक्षिक महंसाएं प्रोन्नत व्य 
क्तियों की वशा में लागू होंगी या नहीं 

10 
मावश्यक : 1. किसी मान्यताप्राप्त विश्वविद्यालय से डिग्री या 

: सीधे भर्ती किए जाने वाले व्यक्तियों के लिए 
समतुल्य । 

1 वर्ष प्रोन्नत व्यक्तियों के लिए 2 वर्ष 
2. किसी सरकारी कार्यालय या लोकनिकाय या बाणिज्यिक 

मंगठन में प्रशासन, लेखा और स्थापन कार्य का पर्य 

वेक्षी हैसियत में 7 वर्ष का अनुभव । 
टिप्पण 1. अर्हताएं अन्यथा अभ्यर्थियों की दशा में संघ लोक सेवा भायोग के विवेकानुसार शिथिल की जा सकती हैं । 
टिप्पण 2. अनुभव मंबंधी प्रहगा ( पईनाएं ) संघ लोक सेवा प्रायोग के विवेकानुपार अनुमूचित जातियों और अनुसूचित जनजातियों के अम्पाययों को काा में तब 

शिथिल की जा मकती है ( है ) जब चयन के किसी प्रक्रम पर संघ लोक सेवा मायोग की यह राय है कि उनके लिए आरक्षित रिक्तियों को भरने 

के लिए प्रपेशित अनुभव रखने वाले उन समुदायों के अभ्यर्थियों के पर्याप्त संख्या में उपलब्ध होने की संभावना नहीं है । 
वधछनीय :1.मरकारी नियमों और विनियमों का ज्ञान । 

2. प्रकाशस्तम्भों से संबंधित कार्य का अन भव । 


12 


भर्ती की पति/ भर्ती सीधे होगी या प्रोन्नति द्वारा या प्रतिनियक्ति स्थानांतरणों प्रोन्नति प्रतिनियुक्ति स्थानांतरण द्वारा भी की दशा में वे श्रेणियां जिनसे 
द्वारा तथा विभिन्न पद्धतियों द्वारा भरी जाने वगली रिक्तियों की प्रतिशतता । प्रोन्नति प्रतिनियुक्ति / स्थानांतरण किया जाएगा । 

11 
प्रोन्नति वारा , जिसके न हो सकने पर प्रतिनियुक्ति पर स्थानांतरण द्वारा और दोनों प्रोन्नति : ऐसे कार्यकारी अधिकारी जिन्होंने उस श्रेणी में 7 वर्ष नियमित सेवा 
के ष हो सकने पर सीधी भर्ती द्वारा । 

की है । 
टिप्पण : ऐसे व्यक्तियों की बाबत जो पुनरीक्षित भर्ती नियमों के प्रारम्भ 

होने की सारीख को कार्यपालक अधिकारी का पोषक श्रेणी पद नियमित 
भाधार पर धारण किए हुए हैं प्रोन्नति के लिए पात्रता सेवा उस 

श्रेणी में 5 वर्ष बनी रहेगी । 
प्रतिनियुक्ति पर स्थानांतरण केन्द्रीय सरकार के ऐसे अधिकारी 
( क ) ( 1 ) जो सदृश पर नियमित प्राधार पर धारण किए हुए हैं या 
( 2 ) जिन्होंने 2200- 4000 रु. वेतनमान वाले पदों पर 5 वर्ष 

नियमित सेवा की है या 
( 3 ) जिन्होंने 2000- 3500 रु. या समतुल्य वेतनमान वाले पदों पर 8 

वर्ष नियमित सेो की है और । 
( स ) जिनके पास स्तम्भ 8 में साधे भर्ती किए जाने वाले व्यक्तियों के लिए 

विहित महंताएं और प्रमुभव हैं । 
( पोषक प्रवर्ग के ऐसे विभागीय अधिकारी, जो प्रोन्नति की सीधी पंक्ति में 

हैं प्रतिनियुक्ति पर नियुक्ति के लिए विचार किए जाने के पान नहीं 
होंगे । इसी प्रकार प्रतिनियुक्ति व्यक्ति प्रोन्नति द्वारा नियुक्ति के लिए 

विचार किए जाने के पास नहीं होंगे । 
( प्रतिनियमित को प्रवधि , जिसके अंतर्गत केन्द्रीय सरकार के उपी या किपी अन्य मंगठन विभाग में इस नियुक्ति से ठीक पहले धारित किसी अन्य कार-बाह्य 

पद पर प्रतिनियुक्ति की अवधि है, साधारणतया 3 वर्ष से अधिक नहीं होगी । 


यदि विभागीय प्रोन्नति समिति है तो उसको संरचना 


भती करने में किन परिस्थितियों में संघ लोक सेवा प्रायोग से परामर्श 
किया जाएगा । 


13 


14 


समूह क विभागीय प्रोन्नति समिति : 

प्रत्येक अवसर पर संघ लोक सेवा प्रायोग में परामर्श करना मावश्यक है । 
( 1 ) प्रोन्नति के लिए : 
( क ) अध्यक्ष / मवस्य , संघ लोक सेवा प्रायोग --- 

प्रध्यक्ष 
( ख ) मंयुक्न मचिय , भारत सरकार, जल भूतल परिवहन मंत्रालय - - सदस्य 

( ग ) महानिदेशक , प्रकाश स्तम्भ और प्रकाश पोत - - सदस्य 
( 2 ) पुष्टि के लिए : 

( क ) संयुक्त सचिव , भारत सरकार , जल भूतल परिवहन मंत्रालय---- अध्यक्ष 

( ख ) महानिदेशक , प्रकाश स्तम्भ प्रकाश पोत -- सदस्य 
टिप्पण : सीधे भर्ती किए जाने वाले व्यक्तियों की पुष्टी से संबंधित विभागीय 

प्रोन्नति समिति की कार्यवाहियां संप लोक सेवा पायोग के अनुमोवनार्थ 
भेजी जाएंगी । कितु पवि प्रायोग उनका अनुमोदन नहीं करता है तो विभा 

गीय प्रोमति समिति की बैठक संघ लोक सेवा पायोग के माध्यम 
किसी सदस्य की अध्यक्षता फिर होंगा) । 
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3 


चयन 


2. कार्यपालक 

भाविकारी 


2375-73- 3200- 
व. रो.- 100- 3500 रु, 


साधारण केन्द्रीय 
( 1990 ) सेवा, समूह ख , 

राजपवित्रत अननु 

सचिवीय 
* कार्यभार के 
अाधार पर परिवर्तन 
किया जा सकता 


30 वर्ष से अधिक नहीं : 
केन्द्रीय सरकार द्वारा जारी किए गए अनुदेशों या 

प्रादेशों के अनुसार सरकारी सेवकों के लिए 

5 वर्ष तक शिथिल की जा सकती है । 
टिप्पणीः प्रायु-सीमा अवधारित करने के लिए 
निर्णायक तारीख भारत में प्रभ्यर्थियों से 
माओवन प्राप्त करने के लिए नियत की गई 
अंतिम तारीख होगी ( न कि वह प्रतिम 
तारीख जो असम , मेघालय , अरुणाचल प्रदेश , 
मिजोरम , मणिपुर , नागालैण्ड त्रिपुरा , 
सिक्किम , जम्मू-कश्मीर राज्य के लद्दाख 
खंड , सिमाचल प्रदेश के लाहौल और स्पीति 
जिले तथा चम्बा जिले के पांगी उपखंड , 
मंदमाम भीर निकोबार द्वीप या लक्षद्वीप के 
पयर्थियों के लिए विहित की गई है ) । 


- - 


नही 


सीध भर्ती किए जाने वाले व्यक्तियों और 
प्रोपत व्यक्ति के लिए 2 वर्ष 


पावश्यफ : 1. किसी मन्यताप्राप्त विश्वविद्यालय से डिग्री या सम 

तुल्य । 
2. किसी सरकारी कार्यालय या लोक निकाय या 

पाणिज्यिक संगठन में प्रशासन , लेखा और स्था . 
पन कार्य का पर्यंबंक्षी हैसियत में 3 वर्ष का 
अम् भव । 


टिप्पण : 1. प्रस्ताए अन्यथा सुप्रहित अभ्यर्थियों की वणा में संघ लोक सेवा प्रायोग के विवेकानुसार शिथिल की जा सका है । 
टिप्पण : 2 अमु भष संबंधी प्रहता ( महलाएं ) संघ लोक सेवा प्रायोग के विक्कानसार अन् पचित जातियों और अनुसुचित जनजातियों के अभ्याथियों की दशा में 

बह शिथिल की जा सकती है (है ) जब चयन के किसी प्रक्रम पर संघ लोक सेवा आयोग की यह राय है कि उनके लिए प्रारक्षित 

रिक्तियों को भरने के लिए अपेक्षित अनुभव रखने वाले उन सम वायों के प्रभाथियों के पर्याप्त संख्या में उपलब्ध होने की संभावना नहीं है । 
बांधनीय : . सरकारी नियम और विनियमों का पान । 

2 . प्रकाश स्तम्भों से संबंधित कार्य का अनुभव : 


11 


12 


प्रोन्नति द्वारा , जिसके म हो सफने पर प्रतिनियुक्ति स्थानांतरण द्वारा और प्रोन्नति : रेसे अधीक्षक जिन्होंने उस श्रेणी में 7 वर्ष नियमित सेवा भी हो । 
दोनों के न हो सकने पर मीधी भर्ती द्वारा 

टिप्पण : ऐसे पक्षियों की बाबत जो पुनरीक्षित भर्ती नियमों के प्रारम्भ होने 

की मारीख का अधीक्षक का पोषक श्रेणी पद नियमिन माधार पर 
टिप्पण : भर्ती की उपरोक्त पद्धति , इन भर्ती नियम के राजपत्र में अधिसूचित धारण किए हुए है प्रोन्नति के लिए पात्रता सेवा उस श्रेणी में 5 वर्ष अमी रहेगी । 
किए जाने की तारीख से 5 वर्ष की अवधि के लिए विधि माग्य प्रतिनियुक्ति पर स्थानांतरण : केन्द्रीय सरकार के ऐसे अधिकारी - - 
होय , यत्पश्चात आयोग के परामर्श से स्थिति का पुनर्विलोकन किया जा ( क ) (i ) जो सदृश पद नियमित आधार पर धारण र हप है , या 
सकेगा । 

( ii ) जिन्होंने 2000- 3500 रु. या समतुल्य पेतममान पाले पदों 

पर 2 वर्ष नियमित सेवा की है ; 
( ब ) जिनके पास स्तम्भ 8 में सोधे भर्ती किए जाने वाले व्यक्तियों के लिए 

विहित महंताए और मन भष हैं । 
( पोषक प्रमर्ग के ऐसे विभागीय अधिकारी जो प्रोन्नति की सीधी पंक्ति में 

हैं , प्रतिनियुक्ति पर नियुक्ति के लिए विचार किए जाने के पात्र मही 
होंगे । इसी प्रकार प्रतिनियुक्ति व्यक्ति प्रोन्नति द्वारा नियुक्ति के लिए 
विधार किए जाने के पान नहीं होंगे । 
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( प्रतिनियुक्ति की अवधि , जिसके प्रतर्गत केन्द्रीय सरकार के उसी या किसी अन्य संगठन विभाग में इस नियुक्ति मे ठीक पहले धारिस किसी अन्य कार 
थाहय पद पर प्रतिनियमित की प्रषधि है , साधारणतया वर्ष 3 से अधिक नहीं होगी । 
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- सदस्य 


ममाठ ख विभागीय प्रोन्नति समिति ( प्रोन्नति और पुष्टि के मामलों के संबंध में सीधी भर्ती करते समय प्रायोग से परामर्श करना आवश्यक है । 

( forare fit & feq .) : 
1. संयुक्त सचिव , भारत सरकार, जल भूतल परिवहन मंत्रालय अध्यक्ष 
2. महानिदेशक , प्रकाश स्तम्भ और प्रकाश पोत 
3. 39 Hf94 , yra efte , 7 -me aferent HATT4 - -1474 

( मनसूचित जाति और अनसूचित जनजाति में अधिकारियों को अधिमानातादी आएगी ) 
टिप्पण : गीधे भी किए जाने वाले व्यक्तियों की पुष्टि से संबंधित विभा 

गीय प्रोमति समिति की कार्यवाहियां संघ लोक सेवा आयोग के 
मम मोदनाथ भेजी जाएंगी । किन्तु, यदि भायोग उनका मन मोवन 
नहीं करता है तो , विभागीय प्रोन्नति समिति की बैठक संप लोफ 
सेवा प्रायोग के प्रध्यम या किसी सदस्य की अध्यक्षता में फिर से 
atiti 


- - - 


- - 


- 


- 


- 


- 


[ . 


. 


4 . . 3/8 / 86- 7.] 
सी . डी . सूप, प्रवर सचिष 


MINISTRY OF SURFACE TRANSPORT 


as specified in Columus 5 to 14 of the Sche 
dule aforesaid : 


New Delbi, the 17th July, 1990 


G . S . R . 499 , - - In exercise of the powers conferred 
by the proviso to Article 309 of the Constitution , 
and in supersession of the Department of Light 
houses & Lightships Group A and Group B 
(Non - Technical Posts ) Recruitment Rules, 1978 , 
except as respect things done or oinitted to be dono 
before such supersession , the President hereby makes 
the following rules regulating the method of recruit 
ment to Group A and Group B Non - Technical 
Posts in the Department of Lighthouses & Light 
hip , namely 


5 . Disqualification . — No person , 
( a ) who ha ; entered into or contracted a 

marriage with a person having a spouse 

living, or 
(b ) who having a spouse living , has entered 

into or contracted a inrıriage with any 

person , 
shall be eligible for appointment to any of the 
said posts : 
Provided that the Central Government may , 

if satisfied that such marriagc is per 
missible under the personal law applicablo 
to such person and the other party to the 
marriage and that thero are other 
grounds for so doing, cxempt any person 
from the operation of this rule. 


1. Short title and commenceinent - 11 ). These 

rules may be called the Department of Light 
houses and Lightships (Group A and 
Group B Non - Technical Posts ) Recruit 

ment Rules, 1990 . 
( 2 ) They shall coine into forie on the date of 

their publication in the Official Gazette . 
2 . Application. -- These rules shall apply to the 

posts specified in Colum , 1 of the Sche 

dule annexed to the Rules . 
3 . Number of posts , Classification and Scales of 

Pay . - - The number of the said posts, their 
classification and the scales of pay attached 
thereto shall be as specified in Colunis 2 

to 4 of thc said Schedule , 
4 . Method of recruitment age limit , other 

Qualifications. etc .- - - Thc method of re 
cruitment, age limit , qualifications and other 
matters relating to the said posts shall be 


6 . Power to relax . -- Where the Central Govern 

ment is of the opinion that it is necessary 
or expedient so to do , it may, by order, 
for reasons to be recorded in writing, and 
in consultation with the Union Public Ser 
vice Commission , relax any of the provi 
sions of these rules with respect to any 

class or category of persons, 
7 . Saving.- - Nothing in these rule ; shall affect 

relaxation of age limit , reservations and 
other concessions required to he provided 
for thc Schedluled Castes the Scheduled 
Tribcs, ex - servicenien and other special 
categories of persons in accordance with 
the orders issued by the Central Govern 
ment from time to time in this regard . 


[HTT II - W3( )] 
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SCHEDULE 


- - - - 


- - - 


- 


- 


- 


- - --- - 


Namo of Post 


No . of Posts 


Classification 
- - 

- 


- - - 
Scale of Pay 
: . 
( 4 ) 


- 


. 


- 


( 1 ) 


Rs. 3000 -100 -3500 - 125 

4500 . 


1. Administrative Officer 1* (1990 ) 

* Subject to Variation 
dependent on work 
load . 


General Central 
Service Group A 
Gazetted 
Non -Ministerial. 


- - - - - - 


- - - - - 


- 


- - 


- -- -- 


- 


- 


- - 


- 


- - - - 


- 


- 


- 


- - 


- 


- - 


Whether Selection Post or Age limit for direct recruits 
non -Selection Post 


Whether benefit of added 
years of Service admi 
ssible under rule 30 of 
the C . C . S . ( Pension ) 
Rules, 1972 


(6) 


Selection 


No 


Not exceeding 40 years. 
(Relaxable for Government servants upto 5 years 

in accordance with the instructions or orders 

issued by the Central Government. 
Note : The Crucial date for determining the age 

limit shall be the closing date for receipt of 
applications from candidate in India (and not 
the closing date prescribed for those in Assam , 
Meghalaya , Arunachal Pradesh , Mizoram , 
Manipur, Nagaland , Tripura , Sikkim , Ladakh 
Division of J & K State , Labaul & Spiti 
District and Pangi Sub Division of Chamba 
district of Himachal Pradesh , Andaman & 
Nicobar Islands or Lahshadweep ). 


- - -- - 


- - - - 


Educational and other qualifications 
required for direct recruits 


Whether age and 
cducational quali - 
fications prescribed 
for direct recruits 
will apply in the 
case of Promotees 


Period of 
probation , 
if any 


- - - - - - - - 
Method of rectt . whether by 
direct rect . or by promotion 
or by deputation / transfer & 
percentage of the vacancies 
to be filed by various methods. 


- - - - 


- - 


- - 


(8) 


(9 ) 


(10 ) 


(11) 


- 


- - 


No 


1 year for 
direct rec- 
ruits , 2 
years for 
promotees. 


By promotion failing which 

by transfer on deputation 
and failing both by direct 
recruitment. 


Essential 
(i) Degree of a recognised University 

or equivalent. 
( ii ) 7 year s experience of Admn ., 

accounts and establishment work 
in a supervisory capacity in a 
Government office or a public 
body or a commercial organisation . 


I 


- 
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10 


1 


1 


Note 1 : Qualifications are relaxable 

at the discretion of the U .P . S . C . 
in case of candidates otherwise well 

qualified . 
Note 2 : The qualification (s ) regarding 

cxperience is /are relaxablo at the 
discretion of the Union Public 
Service Commission in the 
case of candidates belonging to 
Scheduled Castos and Scheduled 
Tribes if , at any stage of selection , 
the Union Public Service Commi 
ssion is of the opinion that sufficient 
number of candidates from these 
communities possessing the requisite 
experience are not likely to be 
available to fill up the vacancies 

reserved for them . 
Desirable : 
(i) Knowledge of Govt. Rules and 

regulations. 
( ii) Experience in work relating to 

Lighthouses. 


In case of rectt. by promotion /deputa - 
tion /transfer, grades from which 
promotion /deputation / transfer to be 
made 


If a DPC exists, what is its composition Circumstances in which 

U . P . S . C . is to be con 
sulted in making rectt. 


(12) 


(13 ) 


( 14 ) 


Consultation with the 

U . P . S .C . necessary on 
each occasion . 


Promotion : 
Executive Officers with 7 years 

regular service in the grade . 
Note : " The eligibility service for 

promotion in respect of persons 
holding the feeder grade post of 
Executive Officer on regular basis 
on the date of commencement of 
the revised recruitment rules shall 
continue to be 5 years service in 

the grade . 
Transfer on deputation : 
Officers of the Central Government 
(a ) (i) holding analogous posts on 

regular basis ; or 


Group A DPC 

(i) For Promotion : 
( a ) Chairman /Member , UPSC 

- Chairman 
(b ) Joint Secretary to the Govern 
ment of India , Ministry of 

Surface Transport Member 
(c ) Director General of Lighthouses 

& Lightships – Member 
( ii) For confirmation : 
(a ) Joint Secretary to the Govern 
ment of India , Ministry of Surface 
Transport 

- Chairman 
(b ) Director General of Lighthouses 

& Lightships - Member 


T 
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“ Note : The proceedings of the DPC 

relating to confirmation of a direct 
recruit shall be sent to the Commi 
ssion for approval. If, however , 
these are not approved by the 
Commission , a fresh meeting of 
the DPC to be presided over 
by Chairman or a Member of the 
UPSC shall be held ." 


(ii) with 5 years regular service in 

posts in the pay scale of Rs. 2200 

4000 ; or 
( iii) with 8 years regular serivce in 
the posts in the pay scale of Rs. 

2000 - 3500 or equivalent ; and 
(b ) possessing qualifications and 

experience prescribed for direct 

recruits in col. 8 . 
( The Departmental officers in the 

feeder category who are in the 
direct line of promotion will not 
be eligible for consideration for 
appointment on deputation . Simi 
larly , deputationists shall not be 
eligible for consideration for appo 
intment by promotion . (Period of 
deputation including period of 
deputation in another ex -cadre post 
held immediately preceding this 
appointment in the same or some 
other organisation department of 
ordinari y the Central Govt. shall 
not exceed 3 years). 


SH 


(2) 


(3) 


2 . Executive Officer 


7 * (1990 ) 
* Subject to variation 
dependent on work 
load . 


Rs. 2375- 75 - 3200 -EB 
100 - 3500 . 


General Central 
Service Group B 
Gazotted , 
Non -Ministerial. 


- - 


- 


(6 ) 


Selection 


No 


111 ) 


Not exceeding 30 years. 
(Relaxable for Government sorvants upto 5 years 

in accordance with the instructions or orders 

issued by the Central Government.) 
Note : The crucial date for determining the age 

limit shall be the closing date for receipt of 
applications from candidates in India (and not 
the closing date prescribed for those in Assam , 
Meghalaya , Arunachal Pradesh , Mizoram , 
Manipur, Nagaland , Tripura , Sikkim , Ladakh 
Division of J & K State, Lahaul & Spiti 
District and Pangi Sub -Division of Chamba 
Distt. of Himachal Pradesh , Andaman & Nicobar 
Islands or Lakshadweep ). 
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( 10) 


(9) 


(11) 


21 


No 


2 years for 
promotees and 
direct recruits 


By promotion failing which . 
by transfer on deputation 
and failing both by direct 

recruitment 
Note : The above method of 

recruitment will be valid 
for a period of 5 years 
from the date of Notifica 
tion of these recruitment 
tules in the OfficialGazette 
after which the position 
may be reviewed in con 
şultation with the Commi 
ssion . 


Essential : 
(i) Degree of a recognised University 

or equivalent. 
( ii) 3 years experience of administra 

tion , accounts and establishment 
work in a supervisory capacity in a 
Government Office or a public 
body or a Commercial Organisa 

tion . 
Note 1 : Qualifications are relaxable 

at the discretion of the Union 
Public Service Commission in case 
of candidates otherwise well 

qualified . 
Note 2 : The qualification (s) regar 

ding experience is /are relaxable at 
the discretion of the Union Public 
Service Commission in the case of 
candidates belonging to Schoduled 
Castes and Sclieduled Tribes if , at 
any stage of selection , the Union 
Public Service Commission is of the 
opinion that sufficient number of 
candidatos from those communities 
possessing the requisite experience 
are not likely to be availablo to 
fill up the vacancies reserved for 

them . 
Desirable 
(i) Knowledge of Govt. Rules and 

regulations 
(ii) Experience in work relating to 

Lighthouses . 


- 


- 


(14 ) 


- 


- - 


- 


Consultation with the 

Commission necessary 
while making direct 
recruitment. 


- - - - - - - -- - - - 
(12 ) 

(13) 
- 
Promotion : 

Group B DPC 
Superintendents with 7 years regular (For considering cases of promotion 
service in the grade. 

and confirmation ) : 
Note : The eligibility service for 1. Joint Secretary to the Govt. of 

promotion in respect of persons India , Ministry of Surface Trans 
holding the feeder grade post of 

- Chairman 
Superintendent on regular basis on 2 . Director General of Lighthouses 
the date of commencement of the & Lightships 

- Member 
revised recruitment rules shall conti- 3. Dy. Secretary to the Govern 
nue to be 5 years l ogwar service ment of India , Ministry of Surface 
in the grade. 

Transport 

- Member 


port 


» 


- 


- 


- 


- 


- - 


- 


- - 


- 


- 


- 


[भाग II - खंड (i ) ] 


भारत का राजपत : अगस्त 11, 1990/ श्रावण ३१, 1012 
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Transfor on deputation : 

( Preferably belonging to Scheduled 
Officers of the Central Government : Castc/ Scheduled Tribes ) 
( a )(i) holding analogous posts on Note : The proceedings of the DPC 
regular basis ; or 

relating to confirmation of a direct 
(ii) with 2 ycars regular service in recruit shall be sent to the 

posts in the scala of Rs. 2000 - 3500 Commission for approval. If 
or equivalent; and 

however, these are not approved 
(b ) possessing qualifications and by the Commission , a fresh 

expereiicc prescribed for direct meeting of the DPC to be presi 
recruits under Col. 8. 

ded over by the Chairman or a 
The departmental officers in the Member of the UPSC shall be 

feeder category who are in the held . " 
direct line of promotion will not 
be eligible for consideration for 
appointment on deputation . Similarly , 
deputationists shall not be eligible 
for consideration for appointment 
by promotion . Period of deputation 
including period of deputation in 
another ex -cadre post held imme 
diately preceding this appointment 
in the same or some other organi 
sation /department of the Central 
Government shall ordinarily not 
exceed 3 years ). 


- 


[ No. SFS - 3/ 8/86- Admn.] 
D . D . SOOD, Under Secy . 


( नौवहन पक्ष ) 
नई दिल्ली , 24 जुलाई , 1990 

( वाणिज्यिक नौवहन ) 


और जबकि आपत्तियां अथवा सुझाव प्राप्त नहीं हुए हैं , 

अतः अब वाणिज्यिक नौवहन अधिनियम , 1958 ( 1958 
का 44 ) की धारा 289 तथा 435 द्वारा प्रदत्त शक्तियों 
का प्रयोग करते हुए केन्द्र सरकार एतद्वारा निम्नलिखित 
नियम बनाती है , अर्थात् : - -- 


सा . का . नि . 500.-- - जबकि भारत सरकार , जल 
भतल परिवहन मंत्रालय ( नौवहन पक्ष ) की अधिसूचना स . 
सा , का . नि . 902 दिनांक 23 नवम्बर , 1989 के तहत 
भारत के राजपत्र के भाग II , खण्ड 3, उपखण्ड ( 1 ) में 
वाणिज्यिक नौवहन ( अग्निशमन उपकरण ) नियमावली , 1989 
का मसौदा प्रकाशित हुआ था जिसमें उससे प्रभावित मभी 
संभावित व्यक्तियों मे उक्त अधिसूचना के सरकारी राजपत्र 
में प्रकाशन की तारीख में मार विन की अवधि तक आपत्तियां 
तथा सुझाव आमंत्रित किए गाः थे , 


भाग --- 1 - --प्रारंभिक 
1. मंक्षिप्त शीर्षक , प्रारंभ और अनुप्रयोग 
( 1 ) इन नियमों का नाम वाणिज्य पोत परिवहन 

( अग्नि शाधिक्रन ) नियम 1990 होगा । 
( 2 ) जिस तिथि को ये नियम सरकारी राजपत्र में 

प्रकाशित होंगे उसी दिन से इनको लागू माना 

जाएगा । 
( 3 ) ये नियम उन मभी भारतीय पोतों एवं नो -पोतों 

पर लागू होंगे जिनके नौसल की स्थापना या 


और ज क उक्त राजपत्र की प्रतियां 12 दिसम्बर , 
1989 को जनता को उपलब्ध करा दी गई थी । 
2041 GI / 90 - 10 


_ 2054 . . THE GAZETTE OF INDIA : AUGUST 11 , 1990 /SRAVANA 20 , 1912 PART II...- SEC. 3 (1) 
- ---- - - --- - - - - - - --- - - - - - - - - - -- - - - - - - - -- - - - - - - - - - -- - -- -- - - - - - - - - - - - - - - - -- - --- -- - - - 

मिलान वा ! को पनि जुलाई , ( छ ) " बंद आर . ओ . आर . ओ . " स्थान से अभिप्रेत वह 
1986 की पहली तारीख तक हो गई हो । 

पार , श्री . प्रार , मो . स्थान है जो नी एक 
( 4 ) ये नियम उन पोतों व नौ -पोतों पर नाग नहीं 

माना पार , श्री . प्रार , श्री , नि , मारना 
होंगे जिनके नौतल की स्थापना जुलाई 1986 की 

खुला डेक है । 
पहली तारीख में पहले हई हो ; 

( ज ) “नपत वाहक " मे अभिप्रेत कोई ऐसा कर है. 
इम प्रकार के पोतों और नौ -पोतों पर बाणिज्य 

जिसका अभिकल्प तेल या टोम स्थीर को ले जाने 
पोत परिवहन ( अग्नि- उपस्कर ) नियम , 1969 के 

के उद्देश्य से किया गया हो । 
उपबंध लागू होगे : 

( स ) "नियंत्रण केन्द्र में अभिप्रेत के स्थान हैं जहां 
पतु इन नियमों के प्रारंभ होने के बाद इस प्रकार के 

गडयो या मुख्य नौचालन उपस्कर , या आपान 
पोतों और नौ -पोतों में किए गए संरचनात्मक परिवर्तनों को 

कालीन शक्ति - कोत या केन्द्रीय अग्नि संसूचना 
ध्यान में रखने पोतपरिवहन महानिदेशक इनके स्वामियों 

उपस्कर या अग्नि नियंत्रण उपस्कर या अग्निशमन 
को इस बात के लिा , लिखित आदेधा द्वारा माध्य 

अधिष्टापित किाः गाए या कोई नियंत्रण कक्ष जो 
कर सकते हैं कि इन नियमों में दी गई किन्हीं या मभी 

नोवन मशीन-तंत्र के स्थान के बाहर स्थित हो । 
अपेक्षाओं का अनुपालन किया जाए । 

( अ ) कर्मीदल स्थान से अभिनेन कर्मीदल का आयाम 
2. परिभाषाएं : इन नियमों में मंदर्भनमार अन्यथा अपेक्षित 

म्थान है जो केवल कर्मीदल के लिए प्रयोग में 
न हो तो 

लाया जाता है । 
( क ) “ अधिनियम में अभिप्रेत वाणिज्य पोत परिवहन 

" कच्चे तेल " से अभिप्रेत कोई ऐमा तेल है जो 
अधिनियम , 1958 है ( 1958 का 44 ) : 

भूमि के अंदर प्राकृतिक अवस्था में पाया जाता है , 

चाहे वह ले आने योग्य बनाया गया हो या नहीं । 
( ख ) पावास सुविधा स्थान से अभिप्रेत सार्वजनिक स्थान , 

इसमें सम्मिलित हैं : 
गलियारे व लॉबी , सीठियां , शौचालय , केबिन , 
कार्यालय , अस्पताल हैं । केश- संसाधन सैलून , 

( 1 ) वह कच्चा तेल जिससे कुछ आसुत प्रभाज 
पाचन उपकरणों रहित खाद्य सामग्री भंडार खेल 

हटाया गया हो । 
तथा शौकिया कार्य कक्ष सथा उपर्युक्त स्थानों 

( 2 ) वह कच्चा तेल जिसमें कुछ आसूत प्रभाज 
जैसा और कोई स्थान एवं यात्रियों और कर्मीदलों 

मिलाया गया हो । 
के लिए नियत स्थानों तक पहुचने के मार्ग हैं । 

( ठ ) “कूलभार " हो अभिप्रेत नियत ग्रीष्म शीर्वातर के 
( ग ) “ अनुमोदित " से अभिप्रेत भारत सरकार के मुख्य 

संगत भार रेखा पर 1 . 025 के अापेक्षिक गमत्व 
मर्वेक्षक द्वारा अनुमोदित । 

के जल में । 
( घ ) “ दीवाल केक से अभिप्रेत उन ठेकों में से सबसे 4 . पोत के विस्थापन और खाली पोत के भार के बीच 

ऊपर के डेक से है जहां तक अनुप्रस्थ जलरोधी का टनों में मापा गया अन्तर है । 
दीवालों की ऊंचाई है । 

( ) "गैस वाहक से अभिप्रेत यह टैंकर है जो किसा 
( 5 ) “ स्थोरा स्थानों " से अभिप्रेत के स्थान हैं जो स्थोरा 

ज्वलनशील प्रकृति के द्रवीकृत गैस को बड़ी मात्रा 
तेल -टंकी और अयशेष टंकी सहित स्थौरे के लिए 

में ले जाने के लिए संनिर्मिन या अनुकुलित करके 
प्रयुक्त होते हैं और इस प्रकार के मभी स्थानों तक 

इस कार्य के लिए प्रयोग में लाया जाता हो और 
जाने के मार्ग भी इसके अंतर्गत पाते हैं । 

जो निम्नलिखित में में जो भी लाग है उसमें 
3. ( च ) “रसायन - टेकर " मे अभिप्रेत उस मे टेंकर है जो 

उल्लिखित हो : - - 
किसी ज्वलनशील प्रकृति के द्रव उत्पाद को बड़ी 

( i ) "द्रवीकृत गैमों को बड़ी मात्रा में ले जाने वाल 
मात्रा में ले जाने के लिए निमित या अनुक लिन 

जहाजों के मंनिर्माण और उपस्कर के अन्तराष्ट्रीय 
करके इमी कार्य के लिए प्रयोग में लाया जाता 

संहिता "- अध्याय 191 
हौं ओ : जो निम्नलिखित में से जो भी लागू हो 

( ii ) " द्रवीकृत गैसों को बड़ी मात्रा में ले जाने वाले 
उममें उल्लिखित हो : 

जहाजों के संनिर्माण और उपस्कर की संहिता 
( 1 ) द्र तरनाक रसायनों को बड़ी मात्रा में ले 

अध्याय - XIX 
जाने वाले पोतों के सनिमणि और उपकर 

( 1 ) अक्रिय गैस तंत्र के लिए निर्देशक सिद्धांत अन्त 
की अंतर्राष्ट्रीय संहिता ” अध्याय - 17 

राष्ट्रीय समद्रीय संगटन ( इन्टरनेशनल मैरिटाइम 
( 2 ) खतरनाक रसायनों को बड़ी मात्रा में ले 

आर्गनाइजेशन ) द्वारा प्रकाशित “ अक्रिय गैस 
जाने वाले पोतों के संनिर्माण और उपस्कर 

तंत्र " ( इनर्ट गैम शिरम ) के 1983 संस्करण का 
की संहिता - - अध्याय - 6 

अंश है । 


[ भाग 11 . - अण्ड (i ) 
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- 
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- 
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( ण ) “ लंबाई " मे अभिप्रेत पंजीकृत पोत के संदर्भ में 

पंजीकृत लंबाई है और अपंजीकृत पोत के संदर्भ में 
मुख भाग के अग्र मे पुच्छ स्तम्भ के पश्च भाग 
तक की या यदि कर्ण को लेने के लिए पुच्छ 
स्तम्भ लगाया नहीं गया हो तो कर्ण स्तम्भ के 
अग्र तक की ( बहा कर्ण पोत खाल से बाहर 
निकलता है ) लंबाई । 


( ब ) मशीनरी- स्थान से अभिप्रेत वह स्थान है जहां 

नादन मशीनरी बॉयलर, तेल धन एकक , भाप 

और प्रांतरिक दहन इंजन , जनिन्न और मुख्य 
वैद्युत मशीनरी तेल भरण केन्द्र, प्रशीतन , स्थिरी 
करण , स्थायीकरण , संचालन तथा वातानुकूलन 
मशीनरी रखी जाती है और इसके सदृश्य अन्य 

रस्थान एवं इन स्थानों तक जाने के मार्ग । 
( थ ) " मंवर्ग के यंत्रावली स्थानों " से अभिप्रेत वे स्थान 

और उनके लिए रास्ते है जिनमें निम्नलिखित 

रखने गए हों : -- - 
(i) मुख्य नोदन के लिए प्रयुक्त प्रांतरिक दहन मशी 

नरी या 


( ii ) मुख्य नोदन भिन्न अन्य कार्यों के लिए प्रयुक्त 

मशीनरी जिसका पूर्ण शक्ति निर्गम कुल मिलाकर 
375 किलोवाट में कम न हो । 


( फ ) “ सार्वजनिक स्थान " में सम्मिलित हैं हाल , भोजन 

कक्ष , मदिरा-कक्ष , धुम्रपान कक्ष , विश्राम कक्ष , 
विनोद कक्ष , नर्सरी पुस्तकालय , सिनेमा हाल , 
बिक्री दुकान , या इस प्रकार के स्थायी रूप से 
अलग रखे हुए स्थान जो यात्रियों और कर्मीवल 
के लिए नियत है । 
" रेड्ड बाष्पवाब स अभिप्रेन रेइड उपकरण से 
मानक विधि से प्रयोगशाला परीक्षण करके निर्धा 
रित किया गया किसी द्रव का वाष्प दाब हैं ; 
" पार , ओ . पार . ओ . स्थौरा स्थाना " मे अभिप्रेत 
वे स्थान है जो सामान्यतया किसी प्रकार उप 
विभाजित नहीं हैं और जो पोत की पूरी या 
पर्याप्त लंबाई तक फैले हए हैं और जिनमें रेल 
मार्गी या सड़क कागें, वाहनों ( जिनमें रेलमार्गी 
या सड़क टैंकर सम्मिलित है ) ट्रेलरों, कंटेनरों, 
पलटी, उतारने योग्य टंकियों या अन्य नौभरण 
एक को और अभिग्राहियों से माल ( पैकिजों 
या पूतों ) में की उतराई- चढ़ाई क्षतिज दिशा में 

की जा सकती है । 
( म ) " अनुसूवी " मे अभिप्रेत इन नियमो में संलग्न 

अनमूची । 
( य ) “ मेवा स्थानों " में सम्मिलित है - - गैलियां, खाद्य 

सामग्री कक्ष जिनमें पाचन -पान भी रखे हों , वस्त्र 
धुलाई शालाएं , सुखाई कक्ष, लाकर एवं भंडार 
कक्ष, रंग रोगन कक्ष , यात्री सामान कक्ष , राक 
और नकदी कक्ष , कार्यशालाएं ( यंत्रावली स्थान की 
अंगभूत कार्यशालाओं से भिन्न ) तथा सदृश स्थान 

एवं उनके मार्ग । 
( २ ) " हस्व अन्तर्राष्ट्रीय समुद्र यात्रा एक ऐसी समुद्री 

यात्रा है जिसके मार्ग में पोत कभी भी किसी 
पत्नन से या किसी ऐसे स्थान से जहां यात्री 

और कर्मीदल गुरक्षित रखे जा मकते हैं , 200 
नाविक मीलों में अधिक की दूरी पर नहीं होता 
है । साथ ही जिम देश से यात्रा प्रारम्भ होती 
है उसके पड़ाव पत्तन एवं अंतिम गंतव्य पान 
के बीच की दूरी एवं वापसी मार्ग की लंबाई 
भी 600 नाविक मील मे अधिक नहीं होनी 
चाहिए । अंतिम गंतव्य पत्तन अनुसुचित समुद्र 
यात्रा में अंतिम पड़ाव पत्तन है और यहीं से 
पोत उस देश को जहा से यात्रा प्रारम्भ हुई 

वापसी यात्रा शुरू करता है । 
( ल ) "विशेष संवर्ग " से अभिप्रेत दीवाल डेक के ऊपर 

या नीचे के वे बद स्थान है जो टंकी में अपने 
नादनार्थ भरे सेल वाले मोटर वाहनों को ले जाने 
के लिए हैं और जिनके अन्दर और बाहर गाड़ियां 
चलाकर लगाई गा गवगी , और जिन सक 
यात्रियों को पहुंच है । 


( iii ) कोई भी तेल ज्वलित बॉयलर या तल ज्वलन 

एकक । 


( द ) " तेल ज्वलित बॉयलर स अभिप्रेत कोई बॉयलर 

है जो पूर्णत : या अंशत . तेल ईंधन से ज्वलित 
होता हो । 


( घ ) “तेल ईंधन एकक में अभिप्रेत कोई उपस्कर है 

जो तेल ज्वलि । बॉयलर में डालने के हेतु तल 
रंधन तैयार कने के लिए प्रयुक्त होता हो या 
कोई ऐसा उपकार जो , अन्तर्दहन इंजन में छालने 
हेतू गरम न तैयार करने में प्रयुक्त होता 
हो : इममें तन मे तेल दाब पंप, फिल्टर तथा 
तापक आते हैं, जो 1 , 8 बार ( 0 . 18 एन मि . 
मी . 2 ) तक के दाब के तेल के साथ कार्य करते 


( न ) " खल्ले पार ओ . पार ओ . स्थान में अभिप्रेत 

कोई आर ओ . पार ओ . स्थौरा स्थान है जो 
या तो दोनों सिरों पर खुला हो या किसी एक 
मिरे पर खुला हो और जिसे पाश्वं प्लेटिंग या 
डेक शीर्ष पर लगे स्थायी हारों के जरिए पूरी 
लंबाई पर प्राकृतिक संवातन प्राप्त होता हो । 


" यानी रथान में अभिप्रेत यानियों के प्रयोगार्थ 
स्थान । 
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( ब ) "टन " से अभिप्रेत सकल टन है और जिन पोतों 

के दो सकल टनभार हैं उनके संदर्भ में बड़े टनभार 
से तात्पर्य है । 


" खुले डेक " से अभिप्रेत उस डेक से है जो ऊपर 
से और कम से कम दोपाश्वों से मौसम का प्रभाव 
सहन करता है । 


2. पोतों का वर्गीकरण 


3. जहाजों का वर्गीकरण : इन नियमों के संदर्भ में प्रत्येक 
भारतीय पोत और प्रत्येक समव्रगामी जलयान का वर्गीकरण 
निम्नलिखित वर्गों में किया जाएगा । 


( क ) यात्री पोत 


वर्ग 


अन्तर्राष्ट्रीय समुद्र यात्रा में कार्यरत वर्ग II , 

III य IV से भिन्न पोत । 
ह्रस्व अंतर्राष्ट्रीय समुद्र यात्रा में कार्यरत 
धर्ग IV से भिन्न पोत । 


वर्ग-II 


वर्ग -III 


अंतर्राष्ट्रीय समुद्र यात्रा में कार्यरत वर्ग IV से 

भिन्न विशेष व्यापारिक यात्री पोत । 
ह्रस्व अंतर्राष्ट्रीय समुद्र यात्रा में कार्यरत 
विशेष व्यापारिक यात्री पोत । 


वर्ग V 


अंतर्राष्ट्रीय समुद्र यात्रा से भिन्न समुद्र यात्रा 
यात्राओं में कार्यरत वर्ग VIE VII से 
भिन्न विशेष व्यापारिक यात्री पोत तथा 
यात्री पोत । 


वर्गX भारत के सटीय व्यापार में कार्यरत स्थोरा 

पोत ( वर्ग IX के पोतों को छोड़कर ) 
जो अपने मार्ग में निकटतम किनारे से 
कभी भी 20 नाविक मील से अधिक दूरी 
पर नहीं जाते ; बशर्ते केवल इस तथ्य 
से कि वे कछ, खंभात या मन्नार की 
खाड़ी पार करते हैं । वर्ग X से इनको 

अलग नहीं किया जाएगा । 
वर्ग XI भारत के पसनों के बीच समुद्र यात्रा में लगे 

हुए स्थोरा पोत जो अपने मार्ग में निकटतम 
किनारे से कभी भी 5 नाविक मील से 

अधिक की दूरी पर नहीं डाते । 
वर्गXII के हग और टेन्डर जो समुद्र में उतर तो 

पाते हैं , परन्तु समुद्र यात्रा पर नहीं जाते । 
वर्गXIII वर्ग XIV के पोतों से भिन्न मत्स्य जलयान । 
वर्ग XIV चलत जलयान जिनमें चलत मत्स्य जलयान 

भी शामिल है । 
वर्गXV चलत जलयान क्रीडा यान । 

भाग II - अग्नि निवारण एवं अग्नि साचित्र 

धारा क - ~ यात्री पोत 
____ 4. अनुप्रयोग : 
( 1 ) नियम 5 से 15 तक वर्ग I, II , III, IV के पोतों 

एवं 20 मीटर या उससे अधिक की लंबाई 

वाले वर्ग V के पोतों पर लागू होंगे । 
( 2 ) नियम 16 मे 17 तक वर्ग V के उन पोतों पर 

लागू होंगे जिनकी लंबाई 20 मीटर से 

कम है । 
( 3 ) नियम 19 से 23 तक वर्ग VI के उन पोतों पर 

लाग होंगे जिनकी लंबाई 20 मीटर या 

उससे अधिक है । 
( 4 ) नियम 24 वर्ग VI के उन पोतों पर लागू होंगे 

जिनकी लंबाई 20 मीटर से कम है । 
( 5 ) नियम 25 वर्ग VII के सभी पोतों पर लागू 

होंगे । 
5. श्राग-पेट्रोल, संसूचन , खतरे का संकेत और सार्व 
जनिक संबोधन प्रणाली । 

प्रत्येक पोत पर निम्नलिखित व्यवस्थाएं होंगी । 
( i ) छत्तीस से अधिक यात्रियों को ले जाने वाले 

पोतों पर प्रभावी प्राग -पेट्रोल की व्यवस्था होगी 
ताकि आग लगने का तुरन्स पता लगाया जा सके । 
) पाग -पेट्रोल के प्रत्येक सदरय का झरा बात का 
प्रशिक्षण दिया जाएगा कि पोत में क्या - क्या 
प्रबन्ध हैं और जिन उपस्करो का प्रयोग उसको 
करना है उनका प्रचालन कैसे किया जाता है 
और वे कहां रखे हैं । 


वर्ग VI भारत के तटीय व्यापारार्थ समुद्र यात्रा में 

लगे हुए विशेष व्यापारिक यात्री पोत 
या वे यात्री पोत जो अपने मार्ग में 
निकटतम किनारे से कभी भी 20 नाविक 
मील से अधिक दूरी पर नहीं होते परन्तु 
केवल इस तथ्य से कि कुछ, खंभात या 
मन्नार की खाड़ी पार करते हैं , वर्ग VI से 

ठनको अलग नहीं किया जाएगा । 
वर्ग VII भारत के पत्तनों के बीच समुद्र याना में लगे 

हुए विशेष व्यापारिक पोत या यात्री पोत 
जो अपने मार्ग में निकटतम किनारे से 
कभी भी 5 नाविक मील से अधिक की 

दुरी पर नहीं होते । 
ख . यात्री पोतों से भिन्न पोत 
वर्ग VIII अन्तर्राष्ट्रीय समुद्र यात्रा में कार्यरत स्थोर। 

पोत । 


वर्ग IX 


अन्तर्राष्ट्रीय यात्रा से भिन्न समुद्र यात्रा में 
कार्यरत स्थोरा पोत ( वर्गX के पोतों को 
छोड़कर ) । 


भाग II--- मण्ड ( i ) 
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(iii ) अनुसूचीVII में विनिर्दिष्ट सभी अपेक्षाओं को पूरा 

करने वाले हस्तचालित आह पान स्थल आवास सुविधा 
स्थानों में , मेवा स्थानों में और विशेष संवर्ग 
के स्थानों में लगाए जाएंगे जो कि नीचालन पुल 
या प्राग नियंत्रण केन्द्र को तुरन्त खतरे का संकेत 
देंगे । इस प्रकार के हस्तचालित आह्वान -स्थल 
प्रत्येक विशेष संवर्ग के स्थान के प्रत्येक निर्गम 

द्वार के निकट लगाए जाएंगे । 
( iv ) समुद्र यात्रा के दौरान यिशेप सवर्ग के उन स्थानों 

में जहां प्राग के लिए निरंतर निगरानी की 
पेट्रोल -व्यवस्था नहीं है अनमूची VII में विनिर्दिष्ट 
मभी अपेक्षाओं को पूरा करने वाले स्थिर आग 

संसूचन और आग खतरा संकेत का प्रावधान होगा । 
( v ) पोत के प्रत्येक ऐमें भाग में जहां प्राग पेट्रोल 

की पहुंच नहीं है तथा टंकी में अपने नोदनाथ 
भरे ईंधन युक्त मोटर वाहनों वाले स्थोरा स्थानों 
(विशेष संवर्ग के स्थानों से भिन्न ) अनुसूची VII 
में विनिर्दिष्ट अपेक्षाओं को पूरा करने वाले स्थिर 
प्राग संमूचन और प्राग खतरा संकेत वर्ग, अथवा 
अनुसूची VIII की अपेक्षाओं को पूरा करने वाले 
एक नमूना लेने योग्य घूम संसूचन प्रणाली का 
प्रावधान होगा । परन्तु यदि भारत सरकार का 
मुख्य सर्वेक्षक इस बात से संतुष्ट है कि जहाज 
की समुद्री , यात्रा की अवधि की हस्वता के कारण 
इस ग्रंड के उपबन्धों को लागू करना तर्कसंगत 
नहीं है तो वे जहाज के प्राग पेट्रोल द्वारा अप्राव्य 
किसी भी स्थान के लिए इन उपबन्धों से छूट दे 

सकले हैं । 
( vi ) किसी भी मशीनरी स्थान में जहां विद्युत प्रदाय 

के मुख्य स्रोत सहित मुख्य नौदन तंत्र संबद्ध मणी 
नरी के लिए एक नियंत्रण कक्ष से निरंतर मानविक 
पर्यवेक्षण के अधीन स्वचालित या सुदूर नियंत्रण की 
व्यवस्था है, वहां अनुसूची VII में विनिर्दिष्ट 
अपेक्षाओं की पूर्ति करने वाले स्थिर अग्नि संसूचन 

एवं आग खतरा- संकेत की व्यवस्था होगी । 
( vii ) ( जभी भी पोत ममुद्र में या पत्तन पर हो ) 

न कि तब पड़ा हो । तैनाती और सज्जीकरण 
इस प्रकार हो कि कोई भी प्रारंभिक प्राग खतरा 
संकेत होने पर कर्मीदल के किसी जिम्मेदार सदस्य 
के पास संकेत तत्काल पहुंच जाए । 


(ix ) आवास मविधा स्थान , सेवा स्थान और नियंत्रण 

स्टेशन में सर्वन एक मार्वजनिक संबोधन प्रणाली 
अथवा अन्य प्रभावशाली संचार माध्यम उपलब्ध 

हाना चाहिए । 
6. अग्नि शामक पंप , जल स्रोत , नल मेया-नल जलो 
स्मर्जक, होज एवं तु । । 
( 1 ) प्रत्येक पोत में अग्निशामक पंपा , जल स्रोतों 

जल सेवा बलों , जलोत्सर्जकों हौजों और सुंडों की 
व्यवस्था होगी जो कम से कम दो ऐसे जल 
प्रधार छोड़ने में सक्षम रहेंगे जो एक ही जलोत्सर्जक 
से नहीं निकलने और ये पोत की चाल अवस्था 
में सामान्य रूप से पहुंचने योग्य स्थानों तक और 
खाली अवस्था में भंडार कक्षों और स्थोरा स्थान 

के किसी भी भाग तक पहुंचने के लिए उपयुक्त होंगे । 
( 2 ) चार हजार टन या उससे अधिक टनभार वाले 

प्रत्येक पौत में कम से कम तीन स्वतंत्र रूप से 
चलाने योग्य अग्निशामक पंपों का प्रावधान होगा 
और 4000 से कम टन भार के प्रत्येक जहाज 
में इस प्रकार के दो पंपों का प्रावधान होगा ; 
प्रत्येक पंप खंड ( i ) में विनिर्दिष्ट प्रकार से 
दो प्रधार छोड़ने में सक्षम रहेंगे और इसके अति 
रिक्त नियम 58 में विनिर्दिष्ट अपेक्षाओं को पूरा 
करेंगे । 


( 3 ) एक हजार टन या उससे अधिक के पोतों में 

ममद्र से संबंधन एवं उनके प्रचालनार्थ शक्ति 
के स्रोत इस प्रकार होंगे कि किसी एक भाग 
में लगी आग सभी अग्निशामक पंपों को निष्क्रिय 
न बनाएं । जहाज के एक हिस्से में लगी आग सभी 
परन्तु यदि किसी पोत का प्रबन्ध ऐमा है कि 
पोत के एक भाग में लगी आग सभी अग्नि 
शामक पंपों को निप्निाय कर दें तो ऐसे पोतों में 
मशीनरी स्थान के बाहर के किसी स्थान पर एक 
अलग से प्रचालित शक्ति चालित प्रापातिक अग्नि 
शामक पंप और उसके शक्ति स्रोत एवं समुद्र 
संबंधन का प्रावधान होगा । इस प्रकार का पंप 
किन्ही दो जलोत्सर्जकों और होजों से तुंडों के 
माध्यम से दो जल- प्रधार छोड़ने में सक्षम होगा 
और यह नियम 61 के उप नियम ( 2 ) में 
विनिर्दिष्ट अपेक्षाओं का अनुपालन करेगा और 
माथ ही 2 . 1 बार ( 10 . 21 न्यूटन प्रति वर्ग 
मि मी . 1 ) का दाब बनाए रखेगा । 


( viii ) कर्मीदल का आह्वान करने के लिए नौचालन 

गुल से या प्राग-निर्गवण केन्द्र से प्रचालित एल 
विशेष प्राग खतग संकेत लगाया जाएगा ; यह 
पोत के मामान्य खतरा संकेत -व्यवस्था का भाग 
तो हा गवता है, किन यात्री स्वामी को लिए 
जाने वाले संकेत मे अलग बजाए जाने के योग्य 
होगा । 


( 1 ) ( क ) प्रत्येक पोत में एक जलस्रोत , जल- सेवा 

पापों जलोत्सर्जको होजों और तंडों का प्रावधान 
इस प्रकार होगा कि वे उस स्थिति में नियम 
59 , 60 सथा 61 में विनिर्दिष्ट अपेक्षाओं 
का पनपालन नारंग पनि, मनी जलगंधी 
दरवाजे और मुख्य अवधिर क्षेत्र के 
दीवाल बंद रहेंगे । 
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( ख ) यदि उसमें 36 से अधिक यात्री सफर कर रहे 

हैं तो “ क ” वर्ग के विशेष संवर्ग के प्रत्येक मशीनरी स्थान 
में कम से कम दो उपयुक्त जल कोहरा प्रदायको का 
प्रावधान होगा । . 


( ख ) एक हजार टन और उमसे अधिक प्रत्येक 

पोत में अग्निशामक पंपों , जलस्रोतों और 
जलोत्सर्जकों का प्रबन्ध इस प्रकार होगा 
कि किसी एक जलोत्सर्जक से कम से कम 
एक प्रधार किसी भी अंदरी हिस्से के लिए 
तत्काल उपलब्ध होगा । अग्निशामक पंप 
के स्वचालित प्रवर्तन से पानी के सतत 
निर्गम को सुनिश्चित करने के लिए भी 
प्रबन्ध होंगे । 


___ 7. आवास सुविधा, स्थोरा और सेवा स्थानों में वरती 
अग्निशामक : ( 1 ) प्रत्येक पोत में निम्नलिखित प्रावधान 
होगा । 


( 5 ) इम नियम के अनुपालन में लगाए गए प्रत्येक 

जलोत्सर्जक के माथ कम से कम एक तुंउ- सज्जित 
होज़ का प्रवधान प्रत्येक पोत में होगा और इनका 
प्रयोग केवल प्राग बझाने या अग्नि पामन अभ्यासों 
और सर्वेक्षणों के दौरान जांच करने के लिए क्रिया 
जाएगा । 


( क ) बीवाल उक के नीचे के प्रत्यक वेक में पर्याप्त 
संख्या में वहनीय अग्निशामकों का प्रावधान होगा ताकि 
इन में से कम से कम दो अग्निशामक प्रत्येक आवाम सूविधा 
स्थान में , सेवा स्थान में और नियन्त्रण केन्द्र में मुख्य उध्वधि र 
क्षेत्रों के बीच उपलब्ध रहेंगे । 


( ख ) दीवाल इंक के उपर के बंद आवास गृवित्रा 
स्थानों , सेवा स्थानों और नियंत्रण केन्द्रों में इस प्रकार 
के स्थानों में पोत के प्रत्येक पार्श्व में प्रयोग के लिा : कम में 
कम एक बहनीय अग्निशामक का प्रावधान होगा ताकि खंड 
( क ) में विनिदिष्ट अनिशामकों सहित इनकी कुल संख्या 
1000 टन या अधिक पोतों में पांच से कम नहीं होगी । 


( 6 ) प्रत्येक पोत में , 
( क ) किसी प्रार . ओ . आर . ओ . स्थोग स्थान 

या विशेष संवर्ग के स्थान में होज़ों सहित 
जलोत्सर्जकों को उन स्थानों के पहुंच मार्गों के 
निकट स्थापित किया जाएगा और उनको 
इस प्रकार व्यवस्थित किया जाएगा कि 
अलग - अलग होजों से निकलने वाले और 
अलग -अलग जलोत्सर्जकों में उत्पन्न होने 
वाले कम से कम दो जल प्रधार इन स्थानों 
के किसी भी हिस्से तक पहुंच जाएं । 


( ख ) संवर्ग " क " के किसी मशीनरी स्थान में 

यदि किसी समीपस्थ शैफ्ट सुरंग में निम्न 
तलीय पहुंच मार्ग दिया गया हो तो उस 
मशीनरी स्थान के बाहर प्रवेश द्वार के 
निकट दोहरे प्रयोजन के तुंड लगे होजों 
म सज्जित दो जलोत्सर्जक लगाए जाएंगे । 
यदि ये सुरंग से इस प्रकार का पहुंच- मार्ग 
नहीं दिया गया हो और यह मार्ग 
अन्य स्थान या स्थानों में दिया गया हो तो 
इन स्थानों में किसी एक में मंवर्ग " क " के 
यंत्रावली स्थान के प्रवेश द्वार के निकट 
दोहरे प्रयोजन के तंड लगे होजो से सज्जिन 
हो जलोत्सर्जक लगाए जाएंगे । यदि मुरंग 
या निकटस्थ स्थान निकास मार्ग का भाग 
नही है तो ये प्रावधान आवश्यक नही है । 


( ग ) प्रत्येक गली में कम से कम एक वहनीय अग्नि 
शामक और एक अग्निशामक नैकेट का प्रावधान होगा 
और यदि रैली का पृष्टः कत्रफल 45 वर्ग मीटर से अधिक 
होगा तो कम से कम दो अग्निशामक ब्लैकेटों का प्रावधान 
होगा । 

( ६ ) प्रत्येक नियन्त्रण केन्द्र में उपयोग के लिाः कम में 
कम एक वहनीय अग्निशामक का प्रावधान होगा । 

( ङ ) टंकी में अपने नोदनार्थ ईधन भरे मोटर वाहनों 
को रखने के लिए के प्रत्येक विशेष संवर्ग के स्थानों और 
स्थौरा - स्थानो में : 
( i ) बुक के प्रत्येक 40 मीटर अंतराल में नेल जन्य 

श्राग को बझाने में उपयुक्त कम से कम दो 
वहनीय अग्निशामक हम प्रकार लगाए जाएंगे 
कि उक के प्रत्येक पापर्व में कम से कम एक 
अग्निशामक उपलब्ध होगा और हुक स्थान के 
प्रत्येक पहुंचमार्ग पर एक अग्निशामक उपलब्ध 

होगा । 
( ii ) अनुसूची V में विििदष्ट अपेक्षाओं की पूति 

करने वाले एक वहनीय झाग प्रदायक एकक का 
प्रावधान होगा । 


( 7 ) प्रत्येक पात गे , 


( क ) विशेष संवर्ग के स्थानों पर इस नियम में 

विनिर्दिष्ट नहों के अलावा कम से कम तीन 
जना कोहरा प्रदायकों का भी प्रावधान 
होगा । 


परंतु इस प्रकार के किसी स्थान में उपयोग के लिए 
जहाज में कम ग कम दो प्रदायको का प्रावधान होगा । 

( 2 ) प्रत्येक स्थान में उपयोग के लिए उम स्थान के 
प्रवेश द्वारा के निकट पहनीय अग्निशामन में गे एक उपलटा 
रहेगा । 


[ भाग II - AS ( )1 


भारत का राजगत : गस्त 1 ]. 110/ श्राम 20, 1911 . 
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. 10. संवर्ग " क " के मणीनरी स्थान : श्न प्रत्येक पोतों 
निगमें वर्ग " . का ममीनी शान है । 


8. स्थोरा स्थानों में स्थिर अग्नि शमन तन : ( 1 ) 
1000 रन मा रमग तिनमा पागोषः गोल और नरनाक 
मामाना जा । बाल लोक कान में विण मवा में 
स्थानों और ग्वड ( क ) ब ( द ) के अनुपालन में लगाए 
गा , ग्रि दाब जल पहार तंद में मजित स्थानों के अति 
रिकन सभी भाग थाना में अनमूनी IX में बिनिदिष्ट 
अपेक्षाओं का अनुपाल करने वाला एक स्थिर गैमीय अग्नि 
शामक तंत्र का प्रावधान होगा । 


परंतु पोत परिवहन महानिदेशक ( खतरनाक मामान 
ले जाने वाले पोतों को छोड़कर ) किसी भी पोत को इस 
उपनियम में छट दे मकता है , बशर्ते ( वह इस बात से 
संतुष्ट है कि ) पोत की समुद्री याना की हस्व अवधि की 
दृष्टि में इसका अनुपालन की अपेक्षा करना तर्कसंगत नहीं 


( 1 ) निम्नलिग्दिन का प्रावधान होगा । 

( क ) कम से कम दो जलोत्सर्जक - . क बा हिस्से में 
और एक वा हिम्मे में और प्रत्येक जलोत्सर्जक के साथ 
एक तुड- सज्जित होक और एक अतिरिक्त होज । 

( ख ) निम्नलिदिन में से कोई एक अग्निशामक 
अधिध्यापन : 
( i ) अनुसूची XII में विनि दिप्ट अपेक्षाओं का अनुपालन 

करनेवाला एक स्थिर दान - ~- जल-पाहार तंद । 
( ii ) अनुसूची X में विनिर्दिष्ट अपेक्षाओं का अनपा लन 

करने वाला एक स्थिर गैमीय अग्निशामक तदा । 
( iii ) अनुसूची में विनिर्दिष्ट अपेकाओं का अनुपालन 

करने वाला एक स्थिर अतिविकासशील माग 


___ स्पष्टीकरण : - - ३म नियम के संदर्भ में 
यदि इंजन कक्ष तथा बायलर कक्ष किमी दीवाल 
द्वारा पूर्णतया अलग नहीं किया गया हो और यदि 
इंधन तेल ऑयलर कक्ष से इंजन कक्ष तक बह सकता 
हो तो इंजन कक्ष और बायलर कक्ष को एक ही 
कक्ष माना जाएगा । 


( 2 ) प्रत्येक पोत में निम्नलिखित का प्रावधान होगा : 

( क ) प्रत्येक विण५ मवर्ग के स्थान में अनुसूची XI में 
विनिर्दिष्ट क्षाओं को पूरा करने वाले एक स्थिर जल 
कार का प्राधानको यो प्रयप नियामक 
तंत्र का प्रावधान होगा जिसके संबंध में मुख्य सर्वेक्षक , भारती 
सरकार , विशेष मवर्ग के स्थान में बहते पेट्रोल की आग के 
अन कार के संदर्भ में पूर्ण जांच करके म बात मे संतुष्ट 
हो जाता है कि इस प्रकार के स्थान में लगी आग को 
नियंत्रित करने में यह तर मक्षम है । 

( ख ) अपने नोदनार्थ डाले हुए ईधन मे करे मोटर 
वाहनों के लाने ले जाने में लगे (विशेष संवर्ग के स्थानों 
के अतिरिक्त ) , प्रत्येक स्थोरा-स्थान में अनुसूची I में विनिर्दिष्ट 
अपेक्षाओं को पूरा करने वाले एक स्थिर दाम जल फुहार 
तंत्र का या अनुसूची IX में विनिर्दिष्ट अपेक्षाओं का अनुपालन 
करने वाले एक गैसीय अग्निशामक ह का प्रावधान होगा । 


( ग ) प्रत्येक ऐसे रखले पार . ओ . आर . ओ . स्थोग 
स्थान में सील बंद करने लायक जिसके उपर क है और 
मीलद न किा जा सकने वाले प्रत्येक बंद आर. ओ . . 
पार ओ . स्थान में अन् सुचीXI में विनिदिाट अपेक्षाओं का 
अन्पालन करने - बाले कि स्थिर दाब जल - पहार तंत्र का 
प्रावधान होगा । 


( 2 ) खंड 1 के प्रावधानों के अतिरिक्त ये प्रावधान भी होंगे : 
( क ) प्रत्येक बॉयलर कक्ष में --- 
( 1 ) बॉयलर कक के आकार के अनुसार कम से कम 

135 लिटर धारिता का एक या अधिक काग 
याला अग्निशामक या कम से कम 45 किलोग्राम 
धारिता का एक या अधिक CO , अग्निशामक , 
ये इस प्रकार रने होंगे कि आग के समय तत्काल 
मिल सकते हैं और इनमें होऊ की चन्द्रियों का 
प्रावधान होगा जो खोलने पर बॉयलर कक्ष के 
किमी भी भाग नक या ईधन अधिष्ठापन के 
किसी भी भाग को अंतर्गत करने वाले किसी भी स्थान 

तक पहुँच मकता है । 
( 2 ) अनुसूची v में विनिदिष्ट अपेक्षाओं का अनपालन 

करने वाला एक वहनीय झाग प्रदायक का । 
( ख ) प्रत्येक बॉयलर कक्षा के प्रत्येक ज्वलन स्थान में 
और मे किसी भी स्थान मे जहाँ तेल - धन -- अधिष्ठापन 
के किसी भी भाग की स्थिति हो वहां नेलजन्य प्राग को 
बझाने में उपयक्त अग्निशामक का । 

( ग ) प्रत्येक ज्वालन स्थान में एक अभिग्राही पाने का 
जममे कम में कम 0 . 3 घन मीटर रेत या मोडा समेचिन 
दरादा या पप्ति मात्रा में तेलजन्य आग बुझाने में सक्षम 
सूखा पदार्थ भरा हो और साथ ही उसके वितरण की भी गंजाइश 
हो , या इसके बदले तेलजन्य आग को बुझाने योग्य वहनीय 
अग्निशामक का । 


9. मशीनरी स्थान , सामान्य : प्रत्येक पोत में से 
उपस्करों का प्रावधान होगा जो एक ही जलोत्सर्जक में न 
निकलने वाले दो दो जलाधारों को तेजी से और एक माथ 
अंतःक्षेपित करने में समर्थ बगे । इन में कम से कम एक 
प्रधार कि अविच्छिन्न होज, से निकलेगा । जलरोधी द्वार 
जब मग्य उध्वधि र क्षेत्रीय दीवालों के सभी जलरोधी द्वार 
बंद तब ये प्रकार बंकर या मशीनरी स्थान के कर्मीदल 
द्वारा मामान्य रूप में पहुंच सकने वाले सभी भागों तक 
जार । 
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( 3 ) खंड ( 1 ) की अपेक्षाओं के अलावा जिन स्थानों 
में निर्वहन -प्रकार की रखी हई हो वहाँ निम्नलिखित का 
माधान होगा .... 


( i ) कम में कम एक भाग अग्निशामक का जिमकी 

धारिता 45 लिटर की हो या कम से कम 16 
किलोग्राम घारिता के कार्बन डाई ऑक्साइड 
अग्निशामक का । अग्निशामकों की अवस्थिति 

मी होगी कि आग लगने पर वे तत्काल प्राव्य 
हो और उनकी संख्या इमके लिए पर्याप्त हो कि 
ईधन या स्नेहन तेल दाब तत्रों, गियरन तथा 
श्राग के खतरेवाले क्षेत्रों की तरफ झाग या 
CO . को दिशा देने में समर्थ हो । 


12. अन्य मशीनरी स्थानों में अग्निशामक उपस्कर 

किमी भी पोत में प्राग थे खतरे वाले किसी भी मे 
मगीनरी स्थान में जिमय लिए नियम 10 और । । मैं किसी 
विशेष अग्निशमन - उपस्करी के प्रावधान का विनिर्देश नहीं 
किया गया हो उनके या उनके निकटम्य स्थानों में पर्याप्त 
भख्या में बहनीय अग्निशामक रखने का प्रबंध इस प्रकार 
किया जाएगा कि किमी भी बिन्दु से दस मीटर की दूरी के 
अंदर कम से कम एक अग्निशामक स्थित हो , यदि प्राग बुझाने 
के किसी ममान माधन का प्रावधान नहीं रहता है । 


13. मशीनरी म्थानो के लिए विशेष अपेक्षाएं : 


(ii ) अनुसूची v में विनिदिष्ट अपेक्षाओं का अनुपालन 

करनेवाले वहनीय झागप्रदाग के एकको के कम 
से कम एक मेट का । 


( 1 ) प्रत्येक जहाज में संवर्ग " क " के किमी में मशीनरी 
स्थान में जिमका निकटस्थ शफ्ट मुरंग में प्रवेश मार्ग निचले 
तल पर है , उस शेफ्ट सुरंग में यंत्रावली म्थान मे दूरस्थ 
पार्य में किसी भी जलरोधी द्वार के अतिरिक्त एक ऐसे 
हल्के इस्पात निर्मित स्क्रीन - द्वार का प्रावधान होगा जो 
दोनों तरफ से खुल मकता हो । 


( 2 ) ये प्रावधान भी होंगे : 


) तेलजन्य आग को बुझाने में सक्षम कम से कम 

दो वहनीय अग्निशामकों का जो हम बात को 
सुनिश्चित करे कि इस स्थान के अंतर्गत किमी भी 
जगह. से अग्निशामक की दूरी 10 मीटर से अधिक 
न हो । 


( क ) प्रत्येक विशेष संवर्ग के मान से भिन्न स्थोरा 
स्थान में प्रति घंटा इस बार हा बदनो के लिए सक्षम शक्ति 
मालित संवासन तंत्र का । 


11 . भाप टदिन वाले स्थान या बंद भापइंजन , : प्रत्येक 
पोत में भाप टाइन वाले स्थानों में या मुख्य नोदनार्थ या 
अन्य उद्देश्य के लिए प्रयुक्त कुल 375 किलोवाट या उसमे 
अधिक शक्ति वाले बंद दाब-स्नेहित भाप इंजनों वाले स्थानों 
में निम्नलिखित का प्रावधान होगा । 


( ख ) विशेष संवर्ग के स्थानों के अतिरिका प्रत्येक से 
स्थौरा - स्थान में . जो अपने नोदनाथ टंकी में तेल भरे 
मोटर-वाहनों को रखने के लिए बने हों 36 से अधिक यात्रियों 
को ले जाने वाले जहाज . में घंटे में दम बार और 36 मे 
कम यात्रियों को ले जाने वाले जहाज में घंटे में छह बार 
हवा बदलने में सक्षम शक्ति चालित संबातन तंत्र का । 


( क ) यदि इस प्रकार के स्थानों में नियम 10 के खंड 
( 1 ) ( 6 ) में विनिर्दिष्ट अपेक्षाओं का अनुमरण करनेवाला 
अग्निशामक तंत्र नहीं लगाया गया हो तो कम से कम 45 
लिटर धारिता के झाग - अग्निशामकों या कम से कम 16 
किलोग्राम धारिता के कार्बन डाई आक्साइड अग्निशामकों 
का उतनी मंडया में प्रावधान कि दाब स्नेहन तंत्र के किमी 
भाग पर और टहन के दाब स्नेहित भागों को कने वाले 

आवरणों पर और जन या मंग गियरन या आग के 
खतरे वाले किसी भी भाग पर झाग या CO , की दिशा मोडी 
जा सके । 


( 3 ) उपनियम ( 2 ) में उल्लिखित किन चालित 
मयातन तंत्र अन्य संघातन तत्रों से बिल्कुल भिन्न होगा और 
जब भी वाहन ऐसे स्थानों में उपस्थित है इस तंत्र का प्रचालन 
जारी रहेगा । कारगर रूप मे मम्म द्रित करने योग्य इस प्रकार 
के स्थानों में लगे संवासन - प्रवाहिकाएं प्रत्येक स्थान के लिए 
अलग - अलग होंगी । तंत्र ऐमें स्थानों से बाहर के किसी 
स्थान में नियंत्रण करने योग्य होगा । इसके अतिरिक्त 
( क ) संवानन नंन हम प्रकार होगा कि वह बाय - 
म्तरी भवन और वायु कोटरों के बनने को रोक सके । 


( ख ) अपेक्षित संवानन क्षमता की क्षति या हानि की 
सूचना नीचालन सेतु पर देने के लिए एक सूचक का प्रावधान 
होगा । 


( ख ) तेलजन्य आग को बुझाने योग्य दो या दो मे 
अधिक बहनीय अग्निशामका का पर्याप्त संख्या में प्रावधान , 
जो इस प्रकार रखे हों कि में स्थानों का कोई भी भाग 
किमी अन्निशमक में 10 मीटर से अधिक की दूरी पर न हो ; 
परन्तु यदि इस प्रकार के स्थान समय - समय पर सेवा में लए 
बिना रखा जाता हो तो नियम 10 के खंड ( 1 ) के उपखंड 
( ख ) में विनिर्दिष्ट अपेक्षा ग्रों का अनुपालन करने वाले एक 
स्थिर अग्निशामक तंत्र का अतिरिक्त प्रावधान होगा । 


( ग ) प्राग लगने पर मौसम की और समद्रीय स्थितियों 
की दृष्टि में यदि अावश्यकता पड़े तो मंबातन तंत्र को तत्काल 
बंद करने और प्रभावशाली ढंग से प्रचालन रोकने के प्रबंधों 
का प्रावधान होगा । 


[ भाग 1 - अण, 3 ( 1 ) ] . . . . . . . भारत . का गाजपाल : प्रगत 11, 1990/ भाषण 20. 1912 
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14. अंतर्राष्ट्रीय तट संबंधन : 

बीस मीटर से कम लंबाई के वर्ग V के प्रत्येक पोत में 

मशीनरी स्थानों के बाहर एक शक्ति प्रचालित या हम्स 
प्रत्येक पोत में पनुसूची I में विनिर्दिषा अपेक्षाओं की 

प्रचालित पम्प का प्रावधान होगा जिसका पार्यो समुद्री 
पूति करने वाले एक अंतर्राष्ट्रीय . सट संबंधन का प्रावधान 

संबंधन होगा और जिमका तंड 6 मीटर या अधिक और 
होगा जो कि दूसरे पोत से या तट से जल स्त्रोतों में पानी 
पहुंचाने में और इस संबंधन को पान के वोनों तरफ मे काम 

जिस पर 6 या अधिक मीटर की दूरी तक पानी फेंकने में 
में लाने में महायक हो । 

मक्षम 10 मिलीमीटर तुड में मज्जित और किसी भी दिशा 

में फेने के लिए उपयमत हाव भी लगा होगा । 
16. फायरमन का परिधान 

17. वहनीय प्रग्निशामक 
( 1 ) प्रत्येक पान में प्रावधान होगा । 
( क ) फायरमैन के दो परिधानो का पौर 

बीम मीटर में कम लंबाई बाल वर्ग V के प्रत्येक पोत 

में घीवाल क के ऊपर के प्रत्यक यात्री - स्थान में कम से 
( ब ) मभी यात्री ग्राम और सेवा स्थान जिस क पर 

कम एक बहनीय अग्निशामक का और देक के नीचे के प्रत्येक 
हैं उसके ऐसे स्थानों की पूरी बाई पर या दिस प्रकार 

यात्री - - स्थान और प्रत्येक कर्मादल स्थान में कम से कम दो 
के एक से अधिक है तो ऐसे स्थानों की मंबाई जिम क 

अग्निशामकों का प्रावधान होगा । किसी भी गली में कम में 
पर साधिक है उसके इम बानों की पुरी लंबाई पर प्रत्येक 

कम एक वहनीय अग्निशामक उपलब्ध रहेगा । 
30 मीटर ( या ग्रंश ) पर दो फायरमन परिधानों का और 
क्सिगाव उपरकर के दो मटों का । 

18. संघर्ग " क " के ममीनरी स्थान एवं तेल -- धन 

मा वन टंकियों वाले स्थान । 
( 2 ) जिस फायरमैन - परिधान में स्वत: पूर्ण प्रबमन 
उपस्कर नमा है ऐसे प्रत्येक उपस्कर के लिए एक अतिरिक्त 

( 1 ) श्रीस मीटर में काम के प्रत्येक संवर्ग V के पोन 
पाज का भी प्रावधान होगा । उपनियम ( 1 ) में उल्लिखित में निम्नलिखित का प्रावधान होगा : 
फायरमन परिधान का व्यक्तिगत उपस्कर अनुसूची VI में 

( क ) सेल ज्वलित बायलर , मेल बंधन सादन टंकी या 
विनिर्दिष्ट प्रमानों का प्रनपालन करेगा । 

तेल इंधन एकक वाले किमी मी स्थान में कम में कम 45 
( 3 ) उपनियम ( 1 ) में विशिष्ट 

लिटर धारिता का माग अग्निशामक या कम से कम 16 
फायरमैम परिधानी में में कम से कम एक में बाय 

किलोग्राम धारिता के एक कार्मन डाई पाक्माहा अग्निशामक 

का , जो इस प्रकार रखा हो कि प्राग लगने पर वह तत्काल 
होगा प्रकार का श्वसन सपकरण पम्मिलित होगा और गेष 
परिधानों में स्वत: पूर्ण प्रकार के पसन उपकरण सम्मिलित 

उपलब्ध हो सके और इतनी संख्या में हों कि झाग या कार्यन 

डाई प्रॉक्साइड वाले कक्ष के या तेल इंधन अधिष्ठापन 
होगा । परन्तु जही अनुसूची VI के खंड ( 3 ) की चिनिविष्टियों 

के किमी भी भाग की तरफ फेरा जा सके । 
के मनपालन के लिए वायु होज प्रकार के प्रवसन 
उपकरण पाले परिधान के बाहोज की लंबाई 36 मीटर 

( ख ) प्रत्येक ज्वालन स्थान पर और किसी तेल इंधन 
में अधिक होनी है वहीं एक अतिरिक्त स्वतः पूर्ण प्रकार के 

अधिष्ठापन के अंतर्गत करने वाले किसी स्थान में तेलजन्य 
प्रवसन उपकरण का प्रावधान भी पोस में होगा । 

प्राग को बनाने में दो बहनीय अग्निशामकों का । . 
( A ) छत्तीस मे अधिक यात्रियों को ले जाने वाले 
प्रत्येक पोत में मसन उपकरण के प्रत्येक मेरे के साथ एक 

( ग ) प्रत्येक ज्वालन स्थान में एक अभिग्राही पात्र का 

जिसमें कम से कम 0 . 3 मीटर रेत या सेल जन्य आग की 
पल- माग प्रदायक का भी प्रावधान होगा और इस उपकरण 

बनाने में उपयुक्त कोई भूखा पदार्थ रखा हो और साथ 
के निकट रखा जाएगा । 

ही उसके वितरण के लिए एक डोई भी हो या फिर तेलजन्य 
( 5 ) उपनियम ( 1 ) में उल्लिखित फायरमन परिधान आग बुझाने में समर्थ एक अतिरिकन वहनीय अग्निशामक का । 
एवं व्यक्तिगत उपकरणों के सेट इस प्रकार रखे जाएंगे कि 

( 2 ) पंद्रह मीटर या अधिक और 20 मीटर में कम 
में जल्दी मिल जाएं और उपयोग के लिए तैयार रहें और 

लम्बे प्रत्येक ऐसे पोत के अंतदहन प्रकार की नोदन यंत्रावली 
यदि एक से अधिक फायरमैन परिधान एवं व्यक्तिगत उप 

माहित किमी भी स्थान में मेल अन्य प्राग को बनाने में 
करणों के सेटों की उपस्थिति होतीअलग -अलग स्थानों 

उपयुक्त कम से कम 5 वहनीय अग्निगामकों का और 15 
पर रख आएंगे । किसी एक भरण - स्थान पर कम से कम 

मीटर में कम लम्बे मे जहाजों में कम कम तीन ऐम 
पो फायरम परिधान और व्यक्तिगत उपकरणों का एक सेट 

वहनीय अग्निशामकों का प्रावधान होगा : 
प्राप्त होगा मर्ग V के पोत जिनकी लंबाई 20 मीटर में 
कम है । 

परन्तु यदि अनवहन मणीनरी से स्थान में अपस्थित 

हैं जहा उपनियम ( 1 ) लागू होता है तो उस उपनियम के 
18. अग्निशमन पम्प , जसमाति , जम सेवा गलियां , 

द्वारा उपबंधित अग्निशामकों के अलावा केवल दो वहनीय 
तोसक, होप तपातु 

अग्निशामकी का प्रावधान पर्याप्त होगा । 
204191 / 90 -- 11 
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[ PART II ..... SEC . 3( 1)] 


बीस मीटर और अधिक के वर्ग VI के पोत 


19, अग्निशामक पम्प , जल स्त्रोत , जल सेवा बल जलो 
त्मर्जक , होज़ तथा तुउ 

( 1 ) बीन मीटर और अधिक के वर्ग VI के प्रत्येक पोत 
में अग्निशामा पम्पों जल स्त्रोतों, जल सेवा बलों , जलोत्स 
जकों, होजी और सुडों का प्रावधान होगा ताकि नौचालन 
के दौरान पानी का कम से कम एक प्रधार , यांत्रियों और 
कर्मीदलों , की सामान्य रूप से पहुंच वाले स्थानों तक और 
जब पोत खाली है तो किसी भी भंडार या किसी भी स्थोग 
स्थान तक पहुंच सके । 


( 2 ) प्रत्येक पोत में कम से कम एक व्यक्ति चालित 
अग्निशामक पम्प का प्रावधान होगा जो जहाज में रखे गए 
जलोत्सर्जम , होज और तुड की सहायता से पानी का एक 
प्रधार उत्पन्न करेगा और जो नियम 58 में विनिर्दिष्ट 
अरेक्षाओं को पूरा करेगा । 


( 3 ) तेल ज्वालित बायलरों या अंतर्दहन प्रकार के 
नोवन-यंत्रों से सज्जित प्रत्येक पोत में एक ऐसे अतिरिक्त 
अग्निशामक पम्प का भी प्रावधान होगा जो जलस्त्रोत से 
स्थायी रूप में संबद्ध होगा परन्तु यह श्रावश्यक नहीं है कि 
वह शक्ति घालित हो । इस प्रकार का पम्प और यदि शक्ति 
साथ हो तो वह इस भाग में यहां रखा जाएगा जिसके उप 
नियम ( 2 ) में अपेक्षित पम्प रखा हो और मशीनरी स्थानक 
बाहर रखा स्थान सक्षम संबधन भी होगा या प्रावधान भी 
होगा । यदि यह पम्प बिजली यंन शेष शक्ति से प्रचालित 
किया जाता है तो वह उपनियम ( 2 ) की अपेक्षाओं का 
अनुपालन करेगा और यदि हाथ से प्रचालित , हो तो वह 
तू डों द्वारा 6 मीटर मे अधिक की दूरी तक भी पानी फेंकने 
में सक्षम होगी । 

( 4 ) ऐसे प्रत्येक पोत में एक जल स्त्रोत , जल सेवा 
बल जलोत्सर्जकों और होज सहित तुड सहित होजों का 
प्रावधान होगा जो नियम 59, 60 तथा 61 की अपेक्षाओं 
का अनुपालन करेंगे । 

( 5 ) ऐसे प्रत्येक पोत में जलोत्सर्जक के साथ कम से 
कम एक ही अग्निशामक होज का प्रावधान होगा । 

( 6 ) प्रज्वलित बॉयलर या अंतर्दहन प्ररूपी मशीनरी से 
सुसज्जित प्रत्येक पोत में इस प्रकार से बॉयलर या मशीनरी 
सहित स्थानों में लगाए जाएं प्रत्येक जलोत्सर्जक पर प्रत्येक 
होज़ के साथ एक तुंड का प्रावधान होगा । 

20. वहनीय अग्निशामक 

बीस मीटर या अधिक लम्बाई के प्रत्येक वर्ग VI के पोत 
में दीवाल डेक के ऊपर के प्रत्येक यात्री स्थान में कम से 
कम एक बहनीय अग्निशामक का प्रावधान होगा तथा प्रत्येक 
कर्मीदल स्थान में और दीवाल डेक के नीचे के प्रत्येक यात्री 
स्थान में इस प्रकार के दो अग्निशामकों का प्रावधान होगा । 
किसी भी गली में कम से कम एक वहनीय अग्निशामक का 
प्रावधान होगा । 


21. संवर्ग " क " का मशीनरी स्थान 

( 1 ) बीस मीटर या अधिक की लंबाई वाले प्रत्येक 
वर्ग VI के पोत में संवर्ग " क " के किसी मशीनरी स्थान के 
संरक्षण के लिए नियम 10 के खंड ( 1 ) ( ख ) के अनुसार 
अपेक्षित स्थिर अग्निशामक अधिष्ठापनों में कम से कम एक का 
प्रावधान होगा । 

( 2) उपनियम ( 1 ) में विनिदिष्ट अपेक्षाओं के अतिरिक्त 
निम्नलिखित का भी प्रावधान होगा । 

( क ) प्रत्येक बॉयलर कक्ष में कम से कम दो 45 लिटर 
धारिता के साग अग्निशामक या 11 किलोग्राम धारिता के 
कार्बन डाई आक्साइड अग्निशामक का जो इस प्रकार रखे 
हों कि आग लगने पर वह तत्काल उपलब्ध हो और वो इतनी 
संख्या में हों कि झाग या कार्बन डाई आक्साइड बॉयलर 
कक्ष के या तेल इंधन अधिष्ठापन के किसी भी भाप की 
तरफ घुमाया जा सकता है । 

( ख ) प्रत्येक ज्वलन स्थान में और तेल इंधन अधिष्ठापन 
के किसी भी भाग महित प्रत्येक स्थान में तेल अन्य प्राग 
___ को बुझाने में सक्षम · दो बहनीय अग्निशामकों का और 

( ग ) प्रत्येक ज्वालन स्थान में कम से कम 0 . 3 घन 
मीटर रेत या तेल अन्य आग बुझाने में सक्षम अन्य सूख्ने 
पदार्थ और उसे बांटने वाली कोई अथवा तेल जन्य आग को 
बुझाने में उपयुक्त एक अतिरिक्त वह्नीय अग्निशामक का । 

( 3 ) उप नियम ( 1 ) में विनिविष्ट अपेक्षाओं के प्रति 
रिक्त जहां अंतर्दहन प्ररूपी मशीनरी रखी है. उस स्थानों में 
प्रावधाम होगा । 

( क ) कम से कम 45 लिटर धारिता के एक भाग 
अग्निशामक का अथवा कम से कम 16 किलोग्राम धारिता 
के एक कार्बन डाई आक्साइड अग्शिामक का सथा . 

( ख ) तेल जन्य प्राग को बुझाने में उपयुक्त दो या 
अधिक वहनीय अग्निशामकों का जो इस प्रकार अवस्थित हो 
कि ऐसे मशीनरी स्थान के किसी भी बिन्दु से बांकी दूरी 
दस मीटर से अधिक न हो । 

22. फायरमैन का परिधान 

20 मीटर या अधिक लम्बाई के वर्ग VI के प्रत्येक पोत 
के प्रत्येक 30 मीटर ( या उसके अंश की पंजीकृत लम्बाई पर ) 
पंजीकृत लम्बाई अनुसूची VI में विनिर्विष्ट अपेक्षाओं की पूर्ति 
करने वाले एक फायरमैन परिधान का प्रावधान होगा । 

23. अंतर्राष्ट्रीय तट संबंधन . 

वर्ग VI के 500 टन या अधिक टन के प्रत्येक पोत में 
अनुसूची में विनिर्दिष्ट अपेक्षाओं की पूर्ति करने वाले कम 
से कम एक नट संबंधन का प्रावधान होगा ताकि जलस्त्रोत 
को दूसरे पोत से या तट में जल दिया जा सके ; तथा ऐसे 
संबंधन का पोत के दोनों पावों से प्रयोग करने की सुविधा 
भी हो । 


.. भाग - II -- कंड . ( i ) : 
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(i ) यदि पोत का संनिर्माण केवल अयस्क , कोयला , 
अनाज , अपरिपक्व लकड़ी या अन्य किसी प्रज्वलनशील 
स्थौरे या उनके मत में आग के कम खतरे वाले स्थौरे के परि 
वहन के लिए ही किया गया हो । 


( ii ) यदि पोत इस्पात निर्मित है व आवरणों से और 
स्थौरा-स्थान को जाने वाले सभी संवानों और हारों को 
बंद करने के प्रभावशाली साधनों से सज्जित हो । 


28. अग्निशामक पंप, जल स्रोत, जल सेवा बल , जलोत्रार्जक 
होज एवं तुंड 

( 1 ) ऐसे प्रत्येक पोत में अग्निशामक पंपों , जल- स्रोतो , 
जल सेवा बलों , जलोत्सर्जकों , होजों और लण्डों 
का प्रावधान होगा और ये कम से कम दो ऐसे जल- प्रधार 
जनित करेंगे जो नौचालन के दौरान सामान्य रूप से यात्रियों 
और कर्मीदलों की पहुंच वाले प्रत्येक स्थान तक और जा 
खाली है तब किसी भी भंडार कक्ष तक या स्थौरा-स्थान 
के किसी भी स्थान तक पहुंचने में समर्थ हो । 


24. बीस मीटर से कम लम्बाई के वर्ग VI के पोत 16 
से 20 ( दोनों सम्मिलित तक के नियमों के उपबंध 20 
मीटर से कम लम्बाई वाले वर्ग VI के पोतों पर भी लागू 
होंगे । 

25. वर्ग VII के पोत 

( 1 ) 19 से 23 ( योनों सम्मिलित ) तक के नियमों के 
सभी उपबंध 20 मीटर या अधिक लंबाई वाले वर्ग VII के 
पोतों पर भी लागू होंगे । 

( 2 ) 16 से 20 दोनों शामिल तक के नियमों के 
उपबंध 20 मीटर से कम लंबाई वाले वर्ग VII के पोतों पर 
भी लागू होंगे । 

पोत और टैंकरों से भिन्न पोत 
26. अनुप्रयोग : 

जैसे अन्यथा उपबंधित है उसके सिवाय 27 से 36 
( दोनों शामिल ) तक के नियमों के उपबंध 50 टन या उसमे 
अधिक के वर्ग VIII , IX, X, XI, XII तथा XV के 
पोतों पर भी लागू होंगे । 

27. स्थौरा - स्थानों में स्थिर अग्निशमन. व्यवस्थाएं : 

( 1 ) खतरनाक वस्तुओं को ले जाने वाले प्रत्येक पोत 
में निम्नलिखित का प्रावधान होगा । 

( क ) प्रत्येक स्थौरा स्थान ( सीलबंद किए जा सकने 
वाले आर० ओ० आर० ओ० स्यौरा स्थान को छोड़कर 
के लिए अनुसूची IX में विनिर्दिष्ट अपेक्षाओं की पूर्ति करने 
वाले एक स्थिर अग्निशामक तंत्र का और 
. . ( ख ) सीलबंद न किए जा सकने वाले प्रत्येक प्रार ओ/ 
प्रार . ओ . स्थौरा स्थान के लिए अनुसूची XI में विनिदिष्ट 
अपेक्षाओं की पूर्ति करने वाले एक स्थिर दाब का फुहार तंत्र 
का । 
( 2 ) ऐसे प्रत्येक पोत में प्रावधान होगा 

( क ) सीलबंद करने योग्य प्रत्येक प्रार . ओ . आर . ओ . 
स्थान के लिए और ( पार . ओ . आर . ओ . स्थान को छोड़कर 
अन्य ). प्रत्येक ऐसे स्थोरा स्थान में जो कि अपने नोदनार्थ टंकी 
में भरे पेट्रोल वाले मोटर वाहनों के रखने के लिए है, अनु 
सूची XI में विनिर्दिष्ट अपेक्षाओं की पूर्ति करने वाले एक स्थिर 
दाब जल फुहार तंत्र का या अनुसूची 1X में विनिर्दिष्ट 
अपेक्षाओं सहित की पूर्ति करनेवाले एक स्थिर गैस अग्निशामक 
तंत्र का । 
( ख ) सीलबंद करने में अयोग्य प्रत्येक प्रार . ओ . / आर . ओ . 
स्थोरा स्थान के लिए अनुसूची XI में विनिर्दिष्ट अपेक्षाओं सहित 
ए की पूर्ति करनेवाले एक स्थिर दाब जल फुहार तंत्र का । 
( 3 ) जिन पोतों के लिए उपनियम ( 1 ) लागू नहीं होता ऐसे 
दो हजार टन या उससे अधिक के प्रत्येक पोत के प्रत्येक स्थौरा 
स्थान के लिए अनुसूची IX में विनिर्दिष्ट अपेक्षाओं की पूर्ति 
करने वाले एक स्थिर गैसीय अग्निशामक तंत्र का प्रावधान 
होगा । परन्तु निम्नलिखित शर्तों पर स्थितियों में मुख्य सर्वेक्षक , 
भारत सरकार इस उपनियम की अपेक्षाओं से किसी भी पोत 
को छूट दे सकते हैं : - - " 


( 2 ) ( क ) एक हजार टन से कम के प्रत्येक पोत में 
25 घन मीटर प्रति घंटा या उससे अधिक धारिता वाले 
कम से कम एक शक्ति चालित अग्निशामक पंप का प्रावधान 
होगा जो पोत में दो रखे गए जलोत्सर्जकों , होजों 
और तुण्डों में से प्रत्येक से कम से कम एक प्रधार बराबर देते रहने 
में सक्षम हो और जो नियम 58 की अपेक्षाओं की पूर्ति 
करता हो । 

( ख ) ऐसे प्रत्येक जहाज में इस नियम के अन्तर्गत 
अपेक्षित अग्निशामक पंपों के अलादा मशीनरी स्थान में 
सामान्य सेवा पंप, बिल्ज पंप या बेलास्ट - पंप जैसा कोई एफ 
अन्य पंप भी लगेगा जो कि जलस्रोत को अग्निशामक पंप 
के दाब और क्षमता के बराबर जल देने में सक्षम होगा । 

( ग ) एक हजार टन या अधिक के प्रत्येक ऐसे पोत 
में दो शक्तिचालित अग्निशामक पंपों का प्रावधान होगा । 
प्रत्येक पंप , पोत में लगे दोनों जलोत्सर्जकों , होजों और तुंडों 
में से एक साथ कम से कम एक जल -अधार फेंकने में समर्थ 
होगा और जो नियम 58 की अपेक्षाओं की पूर्ति करेगा । 

( 3 ) ( क ) यदि पोत के किसी एक भाग में लगी आग 
सभी अग्निशामक पंपों को निष्क्रिय कर देती है तो मशीनरी 
स्थान के बाहर स्वतंत्र रूप से प्रचालनीय एक आपातकालीन 
शक्तिचालित अग्निशामक पंप का भी प्रावधान होगा जिसके साथ 
शक्ति स्रोत और समुद्र - संबंधन भी उपस्थित हो । 


( ख ) एक हजार टन से कम वाले किसी भी ऐसे पोत 
में उपर्युक्त प्रापालकालीन अग्निशामक पंप नियम 61 ( 1 ) 
की अपेक्षाओं की पूर्ति करने वाले तुंडों के माध्यम से दो 
जल स्रोतों और होजों में दोनों से एक साथ कम से कम 
एक जल प्रधार चालू करने में सक्षम होगा और साथ ही 
यह पोत के किसी भी जलस्त्रोत में · 2 , 1 बार का दाब 
बनाए रखेगा । एक हजार टन या अधिनः नाले पोत में जल 
लोन पर यह दाब . 2 . 5 बार होगा । 
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( ग ) दो हजार टन या अधिक के पोतों में उपर्युक्त 
आपातकालीन अग्निशामक पंप नियम 58( 3 ) में विनिर्दिष्ट 
अपेक्षाओं की पूर्ति करेगा । 


अधिक या 1000 टम से कम के पोत में कम से कम तीन 
पहनीम अग्निशामकों का ताकि प्रायास सुविधा स्थान , सेवा 
स्थान और नियंत्रण स्थान में कम फम एक ऐसा प्रग्नि 
शामक उपलब्ध रहे । 
• ( ख ) अपने नोदन के लिए टंकी में इंधन भरे मोटर 
वाहनों के परिवहनार्थ लगे पार . ओ/चार . श्री स्पोरा स्थानों 
में प्रावधान होगा: 


( 4 ) ( क ) ऐमे प्रत्येक पोत में नियम 59, 60 व 61 
का अनुपालन करने वाले एक अल स्रोत का और जल 
संवा बलों , जलोस्सजकों, होकों और सुंडों का प्रावधान होगा । 


( स ) ऐसे प्रत्येक पोत में अग्निशामक होजों की संख्या 
मशीनरी स्थानों के लिए अपेक्षित होजों मे अतिरिक्त होगी । 
यह संख्या पोत की लंबाई के प्रत्येक 30 मीटर ( या उसके 
अंश ) के लिए एक के अनुसार होगी ; परन्तु यह 
संख्या 1000 टम या अधिक के पोस के लिए 5 से कम 
नही होगी और 1000 टन से कम के पोत के लिए उसे 
कम नहीं होगी । ऐसे होज की कुल लंबाई पोत की लंबाई के 
कम से कम 60 प्रतिशत होगी । इसके अलावा एक अग्नि 
शामक होज का भी प्रावधान होगा जो युग्मज एवं संड में 
मज्जित होगा । 

परन्तु पात के प्ररूप एवं प्रामाप को ध्यान में रखत 
हुए मुख्य सर्वेक्षक, भारत सरकार पर्याप्त संख्या में होज के 
प्रावधान की और हर समय उसकी उपलब्धता की मांग कर 
सकता है । 


( 1 ) डेक स्थान के प्रत्येक 40 मीटर ऊंचाई के लिए 

तेलजन्य प्राग को बुझाने योग्य कम से कम दो 
बहनीय अग्निशामकों का जो इस प्रकार रखे 
जाएं कि इस स्थान के प्रत्येक पाव पर एक 
मग्निशामक उपलब्ध हो जाए और इस स्थान के 
प्रत्येक पहुंच मार्ग पर कम से कम एक अग्नि 

णामक उपनग्ध हो आए । 
( 2 ) अनुसूची 5 में . विशिविष्ठ अपेक्षाओं की पूर्ति 

करनेवाले कम से कम एक माय प्रदायक का 
परंतु ऐसे स्थान में उपयोग के लिए पोत में 

यो या अधिक ऐसे प्रदायक उपलब्ध होंगे । 
30. संवर्ग " क " के मशीनरी स्थान 

संवर्ग. " क " के मणीनरी स्थान सहिम प्रत्येक ऐसे जहाज 
में प्रावधान होगा । 
( 1 ) ऐसे मशीनरी स्थान में 

( क ) पोस के दोनों पाषषों पर एक -एक जलोत्मक 
का और ऐसे प्रत्येक अलोसर्जक के लिए एक - एक तंज 
मजिस होश का और एक अतिरिका तंछ मज्जिा होस का । 

( ख ) निम्नलिखित में में कम कम एक स्थिर अग्नि 
शामक अधिष्ठापन का मत : - - 
( 1 ) अनुसूची XII में विनिर्दिष्ट अपेक्षाओं की पूर्ति 

करने वाला एक स्थिर जल - फुहार यंत्र 
( 2 ) अनुसूची X में विनिविष्ट अपेक्षाओं की प्रति 

करनेवाला एक स्थिर गैमीय अग्निशामक तंत्र 
( 3 ) अनुसूची X में विनिर्दिष्ट अपेक्षाओं की पूर्ति 

करने वाला एक स्थिर तीष प्रसारी झाग तंत्र । 


( 5 ) ऐम पोतों के मध्य या सहायक नेल ज्वालन 
बायलरों या अन्तर्दहन प्ररूपी मशीनरी वाली मामीनरी 
स्थानों में लगे मभी जलोत्सर्थकों में तरु सज्जित होजों का 
प्रावधान होगा । इस प्रकार के प्रत्येक स्थान में कम से कम 
को तुङ सज्जित होज होंगे -- - एक बाएं पार्य पर और 
वृसरा दाहिने पार्श्व पर । इसके अतिरिक्त यदि इस प्रकार के 
पोस में शैफ्ट सुरंग से होकर मशीनरी स्थान में पहुंचने का 
रास्ता है तो उस स्थान के निकट मिरे पर सुरंग में एक 
मलनोस का प्रावधान होगा । 

( 6 ) इस प्रकार के प्रत्येक पोत मे इस नियम के मन 
मार अपेक्षित तड़ों के अतिरिक्त पार ओ . प्रार . ओ . स्थोरा 
स्थानों में कम से कम तीन अल झाग प्रदायकों का प्रावधान 
होगा । 


( 2) ऐसे प्रत्येक पोत में प्रत्येक प्रार . ओ . आर . आं . 
स्थोरा-स्थान में होमों महित जन्मोत्सर्जकों . को इस प्रकार 
व्यवस्थित किया जाएगा कि अलग- अलग होडों से निकलने 
पाले और अलग- अलग जलोत्सर्जकों से उत्पन्न होने वाले कम 
से कम दो जल प्रधार इन स्थानों के किसी भी भाग तक 
पहुंच जाएं । ये अलोत्सर्जक ऐसे स्थानों के पहुंच मार्ग के 
निकट स्थित होंगे । 


स्पष्टीकरण : --- इस नियम के संदर्भ में यदि इंजन कम 
और बायलर का एक वीवार द्वारा पूर्णसः मलम नहीं किए 
गए हैं और यदि ईधन तेल बॉमनर कक्षा से इंजन कक्ष में 
बन सकता है तो इस संयुक्ता मायनर तथा इंजन कक्ष को 
एक मीनरी स्थान माना जाएमा । 
( 2 ) प्रत्येक बायलर कक्ष में 
( 1 ) बायलर फक्ष के मामाप को ध्यान में रखते हुए 

मावस्यकतानुसार कम से कम 135 लिटर धारिता 
के माग प्ररूपी एक पग्लियामक का या कम से 
कम 45 किलोग्राम धारिता के एक co . 
फा जो इस स्थिति में रखा हो कि भाग लगने 


29. प्रावास - सुविधा स्थान , म्योरा स्थान और सेवा स्थानों 

में वहनीय अग्निशामक 


ऐसे प्रत्येक पोत में प्रावधान होगा : 

( क ) एक हजार टन या उससे अधिक के पोतों में 
कम से कम 5 बहनीय अग्निशामको का और 500 टन मे 


[ HITreat 3 ( i ) 
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घेरने वाले प्रावरण के किसी भी भाग की और एवं किसी भी 
प्रव्य माग के खतरे वाले भाग तक पहुंचाया जा सके । 


( ख ) नेल जन्य प्राग को बुझाने में उपयुक्त दो या 
अधिक वहनीय अग्निशामकों का . जिनकी संख्या इसके लिए 
पर्याप्त हो कि इन स्थानों में इनके रखने पर प्रत्येक विधु 
से किसी एक अग्निशामक की दूरी बस मीटर या फम हो । 

( ग ) जब ऐसे स्थान समय - समय पर खाली रखे जाते 
हैं तो उस स्थिति में नियम 30 के खंड 1 ( ख ) में विनि 
विष्ट अग्निशामकों में से एक का । 


पर सत्काल उपलब्ध हो सके और जो कॉयलर 
कक्ष के और सेल इंधन मधिष्ठापन सहित किसी 
भी स्थान के किसी भी भाग में पहुंचने योग्य 

लंबाई वाले , गलों में लपेटे होश में सज्जित हो । 
( 2 ) अनुसूची v में विनिदिष्टः अपेक्षाओ की पूर्ति 

करने वाले एक बहनीय माग प्रदायक का । 
( 3 ) प्रत्येक ज्वालन स्थान में और किसी तेल इंधन 

अण्ठिापन के किसी भाग में तलजन्य प्राग को 
बमाने में समर्थ कम से कम दो बहनीय अग्नि 

शामकां का 
( 4 ) प्रत्येक ज्वालन स्थान में एक अभिग्राही पात्र का 

जिसमें कम से कम 0. 3 घन मीटर रेत या 
सोसर संमचित बुरावा या तेल अन्यः प्राग बुझाने 
में सक्षम सूखा पदार्थ पर्याप्त मात्रा में भरा हो 
और साथ ही इसके वितरण के लिए एक डोई 
भी हो , अथवा तलअन्य भाग को बुझाने में समर्थ 

एक अतिरिक्त अग्निशामक का , 
( 3) अंतर्दहन प्ररूपी मशीनरी युक्त किसी भी स्थान 


32. अन्य मशीनरी स्थानों में अग्निशामक उपस्कर 

खतरे वाले किसी भी जहाज में यदि किसी पोत के 
ममोनरी स्थान में प्राग का खतरा है और उनके लिए नियम 
30 व 31 में खास अग्निशमन उपस्करों के प्रावधान का 
विनिर्देश न किया गया हो तो उन स्थानों में या उनके 
प्रासपास पर्याप्त संख्या में वहनीय अग्निशामकों का प्रावधान 
किया जाएगा या अग्निशामक के समान साधनों का प्रावधान 
किया जाएगा ताकि यह सुनिश्चित रहे कि ऐसे स्थान के 
अंतर्गत किसी भी जगह में कम से कम एक अग्निशामक की 
दूरी 10 मीटर से अधिक न हो । 


33 . विशेष आवश्यकताएं 

( 1 ) किसी पोत के प्रत्येक ऐसे मशीनगे स्थान में 
जिसका पहुंच मार्ग किसी समीपस्थ शफ्ट सुरंग से होकर 
निचले स्तर पर रखा गया है , किसी जलरोधी धार के 
अलावा उस यंत्रावली स्थान में दूरखाने पाब पर इस्पात 
के एक हलके स्क्रीन द्वार का प्रावधान होमा जो दोनों तरफ 
मे प्रचालित करने योग्य हो । 


( 1 ) 45 लिटर धारिता के एक या अधिक झाग 

अग्निशामक का या कम से कम 15 किलोग्राम 
धारिता के एक या अधिक कार्यनहाईप्राक्साइन 
अग्निशामक का , इनकी संख्या इसनी होगी कि 
माग या काबेन डाईमाक्साड ईंधन , स्नेहन 
सेल दाब संन , गिर्यारम या अन्य प्राग के अधिक 

खतरे वाले क्षेत्रों की ओर घुमाया जा सके । 
( 2 ) अनुसूची V में विनिर्दिष्ट उपेक्षाओं की पूर्ति 

करने वाले बहनीय शाग प्रदायक एकक के एक 

या अधिक सेट का । 
( 3 ) नेलजन्य आग को बुझाने में समर्थ एक या अधिक 

वहनीय अग्निशामक का जिससे यह सुनिश्चित 
किया जा सके कि स्थान के अंतर्गत किसी भी 
बिंदु से कम से कम एक अग्निशामक 10 मीटर 

या उससे कम दूरी पर हो । 
31. भाप टर्बाइन और परिबन भाप इंजन स्थान 

प्रत्येक ऐसे पोत के उन स्थानों में जहां भाप टाइन 
लगा हो या मुख्य नोदनार्थ अथवा कुल मिलाकर 375 
किलोवाट या अधिक शक्ति बाले सहायक कार्यार्थ परिब 
स्नेहित भाप इंजन की उपस्थिति हो वहां प्रावधान होगा -- 

( क ) यदि ऐसे स्थान में नियम 30 खंर ( 1 ) ( ख ) 
में विनिर्दिष्ट अग्निशामक तंत्र लगाए नहीं गए हों तो वहां 
इतनी संख्या में कम से कम 45 लिटार धारिता के माग 
अग्निशामकों का या कम से कम 16 किलोग्राम धारित के 
कार्बनडाईआक्साइड अग्निशामकों का माग या co . 
दाब स्नेहन संक्ष की और भाषरण के किसी तथा टर्बाइन 
के , रंजन के या संबड मिरिंम के वाब स्नेहित भागों को । 


( 2 ) प्रत्येक बंद पार . ओ . / पार ओ . स्थोरा स्थान 
में और प्रत्येक ऐसे प्रार . ओ ./ मार . ओ . स्थोरा स्थान में 
जो स्वनोपनार्थ टंकी में तेल भरे मोटर वाहन रखने के लिए 
हो शक्ति चालित भवातन मंत्र का प्रावधान होगा जो खाली 
रहते प्रति घंटा छह बार वायु परिवर्मन लाने में सक्षम हो । 
जब भी पोत घालु हो संवातन तं निरंतर चलते रहेगा । 
यह तंत्र अय तंत्रों से बिल्कुल असंबद्ध रहेगा । इस 
प्रकार के स्थानों को जानेवाली संवातन - वाहिनियां प्रभावशाली 
ढंग से मील करने योग्य होंगी और अलग स्थोरा - स्थानों 
के लिए अलग अलग होंगी । तंत्र किसी बाहरी स्थान से 
नियंत्रित करने योग्य होगा । इसके अतिरिक्त - - 


( क ) संवातन तंत्र इस प्रकार का होगा कि स्तरण 
एवं वायु कोटर के बनने की संभावना रोकी जा सके । 


( ख ) नोचालन पुल पर संवातन क्षमता में हो रही 
हानि की सूचना देने वाला एक सूचक लगा होगा । 

( ग ) प्राग लगने पर मौसम और समुद्री स्थितियों के अनुसार 
संवात तंत्र के ग्रीन बिरामन और प्रभावी संवरण को व्यवस्था 
रहेगी । 
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34. भाग के खतरे का संकेत एवं संसूचक 


तत्काल प्रयोगार्थ तयार स्थिति में रहें । यदि एक से अधिक 
सेट हों तो वे एक दूसरे से पर्याप्त दूरियों पर रखो जाएंगे । 


( 1 ) प्रत्येक पोत में अनुसूची VII में विनिर्दिष्ट अपेक्षाओं 

की पूर्ति करने वाले स्थिर अग्नि संसूचक तथा 
अग्निभय संकेतक तंत्र का उन यन्नावली स्थानों 
का प्रावधान होगा जहां : | 


36. अंतर्राष्ट्रीय तट संबंधन ; 
प्रत्येक पोत में प्रावधान होगा : 


( 1 ) अनुसूची I को अपेक्षाओं का पालन करले वाले 
कम से कम एक तट संबंधन का ताकि जल स्रोत को दूसरे 
पोत से या तट से जल में पहुंचाया जा सके । 
• ( 2) ऐसे संबंधों का प्रयोग पोत के दोनों पाश्वा से 
हा इसके लिए स्थायी प्रावधान होंगे । 


37. पांच सौ टन से कम के वर्ग VIII के पोत और 
500 टन से कम पर 150 टन या अधिक के वर्ग IX , 
X , XI, XII और XV के पोत : 


( 1 ) इस नियम के उपबंध 500 . टम से कम के वर्ग 
VIII के पोतों और 500 टन से कम पर 150 टन या अधिक 
के वर्ग IX , X , XI, XII तथा XIV के पोतों पर 
लागू होंगे । 


( क ) किसी नियंत्रण कक्ष से निरंतर मानवीय पर्यवेक्षण 
के बदले स्वचालित एवं सुदूर नियंत्रण संत्रों और उपस्करों 
के अधिष्ठापन की अनुमति प्राप्त हो, या जहां : 

( ख ) मुख्य विद्युत संभरण के स्रोतों सहित मुख्य नोदन 
एवं संबद्ध मशीनरी के लिए स्वचालित या सदर नियन्त्रण का 
प्रावधान हो और साथ ही किसी नियंत्रण कक्ष से निरंतर 
मानवीय पर्यवेक्षण भी होता हो । 

( 2 ) ऐसे प्रत्येक पोत के प्रत्येक मार . ओ .. पार. ओ . 
स्थान में अनुसूची VII में विनिर्दिष्ट अपेक्षाओं की पूर्ति करने 
वाले स्थिर अग्नि संसूचक तथा अग्निभय संकेतक तंत्र का 
प्रावधान होगा । 

( 3 ) ऐसे प्रत्येक पोत के प्रत्येक ऐसे प्रार . ओ . / पार . 
आ . ( प्रार . ओ ./ पार , ओ स्थौरा स्थान को छोड़कर ) 
स्थान में जो स्वनोदनार्थ टंकी में तेल भरे मोटर वाहनों को 
रखने के लिए है, या तो अनुसूची VII में विनिर्दिष्ट अपेक्षाओं 
की पूर्ति करने वाले एक अग्नि संसूचक तथा अग्निभय संकेतक 
तंत्र का या अनुसूची VIII में विनिर्दिष्ट अपेक्षाओं की पूर्ति 
करने वाले एक प्रतिदर्श निष्कर्षण धूम संसूचन तंत्र का 
प्रावधान होगा । 

35 . फायरमैन परिधान 

( 1 ) प्रत्येक प्रोत में अनुसूची VI में विनिर्दिष्ट अपेक्षाओं 
की पूर्ति करने वाले फायरमैन परिधानों का निम्नलिखित 
मापत्रमों के अनुसार प्रावधान होगा : 
पोत का टनभार 

परिधानों की 
संख्या 


( 2 ) प्रत्येक पोत में प्रावधान होगा - - 

( क ) अग्निशामक पंपों , जल स्रोतों जल, सेवा नलों , 
जलोत्सर्जकों , होजों और तुंडों का , जिससे कि कम से कम 
एक जल -प्रधार नौचालन के दौरान जहाज के यात्रियों व 
कर्मीदल के पहंच वाले किसी भाग तक और खाली समय में 
किसी स्थौरा स्थान था भंडार कक्ष तक पहुंच सकें । 

( ख ) नियम 58 की अपेक्षाओं की पूर्ति करने वाले 
कम से कम एक शक्ति चालित अग्निशामक पंप का जो 
पोत में रखे गए किसी भी जलोत्सर्गक , होज और, तंड से 
कम से कम एक जल प्रधार फेंकने में समर्थ हो । 


-- - 


- 


- - - 


2 


500 टन और अधिक पर 2500 टन से कम 
2500 टन और अधिक पर 4000 टन से कम 
4000 टन और अधिक 


( ग ) यदि तेल- ज्वलित बायलर , या अंतर्दहन प्रकार की 
नौवन - यंत्रावली से सज्जित है तो जहां इस प्रकार के बायलर 
या मशीनरी स्थान है उसके बाहर किसी जगह शक्ति स्रोत 
एवं समुद्र संबंधन सहित एक अतिरिक्त अग्निशामक पंप 
का । यदि यह पप शक्ति वालिन है तो वह पिछने खंड की 
अपेक्षात्रों का अनुपालन करेगा और यदि हस्त वालित है तो 
उसमें 10 मिलीमीटर तुंड सहित एक होज लगा रहेगा जो 
6 मीटर या अधिक दूरी तक पानी फेंकने में और जहाज 
के किसी भाग तक मोड़ने में सक्षम होगा । 


( 2 ) ऐसे किसी भी पोत में रखे परिधानों में कम से 
कम एक वायु होज प्रकार का एक श्वसन -उपकरण होगा 

और शेष में स्वतः पूर्ण प्रकार के श्वसन उपकरण होंगे । 
. परंतु यदि किसी वायु होज प्रकार के श्वसन उपकरण 
के वायु होस का अनुसूची VI के पैरा ( 3 ) के अनुपालनार्थ 
36 मीटर से अधिक लंबा होना अपेक्षित है तो स्वतः 
पूर्ण प्रकार का एक श्वसन . उपकरण का प्रावधान पोत में 
होगा । 


( घ ) नियम 59 की अपेक्षाओं की पूर्ति करने वाले जब 
स्रोत जल सेवा नलों और जलोत्सर्जकों का और नियम 
60 एवं 61 की अपेक्षामों की पूति करने वाले कम से कम 
तीन होजों और तुंडों का । 


( 3 ) फायरमन - -- परिधान और व्यक्तिगत उपस्कर के 
सेट इस प्रकार रखे रहेंगे कि वे शीत्र मिल जाएं और 


. ( .) कम से कम तीन वहनीय अन्निशामकों का जो 
इस प्रकार - अवस्थित हों कि प्रावास सुविधा स्थानों और सेवा 
स्थानो में तत्काल उपलब्ध हो सकें । 


[ AT 


T - T 
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. ( च ) तेल ज्वालित बायलर तेल -इंधन सादन टंकी या 
तेल ईधन एकक ब . ले स्थानों के बचाव के लिए नियम 30 
के खंड 1 ( ख ) में विनिदिष्ट स्थिर अन्निशामक अधिष्ठापनों 
में कम से कम एक का । 

( छ ) किसी बायलर कक्ष में या किसी एसे स्थान में 
जहां किसी तेल ईधन अधिष्ठापन का कोई भी भाग स्थित 
हो , तेल जन्य आग को बुझाने में उपयुक्त कम से कम वो 
वहनीय अग्निशामकों का । । 

( ज ) कम से कम 0 . 3 घन मीटर रेत या तेल जन्य 
माग बुझाने में उपयुक्त अन्य पदार्थ का और उसके वितर. 
पार्थ एक डोई का अन्यथा प्रत्येक ज्वालन स्थान में तेल जन्य 
माग बुझाने में समर्थ एक बहनीय अग्निशामक का । 

( म ) यदि मशीनरी स्थान में प्रांतरिक बहन मशीनरी 
हो तो 
- ( 1 ) फेन या मेल जन्य आग बुझाने वाले अन्य पदार्थ 

उगलने वाले वहनीय अग्निशामकों का निम्नलिखित 
सारणी की विनिर्दिष्टयों का अनुपालन करता हो : 


समुद्री संबंधन छ: मीटर की लंबाई तक पानी फेंकने में और 
जहाणा के किसी भी भाग की तरफ़ करने में उपयुक्त जल 
प्रधार पैदा करने वाला 10 मिलीमीटर व्यास का तुंड लगा 
एक होज और होज के साथ प्रयोग करने में उपयुक्त एक 
फहार. तुंड लगा होगा । 

परंतु यदि पोत 9 मीटर से कम लंबा है या वह 20 
मीटर से कम लंबा खुला पोत है की पूर्ति करता है तो उम 
स्थिति में यदि वह अग्निशामक बाल्टियों के संदर्भ में उप 
नियम ( 3 ) की अपेक्षामों की पूर्ति करता है तो प्रस्तुत 
नियम की अपेक्षाओं की पूर्ति प्रावश्यक नहीं है और यदि 
यह अग्निशामक बाल्टियों के सदर्भ में उपनियस ( 3 ) की 
अपेक्षामों की पूर्ति नहीं करता तो उसमें दो अग्निशामक 
वाल्टियों का होना प्रोभित है और उनमें से एक में एक 
लेनयाई लगा होगा । 


( 2 ) ऐसे प्रत्येक पोत में निम्नलिखित सारणी के 
अनुसार वहनीय निशामका का या प्रीनशामक बाल्टियों 
का प्रावधान होगा-- - 


- - 


- - -- - --- 


- - - - - - - - 


- - - 


पोत की लंबाई 


मुख्य इंजन की शक्ति फिलोवाट में 


वहनीय अग्नि 
शामकों की मं . 


अग्निशामकों या 
बाल्टियों की निम्ननम 
संख्या 


. . .. , 


- 


- - 


- 


- - 


A 


- - - -- --.... - -- 


- 


- - 


150 या कम 
150 से अधिक और 300 या इससे कम 
300 से अधिक और 450 या उससे कम 
450 से अधिक 


20 मीटर से कम 
20 मीटर या अधिक 


? 


-- - - - -- 


- 


- 


- 


- -- 


72 या 


यदि बाल्टियों का प्रावधान होगा तो उनमें लेनया भी 
लगा होगा । 

( 3 ) इस प्रकार के किसी भी पोत में यदि तेल ज्वालित 
बायलर या प्रांतरिक दहन प्ररूपी नोवन मशीनरी लगी हो 
तो उसमें निम्नलिखित सारणी के अनुसार तेलजन्य माग 
को बनाने में उपयुक्त वहनीय अग्निशामकों का प्रावधान 


( 2) तेल जन्य आग बुझाने में उपयुक्त वो वहनीय 

अग्निशामको पंपों का और इसके साथ 
( क ) कम से कम 45 लिटर को एक माग अग्निशामक 

का या 
( ख ) कम से कम 16 किलोग्राम धारिता के एक 

कार्बन डाई ऑक्साइड अग्निशामक का । 
( अ ) कम से कम एक फायरमैन परिधान का जो 
अनुसूची VI में विनिदिष्ट अपेक्षाओं की पूर्ति करता हो और 
जो वायु-होज प्रकार के एक प्रवसन उपकरण से सज्जिन हो 


- .. - - 


- - - 


- 


- . . - - 


- 


- - - 


- 


- 


- . - 


- . - 


. 


पोत की लंबाई 


अग्निशामकों की 
निम्नतम संख्या 


- 


6 मीटर से कम 
6 मीटर या अधिक 


38. एक सौ पचास टन से कम के वर्ग IX , X , XI 

तथाXII के पीत 
1 ( क ) बीस मीटर या कम लंबाई वाले 150 टन से 
कम के धर्ग IX , X , XI तथा XII के पोतों पर नियम 
37 का उपनियम ( 2 ) लागू होगा बशर्ते उस उपनियम 
के खंड ( ख ) के अनुसार अपेक्षित अग्निशामक पंप मुख्य 
इंजन द्वारा चालित होगा । 

( ख ) बीस मीटर या कम लंबाई वाले प्रत्यक पोत में 
मशीनरी स्थान के बाहर के किसी स्थान में भएक शक्ति 
चालित य , हस्त बालित पंप का प्रावधान होगा जिसमें स्थायी 


( 4 ) तेल ज्यालित बायलर या आंतरिक दहन प्ररूपी 
नोवन मशीनरी में मज्जित 9 मीटर या अधिक लंबे प्रत्येक 
ऐसे पोत में , यदि वह मुख्यतः या पूर्णतः लकड़ी और कांच 
प्रबलित प्लास्टिक का बना हो और मशीनरी स्थान के रास्ते 
में उसका डेक हो तो मशीनरी स्थान के बाहर उस स्थान 
के कुल पायतन के कम से कम 60 प्रतिशत पायतन का 
अग्निसंदमक गैम यंत्रावली स्थान में शीघ्र अंतःक्षेपित करने 
के प्रबंध का प्रावधान होगा और यदि मशीनरी स्थान 
इस्पात के वीवाल मे का है तो कुल आयतन के 40 प्रतिशत 
पायतन गैस प्रतःक्षेपित करने का प्रबंध होगः । 


- 


- 


- 


- 


- 


- 


- 


- 


- - . - - 
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परन्तु यदि ऐसा पोत 20 मीटर से कम लंबा हो तो वीवाल से घिरा है तो मुक्त अग्निसंवमन गैस का प्रायतन 
एक हस्तथालित पंप और मशीनरी स्थान के बाहर लगा एक मशीनरी स्थान के कुल पायतन का कम से कम 40 प्रतिशत 
स्थायी समुद्री संबंधन का प्रावधान पर्याप्त होगा जो कि उप होगा । 
नियम ( 1 ) ( ख ) . में उल्लिखित हस्तचालित पंप . और 

( 3 ) ऐसे प्रत्येक पोत में जिसको उपनियम ( 2 ) का 
समुद्री संबंधन भी हो सकता है । इस प्रकार का पंप मशीनरी 

अनुपालन नहीं करना है, के पोत के किसी तेल ज्यालिस 
स्थान में उपयक्त स्थानों में लगे और तेलजन्य प्राग बुझाने 

बायलर , तेल इंधन मादन टंकी या तेल ईधन एकक वाले 
में सक्षम पर्याप्त संख्यक जल -फहार तुडों के साथ स्थिर 

स्थान के संरक्षण के लिए नियम 30 ( 1 ) ( ख ) में अपेक्षित 
मलियों द्वारा संबस होगा । 

स्थिर अग्निशामक अधिष्ठापनों में मे कम में कम एक का 
( 5 ) बीस मीटर या अधिक लंबे ऐसे प्रत्येक पोन में 

प्रावधान होगा । 
एक फायरमन- कुल्हाड़ी का प्रावधान होगा । 
वर्ग XIII के पोत 

( 4 ) ऐसे प्रत्येक पोत में उपनियम ( ३ ) में विनिर्दिष्ट 

अपेक्षाओं के अतिरिक्त निम्नलिखित प्रावधान भी होंगे :-- - 
( 1 ) साठ मीटर या अधिक लंबाई वाले वर्ग XIII के 
पोत साठ मीटर या मधिक लंबाई वाले वर्ग - XIII के पोतों 

( क ) प्रत्येक बायलर कक्ष में और किमी तेल इंधन का 
पर नियम 28 से 30 तक नियम 30 के उपनियम 2( ii ) 

कोई भाग सहित किसी स्थान में तेलजन्य माग बुझाने में 
पौर 3 ( ii ) को छोड़कर), 35 तथा 36 उसी प्रकार लाग 

उपयुक्त कम से कम दो बहमीय अग्निशामकों का । 
होगा जैसे ये नियम 1000 टन या अधिक के वर्ग VIII के 

( ब ) प्रत्येक ज्वालन स्थान में कम मे - कम 0 . 15 
पोतों पर लाग होते है । 

घन मीटर रेत या तेलजत्य प्राग बुझाने में उपयुक्त अन्य 
( 2 ) ऐसे प्रत्येक पोत के बेट भंडार कक्ष में जब -स्त्रोत शुष्कपदार्थ भरे एक अभिमाही पाल का तथा इस पदार्थ के 
से संबद्ध करने योग्य तथा भंडार कक्ष के बार से चालू करने वितरणार्थ एक डीई का , अन्यथा तेलजन्य प्राग बशा में 
योग्य एक जण दार तंत्र का प्रावधान मशीनरी स्थान में 

समर्थ एक अतिरिक्त वहनीय अग्निशामक का 
लगे अन्य किसी तंत्र मे जोड़ते हुए किया जाएगा । 

( 5 ) ऐसे प्रत्येक पोत के नेट भंडार कक्ष में जल स्त्रोत 
40. वर्ग 13 के पोत जिनकी लंबाई 45 मीटर या 

से गंबद्ध करने योग्य और बाहर से चाल करने योग्य एक 
माधिक , पर 60 मीटर मे कम है । 

जल फुहार संत का प्रावधान मशीनरी स्थान में लागे अन्य 
( 1 ) पैतालीम मीटर या अधिक और 60 मीटर से किसी स्थान मे न जोड़ते हए किया जाएगा । 
कम संबाई. के वर्ग 13 के पोतों पर नियम 28 से 30 तक 
[नियम 30 के उपनियम 2 (ii ) और 3( ii ) को छोड़कर] 

42. पच्चीम मीटर से कम लंबे वर्ग 13 के पोस 
35 और 36 उसी प्रकार लागु होंगे जैसे वे 500 टन या 

पच्चीस मीटर से कम लंबे वर्ग 13 के जहाजों पर नियम 
अधिक के वर्ग VIII के पोतों पर लागू होते हैं । 

38 के उपबंध लागू होंगे । 
ऐसे प्रत्येक पोत के नेट भंडार कक्ष में जल -स्त्रोत 

वर्ग 14 के पोत 
से संबंद्ध करने योग्य और भंडार कक्ष के बार से पाल 
करने योग्य एक जल फुहार तंत्र का प्रावधान , मशीनरी स्थान 

43. पांच सौ या अधिक टन के वर्ग 14 के पोसों पर 
में लगे अन्य किसी तंत्र में न जोड़ते हए किया जाएगा । नियम 37 के उपबंध लागू होंगे । 
___ 41. वर्ग XIII के पोत जिनकी लंबाई 25 मीटर या ____ 44. डेढ़ सौ या अधिक टन के पर 500 से कम टन 
अधिक है पर 45 मीटर से कम है । 

के पोन 
( 1 ) पच्चीस मीटर या अधिक और 45 मीटर से कम 

( 1 ) ( क ) डेढ़ सौ या अधिक टन के और 500 से 
लंबाई के वर्ग 13 के पोतों पर नियम 37 ( 2 ) ( क ) , 

कम टन के प्रत्येक पोत में कम से एक अग्निशामक , पंप 
( ख ) , ( ग ) , ( घ ) ; ( . ). ( म ) तथा ( क ) उसी प्रकार 

का और पोत के किसी भाग तक पानी फेंकने में समर्थ 
लाँग होंगे जैसे ने 500 टन से कम के वर्ग VIII के पोतों पर 

प्रभार पैदा करने वाले तु सहित होज का प्रावधान 
नागू होते हैं । 

होगा । . 
( 2 ) यदि ऐसे किसी पोत का खोल लकड़ी या कांच 
प्रबलित प्लास्टिक मे बना लो तो उसके मशीनरी स्थान के 

( ख ) यदि खंड ( क ) के अनुसार लगाया गया पंप नेल 
संरक्षण के लिए अनुमची 9 की प्रक्षापेत्रों की पति फरने ज्वालित बायलरों या प्रांतरिक दहन मशीनरी स्थान के अंदर 
याले स्थिर अग्निसंदमन अधिष्ठापनों का प्रावधान होगा ; अवस्थित हैं तो ऐसे स्थान के बाहर एक वहनीय डीजल 
अंतर यह होगा कि प्रावधान किए गए मुक्त अग्नि संदमन चालित पंप या हस्तचालित पंप का प्रावधान होमा जो 
गैस का मायतन मशीनरी स्थान के कुल पायतन का कम से 5 मीटर या अधिक दूरी तक पानी फेकने माला मल प्रचार 
कम 60 प्रतिशत होगा और यदि मशीनरी स्थान इस्पात की देने में सक्षम होत्र व तु . मे मषित हो । 


-. - -- - - - - 


- -- - 


- - - - - - - - -- - - - - - 


- 


-- 


- 


- - 


- 


- - - - - 
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( ग ) स प्रत्येक पोत में भावाम मुविधा पौर मेवा पान का नगार अग्निशामक बाल्टियाँ की निम्नतम 
रो . गरक्षण में लिए गगनालीन मनीष पापित 

मंग्या 
शामों का प्रावधान होगा । 

50 टागाम 2 ( गर्ग गे एका गणित ) 
( घ ) ऐसे प्रत्येक पोत में तीन अग्निशामक बाल्टियो 50 टन या अधिक पर 
का प्रावधान होगा । 

100 टन मे कम 3( उनमें से दो लैनयार्ड मज्जित ) 
( 2 ) मन्य या सहायक नेल ज्यालित बायलरों या 

100 टन गे अधिक ( उनमें गे दो गयाई मसिन ) 
ग्रांतरिक दहन प्रसपी नोदन भणीनरी में मजिन में प्रत्येक 
पोत में प्रावधान होगा । 

46. 150 टन से कम के वर्ग 15 के पोत 
( क ) तेल पर पानी छिडकाने के लिए एक तु का ; 

( 1 ) 150 टन मे कम के और 20 मीटर या अधिक 
( ख ) कम से कम 0 . 3 घन मीटर रेत या प्रत्य गुखा 

लंबाई के वर्ग 15 के पोतों में 
पदार्थ भरे ! एक अभिग्राही पान का और उम पदार्थ में 

( क ) अग्निशामक पंपों , जल - स्त्रोतों , जल सेवा बलों , 
बांटने के लिए एक डोई का । 

होजों और तुंडों का प्रावधान होगा जो नौचालन के दौरान 
( 3 ) ऐसे पोत के किमी बायलर कक्ष में या किमी तेल 

यात्रियों और कर्मी दलों द्वारा सामान्य रूप में पहुंच 
इंधन अधिष्ठापन का कोई भाग जिम स्थान में हो उममें 

जाने वाले स्थानों तक और , खाली समय में किसी स्थोरा 
तेलजन्य आग बुझाने के लिए उपयुक्त कम से कम दो 

स्थान के किसी भाग तक पहुंचने वाला कम से कम एक 
दहनीय अग्निशामकों का प्रावधान होगा । 

जल प्रधार फैकने में भक्षम हों । 
( 4 ) से पोत के प्रत्येक मशीनरी स्थान में कम से कम 

( ख ) कम से कम एक शक्ति चालित अग्निशामक पंप 
45 लिटर धारिना वाले एक झाग अग्निशामक का या उसके 

का प्रावधान होगा जिसका प्रचालन चाहे तो मख्य इंजन मे 
समान काम आने वाले कार्बन डाई प्राक्माइड अग्निणामक 

हो मकता है , जो जहाज में रखे किसी जलोत्सर्जक होज व 
का प्रावधान होगा । 

तुड द्वारा कम से कम एक जल प्रधार दे मकता है और 

जो नियम 58 की अपेक्षाओं की पूर्ति करता है । 
( 5 ) प्रत्येक ऐसे पोत में झाग या तेलजन्य प्राग 
बझाने में उपयक्त कम से कम दो बहनीय अग्निशामकों का 

( ग ) यदि पोत वायलर या प्रातरिक दहन प्ररूपी 
प्रावधान होगा । 

मशीनरी मे मज्जित है और पिछले खंड में अपेक्षित पंप 

उसका शक्ति स्त्रोत एवं समुद्री संबंधन ऐसे बायलरों और 
45. एक सौ पचाम से कम टन के वर्ग 14 के पोत 

मशीनरी के स्थान से बाहर नहीं है तो ऐसे स्थानों के बाहर 
पचाम टन या अधिक , पर 150 टन में कम के वर्ग 14 एक जगह पर एक अतिरिक्त अग्निशामक पंप का उसके 
के प्रत्येक पोत में एक शक्तिचालित अग्निशामक पंप और शक्ति स्त्रोत तथा ममद्री संबंधन सहित प्रावधान होगा । 
पोत के किसी भाग तक पानी का प्रभार पहंचाने में समर्थ यदि ऐमा पंप शक्ति चालित है तो वह पिछले खंड की 
होज एवं तुड का प्रावधान होगा और यदि अग्निशामक पंप अपेक्षाओं की पूर्ति करेगा और यदि वह हस्तथालिन है तो 
मख्य यंत्र में चालित है तो मशीनरी स्थान के बाहर किसी उसके साथ एक होज का और 10 मिलीमीटर व्याम के एक 
जगह पर एक उपयुक्त हस्तचालित पंप का प्रावधान होगा तुइ का भी प्रावधान होगा जिनमे होकर 6 मीटर या अधिक 
जो ममद्री संबंधन और 6 मीटर या अधिक पानी फैकने दूरी तक पानी फेंकने और पोत के किमी भी भाग तक 
वाले जल -प्रधार देने में सक्षम होज व तुड से सज्जित होगा । घमाने में मक्षम जल-प्रधार निकल सके । 
इसके अतिरिक्त तेलजन्य प्राग अशाने योग्य , जल छिड़कने 
में सक्षम तुड का भी प्रावधान होगा । 

( घ ) ऐसे प्रत्येक पोत में नियम 59 की अपेक्षायों की 

पूर्ति करने वाले जल स्त्रोतों , जल सेवा बलों और जलोत्सर्जकों 
( 2 ) मख्य या महायक तेल ज्यालित यायलरों या 

का प्रावधान होगा और कम से कम दो होजों का भी 
अंतर्दहन नोदन यंत्रों से मज्जित प्रत्येक ऐसे पोत प्रावधान 

प्रावधान होगा । 
होगा : 
( क ) 0 . 3 घन मीटर रेत या तेल जन्य प्राग बुझाने 

( 2 ) बीस मीटर मे कम के ऐसे प्रत्येक पोत में 
में मक्षम अन्य भने पदार्थ भरे एक अभिग्राही पात्र का प्रौर 

मशीनरी स्थान के बाहर किसी जगह पर एक शक्ति चालिन 
पान के पदार्थ के वितरणार्थ एक डोई का । । 

या हस्नचालित पंप का प्रावधान होगा जिसके साथ एक 

स्थायी समुद्री संबंधन , 6 मीटर या अधिक दरी तक पानी फैकने 
( ख ) झाग या तेल जन्य आग बुझाने में सक्षम अन्य 

में और जहाज की किमी तरफ घुमाने में सक्षम जल प्रधार 
पदार्थ फैकने बाले कम मे कम चार बहनीय अग्निशामकों 

उत्पन्न करने वाले होज और कम से कम 6 मिली मीटर 
का । 

व्याम का तु भी लगा होगा । इसके अतिरिक्त एक फुहार 
( 3 ) ऐसे प्रत्येक पोन में निम्नलिखित सारणी के अनु सुड का भी प्रावधान होगा जो होज के माथ उपयोग करने 
मार अग्निशामक बाल्टियों का प्रावधान होगा :-- - 

योग्य हो । 
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परन्तु यदि एमा पात 15 मीटर से कम लंबाई का है या थाक में ले जाने वाले पात निर्माण एव उपस्कग म 
20 मीटर में कम लंबा ग्यला पोत है और यदि वह उपनियम संबंधित प्राई. एम , प्रो . संहिता की अपेक्षाओं के अनुसार 
3 में अग्निशामक बाल्टियों के संदर्भ में विनिर्दिष्ट अपेक्षानों जिन पोनों को थोक में द्रवीकृत गैम ले जाने का विधिमान्य 
का अनुपालन करता है तो इस उपनियम में विनिर्दिष्ट प्रमाणपत्र प्राप्त है उन पर भी यह उपनियम लाग नहीं 
अपेक्षाओं का अनपालन अपेक्षित नहीं है , और यदि पान होता । 
बाल्टियों से संबंधित उपनियम ( 3 ) का अनपालन नहीं 
करता तो दो अग्निशामक बाल्टियां अपेक्षित हैं जिनमें मे 

( 2 ) वर्ग 8 तथा 9 के 20, 000 टन या अधिक के 
एक में लैनयाई लगा हो । 

कुल भार के उन टैंकरों में जो 60 या उम मंबन २ क 

गे कम और वायमंडलीय दाब में कम के रोड बाप दाप के 
( 3 ) प्रत्येक ऐसे पोत में निम्नलिखित सारणी के कच्चे तेल या पेट्रोलियम उत्पाद या उसके बराबर भाग के 
अनुसार वहनीय अग्निशामकों या अग्निशामक बाल्टियों का खतरे वाले पदार्थों को ले जाने के उद्देश्य में बने या अन् 
प्रावधान होगा : - - 

कलित किए गए हैं उनमें अनसची 14 में विनिर्दिष्ट 

उपेक्षाओं की पूर्ति करने वाले अक्रिय गैस तंत्र का प्रावधान 
मारणी 

होगा । 
पोत की लंबाई अग्निशामकों या बाल्टियों की 

परन्तु इम उपनियम की अपेक्षाएं में रसायन टेकरी 
निम्नतम संख्या 

पर लांग नहीं होती जिनको रमायनों को थोक में ले जाने 
20 मीटर से कम 

वाने पोत के संनिर्माण उपस्करों से संबंधित आई . एम . ओ . 

संहिता की उपेक्षाओं का प्रनपालन करते हए खतरनाक 
20 मीटर या अधिक 

रसायनों को थोक में ले जाने के लिए विधि मान्य योग्यता 
- - - - - - - - 
( जब अग्निशामक बाल्टी का प्रावधान है तो कम से कम 

प्रमाण पत्र प्राप्त है तथा उन गैम वाहनों पर भी लाग 
एक में लैनयार्ड का प्रावधान होगा ) 

नही होती जिनको द्रवीकृत गैम थोक में ले जाने वाले पोतों 

के मंनिर्माण एवं उपस्करी गे संबंधित पाई . एम . ओ 
( 4 ) यदि ऐमा पोत तेल - ज्यालित बायलरों या आंतरिक 

संहिता की अपेक्षाओं के अनुसार थोक में द्रवीका गैम ले 
दहन प्ररूपी नोदन मशीनरी मे सज्जित है तो इसके अलावा 

जाने की विधि- मान्य योग्यता प्रमाणपत्र प्रान है । इन पोती 
हो वहनीय अग्निशामकों का भी प्रावधान होगा जो तेल 

में मख्य सर्वेक्षक भारत मरकार, की मंतुष्टि के अनुरूप 
जन्य प्राग को बुझाने योग्य है । 

वैकल्पिक प्रबंधों का प्रावधान होगा । 
( 5 ) बीस मीटर में अधिक लंबे . पूरे डेक वाले पोत में 

( 3 ) संयुक्त वाहनों में लोग स्थाग ले जाने की अनमनि 
एफ फायरमैन-कुल्हाड़ी का भी प्रावधान होगा । 

के लिय निम्नलिखित अनमंध है :-- - 
अनुभाग ग टैंकर 

( क ) मभी स्थौरा टंकियां कच्चे तेल म , या 60°C 
500 टन और अधिक के वर्ग 8 और 9 के टैंकर 

में कम संवत स्फरांक वाले अन्य पेट्रोलियम उत्पादों में या 

इसी प्रकार के प्राग के रहतरे वाले अन्य पदार्थों मे रहित होंगी 
47. मामान्य अपेक्षाएं 

और गैम- मुक्त होंगी या 
500 टन और अधिक के वर्ग 8 तथा 9 के प्रत्येक 

( ख ) प्रत्येक मामले में किए गए प्रबंध " अक्रिय गमों 
टैंकर पर नियम 28, 29 ( क ) , 30 से 33( 1 ) ( दोनों के लिए निर्मित निर्देश " में विनिर्दिष्ट प्रचालनामक अपेक्षाओं 
सम्मिलित ), 34 ( 1 ) तथा 36 लागू होंगे । 

के अनमार होंगे । 


- 


- - 


__ . 


. 


- - 


- - - - - 


48. म्थोग -टंकी रक्षण 

( 1 ) 500 टन और अधिक के वर्ग 8 तथा 9 के 
प्रत्येक टैंकर में एक स्थिर डेक झाग-तंत्र का प्रावधान होगा 
जो अनमूची 13 में विनिर्दिष्ट अपेक्षाओं का अनुपालन करेगा : 


( 4 ) ( क ) इस नियम के अनमार प्रावधान किए गा ! 
प्रत्येक अक्रिय गैम तंत्र का डिजाइन इस प्रकार का अभिम्प 
और प्रचालन इम प्रकार का होगा कि बाल -टंकियों सहित 
स्थोरा टंकियों का वायमंडल सदैव अज्यलनणील बना रगा । 
केवल जव सी टंकियां गम मुक्त है , तब ऐसा नहीं होगा । 


परन्तु कम उपनियम की अपेक्षाएं किसी ऐसे रमायन 
टैंकर पर लाग नहीं होती जिमको खतरनाक रसायनों को 
थोक में ले जाने वाले पोतों के संनिर्माण और उपस्करों से 
संबंधित पाई . एम . ओ , संहिता की अपेक्षाओं को अनपालन 
करते हए खतरनाक रसायनों को थोक में ले जाने के लिए 
विधिमान्य योग्यता प्रमाणपत्र प्राप्त है द्रबीकृत गैसों को 


( ख ) जब अक्रिय गैम तंत्र उपर्य का प्रचालनात्मक अपेक्षाओं 
की पति नहीं कर पाता और यह निश्चित हो जाता है कि 
मरम्मत करना अव्यावहारिक है तो स्थौरा -निम्सारण , बैलास्ट 
मोचन और आवश्यक टंकी- मफाई केवल तभी पूनगरंभ होगी जबकि 
" अक्रिय गैम तंत्र संबंधी निर्देश उल्लिखित आपातकालीन 
कार्यवाही का अनुपालन किया जाए । 
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( 5 ) उपनियम ( 2 ) के उपबंधो के होते हा भी कच्ने 

( ख ) स्थोग टंकी बुक स्तर के कम से कम दो मीटर 
नल धावन प्रकिया स टंकी की सफाई का प्रबंध वाला प्रत्येक ऊपर के निर्गम द्वार में और वाणिज्यिक पोत परिवहन ( स्योरा 
वर्ग VIII व IX का कर 

पोत मंनिर्माण और सर्वेक्षण ) नियम 1988 की छठी 
( क ) अनमचीXIV में विनिदिष्ट अपेक्षाओं वाले अक्रिय 

अनुसूची का अनुपालन करने वाली ( ज्वाला स्क्रीन के अलावा 
गम तंत्र में जिन होगा । 

अन्य ) किायों में होकर कम से कम 20 मीटर प्रति संकड 

के ऊध्वधार वेग के साथ बाहर निकाला जाता हो । जब 
( ब ) स्थिर टंक धावन मशीन में सज्जित होगा । 

निर्गम द्वार में ज्वलनशील बाष्प की मांगता निम्न चलन 
( 7 ) स्थिर प्रक्रिय गैस तंत्र से सज्जित प्रत्येक वर्ग VIII मीमा के 30 प्रतिशत तक कम हो गई हो नी बार मिश्रग 
व IX के टैकरों में बंद रिक्ति तंत्र का प्रावधान होगा । का निःसरण स्थोग टंकी क स्तर पर किया जा 
( 7 ) उपर्युक्त प्रावधानों के स्थान पर अन्य स्थिर 

सकता है । 
अग्निशमन अधिष्ठापना का प्रावधान भी हो सकता है यदि 

50. स्थोरा पंप कक्ष 
वे बड ( क ) तथा ( ख ) में उल्लिखित प्रकार में इन तन्त्रों 
के . ममान हैं : 

( 1 ) उप नियम ( 2 ) में जैमा अन्यथा उपबंधित है 

इसके मियाय 500 टन या अधिक क वर्ग VIII ब IX के प्रत्येक 
( क ) अत्रिय गैस तंत्र के स्थान पर प्रावधान किया गया 

टैंकर में प्रत्येक म्योरा -पंप कक्ष में या उसके ममान आग 
अधिष्ठापन उसके ममान नब माना जाएगा यदि वह 

के खतरे -वाले प्रत्येक पंप कक्ष में नियम 30 के खंड (1 ) ( ख ) 
( i ) समस्त ममदी यात्रा की सामान्य सेवाओं के दौरान में विनिर्दिष्ट कम से कम एक अग्निगामक तंत्र का प्रावधान 

और टंकी के अनर्गन अावश्यक प्रचालन के दौरान होगा और वह पर कक्ष के बाहर सुगमता में पहुँ । योप 
विकल स्थोग टंकियां में विस्फोटक मिश्रणो के स्थान में प्रचालित किया जाता और जहां स्थिर अग्नि गामन 
बनने में गकने में मक्षम हो । 

तंत्र कोई गैस तंत्र है तो उस स्थिति में :-- - 
( ii ) इस प्रकार अभिकल्पित हो कि स्वयं तंत्र में 

( क ) अनुसूची VII में उल्लिखित खतरा मंकन ज्वलन 
उत्पन्न स्थतिक बिजली म मभव ज्वलन- खतरे 

शील स्थोरा वाप्प में या वाय मिश्रण में सुरक्षित 
को अल्पनम बनाता हो । 

रूप में प्रयोग किए जा सकेंगे । 
( ) स्थिर इक भाग तंत्र के स्थान पर प्रावधान किया 

नियंत्रण केन्द्र पर यह मचना प्रदशित : 
गया अधिष्ठापन उसके ममान तब माना जाएगा 

( ख ) एमे अग्निशमन तंत्र के नियंत्रणों पर यह सूचना 
यदि वह 

प्रदर्शित की जाएगी कि विद्युत स्थैतिक ज्वलन 
( 1 ) छलकन - - प्राग को चलाने में सक्षम हो और 

खतरे के कारण नत्र का उपयोग केवल अग्नि 
छलके हर तल का जलने से रोकता हो और 

शमन के लिए किया जायगा , न कि क्रिमण 

के लिए । 
( ii ) छिद्रित टंकियों में प्राग को गकन में सक्षम हो । 

( ग ) यदि स्थोरा पंप - कक्ष तत्र में प्रयुक्त माध्यम अन्य 
49 म्योग टंकी रचन और/ या गैप मावन 

स्थानों में भी प्रयुक्त हो रहा है तो प्रावधान किए 
( 1 ) मन गो टन से या अधिक के प्रत्यक वर्ग VIII 

गए माध्यम की मात्रा या उसके छोड़ने की दर 
तथा IX के टैंकरों में रेचन या गैम मोचन या दोनों का 

मबसे बड़े खंड के लिए अमेसिन अधिकतम मात्रा 
प्रबंध इस प्रकार होगा कि ज्वलन शील बाप्पी के वायमंडलीय 

या दर से अधिक नहीं होगी । 
निम्मरण में और ज्वलनशील मिश्रणों के स्थौरा टंकियों में बनन 
मे उत्पन्न प्राग के खतरे को अल्पतम बनाया जा मरे । 

( 2 ) उन रमायन टेंकरों में जिनको थोक में खतरनाक 

रसायनों को ले जाने का विधिमान्य योग्यता प्रमाणपत्र प्राप्त 
( 2 ) जब इस प्रकार के टैकर में अक्रिय गैस तंत्र का 

है , यदि उपनियम ( 1 ) में उल्लिखित स्थिर अग्निशमन तंत्र 
प्रावधान हो तो उसे पहले अनुसची XIV के पैरा ( 13 ) के 

एक गम संत्र है तो उसकी मांदना थोक में खतरनाक पदार्थ 
उपबधों के अन्नमार तब तक रचिन किया जाएगा जब तक कि 

ले जाने वाले पोतों के मंनिर्माण एवं उपस्करों से संबंधित 
स्थोग टंकी के हाइड्रोकार्बन बाप्पों की प्रायतनिक सांद्रता 

मंहिता में विनिर्दिष्ट प्रकार की होगी । 
2 प्रतिशत में नीचे तक न लाई गई हो । उसके बाद का 
निकास स्थोग टंकी ईक के स्तर तक हो मकता है । 

51. फायरमैन विलगन वाल्व 
( 3 ) जब ऐसे टकर में अक्रिय गैस तत्र का प्रावधान 

पांच सौ टन या अधिक के वर्ग VIII ब IX के प्रत्येक टैंकर 
नही तो प्रचालन ऐसा होगा कि ज्वलनशील बाप्प प्रारंभ में : 

में पृष्टान पर एक मुक्षित स्थान में और टंकी डेक पर 40 
( क ) मा रक्षा अभिममय के अध्याय 11- 2 के विनियम गीटर गा कम अंतगल पर गल बात पर बिलगन वाल्व 
5 ) में विनिदाट नि . गार में बाहर निकाला जाता , लगाए जाएंगे ताकि प्राग में लगने पर या विस्फोट होने पर 
या 

जल स्रोत तंत्र की अखंडता बनी रहेगी । 
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52. फायरमैन परिधान 

डी मटर त्याम के एक वृत्त के क्षेत्रफल के समान 

क्षेत्रफल के एक वृत्त में पांच मिनट तक के लिए 
पांच सौ टन या अधिक के वर्ग VIII या IX के प्रत्येक टेकर म 

कम से कम 6 लिटर प्रति वर्ग मीटर की दर म 
अनुसूची VI में विनिर्दिष्ट अपेक्षानों की पूर्ति करने वाले कम म 

झाग छोड़ने में समर्थ हो । 
कम चार फायरमैन परिधानों का प्रावधान किया जाएगा 
जो इस प्रकार भंडार में रखा जाएगा कि ये आसानी से निकाले 

स्पष्टीकरण : इस नियम के संदर्भ में ही एकल मुख्य 
जा सके और तत्काल उपयोग के लिए तैयार रखे गए हों । रोटर याले हेलिकाप्टर के लिए हेलिकाप्टर की अग्र और 
एक से अधिक परिधान रख हों तो वे परस्पर पर्याप्त दूरी पश्य रेखाओं में मुख्य रोटर और पश्च राटर के बीच की 
पर रहेंगे । 

दुरी है और उत्तरोत्तर रोटर वाले हलिकाप्टर के लिए दोनो 

रोटरी के बीच की दूरी : 
53. 500 टन से काम के वर्ग VIII के टैंकर 

( ग ) कम से कम 10 किलोमीटर की कुल धारित ! 
( 1 ) 500 टन से कम के वर्ग VII के प्रत्येक टेकर पर 

वाला एक कार्बन डाइ आक्साइड अग्निशामक 
नियम 37 , 49 और 50 लाग होंगे । 

जो इस प्रकार मज्जित होगा कि उसका प्रयोग डेक 
( 2 ) नियम ( 1 ) में विनिदिष्ट अपेक्षाओं के अतिरिक्त 

पर काम करने वाले किसी भी हेलिकाप्टर के 
प्रत्येक ऐसे टैंकर में कम से कम एक चल माग 

इंजन - क्षेत्र पर किया जा सके । 
साधिन का प्रावधान होगा जो सरल प्रचालन 

( 2 ) जल मेवा नलियो, जल स्रोतों, होजों और तुडा 
द्वारा स्थोरा- बहुत स्थानों में शीघ्रता से झाग डालने 

का प्रबंध इस प्रकार होगा कि कम से कम दो 
में समर्थ हो । 

जल प्रधार हेलिकाप्टर डेक के किमी भाग पर 
54. 150 टन या अधिक , पर 500 टन म कम के वर्ग IX 

और उन ईधन - भंडारण टकियों और सबद्ध पंगा 
के टंकर 

और नलों के किसी भी भाग पर पहुंच ममें ज . । 

हेलिकाप्टर में इंधन भरने की सुविधा का 
नियम 37 , 49, 50 तथा 53 के उपनियम ( 2 ) के 

प्रावधान किया गया हो । 
उपबंध 150 टन या अधिक, पर 500 दन से कम के वर्ग 
IX के टैकरों पर लागू होंगे । 

( 3 ) हलिकाप्टर ईंधन पुनर्भरण सुविधा वाले प्रत्येक पोन 

में इन नियमों में विनिर्दिष्ट वहनीय अग्निशामको 
55. 150 टन म कम के वर्ग IX के टैंकर 

के अलावा इंधन -भंडारण टंकियों , संबद्ध पंपों और 
____ 150 टन से कम के वर्ग IX के टैकरों पर नियम 38 और 

नलियों के निकट कम से कम दो ऐसे वहनीय 
नियम 53 के उपनियम ( 2 ) के उपबंध लागू होंगे । 

अग्निशामकों का प्रावधान होगा जो ईधन जन्य आग 
5G. वर्ग X के टैकर 

बुझाने के लिए उपयुक्त हो । 

58. अग्निशामक पंप 
500 टन या अधिक के वर्ग X के टैकरों पर नियम 
35 , 475 51 के उपबंध लाग होंगे ; 150 टन या अधिक 

( 1 ) ( क ) इन नियमों के अन्तर्गत अपक्षित प्रत्येक 
और 500 टन से कम के ऐसे टैकरों पर नियम 54 के उपबंध 

अग्निशामक पंप का प्रचालन यदि स्पष्ट रूप से अन्यथा उप 
और 150 टन से नीचे के ऐसे टैकरों पर नियम 55 लाग 

बंधित न किया गया हो तो पोत के मुख्य इंजन में अलग 
हो । 

किसी शक्ति साधन स किया जायेगा । पोत परिवहन महा 

निदेशक मफाई वेलास्ट बिन्ज या सामान्य मया पंपो का भी 
परन्तु 500 टन से अधिक और 2000 टन म कम के अग्निशामक पंप के रूप में स्वीकृति दे सकते है यदि ये पंप 
टेकरी पर नियम 48 के उपनियम ( 1 ) के स्थान पर नियम सामान्य रूप में तेल पंप करने के काम में न लिए जाते हो 
53 के उपनियम ( 1 ) को भी लागू किया जा सकता है । और यदि कभी कभी लिए जाते हों तो उपयुक्त परिवर्तन 
अनुभाग घ-विविध 

व्यवस्थाओं का प्रावधान हों और परिवर्तन स्थान पर प्रचालन 

निर्देश प्रदर्शित किया गया हो । 
57. ईधन- सुविधा सहित या रहित हेलिकाप्टर- अवतरण के 

( ख ) ( 1 ) प्रत्येक ऐसे यात्री पोस में जिसमें शक्ति चालित 
लिए प्रावधान किए गए पोत 

अग्निशामक पंपों का प्रावधान अपेक्षित है से सब पंप 
हेलिकाप्टर डेक से सज्जित किसी भी वर्ग के पोत में ( आपातकालीन अग्निशामक पंपा को छोड़कर ) एक साथ 
निम्नलिखित वस्तुग्रा का प्रावधान होगा और उन्हें उस डेक उपनियम ( 2 ) में विनिदिष्ट स्थितिया और दाब पर उतना 
के पहंच मार्ग के निबाट रखा जाएगा । 

या अधिक पानी अग्निशमन के लिए देने में समर्थ ोग जितना 

कि याणिज्य पोत परिवहन (यात्री पोती का संनिर्माण एवं 
( क ) सुखा चूर्ण अग्निशामक - 45 किलोग्राम या अधिक 

मर्वेक्षण ) निगम 1991 के भाग । के अनुपाना में पांत ग 
( ख ) मानिशा पार झाग तैयार करने वाली शाखा 

लगाए गए बिल्ज पंपों द्वारा दिए जाने वाले पानी का दो 
नलियों वाला एक उपयुक्त झाग - प्रदायक तंत्र जो 

सिहाई हो । 


- - - 


- - - - 


[ भाग [ [---रर 3 (i ) भारत का मापन प्रगम, 11 1990 भायण 20, 1911 

2073 
-- - :" - - - - - - - -- - -- - 

- -- - - - -- - - - - --- - - - -- --- - . - : - . . : - --- - -- - - -- - - --- 
( ii ) यात्री पोत के अलावा प्रत्येक गेम पोत में जिममें 

( iii ) प्रत्येक ( आपातकालीन अग्निशामक को छोड़कर 
शक्ति - चालित अग्निशामक पा का प्रावधान अपेक्षित है । 

अन्य ) शक्ति अग्निशामक पंप पात के किसी भी 
मभी पंप ( आपातकालीन अग्निशामक पंपो को छोड़कर ) 

जल स्रोत या स्रोतों में इन नियमों के अन्तर्गत 
एक माथ उतना पानी अग्निशमन के लिए देने में ममर्थ होग 

जहाज क वर्ग और टन भार के अनुसार अपेक्षित 
जितना कि निम्नलिखित मूत्र के अनुसार प्राप्त पानी में कम 

न्यूनतम संख्या में प्रधार उत्पन्न करने में ममर्थ 
नहीं होगा । 

होगा और साथ ही उप नियम ( 2 ) में अपेक्षित 
घन मीटर प्रति घट के मानाया में पानी की मात्रा d ! 

दाब भी बनाए रखे । 
जहां । 

( iv ) प्रत्येक से पोत में , जिसमें मशीनरी स्थान में 
( क ) जिन प्रोता में एक में अधिक ( आपातकालीन 

व्यक्तियों द्वारा निरतर काम करते रहने के बदल 
अग्निशामक पंपो को छोड़कर अन्य ) अग्निशामक 

म्वचालित और दर -सदनात्मक तन्त्र का प्रावधान 
पंप लगना अपेक्षित है उनमें C = 5 और जिनमें 

किया गया हो , ऐसी व्यवस्था रहेगी जिममे स्रोत 
एक ही पंप का लगना अपेक्षित है उनमें C = 2. 5 

म निश्चित दाब में या तो स्थायी दाबकरण में 

या म्थानो पर रख दूर संवेदी प्रारंगण में तुरन्त 
( ख ) d = 1 + () . {06( ALB + D ) निकटतम (0 . 25 

जल प्राप्त होन। मुनिश्चित किया जा सके । 
तक जहा 
L = ग्रीष्म भार जल रेखा पर मुख भाग के अग्र 

( v ) यदि य पप जल नीता जल मव । बला, जलात्म 
में कर्ण स्तम्भ के पश्च भाग तक की पति मोहगें 

जको और होजो के डिजाइन -दाब में अधिक 
में लंबाई । यदि कर्ण स्तम्भ नहीं है तो यह 

दाब उत्पन्न करने में सक्षम हों तो में सभी 

पंपा के साथ मोचन वाल्वों का भी प्रावधान 
ल बाई मख भाग के अन म कर्ण स्तम्भीय अक्ष 
के मग्न भाग ( यदि यह अतर ज्यादा हो ) तक 

होगा परन्तु यं वाल्ब इस प्रकार रखे और 
मापी जाती है । 

ममायोजित किए होंगे कि वे जल - स्रोत संत्र में 

कही भी अत्यधिक दाव उत्पन्न न होने दें । 
B = पोत की अधिकतम ममेकित चौड़ाई -- मीटगे में 

( vi ) जल स्रोत म मयोजित प्रत्येक अपकेन्द्री पंप म 
D = बीच में स्थित दीवाल डेक तक की पीत 

_ nक अप्रत्यागामी वाल्व लगा होगा । 
ममेकिन गहराई मीटग में । 
परन्तु अग्निशमन के लिए किसी भी ऐसे जहाज में 

( vii ) वर्ग I, II , III या IV के प्रत्यक पोत में उसके 

मंघटन दीवाल के पr nक प्रापातिक अग्निशामक 
अग्निशामक पंपा की कुल धारिला 180 घन मीटर प्रति घंटे 
से अधिक होना अपक्षित नहीं है । 

पंप लगा होगा । 
( ग ) प्रत्यक म पात में जिमम इन नियमों के अनमार 

( 2 ) कोई भी अग्निशामक पंप तब तक नियम 59 
एक म अधिक ( आपातकालीन अग्निशामक पप 

के उपनियम ( 1 ) में अपेक्षित जलराशि पात 
को छोड़कर ) शक्तिचालित पंप का लगाना 

के किमी भाग पर नियम ( 6 ) में विनिर्दिष्ट 

आकार के तुडा द्वारा दे रहा हो तो वह किसी 
अपेक्षित है प्रत्यक एम पप की धारिता इस मुत्र 
में प्राप्त धारिता में कम नहीं होगी - उप नियम 

भी जलानमर्जक पर निम्नलिग्नित दाब बनाए रम्ने 

में समर्थ होगा । 
( ख ) के खंड ( 1 ) म अपेक्षित कुल धारिता 
का 80 बटे इस नियम के अनुसार अपेक्षित 

( क ) किसी भी यावी पात में जो 
कम से कम पंपों की संख्या । यह धारिता 

( i) 1000 टन या अधिक का हो , 
किमी स्थिति में 20 घन मीटर प्रति घंट से कम 

3 . 1 ( 0 . 31 न्यूटन वर्ग मि . मी . ) 
नहीं होगी । 

( ii ) 1000 टन या अधिक का हो और 4000 टन 
यदि इस प्रकार के किसी पोत में इन नियमों मारा 

म कम का हो , 
विनिविष्ट संख्या में अधिक शक्तिचालित अग्नि 
णामक पंपों का प्रावधान है तो मख्य मर्वेक्षक , 

2. 7 बार ( 0. 37 न्यू ला /वर्ग मि . मी . ) 
भारत सरकार इनमें से किसी भी अतिरिक्त 

jii ) 1000 टन से कम का हो , 
१ की धारिता का कल अपेक्षित धारिता के 

2 . ] बार ( (). 21 न्यूटन / वर्ग मि . गी . ) 
80 % बटे पंपों की कम म कम अपेक्षित मच्या 
मे कम होने की अनुमति दे सकता है परन्तु 

( ग्य ) यात्री पीत के प्रवाला कोई पोल जी 
यह धारिता की 25 य . गी . पर भी 

{ i ) 000 गा गा , 
कम नहीं होगी । 

2 . 7 बार ( 0 . 27 न्य . वर्ग गि . . ) 


सके । 
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( ii ) 10 (0 (0 टन या अधिक का हो , 

( iii ) मणीनरी स्थान के और उस स्थान के बीच 
2 . 5 बार ( 020 वर्ग मि . मी . ) 

जहां पापालिक अग्निशामक पंप और उसका 

शक्ति स्त्रोल अग्थिन हो कोई सीधा मार्ग 
( iii ) 1000 टन में कम का हो , 

नही होगा । जब यह व्यावहारिक नही है तो 
2 . 1 बार ( 0. 21 न्यु मि . मी . ) 

जिन दो अन्य मार्गों की अनुमति दी जा सकती 
परन्तु किमी जलात्मक पर अधिकतम दाब उस दाब 

है वे है एक बाय पाश , जिनके दो दरवाजों में 
में अधिक नहीं होगा जिस पर अग्निशामक होज का कार्य 

ग प्रत्येक स्वयं ब्रद होना हो , या एक जलरोधी 
कारी दाब निशित किया जा सके । 

द्वार जो मशीनरी स्थान और आपातिक पंप 
( 3 ) श्रापालकालीन अग्निशामक पप अन मोदिन प्रपी 

वाल स्थान - - दोनी में ही किसी स्थान में खोला 
होगा । वे स्थिर स्वतः द्रवान्वयन और स्वतंत्रता 

और बंद किया जा सकता हो और इन स्थानों 
चालित प्रकार के होंग और ये दो जन-प्रधार 

में आग लगने पर इसके कट जाने की संभावना 
देने में मकाम होंगे । इस पंच की धारिता इन 

न हो । इन स्थितियों में पंप और शक्ति स्वीत 
नियमों के अनुसार अमेक्षिा ममी पंथों की कुल 

वाले स्थान में प्रवेश के लिए एक अतिरिक्त 
क्षमता धारिता के 40°में काम नहीं होगी 

मार्ग का भी प्रावधान होगा । 
और किसी स्थिति में यह 25 घन मीटर प्रति 

( iv ) प्रापातिक अग्निशामक पंप के स्वतन्त्र शक्ति स्त्रोत 
घंटे में नीच न जाएगी और साथ -साथ 2 . 5 

वाले स्थान की मवातन व्यवस्था ऐसी होगी 
बार ( 0 . 25 न्यल/ वर्ग मि . मी . ) का दाब भी 

कि जहाँ तक व्यवहारिक हो किमी मशीनरी 
बना रहेगा । पा की कुल प्रच्पण दाबोच्चता , 

म्यान में धुएँ के प्रवेश या चषण की वर्जना हो 
गया के दौरान पाने वाली काट छांट की हर दशा 
में कभी भी 4 . 5 मीटर में अधिक नहीं होगी 

( 4 ) भाग पानी में जिनम मामान्य मवा पंप , 
और चपण नलिया इस प्रकार अभिकम्पित होंगी 

बिल्ज पप बैलास्ट पंप जैसे अन्य पंप भी मशीनरी स्थान 
कि चषण जन्य हानि अल्पनाम हो । पानी 

में लगे हो यह निश्चित किया जाएगा कि इनमें से कम 
शक्ति का स्रोत और उसका अवस्थान निम्न म कम एक पंप उपनियम ( 1 ) ( 6 ) और ( 2 ) के अनुसार 
लिखित प्राओ की पूर्ति करेंगे । 

अपेक्षित दाब और धारिता के साथ जल स्त्रोत तक पानी 
( 1 ) पंप का कोई भी डीजल चालित शक्ति -स्त्रात पहचाने में भक्षम होगा । 
OC तक की शीन अवस्था में ही हस्नीकन में 

59. जल -स्नान , जल संवा पाठप 
तुरत चाल करने योग्य होगा । यदि यह अव्यावहा 

और जलोत्सर्जक : 
कि हो या और अधिक निम्न ताप की स्थिति 

इन नियमों में जिन जल-माइपों और जन-स्त्रोतों का 
पा सकती है ना मान्य सर्वेक्षक भारत सरकार 

का प्रावधान अक्षित है वे सब इस प्रकार रम्न जाएंगे कि 

नियमों की अन्य पक्षाओं के अनुपालन के साथ माथ अग्नि 
द्वारा अपमादिन तापन -व्यवस्थाओं के प्रावधान 
और अनुरक्षण पर ध्यान दिया जाएगा ताकि 

शामक होज़ आमानी से उनसे यग्मित भी हो सके । 
तुरंत प्रवर्तन निश्चित रहे । यदि हस्लकन 

( 1 ) म प्र - क पोन में जिसमें शक्ति चालित पदों 
अध्यावहारिक हो तो मुग्न्य सर्वेक्षक भारत सरकार 

का लगना अक्षिा है , जन स्वान , जल-मेवा नलियों और 
दूसरे प्रकार की ऐसी प्रवर्तन विधि की अनुमति 

उनम संबद्ध किए जाने वाले जलोत्सर्जको का व्याम इन नियमों 
दे सकता है जिसमें कि 30 मिनट की अवधि 

के अनुमार यदि 
में कम से कम 6 बार और पहले 10 मिनट 
में कम म कम दो बार डीजल चालित शक्ति 

( क ) एक ही पप अपेक्षित हो तो उसगे 
स्त्रोन प्रतित हो जाएं । कोई भी मेवा ईंधन 

( ख ) दा पप अपेक्षित है तो दोनों के एक माथ प्रचालन 
ट की इतनी भरी रहेगी कि कम से कम तीन 

म 
घटे तक पूरे लोड पर पंप को चाल रखा जा 

( ग ) और दो में अधिक पप अपक्षित हो तो मभी में 
मवे । मशीनरी स्थान के बाहर आवश्यक 

से सबसे बड़े दो पंपों के एक माथ प्रचालन से उत्पन्न अधिक 
रिजर्व ईधन भी प्राप्त होगा ताकि मुख्य मशीनरी 

नम जल के मुचारू वितरण के लिए पर्याप्त होगा । 
स्थान को अतिरिक्त 15 घंटों के लिए पूरे लोड 
पर पप चाल रमाने की क्षमता प्राप्त हो सके । 

परंतु यावी पोत को छोड़कर अन्य किसी भी पोत म 

जल स्त्रोत और जल मवा पाइपा का व्यास केवल 140 
( 11 ) आपातकालिक अग्निशामक पप के मूल गति 

घन मीटर प्रति घंटे के वितरण के लिए गर्याप्त होगा । 
उत्पादन का प्रवर्तन करनेवाला हत्था इस प्रकार 
रयाजान किया ना होगा कि आगा. 

2 ) नि म पर स्थोरा । जाने में उ. 
तिक ममय में वह प्रामानी से रुका जा सके । जलोत्सर्जकों को प्रात्यति इस प्रकार होगी कि वे पाइपों 
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बाग तुरल प्रापण योग्य हाग और घं हम प्रकारमा जान जल -प्रधार (जिनमें 4 ) अधिच्छिन होज़ म आता हो ) 
होग कि वे ग्थोग की तर ) में होनेवाले नरेन बन FT की लाल मिथति में कर्मीदल और पानिगा रे गावान्य 
मांग । जहाँ घर के पाइप लाइन खले देवः पर , हम प में पहुँचने योग्य भाभी म्याना में और निक्रिय अवस्था में 
प्रकार के दो लाइन बिछे प्रावधान होंगे । 

स्थौरा स्थान के किसी भी भाग में जल द मकै । ये किमी 

पार ओ . ग्रार ओ . स्थानों में या विशेष संवर्ग के स्थानां 
( 3 ) जल पाठप ऐगी सामग्री में बने होंगे जो ताप के 

में भी जल देगे । विशेष संवर्ग में स्थानों के हर भाग में 
कारण अप्रभावी न हो जाती हो । वे ढलवां लोहे के न 

दोनों प्रधार पहुँचगे । इसके अलावा ये लोत्सर्जक , संरक्षित 
बन हों और यदि तुलचों लोहे या इम्पान के बने हो तो या 
तो वे गैल्वनित हों या उनकी दीवार की मोटाई मंक्षारण 

स्थानों के पहुँच मार्ग के निकट स्थित होंगे । 
छट के लिए आवश्यक वृद्धि प्रावधान हो । 

( ख ) इन नियमों ताग अपेक्षित शर्ता के अधीन यदि 
( 4 ) जलोत्सर्जक इस प्रकार रखे जाएंगे कि अग्निशामक 

कोई पोत एक जल -प्रधार छोड़ने के लिए बाध्य है नो पात 
होम उनमे आमानी मे यग्मित किए जा सकगे । 

की चाल अवस्था में यात्रियों और कर्मीदल की पहँच के 

प्रत्येक स्थान तक और खाली हो तो भडार कक्ष या स्थोग 
( 5 ) मुख्य अग्निशामक पंप या पंपी वाने मशीनरी 

स्थान के किसी भाग तक एक अविच्छित होज़ द्वारा एक 
म्थान के अंदर स्थित जलस्त्रोत के अंश को उसके अन्य 

जल प्रधार पहुँचाने के लिए पर्याप्त संख्या में और उचित 
अंशों में अलग करनेवाले बिलगन वाल्ब मशीनरी स्थान के 

अवस्थिति में जलोत्सर्जक रखे जाएंगे । । 
बाहर यासानी से प्रापणीय और मान्य स्थितियों में रखे 
जाएंगे । जल-स्त्रोत एम प्रकार रखा जाएगा कि जन बिलगन 

( ग ) यात्री पोत के भावाम निधा स्थान मेवा स्थान 
याल्व बंद किया जाता है तो मशीनरी स्थान के अंदरपाल और मशीनरी स्थान में जलोत्सर्जकों की संख्या और स्थिति 
जलोत्सर्जकों को छोड़कर पोत के शेष सभी जलो मर्जकों का इम प्रकार होगी कि जब मभी जनरोधी द्वार और मध्य 
इम मशीनरी स्थान के अंदर न जाने वाले पाइपों द्वारा जल ऊधिर दीवार के सभी द्वार बंद रहते हैं तब खंड ( क ) 
दिया जा सकता है । यदि मशीनरी स्थान, पोत के मध्य और खंड ( ग्न ) की मभो अपेक्षाओं का अनुपालन हो जाता 
में अनदैर्ध्य स्थित हो तो जल-स्तोतों में भी बिलगन वाल्व 
का प्रावधान होगा ताकि पोत के दोनों मिगे के जल स्त्रोत 

60. अग्निशामक होज़ 
एक माथ और एक दूसरे से स्वतंत्र रूप में चाल किए जा 
मकें । परंतु विशेष परिस्थितियों में प्रापातिक अग्निशामक 

( 1 ) इन नियमों के अनोन प्रावधान किए गए होजों 
पंप के चूषण और निम्मरण पाइपों के थोड़े से अंश के की लंबाई 18 मीटर में अधिक नहीं होगी । प्रावाद म्यम्य 
मशीनरी स्थान के अन्दर में भी ले जाने की अनुमति दी जा 27 मीटर या अधिक की संचकित चौडाईवाने पोतों में 
सकती है यदि उसको बाहर में ले जाना अव्यवहारिक हो बाहरी अधिनियों और म्योग म्धानों में प्रयक्त होना की 

और जल स्रोत की अखंडता की सुरक्षा के लिए पाइपों को लंबाई 27 मीटर में अधिक नही होगी । होश मटकर बने 
इस्पात के कवचा में तका गया हो । 

हुए मन, कैनवाप पा प्र -य अनुमोदित पदार्थ के होंगे 

और यग्मनों , शाखा-बनिया तथा अन्य साज -सज्जाओं एवं 
( 6 ) जल मेवा पायपों से पेंच- उत्थापक प्रकार के जलोत 

माधारण तुडों या द्विदेशी तुडो मे मन्जित होंग । 
मर्जक वाल्व या , कांक लगे होंगे और इस प्रकार व्यवस्थित 
होंगे कि उसमे यग्मिन अग्निशामक . होज पंप के चाल रहते 

( 2 ) मा प्रत्येक होज़ औजारों और साज -मजाओं 
हटाया जा मकता है । 

महिल उन जलोत्पर्जकों या संबंधनों के निकट किमी दर्शनीय 
( 7 ) अग्निशमन तंत्र की सभी जल पाइपों में तुपारपान 

स्थान पर रग्या जाएगा जिनके माय इसका प्रयोग होता है । 
के मौसम में प्रयोगार्थ निकाम -वाल्वों या टोंटियों का प्रावधान 

यात्री जहाजों के अंदम्लो भागों में अग्निगामक हाज मर्वदा 
होगा और ये इस प्रकार रखे जाएंगे कि उनको स्थौरे में 

जलोत्सर्जकों में जड़ा हुश्रा रहेगा । अस्तर रहित होज का 
हानि न पहुँचे । 

व्याम 64 मि . मी . या अधिक रहेगा और अम्तरदार का 

45 मि . मी . या अधिक । परंतु भारत सरकार का मस्य 
( 8 ) यदि पोत के प्रत्येक जलोत्सर्जक के लिए एक एक 

मर्वेक्षक 500 में कम टन के जहाजों में कम व्यास के होजों 
होज़ और एक एक त ड का प्रावधान न हो तो युग्मनों और 

की भी अनुमति दे सकता है । 
नुडों की संपूर्ण परपर विनिमयता होगी । 
( 9 ) टैंकरों में अग्रों में सुरक्षित स्थानों पर और टेक 

( 3 ) इन नियमों के अनुपालन में प्रावधान किए गए 
डेक पर 40 मीटर या कम की परस्पर दरी पर जल - स्रोत 

होजों का प्रयोग अग्निशमन के लिए अभवा अग्निशमन अभ्याम 
में लिगन वाल्न लगाए जाएंगे ताकि प्राग या विस्फोटन 

या सर्वेक्षण के दौरान अग्निशमन - उपस्कग की जाँच के लि । 
की स्थिति में जल- स्रोत तंत्र की अखंडता अमेंचर रखी जा 

ही किया जाएगा , न किसी अन्य प्रयोजन में । 
मके । 

( 4 ) छत्तीस में अधिक यात्रियों को ले जानेवाले यात्री 
( 10 ) ( क ) जलोत्सर्जकों की संख्या और अवस्थिति उम 

तो के प्रांतरिक भागों में अग्निशामक होज मदा जलो गर्जकों 
प्रकार होगी कि एक ही जलोत्सर्जक मे न निकलने वाले दो • लगे रहेंगे । 
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( 3 ) न नियमा बः अनपालना सावधान विन गर 
( 1 ) नियमों के अनगार मिल गौतों शक्ति पानीग हेलोगनीत दाइलोकानी . . 
चालित पपा का प्रावधान अपेक्षित है उनम । । मि . मी . , 
11, मि . मी . 

( क ) की धारिता 7 कि . ग्राम देलोजनीकृत हाडो 
और I ) मि . मी . या उनमे यथा संभव 

कार्बन से कम नही होगी । 
निकटतम व्यास के तुडो का प्रावधान होगा । यदि अग्निशमन 
के लिए पानी के प्रावधान में संबंधित इम नियम के उपबंधों 

( त्र ) में अग्निशामक माध्यम के रूप में प्रोमोक्लोरो 
का अन्यथा अनुपालन हुअा है, तो अधिक ब्याम के तलों का डाइफलओगे पलगे मथेन ( बी . मी . एफ )/ हलान 1211 ) 
भी प्रावधान हो सकता है । 

या प्रोमोदाई फलुओरो मन का प्रयोग किया जागा । 
( 2 ) मशीनरी स्थानों और बाहरी स्थानों के लिए 

( 4 ) इन नियमों के अनुपालन में प्रावधान यिाए गए 
तुडों का व्याम पम प्रकार होगा कि नियम 58 के उपनियम 

उपनियम ( 2 ) व ( 3 ) म विनिर्दिष्ट अग्निशामका के अति 
( 1 ) के खंड ग ( 1 ) में अनमत सव में छोटे अग्निशमक 

रिकन अन्य वहनीय अग्निशामकों की क्षमता 9 लिटर तरल 
पम्प म निकले क्रम में कम जल प्रधागे में अधिक से अधिक 

नोग्नशामको की क्षमता में कम नही होगी । 
जन प्राप्त हों , परन्स होश का व्यास 19 मि . मी . से अधिक 
नही । 

( 5 ) इन नियमों के अनुपालन में प्रावधान किए गए 

वहनीय अग्निशामक ---- 
( 3 ) श्रावाम म विधा और मेया स्थानी के लिए तूचों 
के व्याम का 12 मि . मी . में अधिक होना अपेक्षित नही 

( क ) पूर्णतः चार्ज की गई अवस्था में 25. 5 कि . ग्राम 
से अधिक भार का नहीं होगा और उतना ही वहनीय होगा 

जितना कि पाक 13. 5 लिटर का तल अग्निशामक । 
( 4 ) प्रत्येक पेमा तुड तल जन्य आग को बनाने योग्य 
एक जल फहार में और एक माधारण जन -- प्रधार मे मजिगन 

( ख ) जो किमी पोत के प्रावाम मविधा या सेवा स्थान 
होगा और उसमें बंद करने की मविधा भी होगी । 

- प्रयोग में पाने वाले हैं, उनकी प्रवालन विधि जहां तक 

भावहारिक हो एक समान होगी । 
__ (62 अन्य अग्निशमक तंवों के लिए जल -पम्पों की 

( 6 ) में अग्निशामक जिनका शमनकारी पदार्थ दबाव 
अवस्थिति और व्यवस्था 

र रखा गया हो , आत्राम राविधा स्थानों में प्रयोग के नि 
इन नियमों के अन्तर्गत अन्य अग्निशामक तंत्रा में प्रया नही रखे जाएंगे । 
गार्थ जल के प्रावधान के लिए प्रक्षिन पम्न उनके शक्ति 
स्रोत और उनके नियंत्रण , उन तंत्रों द्वारा म रक्षा प्रदान किए 

परन्तु शाक चर्ण अग्निशामक इन नियमों के अनुपालन 

में प्रावास सुविधा स्यानों, मेवा म्यानी या मशीनरी स्थानों 
गार स्थान या स्थानों के बाहर अधिष्ठापित होंगे और इम 
प्रकार व्यवस्थित होंगे कि इन स्थानों पर लगी पाग ग 

में रखे जा सकते है , वगर्ने कि उसकी गामा इनमें में प्रक 

थान में प्रावधान के लिए प्राझिन कुन प्रतिगामकों की 
किमी तंत्र को निष्क्रिय नही करेंगी । 

पस्या के आधे में अधिक नहीं होगी । 
6 . अग्निशामक 

( 7 ) जिन पोता में ये नियम लाग होते हैं उनमें से 
( 1 ) इन नियमों के अधीन प्रावधान किए गए झाग , कमी में भी प्रयोगार्थ प्रावधान किर गा अग्निशामका में 
कार्बन डाई आक्माइड व पक चर्ण के अवहनीय अग्निशामकों रखे रहते समय या प्रयोग के दौरान व्यक्तियों को नकमान 
की संरचना अनुसूचियों II , II और IV की विनिदिष्टयों के देने घाली गैम छोड़ने वा ना कोई अग्निशामन माध्यन नहीं 
अनमार होगी । 

रहेगा - - 
( 2 ) ( क ) इन नियमों के अनुपालनार्थ प्रावधान किए 

( 8 ) इन नियमों के संदर्भ - - 
गा ( कार्बन डाई आकमाइड और चूर्ण अग्निशामक को छोएकर 

( क ) कार्बन डाई प्रासाइड या हलोजनीक अग्नियामकों 
अन्य ) वहनीय अग्निशामका की धारिता यदि वे जल निम्यारी 
हो ता 13 . 5 लिटर में अधिक और ५ निटर से कम नही 

को छोड़कर अन्य किसी अग्निशामक की धारिता शामक 

माध्यम का वह अधिकतम आयनन या मार मानो जाती 
होगी । 

जो अग्निगामकों के उचित प्रवानन को म निश्चित करने के 
( ख ) इन नियमा के अनुपालनार्थ प्रावधान किए गए लिए अपेक्षित रवाली जगर को छोटकर जो प्रायतन या भार 
वहनीय कार्बन डाई श्रापमाई अग्निणानकों की धारिता 

उसमें ग्रा मकता है । 
1 . 5 कि , ग्राम कार्बन डाई ग्रामाइड मे कम नहीं होगी । 

( स्य ) कार्यन हाई प्रास्माइ या हैलोजनीकन अग्निशामका 
( ग ) पन नियमा के अनुपालनार्थ प्रावधान किए गए 

की धारिता कार्बन डाई आक्सारइ या हैलोजनीन हाइडो 
शक चूर्ण अग्निशामको की धारिता ! . 5 कि . ग्राम गः कार्यन का वह भार माना जाएगा जितना कि उ कटिबंधीय 
चूर्ण में कम नहीं होगी । 

जलवायु में सुरक्षित संप में अग्निशामक में रखा जा सके । 
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( 9 ) वहनीय कार्बन डाई आक्साइड और हैलोजनीकृत 
हाइड्रोकार्बन अग्निशामक , प्रावास स विधा स्थानों में नहीं रख्ने 
जाएंगे : 


__ परन्तु इन नियमों के अनुपालन में यदि इस प्रकार के 
अग्निशामको रेडियो-कक्षों, स्विच पटलों और अन्य ऐसे स्थानों 
में रखे गए हैं तो इस प्रकार रखे गए अग्निशामकों द्वारा 
व्याप्त स्थान का प्रायतन ऐसा होगा कि वह निस्सरण के 
कारण उत्पन्न हो सकने वाले वाष्प की सांद्रता को कुल स्थान 
के 5 प्रतिणन या उससे कम तक सीमित रख सके । 

स्पष्टीकरणः --- उस नियम के संदर्भ के कार्बन डाई आक 
साइड का आयतन 0 . 56 घनमीटर/ कि . ग्राम हैलोन 1301 
का 0 . 16 घनमीटर/ कि . ग्राम और हैलोन 1211 का 
0 . 14 घन मीटर कि ग्राम पर परिकलित किया जाएगा । 

( 10 ) यदि इन नियमों के अनुपालन में मशीनरी स्थान 
में वहनीय हैलोजनीकृत अग्निशामक रखे गए हैं तो इनकी 
संख्या ऐसे स्थानों में रखे गए कूल अग्निशामकों की संख्या 
के प्राधे में अधिक नहीं होगी । 


( 11 ) समय ममय पर अग्निशामकों की जांच की जाएगी 
और दो जांचों के बीच का अंतराल दो वर्षों मे अधिक नहीं 
होगा । 


( 12 ) इन नियमों के अनपालन में प्रावधान किया 
गया प्रत्येक अग्निशामक हमेशा पूर्ण रूप से चार्ज करके रखा 
जाएगा । 


( 2 ) ऐसी अग्निशामक बाल्टियों में से कम से कम प्राधी 
याल्टियां पर्याप्त लंबाई के लैनयाई से सज्जित होंगी ताकि 
पोत की हल्के भार वाली स्थिति में उनको समुद्र के पानी 
से भरा जा सके । 

( 3 ) मी अग्नि शामक बाल्टियां अग्निशमन के 
अलावा और किसी काम में नहीं लाई जाएगी । 
65. स्थिर अग्निणामक तंत्रों के लिए विशेष अपेक्षाएं । 

इन नियमों के अनुपालन में जहाँ स्थिर अग्नि 
शामक तंत्रों में शमन माध्यम के रूप में हलो . 
जनीत हाइड्रोकार्बन का प्रयोग होता है , उसका 
उपयोग केवल मशीनरी स्थानों में पंप कक्षों में और 
ऐसे वाहनों धाले स्थानों में जिनमें कोई स्थौरा नहीं 
ले जाना है ही किए जाने की अनुमति होगी । 

( 2 ) जहां विशेष संवर्ग के स्थानों, इन नियमों द्वारा 
अनुमति प्राप्त स्थौरा स्थानों और प्रार . ओ . आर . ओ 
स्थौरा स्थानों की सुरक्षा के लिए स्थिर दाम के जल 
फहार तंत्र का प्रयोग होता है, वहां यदि ये स्थान 
वीवाल केक के नीचे हैं तो बिल्ज पंपन तथा अपवाहन 
व्यवस्था को और यदि दीवाल बैंक के उपर हैं तो छेव 
अपवहन व्यवस्था को विशेष रूप से वरीयता दी जाएगी । 

66. इन नियमों की अपेक्षाओं के अतिरिक्त मशीनरी 
स्थानों में लगाएं गए स्थिर निम्नदाब झाग अग्नि शमन तंत्र : 
( 1 ) यदि इन नियमों की अपेक्षाओं के अतिरिक्त 

मशीनरी स्थानों में स्थिर निम्नदाब माग 
अग्नि श्मन तंत्र सज्जित हैं , तो ये तंत्र 
स्थिर निर्गम द्वारा के जरिएं लेल ईंधन 
जितने अधिकतम एकल क्षेत्र तक 
फैल सकता है, उतने क्षेत्र के ऊपर 
150 मि , मीटर तक की गहराई तक फैलने 
के लिए जितना ज्ञाग जरूरी है उतना पांच 
मिनट के समय में निरित करने के लिए 
सक्षम होगे । तर ऐसा झाग उत्पन्न करने में 
सक्षम होगा जो तेल जन्य आग को बुझाने में 
सक्षम हो पाइपों और नियंत्रण वाल्वों या टोटियों 
के स्थायी जाल के द्वारा यथा योग्य 
निस्सरण मार्गों की तरफ झा के प्रभावी 
वितरण के लिए और सुरक्षित स्थानों के अन्य 
मुख्य प्राग के खतरे वाले हिस्सों तक 
शाग को प्रभावी ढंग से पहुंचाने के लिए 

आवश्यक साधनों का प्रावधान होगा । 

माग का प्रमरण अनुपात 12 : 1 से अधिक नहीं होगा 
( 2 ) किसी भी ऐसे तंत्र के नियंत्रण के साधन प्रासानी 

से पहुंचने योग्य और सरलता से प्रचालन 
करने योग्य होंगे ये यथासंभव कम स्थानों 
में अलग अलग पुर्ण समूहों में रखे जाएंगे 
और इनकी अवस्थिति ऐसी होगी कि सुरक्षित 
स्थान पर लगी आग से ये अलग नहीं होंगे । 


( 13 ) इन नियमों के अनुपालन में प्रावधान किए गए 
प्रत्येक वहनीय अग्निशामक के साथ एक अतिरिक्त चार्ज का 
भी प्रावधान होगा , परन्तु यदि कोई अग्निशामक ऐसा है समुद्र 
यात्रा के दौगन प्रासानी से पुनः चार्ज नहीं किया जा सकता 
है तो प्रत्येक ऐमे अग्निशामक के साथ अतिरिक्त चार्ज के 
स्थान पर उसी प्रकार या समान प्रकार के एक बहनीय 
अग्निशलक का प्रायधार होगा । 


( 14 ) अग्निशामक के लिए स्वीकार्य तूल्यांक इन नियमों 
में जहां भी प्रनिर यापन की छुट है, स्वीकार्य तुल्यांक का 
विवरण निम्नलिखित है : 
- . - . - - - - - - -- - . . 
झाग 

काईन डाई आक्साइड 

- - - - - - - - - - - 
136लिटर 

45 किलोग्राम 
45टर 

16 किलोग्राम 
वहनीय 

4 . 5 किलोग्राम 
- । - - - - - - -- - - - - - - - - - -- --- - 
64. अग्निशामक बाल्टियां 


- 


( 1 ) इन नियमों के अनसार प्रावधान की गई अग्नि 
शामक बाल्टी को लाल रंग में रंगा जाएगा और प्रत्येक पर 
स्पष्ट तथा रथाची में सफेद या काले रंग में " पाग " 
लिना जाएगा । ती प्रत्येक बाल्टी पानी मे या रेत मे भरकर 
रखी जाएगी । 
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67. इन नियमों के अंतर्गत अपेक्षा न रखने वाले 
स्थिर अग्निशामक : 

किसी भीणेत में , जहां इन नियमों के अंतर्गत अपेक्षा न रखने 
वाले किसी अग्निशामक तंत्र का प्रवधान किया गया हो वहां 
इस प्रकार का तंत्र अनुमोदित प्ररूपी होगा और इस 
तन्त्र द्वारा जिन स्थानों की सुरक्षा की जानी है उन स्थानों 
के बाहर ये रखे जागे तथा इस प्रकार की व्यवस्था 
होगी कि इन तंत्रों के संरक्षण वाले स्थान 
या स्थानों पर लगी प्राग इस तंत्र को प्रभावहीन 
नहीं करेगी । 

68. अग्नि नियंत्रण रेखांक ( 1 ) 20 मीटर 
से अधिक लंबे किसी भी पोत में उसके मास्टर और 
अफसरों के मार्ग निर्देशनार्थ सामान्य व्यवस्था रेखांको 
का स्थायी प्रदर्शन होगा जिनमें नियंत्रण केन्द्र की स्थिति 
पोत की अग्निरोधी दीवालों द्वारा धिरे भागों , अग्नि 
संकेतकों के विवरण , अग्नि संसूचन तंत्रों छिलकन -- 
अधिष्ठापनों , फायरमैन के परिधानों , अग्निशामक 
उपस्करों पोत के विभिन्न भागों और कों के लिए 
पहुँच मार्गा, मुख्य पंखा नियंत्रण के विवरणों सहित 
संवातन -तंत्रों , पोत के प्रत्येक खंड के संवातन लगे 
संवातन पंखों की पहचान संख्याओं और उनके अवमंदकों 
की स्थिति अंतर्राष्ट्रीय तट - संबंधन की स्थिति एवं 
निगम 69 में दिखाए गए सभी नियंत्रण साधनों 
की स्थिति को स्थायी रूप से प्रदर्शित किया जाएगा । 

( 2 ) इस नियम में अपेक्षित सामान्य व्यवस्था 
रेखांक अद्यतन रखा जाएगा और कोई भी परिवर्तन 
किया जाता है तो परन्त रेखांक में भी अलिखित 
किया जाएगा । 

( 3 ) प्रत्येक पोन में तटपक्षीय अग्निशमन कार्मिकों 
की सहायता के लिए डेक हाउस के बाहर एक महायता 
से द्रष्टव्य मौसम गोधी प्रावरण में अग्नि - नियंत्रग 
रेखाओं के सेट की या इन रेखाकों की पुस्तिका की 
वो प्रतियां स्थायी रूप से रखी जाएंगी । 

( 4 ) आग को बुझाने और नियंत्रण में रखने के लिए 
प्रयक्त सभी उपस्करों और अधिष्ठापनों के अन्य 

और प्रचालन से संबंधित अनुदेशों का संग्रह एक पुस्तक 
में किया जाएगा जिसे आसानी से पहुंचने योग्य स्थान 
पर रखा जाएगा । 

69 . मशीनरी विरामन तेल ईधन - - पण 
पंपों को बंद करने और द्वारा कोकने के साधन 

( 1 ) यह नियम जिन पोतों पर लागू होते हैं उनमें 
प्रावधान होगा : 
( क ) मशीनी प्रावास मुविधा और स्थौरा स्थानों 

के मंवातन पंखों को बंद करने के साधनों का 
( ख ) सभी लोशन दानों द्वारा मार्गों संवातनों 

कीपों की चारों और के बलाकार महो 

और इस प्रकार के स्थानों को और ग्लने वाले 
वारों को बंद करने वाले साधनों का और 


( ग ) यंदावलो स्थान से धुआं छोड़ने के साधन का । 

( 2 ) गे साधन टार IT के बाहर कहीं से मानन 
करने योग्य होंगे और इन प्रनालन स्थानों का रास्ता अंदर लगी 
आग से नहीं रुकेगा । । 

( 3 ) प्रणयोचित और प्रेरित काग पंजो को चलाने वाली 
मशीनरी तेल- इंधन स्थानांतरण पंप तथा अन्य ऐसे पंपों में ऐसी 
मशीनरी और पंपों वाले स्थान के बाहर में नियंत्रण करने योग्य 
सुदर नियंत्रण लगे होंगे और इन स्थानों के अंदर लगी पाग मे 
इन सदर नियंत्रणों तक का रास्ता नहीं सकेगा । इन स्थानों में 
आग लगने पर ये सदर नियंत्रण उनमें स्थित मशीनरी और पंपों 
का प्रचालन रोकने में सक्षम होंगे । यात्री पोतों के मणीनरी स्थान 
के लिए ये नियंत्रण उपनियम ( 1 ) में अपेक्षित नियंत्रणों सहित 
या तो एक ही स्थान पर अपस्थित होंगे या यथासम्भव कम - से- कम 
स्थानों पर होंगे । इन नियंत्रगों न न नेको स रश्रित मार्गों 
का प्रावधान होगा । 

( 4 ) नियम ( 5 ) में उबन्धिन अपवादों को छोड़कर 
जिन पोतों पर ये नियम लागू होते हैं उन पर किसी तेल 
इंधन का स्नेहन तेल भंडार में और खराब होने पर तेल के 
टपकने में प्राग का खतरा पैदा करने वाले और दोहरे तल्ले 
रहित मादन या दैनिक सेवा टंकियों से संबंधित प्रत्येक पाइप 
एक वाल्व या टाटी में सज्जित होगा जो संबद्ध टंकी से जुड़ी 
होगी और जो टंक वाले स्थान में बाहर आसानी से पहुंचने 
योग्य किसी स्थान से संबंध करने योग्य होगी । 

परन्तु 
( क ) ऐसी किसीटंकी की प्रवेश पाइप के लिए टंकी में लगे 

एक अप्रत्यागामी वाल्व में भी काम चल सकता 


( ख ) किसी शैक्ट, या पाइप सुरंग या समान स्थान में या 

उसके समीप स्थित तेल इंधन या स्नेहन तेल की 
गहरी टंकी के लिए सुरंग या सुरंगों या समान 
स्थानों के बाहर की पाइप लाइन या पाइप 
लाइनों पर ( टंकी पर लगाए जाने वाले वाल्वों के 
अतिरिक्त ) वाल्त्र लगाए जा सकते हैं जिससे कि 
भाग लगने पर इन स्थानों के बाहर से नियंत्रण कार्य 
किया जा सके । यदि ये वाल्व मशीनरी स्थान के 
अंदर लगाए जाते हैं तो उनका प्रबालन इस स्थान 

के बाहर किसी स्थान में किया जाएगा । 
( 5 ) संवर्ग " क " के मशीनरी को छोड़कर अन्य स्थानों 
में लगाई गई स्नेहन तेल टंकी से जोड़ी गई पाइप लाइनों में 
की दशा उपनियम ( 4 ) के अनुसार अपेक्षित बाल्ब या टंकी 
को छोड़ा भी आ सकता है बशर्ते इमसे पोन की सुरक्षा में हीन 
न होती हो । 

( 7) अग्निशमक उपस्करों की उपलब्धता : 
___ किसी भी पोत में जिनपर ये नियम लागू होते हैं ले जाप 
जाने वाले अग्निशमन्त उपस्करों का रख -रखाव अच्छी हालत में 
होगा किसी भी समय वे प्रयोगार्थ तुरन्त उपलब्ध होंगे । इन नियमों 
के अनपालन में ले जाए जाने वाले , फायरमैन परिधान को छोड़कर 
अन्य सभी जंगम उपस्कर जन जगहों पर रखे जाएंगे जहा ये उनके 
द्वारा रक्षणीय स्थानों में खड़े- खड़े ही उपलब्ध किए जा सकसे 
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हैं और विशेष रूप से किसी स्थान के अग्निशमनार्थ प्रयोग के लिए 

(ii ) उन पोतों को इन नियमों की अपेक्षाओं से लिखित 
उस स्थान के निकट एक वहनीय अग्निशामक रखा जाएगा । 

छुट दे मकता जिन्हें सामान्य रूप में अंतर्राष्ट्रीय 

ममुद्र यात्रा में नही जानता है । और उन्हें कुछ 
71. सामग्री का अनुमोदन : 

विशेष परिस्थितिवश कभी एकल अंतर्राष्ट्रीय समुद्र 
जहां कहीं इन नियमों की यह अपेक्षा है कि अमुक साज 

यात्रा करना पश्ता है बशर्ते पोत उन सुरक्षा 
सामान , उपस्कर या उपकरण या उनके समान और किसी वस्तु 

प्रोक्षाओं का अनुपालन करता है जो जहाजरानी 
का प्रावधान , सज्जा , बहन या अन्य विशेष प्रबंध श्रावश्यक है 

महानिदेशक या मुख्य सर्वेक्षक भारत सरकार के 
तो प्रत्येक ऐसा माज- मामान , उपस्कर , उपकरण या प्रबंध इम 

मत में उदिष्ट समुद्री यात्रा के लिए पर्याप्त है । 
प्रकार होगा कि वह जिस उद्देश्य को पूरा करने के लिए है, 
उसके लिए युक्तियुक्त रूप से सक्षम है । 

75. शास्तियां 
72. विशेष जोखिम वाले स्थान 

इन नियमों के किसी भी उपबन्ध का भंग दंडनीय अपराध 
ये नियम ऐसे पोतों पर लागू होते हैं जिनमें गैली स्थान , 

होगा जिसका जुर्माना एक हजार रुपए तक हो सकता है । 
गैसोलीन-नक्ष, सिनेमा , पतवार गियर , बैटरी आवेशन कक्ष तथा 

यदि उपबन्धों को लगातार भंग किया जाता है तो यह जर्माना 
अन्य ऐसे स्थान है जो पोत परिवहन महानिदेशक या मुख्य 

प्रतिदिन पचास रुपए की दर से बढ़ता रहेगा जो उपबन्धों 
सर्वेक्षक , भारत सरकार, के मत में विशेष जोखिम से युक्त 

के भंग के जारी होने के प्रथम दिन से लागू होंगी । 
हैं उनमें इन अधिकारियों द्वारा सुझाए गए अन्य अतिरिक्त 

अनुसूची - 1 
अग्निशामक युक्तियों का भी प्रावधान होगा । 

( देखिए नियम 14, 23 और 36 (घ ) 
73. विशेष अभिकल्प और नक्शेवाले पोत 

अंतर्राष्ट्रीय तट संबंधन 
यदि पोल परिवहन महानिदेशक किसी पोत का अभिकल्प 
उसके नषणं या उममें आग के लगने की संभावना को ध्यान में 

( 1 ) अंतर्राष्ट्रीय तट संबंधन निम्नलिखित विनिदिष्टियों के 
रखकर इन नियमों के अनुपालन में लगाए गए उसके किसी साज 

अनुसार होगा : 
सामान युक्त , उपकरण , उपस्कर या अन्य साधन को अपर्याप्त 

बहिव्यास : 178 मिली मीटर 
घोषित करता है तो इस नियम के किसी भी उपबन्ध के होते हुए 

अंतव्य सि : 6 4 मिली मीटर 
भी पोन के लिए यह अपेक्षित हो जाएगा कि लिखित आदेश 
प्राप्त हो जाने पर लगने वाले अन्य आवश्यक साज- सामानों , 

काबला वत्त व्यास : 132 मिलीमीटर 
उपस्करों , उपकरणों या अन्य युक्तियों से उसे सज्जित करे । 

: 4 छिद्र प्रत्येक 14 मिली मीटर 
74. तुल्यांक छूट और बधन 

व्यास के और फ्लेज के परिधि 
जहा ये नियम अपेक्षा करते हैं कि किसी पोत में कोई 

पर समान दूरी पर खांचित 
विशेष साज सामान, उपकरण , युक्ति या उपस्कर, या 

फ्लेंज मोटाई : कम से कम 14 . 5 मिलीमीटर 
उसका कोई प्रकारांनर लगाए जाएं या कोई विशेष 

कामले : 4 प्रत्येक 16मिमी०व्यास के वाशर 
व्यबस्था या प्रावधान किया जाए वहां मुख्य, मवक्षक , शारन 

सहित 50 मिली मीटर लंबाई के 
सरकार, लिखित प्रादेश द्वारा कोई अन्य साज-समान , उप 
करण, युवा या उपस्थर या उसका कोई प्रकारांतर लगाने 

फ्लेंज पृष्ठ : समतल 
या जाने या कोई विशेष व्यवस्था अथवा प्रावधान करने की 

पदार्थ : कोई भी जो 10 बार ( 1 . 0 
अनुमति प्रदान कर सकता है नशर्ते जांच द्वारा या अन्य प्रकार 

न्यूटन / वर्ग मि , मीटर ) मेवा के 
से वह संतुष्ट हो कि यन साज -सामान , उपकरण , युक्ति या 

लिए उपयुक्त हो 
उपस्कर अथवा उसका यह प्रकारांतर या वह विशेष व्यवस्था 
या प्रावधान इन नियमों की विनिविष्टियों के कम से कम समान 

गैस्केट 

कोई भी जो 10 बार ( 1. 0 
रूप से प्रभावशाली हो । 

न्यूटन वर्ग मिली मीटर ) सेवा के 

लिए उपर्युक्त हो । 
( 2) पोत परिवहन महानिदेशक या मुख्य सर्वेक्षक , भारत 
सरकार, : 

( 2 ) संबंधन ऐसे पदार्थों का होगा जो 10 बार 
( i) यदि वह इस बात से संतुष्ट है कि बनावट या ( 1 . 0 न्यूटन वर्ग मि . मी . ) सेवा के लिए उपयुक्त होगा । 

अभिकल्प की दृष्टि में किसी पोत का इन नियमों फ्लेंज एक तरफ चपटा होगा और उसकी दूसरी तरफ 
की अपेक्षाओं का अनुपालन करना व्यावहारिक स्थायी रूप से एक युग्मन संलग्न होगा जो जलोत्सर्जकों 
था तर्फसंगत है तो या अपने द्वारा निर्धारित उमित और होजों को संबद्ध करेगा । संबंधन के साथ पोत में एक 
गों पर इन नियमों की अपेक्षाओं से पोत को लिखित 

गैस्केट 4 सोलह मिली मीटर काबले (जिनकी लंबाई 
मादेश द्वारा छूट दे सकता है । 

50 मि . मी . होगी ) और 8 बाशरे रखे जाएंगे । 


छिद्र 


- - 


- - 


- 


- - - 


- - - - 


- 
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अनुसूची - II 

( 6 ) अग्निशामक का प्रचालन को प्रारंभ करनेवाली 
( देखिए नियम 63 ) 

मशीनरी सुरक्षित रखी जाएगी ताकि असावधानी से किया 

गया प्रचालन रोका जा सके । 
अवहनीय माग अग्निशामक 

( 7 ) एक तंड सहित एक प्रबलित निस्सरण होज का 
( 1 ) वहनीय अग्निशामक को छोड़कर अन्य सभी 

प्रावधान होगा जिसका क्षेत्रफल इस प्रकार होगा कि अग्नि 
साग अग्निशामक जिनका इन नियमों के अनुपालन में शामक की चालू अवस्था में झाग 135 लिटर धारित के 
प्रावधान किया गया हो अनुमोदित विनिदिष्टियों के अनुसार अग्निशमक में 90 सेंकड या कम समय में 14. 0 मीटर 
संनिर्मित होंगे । य उपयुक्त सामग्री और पर्याप्त सामर्थ्य के तक और 135 लिटर से कप धारित के अग्निशामक में 
होंगे ताकि वे उपयुक्त सुरक्षा सीमाओं के अंतर्गत पड़ने वाले 60 सेकंड में 10 . 0 मीटर तक प्रक्षेपित हो जाता हो । 
अधिकतम प्रांतरिक दाब को सहने में सक्षम हों और कार्य त उ और प्रबलित निस्सरण होश खंड ( 3 ) में उल्लिखित 
कारी अधिकतम दाब से अधिक दाब को सहने के मामले में 

अधिकतम कार्यकारी दाब के चार गुना दाब को झेलने में 
प्रवचालिस परीक्षण में खरे उतरें । इस अनुसूची के संदर्भ सक्षम होंगे । 
में अधिकतम कार्यकारी दाब का तात्पर्य उस संतुलन दाब 

( 8 ) चार्ज और विलयन स्तर के ऊपर का वायु भरा 
से है जो 70° . सी अग्निशामक के अंदर उस समय उत्पन्न 

संस्थान इस प्रकार नियमित किया जाएगा कि जब अग्नि 
होता है । जब सभी निर्गम द्वारों को बंद किया गया हो और 

शामक चालू किया जाता है तब सारे निर्गम वारों के बंद 
अग्निशामकों को सही चार्ज किया गया हो । अग्निशामक 

रहते उसका अधिकतम दाम 19. 50 बार ( 1 . 95 न्यूटन / 
का अंपरी भाग जांचने योग्य होगा । 

वर्ग मि . मी ) . से अधिक नहीं होगा जबकि विलयन का 
( 2 ) अग्निशामक का कार्य बेलनाकार ही उसके सिरे 

ताप 38° सी हो । 
विपरीत फ्लैजन के बिना बाहर की तरफ अवतल होंगे और 

( 9 ) अग्निशामक चालू करने के बाद 5 मिनट तक 
अवतल भाग व्यास काय के व्यास से अधिक न होगा । 

खंड ( 1 ) में विनिदिष्ट अधिकतम कर्यकारी बाब को सहन 
काय और सिरे इस्पात के चद्दर के बने होंगे और अंदर 

करने में सक्षम होगा जबकि उसके सारे निर्गम द्वार बंद 
रांगे या सीसे की कलाई चढ़ी होगी । जहां भी पावश्यक 

रखे जाते हैं । किसी भी हालत में यह दाब 24 . 5 बार 
हो , अग्निशामक को प्रत्येक भाग संक्षारण से सुरक्षित होगा । 

( 2 . 40 न्यूटन वर्ग मि . मी . ) से कम नहीं होगा । 
अग्निशामक का काय बैल्ड किया हुआ होगा । 

( 10) अग्निशामक के बाहर निम्नलिखित बातों का 
( 3 ) अग्नि शमनकारी माध्यम के निष्कासन के लिए स्पष्ट और स्थायी अंकन होगा : - - 
यदि अग्निशामक में गैस सिलिडर का प्रावधान हो तो ऐसे 

( क ) अग्निशामक के निर्माता या विक्रता का नाम 
सिलिडर का संनिर्माण अनुमोदित विनिर्दिष्टियों के अनुसार 

( ख ) अग्निशामक की धारिता 
होगा । 

( ग ) वह वाब जिसके अंतर्गत आग्नशामकी की जांच 
( 4 ) अग्निशामक में एक प्रांतरिक पात्र डालने के 

की गई । 
लिए एक मुख होगा जो उपयुक्त प्रालंब पर टिका होगा । 

( घ ) अग्निशामक के प्रचालन के अनुदेश 
इस मुख पर गन धातु या अन्य उपयुक्त सामग्री की बनी 
एक टोपी होगी जिस पर लगातार चड़ियों वाली वैध होंगे 

( इ.) अग्निशामक के विनिर्माण का वर्ष 
और जिसके पार्श्व में सुरक्षा छेद या खांच लगे होंगे ताकि 

( च ) अग्निशामक को कार्यकारी धारिता तक भरे जाने 
टोपी को हटाते समय यदि मुख का अवरोध होता हो तो 

पर विलयन का स्तर । 
पान के अंदर बची हुई गैस से जनित दाब धीरे धीरे मक्त 
हो जाता है । टोपी की संधि अम्लरोधी रबड़ ग्रीज लगे पडे 

अनुसूची -III 
या अन्य उपयुक्त सामग्री की बनी हुई होगी । अग्निशामक 
का सही भरण स्तर स्पष्टतः सूचित किया जाएगा । अग्नि 

( देखिए नियम 63) 
शामक का अभिकल्प इस प्रकार का होगा कि वह अपेक्षित अवहनीय कार्बन डाई प्राक्साइड अग्निशामक 
प्रकार के , सत्यापन के लिए तुरंत उपलब्ध होगा और यह 

( 1 ) इन नियमों के अनुपालन में प्रावधान किए गए 
सहज द्रष्टव्य होगा कि अग्निशामक प्रचालित है कि नहीं । 

अग्निशामक अनुमोदित विनिर्विष्टियों के अनुसार संनिर्मित 
( 5 ) अग्निशामक में निस्सरण को रोकने के एक 

होंगे । 
नियंत्रणीय युक्ति का प्रावधान होगा और अग्निशामक की 

( 2 ) प्रत्येक सिलिंडर में एक प्रांतरिक निस्सरण नली 
खड़ी अवस्था में द्रव की हानि रोकने का साधन भी लगा का और गैस को मुक्त करने के लिए एक वाल्व का प्रावधान 
होगा । 

होगा । 
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( 3 ) अग्निशामक में एक निस्सरण होज का प्रावधान द्रवचालित दाब से किए गए परीक्षण में वहन करने में सक्षम 
होगा जो इस प्रकार प्रबलित होगा कि जब प्रावश्यक संयुग्मन हो इस अनुसूची के संदर्भ में अधिकतम कार्यकारी दाब का 
जोड़े जाते हैं तो वह कम से कम 122 बार ( 12 . 2 तात्पर्य उस संतुलन दाब में है जो 70° सी ताप पर अग्नि 
न्युटन /वर्ग मि . मी . ) के दाम का सहन करेगा । निस्सरण शामक के काय के अंदर उस समय उत्पन्न होता है जब 
होज का प्रांतरिक व्यास निम्नलिखित सारणी में उल्लिखित सभी निगम द्वारों को बंद किया गया हो और अग्निशामक 
आमापों से कम नहीं होगा । 

को सही चार्ज किया गया हो । 
- - - - - - - 
अग्निशामक की धारिता निस्मरण का अल्पतम व्याम 

( 2 ) अग्निशमनकारी माध्यम के निष्कासन के लिए 

यधि अग्निशामक में गैस सिलिंडर का प्रावधान किया गया 
16 . 0 कि : ग्राम 9 मिली मीटर 

हो तो यह सिलिडर अनुमोदित विनिष्टियों का पालन करेगा । 
4 . 50 कि . ग्राम 12 मिली मीटर 

( 3 ) अग्निशामक में एक तुड और एक प्रबलित 

निस्सरण होज़ का प्रावधान होगा जो इस प्रकार मना होगा 
निस्सरण होज पर एक हार्न लगेगा जो विद्युत अचालक 

कि खंड ( 1 ) में उल्लिखित अधिकतम कार्यकारी दाब के 
पदार्थ का होगा और जिसका अभिकल्प इस प्रकार का होगा 

चार गुना दाब को झेलने में समर्थ हो । 
कि गैस निस्सरण का वेग कम हो जाता हो । प्रचालन दस्ते 

( 4 ) अग्निशामक के काय के निर्गम द्वार को ढंकने 
के धातु पर एक प्रावरण चढ़ा होगा जो प्रचालक को चरम 

के लिए आवश्यक टोपियों या ढक्कनों का डिजाइन इस 
शीत से बचाएगा । 

प्रकार का होगा कि पात्र में बची हुई कोई भी गैस टोपी 
( 4 ) 15° C तथा 18° C के बीच किसी साप 

या ढक्कन को पूरा खोलने के पहले धीरे धीरे बाहर निकले । 
पर भार के अनुसार पान की जो धारिता है उसका तीन 

( 5) अग्निशामक का प्रत्येक भाग आवश्यकता के 
चौथाई भाग निम्नलिखित सारणी में दिखाई गई अवधियों 
में अग्निशामक गैस बाहर छोड़ेगा -- - 

अनुसार संक्षारण -- हानि से मुक्त रखा जाएगा । 

( 6 ) नमी के अंतस्सरण को रोकने में लिए अग्नि 
अग्निशामक की धारिता अवधि 

शामक को प्रभावी ढंग से मुद्रित किया जाएगा परंतु ऐसा 

मुद्रण अग्निशामक के निस्सरण - कार्य में बाधक नहीं होगा । 
16 . 0 कि . ग्राम 

30 से 45 सेकंड 
45 . 0 कि . ग्राम 60 से 90 सेकंड 

( 7 ) अग्निशामक में एक नियंत्रणीय युक्ति का प्राव 

धान होगा जो निस्सरण को बीच में रोकने में सक्षम होगा । 
अग्निशामक के बाहरी भाग पर निम्नलिखित विवरण 

( 8 ) अग्निशामक को प्रवर्तित करने वाली यंत्रावली 
स्थायी रूप से स्पष्टतः लिखा होगा 

को सुरक्षा प्रदान की जाएगी ताकि असावधानी से प्रचालित 
( क ) अग्निशामक के निर्माता या विक्रेता का नाम 

होने से उसे रोका जा सके । 
( ख ) अग्निशामक की धारिता 

( 9 ) अग्निशामक का डिजाइन ऐसा होगा कि अपेक्षा 

नुसार तत्काल जांच के लिए यह प्राप्य हो और यह भी 
( ग ) अग्निशामक के प्रचालन के लिए अनुदेश 

स्पष्ट रहे कि वह प्रचालित हुआ है कि नहीं । 
( घ ) क्रमशः खाली रहते समय और भरे रहते समय 
. अग्निशामक के भारों का अंकन 

( 10 ) पूर्णतः चार्ज किए गए अग्निशामक सामान्य 

परिस्थितियों में चालू किए जाने पर उसके शुष्क चूर्ण चार्ज 
( . ) अग्निशामक का विनिर्माण वर्ष 

के 85 प्रतिशत या अधिक भार को बाहर छोड़ने में सक्षम 
( च ) वह बाब जिस पर अग्निशामक की द्रवचालित 

होगा । यह निस्सरण दर एक किलोग्राम प्रति सेकंड से कम 
जांच की गई थी । 

नहीं होगी । 
अनुसूची - 4 

( 11 ) अग्निशामक के काय की बाहरी तरफ निम्न 

लिखित विवरण का स्पष्ट और स्थायी अंकन होगा : 
( देखिए नियम 63 ) 

( क ) अग्निशामक के निर्माता या विक्रेता का नाम । 
अवहनीय शुष्क चूर्ण अग्निशामक 
__ _ इन नियमों के अनुपालन में प्रावधान किए गए वहनीय 

( ख ) अग्निशामक की धारिता । 
अग्निशामक को छोड़कर अन्य शुष्क चूर्ण अग्निशामक उपयुक्त 

( ग ) वह दाब जिसके अंतर्गत अग्निशामक की जांच 
पदार्थ के बने होंगे और ऐसे कुशल डिजाइन और पर्याप्त 
सामर्थ्य के होंगे कि अधिकतम प्रांतरिक दाव पड़ने पर उचित 

( घ ) अग्निशामक के प्रचालन के मनुदेश 
सुरक्षा कारक को बनाए रखते हुए उस दाब को झेल सके 
और वह अधिकतम कार्यकारी दाब से अधिक दाब को 

( उ. ) अग्निशामक का विनिर्माण - घर्ष 
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अनुसूची - 5 

( ) विद्युत रोधित हत्थे की कुल्हाड़ी । 
[ दखिए नियम 7(i) ( अ ), (ii), 10 ( 2 ) ( क ), ( 3) श्वसन उपकरण ( बायु होज प्ररूपी ) 
10 ( 3) ( ii ), 29 ( ख) ( ii ), 30 ( 2) और ( 3) ] प्रत्येक धुआं हेलमेट और धुआं मुखौटा बाहरी, वायुमंडल 
वहनीय साग प्रदायक एक क 

से वायु लेने के लिए लगाए गए एक होज से सज्जित होगा । 
इन नियमों के अनुपालन में प्रावधान किए गए प्रत्येक 

एक वायु पम्प या धोकनी का भी प्रावधान होगा जो होज 
माग प्रदायक एकक में प्रावधान होगा : 

के जरिए वायु को पम्प करने के लिए उपयुक्त हो । होज 

दबने वाला न हो और उसकी लंबाई इतनी होनी चाहिए 
( क ) एक प्रेरण प्ररूपी वायु - झाग तुड का जो एक 

कि जब भी हेलमेट या मुखौटा पहनने वाला व्यक्ति प्रावास 
अग्निशामक होज़ के द्वार एक जल स्रोत से जोड़ने के लिए 

सुविधा , सेवा, स्थोरा या मशीनरी स्थान के किसी भाग में 
उपयुक्त है ; 

हा तो वायु पम्प या धौकनी खुले उक पर स्वच्छ वायु में 
( ख ) कम से कम 20 लिटर सांद्र माग भरी एक वहनीय रहे और किसी भी वार या अर्धद्वार पर फस न जाए । यदि 
टंकी का जिससे खंड ( क ) में उल्लिखित तुंड झाग को प्रेरित उपर्युक्त स्थानों तक पहुंचने के लिए दो होजों को जोड़ना 
कर सके । 

पड़ता है तो युग्मनों का प्रावधान किया जाएगा । पम्प या 
( ग ) इस खंड के उपखंड ( ख ) मे विनिर्दिष्ट टंकी के धौंकनी के अंतर्गम द्वारा इस प्रकार सुरक्षित रखी जाएगी कि 
समान एक अतिरिक्त टंकी का ; 

वायु का निर्बाध निस्सरण सुनिश्चित रहे । यदि इस उपखंड 
( 2 ) जब तुड को इन नियमों द्वारा दिए गए पोत पर 

के अनुपालनार्थ 36 मीटर से अधिक लंबे होज की आवश्यकता 

पड़ती है तो एक स्वतः पूर्ण श्वसन - उपकरण का या तो 
न्यूनतम जलोत्सर्जक दाब पर भाग की आपूर्ति की जा रही 

होज के बदले या उसके अतिरिक्त प्रावधान किया जाएगा । 
हो तब वह 1 . 5 घन मीटर प्रति मिनट की दर से तेलजन्य 
आग को बुझाने योग्य कार्यकारी झाग छोड़ने में सक्षम होगा । ( 4 ) स्वतः पूर्ण श्वसन उपकरण 

( 3 ) भाग-प्रसार-अनुपात ( अर्थात उत्पादित झाग के प्रत्येक स्वतः पूर्ण श्वसन - उपकरण 
आयतन से झाग विलयन के पायतन का अनुपात ) 12 : 1 

( क ) विवत परिपथ संपीडित वायु प्ररूपी और यह 
से अधिक नहीं होगा । 

अनुमोदित प्ररूपी होगा । 
अनुसूची 6 

( ख ) कम से कम 30 मिनट तक चलते रहने वाला 
देखिए नियम 15, 22, 35, 37 ( 2 ) ( स ) और 52] होगा और यदि आपात कालोन प्रयोग के लिए एक और 
फायरमैन परिधान 

मखोटे के उपयोग के लिए अनमोदित न हो तो उस में एक 
( 1 ) प्रत्येक फायरमैन परिधान अनुमोदित विनिर्दिष्टियो ही मुखौटा रहेगा । 
के अनुसार बनाया जाएगा और उसमें निम्नलिखित मद शामिल 

( ग ) उपकरण से संलग्न और कम से कम 1, 200 लिटर 

मुक्त वायु को धारण करने वाले व्यक्ति द्वारा ले जाए जाने 
( क ) व्यक्तिगत उपस्कर 

योग्य संपीडित वायु सिलिडर या सिलिडरों की भंडारण क्षमता 

वाला होगा । भंडारण सिलिडर पर्याप्त सुख और अधिकतम 
( ख ) अनुमोदित प्ररूपी श्वसन - उपकरण 

कार्यकारी दाब से अधिक व्रवचालित दाब को सहन करने में 
( ग ) पर्याप्त लंबाई और सार्थय की एक अग्निसह 

सक्षम होगा । 
रक्षा रस्सी जो एक स्नैप हुक द्वारा उपकरण की खूटी से या 
एक अलग पेटी लंबल से जुड़ सके ताकि रक्षा रस्सी को चालू 

( घ ) जब पति सिलिडर या सिलिंडरों में दाब 10 . 5 
करने पर वह एवसन - उपकरण अलग न हो जाए । 

बार ( 1 . 05 न्यूटन/ वर्ग मि . मो . ) से अधिक हो और उपकरण 
( 2 ) व्यक्तिगत उपस्कर 

का धारक 85 लिटर प्रति मिनट तक मुक्त वायु का श्वसन 

कर रहा हो तो उस स्थिति में धारक की श्वसन - आवश्यकता 
व्यक्तिगत उपस्कर में ये शामिल होंगे : 

के अनुसार बाय के स्वचालित नियमन का प्रावधान उपकरण 
( क ) त्वचा को पाग से विकीर्ण होने वाली ऊष्मा से में होगा । 
और भाप से जलने और झुलसने से बचाने वाले पदार्थ के 

( अ ) उच्चदाब वायु - पूति तंत्र में स्फोटन रोधी मूखिका 
सुरक्षात्मक वस्त्र । वस्त्र का बाहरी पृष्ठ जलरोधी भी होगा । 

सहित एक वाब प्रमापी का प्रावधान होगा जिसमें से धारक 
( ख ) रबड़ या अन्य विद्युत प्रचालक पदार्थ के बने जूते 

पूर्ति सिलिडर या सिलिडरों के वाय दाब को सीध और 
और वस्ताने । 

आसानी से पढ़ सके । 
( ग ) संघटन के फलस्वरूप प्रभावशाली सुरक्षा दिनाने 

( च ) उपकरण का भार 16 किलोग्राम से अधिक नहीं 
पाला एक नामेट । 

हागा जिसमें रक्षा ररसी का भार शामिल नहीं होगा और 
( घ ) अनुमादित प्ररूपी एक सुरक्षा दीप ( हस्त - लालटेन ) , यदि कोई सुरक्षा पटो या खूटी उपकरण का अभिन्न अंग नहीं 
जिसके जलसे रहने को न्यूनतम अवधि 3 घंटे हैं । 

है तो उसका भार भी इसमें शामिल नहीं होगा । 


- - -- - - - -- -- - - ----- - --- - - - - - - 
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( छ ) उपकरण में पूर्णत: चार्ज किए गए अतिरिक्त 

( iv) उपयुक्त ज्वलनरोधी पदार्थ की प्लेटें लगी होगी 
मिलिग पा पाTTोगा जिगनी पतिपिका भंसारण समला 

जिनमें धारण और उसके सहायक के लीच संप्रेषण 
2400 लिटर मुफ्त यापु को होगी । अपवाद स्वरूप :-- - 

के लिए स्पष्टन: पर्ने जा सकने वाले संकेत कोड 

अकित होगे । इन में से एक प्लेट सुरक्षा पेटी 
( i ) जब पोत से उपकरणों के पांच या अधिक मेट 

या हार्नेस से जड़ी होगी और दूसरी प्लेट रक्षा 
ये जा रहा है तो मुक्त वाय की अतिरिक्त 

रस्सी के खुले सिरे पर होगी । 
भडारण क्षमता 9, 600 लिटर की होगी ; या 

( v ) निर्माता या विक्रेता का नाम और विनिर्माण 
( ii ) जल पोत में सिलिडरों को प्रदुषण रहित वायु को 

वर्ष स्पष्टतः अंकित होगा । 
पूर्णत पुनः चार्ज करने का साधन उपलब्ध हो तो 
से प्रत्येक उपकरण के पूर्णतः चार्च किए गए 

( vi ) स्वच्छ और स्थायी लिखावट में प्रचालन अनुदेश 
सिलिइरों की प्रनिरिक्त भंडारण क्षमता , मुक्त 

लिखे रहेंगे । 
वायु को 1200 लिटर होगा और मुक्त वायु 

अनसूची - VII 
की कुल भंडारण क्षमता 4, 800 लिटर से अधिक 
होना अपेक्षित नहीं है । 

दिखिए नियम 5(iii ), (iv ), ( v ), ( vi ), 34 
( ज ) अब उपकरण की उपयोज्य धारिता का 80 प्रतिशत ( 1), ( 2 ), ( 3) तथा 50 ( 1 ) ( 2 )] 
समाप्त हो जाता है जब धारक को श्रव्य चेतावनी देने के 

स्थिर अग्नि -संसूचन और अग्नि खतग मकेत तत्र 
प्रबंध का प्रावधान उपकरण में होगा । 

( 1 ) सामान्य अपेक्षाए : - - 
( झ ) एक सेवा एवं अनुदेश पुस्तिका उपकरण के साय 

( क ) कोई भी स्थिर अग्नि - संसुचन और अग्नि खतरा 
रहेगी । 

संकेत तंत्र जिसके साथ हस्तचालित आह्वान केन्द्र 
( 5 ) मामान्य 

लगे है , अनुमोदित प्ररूपी होगा और वह तुरन्त 
( क ) प्रत्येक श्वसन उपकारण या मंनिर्माण ऐसे पदार्थ 

प्रयोग में लाने के लिए सदा सक्षम रहेगा । 
से किया जाएगा जो पर्याप्त यांत्रिक मामर्थ्य का टिकाऊ हो 

( ख ) संत्र के प्रचालन के लिए आवश्यक शक्ति संभरण 
और ऊष्मा , जल-स्पर्ण से या आग से खराब न हो जाता हो 

और विद्युत परिपथों का मानिटरत शक्ति क्षरण 
और अग्निशमन सेवा के दौरान उठने वाला संभावित धुनां 

किसी दोष स्थिति के घटिल होने से नियंत्रण पैनल 
या रामायनिक धम उमके श्वसन परिपथ में घम न जाता 

पर एक श्रव्य दृश्य संकेत का प्रवर्तन होगा जो 
हो । उपकरण में लगाए गए किसी हार्नेस के संनिर्माण में 

अग्नि से पंकेत भिन्न होगा । 
लगाया गया रेशा , सिकुड़न - रोधी होगा । उपकरण , हार्नेस 

( ग ) अग्नि संसूचन और अग्नि खतरा संकेत तंत्र के 
और माज- मज्जा के बाहर दिखाने वाला धात भाग घर्षण 

प्रचालनार्थ प्रमक्त उपस्करों में शक्ति संभरण के 
लग रोधी होगें । 

लिए कम से कम दो शक्तिस्रोत होंगे जिनमें से 
( ख ) प्रत्येक श्वसन उपकरण में ----- 

एक आपातकाल स्रोत होगा । संभरण का प्रावधान 
( i ) एक अग्निमह रक्षा और संकेतन रस्सी लगी होगी 

वो अलग - अलग प्रदायकों द्वारा की जाएगी जो 
जिमकी लंबाई उम लंबाई से कम से कम 3 मीटर 

इसी उद्देश्य के लिए प्रारक्षित होंगे । ये प्रदायक 
अधिक होगी जो कि स्वच्छ वायु वाले खुले डेक 

एक स्वचालित पथपरिवर्तन स्विच से सम्बर होगा 
से द्वारों और अर्धवारों की बाधा के बिना प्रावास 

जो तंत्र के नियंत्रण - पैनल के निकट स्थित होगा । 
मुविधा सेवा , स्थोरा या मशीनरी स्थान तक पहुंचने 

( घ ) संसूचक और हस्तचालित आह्वाण केन्द्र अलग-अलग 
के लिए अपेक्षित है । यह रस्सी तांबे या गैल्वनी 

समूहों में विभाजित होगा । किसी भी संसूचक 
कृत इस्पात के तारों से बनाई जाएगी और जिसकी 

या पाबान -केन्द्र का प्रवर्तन , नियंत्रण पैनलों और 
मजन सामर्थ्य कम से कम 500 किलोग्राम 

द्योतक एककों में श्रव्य -दश्य अग्नि संकेत प्रारम्भ 
होगी । रस्मी मन या अन्य पदार्थ मे 32 मिली 

करेगा । यदि इन संकेतों पर दो मिनट तक किसी 
मीटर परिमाप तक की हई होगी ताकि गीली 

का ध्यान नहीं गया है तो एक श्रव्य अग्नि - खतरा 
होने पर दतता से पकड़ में रहे । 

संकेत पूरे कर्मीदल -ग्रावास-मुविधा एवं मेवा 
( ii ) एक समायोज्य सुरक्षा पेटी या हार्नेस लगा होगा 

स्थानों , नियंत्रण , स्टेशनों और संवर्ग " क " के 
जिमके माथ उपकरण का धारक उपर्यक्त रक्षा 

मशीनरी स्थानों में गजेगा । गह श्रठ्य खतरा 
रस्मी को एक स्नैप हक द्वारा जोड़ या हटा 

मंकेत तंत्र , संगुचन तंत्र का अभिन्न अंग नहीं होना 
सकता है । 

चाहिए । 


( iii ) धारक के मुंह और प्रांत को धुएं से बचाने के 

प्रबन्ध का प्रावधान होगा । 


( क ) नियंत्रण पैनल या तो नौचालन पुल पर या मख्य 

अग्नि . नियंत्रण केन्द्र पर स्थित होगा । 
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( ब ) योतक एकक जन विभागों को ठगपत करेगा जिनमें 

एक संसूचक या हाचालिन अावान केन्द्र का 
प्रचालन होता है । कम से कम एक एकक इस 
प्रकार अनस्थित होगा कि वह कर्मीवल के उत्तर 
दायी मदस्यों द्वारा हमेशा त्रासानी से पहुंचने 
योग्य हो जबकि समुद्र में या पत्तन पर हो , न कि 
जब वह निष्क्रिय पड़ा हो । यदि नियंत्रण पैनल , 
मख्य अग्नि नियंत्रण केन्द्र में स्थित हो तो एक 
द्योतक एकक , नौचालन-पुल पर स्थित होगा । 


1 ) संसूचन -संत्र के कार्य की जांच समय - समय पर 

ऐसे उपकरणों द्वारा की जाएगी जो उचित ताप 
की तप्त वायु , धुआं, उचित घनत्व - परिसर और 
कण----प्रायतन वाले एरोसोल या प्रारम्भी भाग से 
संबद्ध अन्य परिघटना , जिससे संयूचक की अनु 
क्रिया है , को उत्पन्न करता है । सभी संसूचक 
इस प्रकार के होंगे कि वे सही प्रचालन के लिए 
जांचे जा सकते हैं और जांच के बाद किसी घटक 
के नवीकरण के बाद सामान्य निगरानी के लिए 
पुनः रखे जा सकते हैं । 


( छ ) प्रत्येक द्योतक एकक पर या उसके निकट सुरक्षा 

प्रदान किए गए स्थानों की और अवस्थिति का 
सूचना प्रदर्शित की जाएगी । 


( ढ ) अग्नि संसूचन- तंत्र का प्रयोग और किसी प्रयोजन 

से नहीं किया जाएगा , परन्तु नियत्रण पैनल में 
अग्नि द्वारों को बन्द करने तथा अन्य समान कार्यों 
के लिए अनुमति दी आ सकती है । 


( 2 ) अधिष्ठापन संबंधी अपेक्षाएं : - - 


( ज ) किसी परिबद्ध सीढ़ियों को शामिल करने वाले 

किसी विभाग के अलावा आवास सुविधा स्थानों , 
सेवा स्थानों और नियंत्रण केन्द्रों के अन्तर्गत 
किन्हीं एक से अधिक डेकों को शामिल करने वाले 
किसी विभाग के लिए अनुमति नहीं दी जाएगी । 
प्राग के स्रोत को पहचानने में आने वाले विलंब 
मे बचने के लिए ऐसी व्यवस्था होगी कि प्रत्येक 
विभाग में 100 से अधिक संमूचक नहीं होंगे 
और इनका क्षेत्न 50 कमरों से अधिक नहीं होगा । 


( क ) प्रावास सुविधा स्थानों, सेवा स्थानों और नियंत्रण 

स्थानों में सर्वत्र हस्तान्चालित आहान -केन्द्रों 
को अधिष्ठापित किया जाएगा । प्रत्येक निर्गम 
द्वार पर एक - एक हस्तचालित आह्वान केन्द्र रखा 
जाएगा । गलियारों में हस्तचालित अाह्वान केन्द्र 
इतनी संख्या में उपलब्ध होंगे कि गलियारे 
का कोई भी भाग एक आह्वान केन्द्र से 20 
मीटर से अधिक दूरी पर नहीं होगी । 


( स ) यात्री पोतों में संसूचकों का एक विभाग पोत की 

दोनों तरफ की सेवा के लिए नहीं लगेंगे, न 
यह एक से अधिक डेक की सेवा में लगेगा । एक 
में अधिक ऊर्ध्वाधर क्षेत्र में एक विभाग की अव 
स्थिति नहीं होगी । परन्तु सर्वक्षक, भारत सरकार , 
यदि इम में संतुष्ट होता है कि आग से पोत की 
सुरक्षा में कोई कमी नहीं आएगी तो वह पोन 
के दोनों तरफ या एक से अधिक लेकों पर एक 
विभाग की अनुमति दे सकता है । 


( ख ) आवास सुविधा स्थान के अन्दर की सभी सीढ़ियों , 

गलियारों और बचाव-मार्गों में घूम संकेतक लगाए 
जाएंगे । 


( ग ) इम अनुसूची के खंड ( 2) ( ख ) में पिनिर्दिष्ट 

प्याजों के अलावा अन्य स्थानों की सुरक्षा हेतु 
जहां एक स्थिर अग्नि संसूचक तथा अग्नि खतरा 
संकेत तंत्र की अपेक्षा है वहां प्रत्येक ऐसे स्थान 
में इस अनुसूची के ( 1 ) ( ट ) के उपबन्धों 
का अनुपालन करने वाले कम से कम एक संसूचक 
का अधिष्ठापन किया जाएगा । 


( अ ) नियंतण केन्द्र , मेवा स्थान, श्रावास - सुविधा स्थान 

या स्थोरा स्थान की मेवा में लगाया गया एक 
मसूचक -विभाग संवर्ग " क " के किसी मशीनरी 
स्थान को अपने में सम्मिलित नहीं करेगा । 


( ८ ) संसूचक ऊप्मा , धुप्रां या अन्य दहनजन्य कारकों 

द्वारा या ज्वाला द्वारा या इनमें किन्हीं के संयोजन 
द्वारा चाल हो जाना चाहिए । प्रारंभी भाग को 
मुचित करने वाले अन्य कारकों द्वारा चाल हो 
जाने वाले संसूचक भी स्वीकार्य है , परन्तु वे उपर्यफ्न 
संसूचकों से कम संवेदनशील नहीं होंगे । धयां 
या ऊमा मंभूचकों के अलावा ज्वाला मंगूचक 
अतिरिका रूप में ही प्रयोग में लाए जाएंगे । 


( घ ) संसूधकों की अवस्थिति अनुकूलतम निष्पादन को 

ध्यान में रखकर चनी जाएगी । धरनों और संवातन 
वाहिकानों के निकट और ऐसे स्थानों में जहां 
वाय -प्रवाह का पैटर्न , संसूचकों के कार्य में विपरीत 
फल दे सकता हो या जहां टकराहट या 
भौतिक हानि की संभावना हो , मंमुचकों का 
अधिष्ठापन वजित होगा । सामान्य रूप से शिरोपरि 
रखे गए संगचक दीवानों गे 0 . 5 मीटर की 
अल्पतम दूरी पर स्थित होंगे । 


( ठ ) उपयुतत अनुदेशों एनं जांच और रख-रखाव के 

लिए अतिरिक्त पुनों का प्रायधान किया जाएगा । 


( र.) दो पसुचकों के बीच की दूरी का निर्णय मंगूचकों 

के अभिलक्षणों के आधार पर किया जाएगा परन्तु 
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व्यापक रूप से निम्नलिखित सारणी एक सामान्य 

( 4 ) समय -समय पर काम न लिए जाने वाले मशीनरी 
प्राधार होगी । 

स्थानों में विशेष अपेक्षाएं । 


मसूचक का प्ररुष 


प्रत्येक संसू - केन्द्रों के बीच दीवालों मे 
चक का फर्श की अधिक - अधिकतम 
क्षेत्रफल तम दूरी दूरी 


मा 


37 वर्ग मीटर 
74 वर्ग मीटर 


9 मोटर 4 . 5 मीटर 
11 मीटर 5 . 5 मीटर 


धनां 


- 


- - 


- - 


- - - - 


- - 


- 


( च ) तंत्र के भाग के दप में लगने वाले बिजली के 

पार म प्रकार यस्थित हांगे कि वे गलि 
यारों गलियों , संवर्ग " क " के मणीनरी स्थानों 
तथा प्राग के बड़े खतरे वाले अन्य स्थानों मे अचा 
कर बिछाएं जाएंगे । अपवादस्वरुप इन स्थानों 
में ये तभी लगाए जाएंगे जबकि अग्नि मंगनन 
या अग्नि - बतरा संकेतों के लिए इनका लगना 
अनिवार्य हैं या कि जब उपयुक्त बिजली पूर्ति 
मे इनको जोड़ना आवश्यक है । 


समय - समय पर देखभाल न किए जाने वाली मशीनरी 
स्थानों में लगाए गए स्थिर अग्नि मंसूचन और अग्नि खतरा 
संकेत तंत्र निम्नलिखित निरिकन अमेात्रों का अनुपालन 
करेगा । 
( क ) अग्नि- संसूचन तंत्र इस प्रकार अभिकल्पित किया 

जाएगा और ममूचक इस प्रकार अवस्थित किए 
जाएंगे कि परिवेण -तापों के संभव परिसर के 
अनसार अपेक्षित मशीनरी की मामान्य प्रचालन 
अवस्थाओं और संवातन - परिवर्तनों के अधीन इन 
स्थानों के किसी भी भाग में लगी आग का 
तत्काल पता लग जाता है । अपवादस्वरूप नियं 
त्रित ऊंचाई वाले उन स्थानों में जहां इनका 
प्रयोग विशेष रूप से उपयुक्त है वहां केवल तापीय 
संसूचकों के प्रयोग के लिए अनुमति नहीं दी 
जाएगी । समूचन तंत्र ऐसे श्रव्य तथा दृश्य खतरा 
संकेत निकालेंगे जो पाग से इतर सूचना देने वाले 
संकेतों से दोनों दष्टियों से भिन्न होंगे और ये 
इतनी जगहों पर पर्याप्त संख्या में लगाए जाएंगे 
कि वे नीचालन -पूल पर और एक उत्तरदायी 
इंजीनियर अधिकारी दाग देखे सूने जा सके । 
यदि नौचालन पूल पर कोई तैनात नहीं है तो 
खतरा संकेत ऐसे स्थान पर गूंजेगा जहां कर्मीदल 

का कोई उत्तरदायी सदस्य ड्यूटी पर है । 
( ख ) लगाने के बाद तंत्र की जाच इंजन-प्रचालन और 

मंवातन की विभिन्न स्थितियों के अधीन की 
जाएगी । 


( 3 ) डिजाइन - अपेक्षाएं : - -- 
( क ) तंत्र म प्रकार अभिकल्पित किया जाएगा कि 

वह पोत में मामान्य रुप से अनुभव होने वाली 
संभरण वोल्टता की घट बढ़ होने वाली और 
क्षणिकानों परिवेश-ताप परिवर्तनों कपनों , प्रादर्ता 
प्रघात , संघट्टन और संक्षारण को सहन कर 

सके । 
( ख ) खंड ( 2 ) ( ख ) के अनुसार अपेक्षित धुमा समू 

चको का प्रमाणीकरण धुएं के घनत्व के 12 . 5 
प्रतिशत दृष्टिगंध प्रति मीटर तक पहुंचने के पहले 
चाल होने के लिए और 2 प्रतिशत दृष्टिरोध 
प्रति मीटर तक पहुंचने के पहले चालू न होने 
के लिए होगा । अन्य स्थानों में लगाए जाने वाले 
धुप्रां -मंसूचक , अमुग्राहिता और अतिसुग्राहिता की 
त्याज्यता की दृष्टि से मुग्राहिता की अनुमोदित 

मीमाओं के अन्दर कार्य करेंगे । 
( ग ) ऊ मा मंसूचक ताप के 78°C तक पहुंचने के 

पहले और 54°C तक पहुंचने के बाद चालू 
होने के लिए प्रमाणित होगा जबकि 1°C 
प्रति मिनट की दर से बढ़कर इन सीमाओं तक 
ताप पहुंचता है । इससे अधिक की ताप -वृद्धि की 
दर के संदर्भ में मचुचक की असुग्राहिता या अति 
मुग्राहिता त्याज्यता की दृष्टि से अनुमोदित साप 

मीमाओं के अन्दर कार्य करेगा । 
( घ ) शाकन कक्षों तथा इस प्रकार के सामान्य रूप में 

उच्चतर परिवेश-तापों वाले अन्य समान स्थानों 
में संसूचक के अनुमति -योग्य प्रचालन ताप में डेक 
शीर्ष साप से 30°C तक की अधिकतम 

वृद्धि लाई जा सकती है । 
2041 GI / 90 - --14 


स्थोरा स्थानों के लिए विशेष अपेक्षाएं : - -- 

स्थोरा स्थानों में तंत्र निम्नलिखित अपेक्षाओं का भी 
अनुपालन करेगा : -- 
( क ) मंसूचकों को अलग- अलग समूहों में बांटा जाएगा 

और प्रत्येक समुह एक से अधिक स्थोरा स्थान 
की सेवा में नहीं लगेगा । प्रत्येक समूह में 

100 से अधिक संमूचक नहीं होंगे । 
( ख ) जिन स्थानों में संसूचक लगने हैं उनकी संवातन 

अवस्थाओं और अन्य कारकों की दृष्टि में संसूचको 
का प्रकार उनकी संख्या और उनके बीच की दूरी 
पर मुख्य सर्वेक्षक , भारत सरकार का संतुष्ट 

होना अपेक्षित है । 
( ग ) विशेष संवर्ग के स्थानों और पार ओ . पार ओ . 

स्थोग स्थानों में आग लगने के संमूचन की 
तुरन्त क्षमता संत्र की होनी चाहिए । अधिष्ठापित 
किए जाने के बाद तंत्र की जांच मामान्य संवातन 
अवस्थाओं के अन्तर्गत की जाएगी और मुख्य 
सर्वेक्षक , भारत सरकार, के मत में संतोषप्रद रूप 
से ममग्र अनुक्रिया काल प्राप्त रहेगा । 


- - - 


- 
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स्थान , सेवा -स्थान , नियंत्रण केन्द्र या मशीनरी 

स्थान में किसी मावक या ज्वलनशील पदार्थ का 
[ देखिए नियम 5 ( v ) तथा 34 ( 3 )] । 

या अग्निशमन माध्यम का क्षरण न होने पाए । 
प्रतिदर्शी निष्कर्षण और घूम-मंचन तंत्र 

( 3 ) अधिष्ठापन संबंधी अपेक्षाएं 
( 1 ) सामान्य अपेक्षाएं : - - 

( क ) प्रत्येक संवृत्त स्थान में जहां धूम संचयन अपेक्षित 
( क ) इस अनुसूची में जहां भी " तंत्र " शब्द का प्रयोग 

है कम से कम एक से संचायक स्थित होगा । 
हा है वहां तात्पर्य प्रतिदर्श निष्कर्षण और 

जहाँ स्थानों का अभिकल्पन, धम प्रतिदर्शन तंत्र 
धूम संसूचन तंत्र से है । 

की अपेक्षा रखने वाले स्थोरे के विकल्प के रूप 
कोई भी अपेक्षित तंत्र सर्वदा निरंतर प्रनालन 

में तेल या प्रशीतित स्थोरा भी ले जाने के लिए 
के लिए समर्थ होगा ; अपवाद स्वरूप अनुक्रमिक 

बनाया गया है वहां ऐसे कक्षों में धूम संसूचक 
क्रमवीक्षण सिद्धांत पर प्रचालित तंत्र भी स्वीकार्य 

को अलग हटाकर रखने के साधनों का प्रावधान 
होंगे, परन्तु तंत्र एक ही स्थिति के दो बार क्रमवी 

होगा । इन साधनों पर मुख्य सर्वेक्षक , भारत 
क्षण करने के बीच का अन्तराल मुख्य सर्वेक्षक , 

सरकार की संतुष्टि अपेक्षित है । 
भारत सरकार, के लिए संतोषप्रद समग्र अनुक्रिया 

( ख ) धूम - संचायक अनुकूलतम निष्पादन की दृष्टि में 
काल प्रदान करेगा । 

रख्ने जाएंगे और उनके बीच का अंतराल ऐसा 
( ग ) तंत्र के प्रचालन के लिए आवश्यक शक्ति प्रदायों 

होगा कि शिरोपरि डेक क्षेत्र का कोई भी भाग 
का मानिटरन निरंतर किया जाएगा ताकि शक्ति 

किसी संचायक से 12 मीटर से अधिक की क्षतिज 
की कमी का पता लगता रहे । शक्ति की कमी 

दूरी पर न हो । यदि तंत्र यांत्रिकृतः संवातनीय 
का संकेत नियंत्रण पैनल एवं नौचालन -पुल पर 

स्थानों में प्रयुक्त होते हों धूम संचायकों की स्थिति 
दुश्य और श्रव्य रूप में प्रा जाएगा और यह 

का निर्धारण संवातन के प्रभावों को दष्टि में 
संकेत धुनां मूचक संकेत मे भिन्न होगा । 

रखकर किया जायेगा । 
( घ ) तंत्र के प्रचालन में प्रयुक्त बिजली के उपकरणों 

( ग ) धूम समूचक ऐसे स्थानों में रहेंगे जहां टकराहट 
को संभरण के लिए एक वैकल्पिक शक्ति स्रोत 

या भौतिक हानि की संभावना न हो । 
का प्रावधान किया जाएगा । 

( घ ) प्रत्येक प्रतिदर्श-बिन्दु से चार से अधिक सचायक 
( छ ) नियंत्रण पैनल या तो नौचालन -पुल पर या मुख्य 

संबंद्ध नहीं किए जाएंगे । 
अग्नि-नियंत्रण स्टेशन पर स्थित होगा । 
( च ) धयां या अन्य दहन जन्य उत्पाद संचित होने 

( 5 ) एक से अधिक संवत स्थानों पर स्थित धूम संचायकों 
पर नियंत्रण -पैनल और नौचालन पुल पर एक 

के साथ एक ही प्रतिदर्श बिन्दु को नहीं जोड़ा 
दृश्य एवं श्रव्य संकेत चालू हो जाएगा । 

जाएगा । 
( छ ) जिन स्थानों में आग रोकने के लिए तंत्र लगा 

( च ) प्रतिदर्श -पाइप स्वतः खाली होने वाले और स्थोरा 
है उनकी स्पष्ट सूचना नियंत्रण-पैनल पर या 

कार्य में होने वाले मंघटन और हानि से बचाकर 
उसके निकट प्रशित की जाएगी । 

रखे जाएंगे । 
( ज ) प्रतिदर्शन पाप की व्यवस्था ऐसी होगी कि ग्राग 

( 3) अभिकल्पन अपेक्षाएं 
की अवस्थिति तुरन्त पहचान ली जाए । 

( क ) संत्र का अभिकल्पन इस प्रकार किया जाएगा कि 
( अ ) तंत्र की जांच एवं रख-रखाव के लिए उपयुक्त 

वह पोत में सामान्य रूप अनुभव होने वाली 
अनुदेश और अतिरिक्त वाहकों का प्रावधान किया 

संभरण वोल्टता विचरण और क्षणिकानों , परिवेशी 
जाएगा । 

ताप परिवर्तनों, कंपनों , आर्द्रता, प्रथात , संघटन 
( अ ) तंत्र का कार्यक्षमता की जांच मुख्य सर्वेक्षक , भारत 

और संक्षारण को सहन कर सक । 
सरकार , की संतुष्टि के लिए समय -समय पर होती 
रहेगी । संत्र इस प्रकार का होगा कि उसके 

( ख ) संवेदन एकक धएं के घनत्व के 6 . 65 प्रतिशत 
सही प्रचालन के लिए जांच करके पुनः उसे 

दष्टिरोध प्रति मीटर तक पहुंचने के पहले चाल 
सामान्य निगरानी के लिए किसी घटक को बदले 

होने के लिए प्रभावित होंगे । 
बिना पूर्ववत रखा जा मके । 

( ग ) दोहरे नमूना निकासी पंखों का प्रावधान होगा । 
( ट ) तंत्र का अभिकल्पन संनिर्माण एवं अधिष्ठापन 

सुरक्षित क्षेत्र में संवातन की सामान्य स्थितियों 
इस प्रकार किया जाएगा कि किसी प्रावास- सुविधा 

में प्रचालित होने के लिए पंखों की पर्याप्त क्षमत . 


- --- - - 


- -- - 


- - 


- - - 


- - - 


- 


- - - - - 


- - - 


- 
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-- - - - - - - 


- - - - 


[ भाग II -- वंड (i) ] भारत का राजपन्न : अगर 11, 1990/ श्रावण, 20 1912 

2087 
- -- - - -- - - - - - - - -- - - - -- - -- - - - - - - - - - -- - -- - - . . 
होगी और मख्य सर्वेक्षक, भारत सरकार के लिए 

दौरान अग्निशमन - संवर्धन का ब्लेक कर दिया 
सतोषप्रद रूप से समय अनुक्रिया -काल प्रदान 

आएगा । 
करेगा । 

( 3 ) किसी भी कक्ष में प्रसावधानी के कारण अग्नि 
( घ ) अलग- अलग प्रतिवर्श पाइपों में धुए का प्रेक्षण 

शमन माध्यम के प्रवेश को रोकने का उपयक्त 
करने की सुविधा नियंत्रण पैनल में होगी । 

प्रावधान किया जाएगा । 
( ऊ ) चयन प्रतिवर्श- पाइपों से वाय के प्रवाह को मानिटर 

( ग ) अग्निशमन माध्यम के वितरणार्थ पाइप लगाने 
करने के लिए और यथासंभव व्यावहारिक प्रत्येक 

को व्यवस्था और निर्गम तुडों की अवस्थिति 
परस्पर-संबद्ध संचायक से बराबर -बराबर मात्रा में 

इस प्रकार होगी कि माध्यम का एक समान रूप 
प्रतिदर्श एकत्न करने के लिए साधनों का प्रावधान 

से वितरण हो । 
होगा । 

( घ ) ऐसे सभी द्वारों को बन्द करने के साधनों का 
( च ) प्रतिपर्श पाइपों का आंतरिक व्यास कम से कम 

प्रावधान होगा जिनसे सुरक्षित स्थान में वाय 

का प्रवेश या गैस का पलायन होता हो । 
12 मिली मीटर होगा जब इनका प्रयोग स्थिर 
गैस अग्निशमन तंत्रों के साथ किया जाता है ( ख ) यदि किसी स्थान में वायु संग्राहिनों में भरी मुक्त 
तो अल्पतम प्रांतरिक व्यास इतना पर्याप्त हो कि 

वायु का प्रायतन इस प्रकार का है कि उसका 
उपयस्त समय में अग्निशामक गैस की निकासी 

मोचन ऐसे स्थान में कर देने पर स्थिर अग्नि 
हो सके । 

शामक तंत्र की दक्षता पर गंभीर प्रभाव पड़ 
( छ ) प्रतिदर्श पाइपों में समय समय पर संपीड़ित वाय 

मकता है तो अग्निशमन माध्यम की अतिरिक्त 
द्वारा रेचन करने की व्यवस्था का प्रावधान 

मान का प्रावधान होगा । 
होगा । 

( च ) ऐसे स्थानों में जहां कार्मिक सामान्यतया काम 

करता है या जहां वे जा सकते हैं , अग्निशमन 
अनसूची 9 

माध्यम की निकासी की श्रव्य चेतावनी स्वतः 
देखिए नियम 8( 1 ) और 2( ख ), 10( 1) ( ख) , 27 ( 1 ) 

देने के साधनों का प्रावधान होगा । माध्यम के 
( क ) ( 2 ) और ( 3), 30( 1 ) ( ख ) , 31 (ग ), 37( 2 ) 

मोचन में पहले से पहले उपयुक्त समयांतराल 
( च) , 41 ( 2 ) ( 3) ] 

तक यह खतरा संकेत बनेगा । 

( छ ) किसी स्थिर अग्निशमन - तंत्र के नियंत्रण-साधनों 
स्थर गैस अग्नि - शमन तंत्र 

तक शीघ्र पहुंच होगी । वे सरलता से प्रचालन 
( 1 ) सामान्य : 

योग्य होंगे । वे यथासंभव कम से कम ऐसी 

स्थितियों में समूहों में रखे जाएंगे कि किसी सुरक्षित 
( क ) ये नियम जिन पोतों पर लाग होते हैं उनमें प्रयोग 

स्थान पर आग लगने से ये अलग -थलग नहीं 
के लिए प्रावधान किए गए अग्निशामक तंत्र में 

पड़ जाते । प्रत्येक ऐसे स्थानों में कार्मिकों की 
ऐसे अग्निशमन माध्यम नहीं रहेंगे जो स्वतः 

सुरक्षा को ध्यान में रखते हुए प्रचालन संबंधी 
या उपयोग की प्रत्याशित प्रवस्थानों में इतनी मात्रा 

अनुदेश स्पष्ट शब्दों में प्रवर्शित होंगे । 
में मादक गैस निकालते हैं जितनी कि कार्मिकों 

( ज ) उपखंड ( 3) ( ग ) ( 5 ) के उपबंधों में और उप 
के लिए हानिकारक हों । 

खंडों ( 3 ) ( घ ) और 3 ( ) में उल्लिखित स्थानीय 
( ख ) ( 1 ) किसी भी कक्ष में अग्निशमन के प्रयोजन 

स्वचालित एककों के अलावा अन्य किसी स्थिति 
से अग्निशमन-माध्यमों के अंतक्षेपण के हेतु प्रावधान 

में अग्निशमन -माध्यम के स्वत: मोचन की अनुमति 
किए गए प्रत्येक ऐसे संस्त्र में माध्यमों को ले जाने 

नही दी जाएगी । 
घाले तंत्र के साथ इस प्रकार रखे गए नियंत्रण 

( स ) यदि अग्निशमन -माध्यम की मात्रा एक से अधिक 
वाल्वों या टोटियों का प्रावधान होगा जिनके पास 

स्थानों के संरक्षण के लिए है तो माध्यम की 
प्रासानी से पहुंचा जा सके और जो सुरक्षित 

माना इस प्रकार सुरक्षित किए गए एक स्थान की 
कक्ष में लगी आग के कारण एकदम कार्य के 

सुरक्षा के लिए अपेक्षित अधिकतम मात्रा से अधिक 
लिए अक्षम न हो जाएं । जिस कक्ष की तरफ 

नहीं होनी चाहिए । 
ये पाइप जाते हैं उनका विवरण , इन वाल्वों या 
टोटियों में स्पष्ट रूप से अंकित किया जाएगा । 

( अ ) उपखंड ( 3) (ग) , ( 3) ( घ ) और 3 (क ) में 

अन्यथा अनुमत स्थितियों को छोड़कर अन्यत्र 
( 2 ) यदि प्राग बुझाने के लिए गैसीय अग्निशमन सन्न 

उपखंड ( 1 ) ( ठ ) के अनुसार अग्निशमन - माध्यम 
से सज्जित कोई स्थोरा स्थान यात्री -स्थानों की 

के भंडारण के लिए अपेक्षित दाब-पान - संरक्षित 
तरह काम में लाया जाता है तो ऐसे प्रयोग के 

स्थानों के बाहर स्थित होंगे । 


2088 


THE GAZETTE OF INDIA : AUGUST 11 , 1990 /SRAVANA 20 . 1912 


[ PART HI - SEC 3(i)] 


-- - - - - - - --- 


- 


( 2 ) सबसे बड़े ऐसे स्थान के प्रावरण सहित 

कुल आयतन का 35 प्रतिशत । 


परन्तु उपर्युक्त प्रतिशतों को 2000 टन से कम के 
यानी पोतों से इतर पोतों के लिए क्रमशः 35 और 30 
प्रतिशत में घटा सकते हैं । पुनः यदि दो या दो से अधिक 
मशीनरी स्थान पूर्णत: अलग नहीं है तो उनको एक स्थान 
मान सकते हैं । 


( घ ) कार्बन डाई आक्साइड का आयतन प्रति किलोग्राम 

0 . 56 घन मीटर के अनुसार परिकलित किया 
जाएगा । 


( द ) भंडारण -पान और संबद्ध वाम घटक , उपयुक्त 

पदार्थ के बने होंगे और उनकी स्थितियों और 
मेवा के लिए अपेक्षित अधिकतम परिसर तापों 
के संदर्भ में वे कुशल डिजाइन और पर्याप्त सामर्थ्य 

के होंगे । 
( ठ ) जब अग्निशमन - माध्यम को संरक्षित स्थान के बाहर 

किया जाता है तो वह एक ऐसे कक्ष में रखा 
जाएगा जो सुरक्षित और सुगम्य स्थान में स्थित 
और दक्षतापूर्वक संवातित हो । इस प्रकार के 
भंडारण कक्ष का कोई भी प्रवेश द्वार खुले डेक 
से होगा और हर हालत में संरक्षित स्थान से 
अलग होगा । पहुंच द्वार बाहर की तरफ़ खुलेंगे । 
ऐसे कक्षों और निकटस्थ कक्षों को परस्पर विभा 
जित करने वाले डेक , दीवाल उनके दरवाजे 
और अन्य द्वारों को बन्द करने के साधन गैम 

रोधी होंगे । 
( 3 ) तंत्र के अतिरिक्त पुर्जे पोत के फलक पर होंगे । 
( 2 ) कार्बन डाई आक्साइड तंत्र 
( क ) जब स्थोरा स्थानों में अग्निशमन -माध्यम के रूप 

में कार्बन डाई आक्साइड का प्रयोग होता है 
तब उपलब्ध गैस की माना पोत के सबसे बड़े 
सीलबन्द करने योग्य स्थोग कक्ष के कुल आयतन 
के कम से कम तीस प्रतिशत आयतन के बराबर 

मुक्त गैस प्रदान करने के लिए पर्याप्त होगी । 
( ख ) जब स्वनोदनार्थ तेल भरी टंकियों वाली मोटर 

वाहन रखे गए स्थोरा स्थानों या बंद पार , प्रो . / 
प्रार . पो स्थानों या स्थोरे के थोक भरण के 
काम में लिए गए बंद पार . पो ./ पार . ओ . स्थानों 
में अग्निशमन - माध्यम के रूप में कार्बन डाई 
प्राक्साइड का प्रयोग किया जाता है । तब उपलब्ध 
गैस की माना ऐसे सबसे बड़े सीलबन्द करने 
योग्य स्थोरा स्थान के प्रायतन के कम से कम 
45 प्रतिशत आयतन के बराबर मुक्त गैस प्रदान 

करने के लिए पर्याप्त होगी । 
( ग ) जब मशीनरी स्थानों और पंप -कक्षों में अग्निशमन 

माध्यम के रूप में कार्बन डाई आक्साइड का 
प्रयोग होता है तब उपलब्ध गैस की मात्रा निम्न 
लिखित में से जो भी बड़ा हो कम से कम उसके 
बराबर मुक्त गैस प्रदान करने वाली मात्रा 
होगी । 
( 1) सबसे बड़े स्थान के कुल आयतन का 40 

प्रतिशत ; यह पायसन उस स्तर तक मापा 
गया पायतन है जहां प्रावरण का क्षेतिज 
क्षेत्रफल टंकी शीर्ष और प्रावरण के निम्न 
तम हिस्से के बीचों बीच मापे गए उस 
स्थान के कुल क्षेत्रफल का 40 प्रतिशत 
या उससे कम के बराबर होता है । 


( अ ) ( 1 ) जब मशीनरी स्थान और पंप कक्षों में कार्बन 

डाई आक्साइड का प्रयोग अग्निशमन - माध्यम के 
रूप में किया जाता है तो व्यवस्था इस प्रकार की 
होगी कि उपखंड ( 2 ) ( ग ) में इन स्थानों के संदर्भ 
में विनिर्दिष्ट सांद्रता प्रदान करने के लिए अपेक्षित 
गैम का 85 प्रतिशत दो मिनट के अन्दर उस 
स्थान में निस्सरित किया जा सके । 
( 2 ) जब स्वनोदनार्थटंकी के तेल भरे मोटर वाहनों 
को ले जाने वाले स्थौरा स्थानों या बंद पार , 
प्रो . आर . ग्रो स्थानों में अग्निशमन -माध्यम के 
रूप में कार्बन डाई आक्साइड का प्रयोग होता है , 
तो व्यवस्था इस प्रकार की होगी कि ऐसे स्थान 
के लिए अपेक्षित गैस कम से कम दो -तिहाई अंश 

दस मिनट के अन्दर ही प्रदान किया जाए । 
( घ ) पात्रों के अन्दर माध्यम की मात्रा की जाच करने 

के लिए कदिल को सुरक्षा प्रदान करने योग्य 

साधनों का प्रावधान किया जायगा । 
( 3 ) हेलोजनीकृत हाइड्रोकार्बन तंत्र 
( क ) अग्निशमन -माध्यम के रूप में हैलोजनीकृत हाइड्रो 

कार्बन की अनुमति केवल मशीनरी स्थानों पंप 
कक्षी और उन स्थौग स्थानों के लिए दी जाएगी 
जो केवल स्थौरा रहित वाहनों को ले जाने के 
लिए हैं । 


जब पूर्ण प्राप्लावन तंत्र में अग्निशमन -माध्यम 
के रूप में हैलोजनीकृतः हाइड्रोकार्बन का प्रयोग 

होता है तब 
( 1 ) तंत्र केवल हस्तचालित शक्ति -मोचन के प्रारंभण 

के लिये व्यवस्थित होगा और ऐमें माधन का 

प्रावधान संरक्षित स्थान के बाहर किया जायेगा । 
( 2 ) यदि हैलोजनीकृत हाइड्रोकार्बन का चार्ज एक से 

अधिक स्थानों में पति के लिये है तो भंडारण 

और मोचन की व्यवस्थाएं प्रत्येक स्थान के लिये 
खंड ( 3) ( ख ) ( 9 ) या ( 3) ( ख ) ( 10 ) के 
अनुपालन करेंगी । 


प्रति 


( भाग [[ --- खंड ( i) ] भारत का राजपत्र अगस्त 11, 1920 श्रावण : ), 191 ) 
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( 3 ) माध्यम के मोचन के पहले संरक्षित स्थान में 

प्रावरण- माहित पार पायतन के प्राचार पर 
लगे मभी मंधातन पंखों में स्वत : बंद करने के 

होगी । 
साधनों का प्रावधान होगा । 
( 4 ) संरक्षित स्थान में लगे संवातन तंत्र के सभी 
अवमंदकों को हाथ में बंद करने के साधनों का हैलोन 

अल्पतम 

अधिकतम 
प्रावधान होगा । 

1301 ( बी . टी . एम . ) 4 . 25 प्रतिशत प्रतिशत 
( 5 ) व्यवस्था इस प्रकार की होगी कि संबंधित म्यान 

1211 ( बी . सी . एफ . ) 4 . 25 प्रतिशत 5 . 5 प्रतिशत 
पर लागू होने वाले खंड ( 3 ) ( ख ) 9 या ( 3 ) 
( ख ) 10 के अन्मार अपेक्षित माध्यम की 
निम्नतम मात्रा उस स्थान के अंदर 20 मिनट 

हैलोन 1301 ( बी . टी . एम . ) का प्रायतन 0 . 16 
में निस्मारत हो मके । 

घन मीटर प्रति किलोग्राम और हैलोन 1211 

( बी . सी . एफ . ) का अायतन 0 . 14 घन मी . 
( 6 ) तंत्र का डिजाइन इस प्रकार का होगा कि वह 

प्रति किलोग्राम की दरों में परिकलिन किया 
सेवा के दौरान अनुभव होने वाले ताप -परिमर 

जायेगा । 
के अन्तर्गत प्रचालित हो सके । 
( 7 ) निर्गम - सुडों की स्थिति इस प्रकार होगी कि 

( ग ) यदि व्यवस्थाएं निम्नलिखित अपेक्षानों को पनि 
अग्निशमन -माध्यम का एक समान वितरण प्राप्त 

करती है तो भंडारण -पात्रों को पंप - 

क म 
हो सके और मशीनरी या उपकरणों का रख- रखाव 

इतर मशीनरी स्थानों में रखने की अनुमति दी 
करने वाले और कक्ष में लगी सामान्य पहुंच 

जा सकती है । 
सीलियों और बचाव मार्गों का प्रयोग करने वाले 

( 1 ) उपखंड ( 1 ) ( ग ) की उपयुका प्रोमानों को 
कामिकों को निम्मरण में खतरा न हो । 

ध्यान में रखते हुए अलग - अलग पावों को संरक्षित 
( 8 ) पात्रों में गैम की मात्रा और दाब की जांच 

स्थानों में सर्वत्र बंद कर रखा जायेगा । 
करने के लिये कर्मीदलों के लिये सुरक्षात्मक 

( 2 ) संरक्षित स्थान के बाहर हस्त प्रचालित शक्ति 
साधनों का प्रावधान होगा । 

प्रारंभ मोचन योग्य युक्ति रखी जायेगी । इम 
( 9 ) केवल स्थौरा-रहित वाहनों को ले जाने के लिये 

प्रकार चालू करने योग्य अतिरिक्त पाक्ति 
अलग रखे गये स्थानों के लिये अपेक्षित माध्यम 

स्रोतों का भी प्रावधान होगा जो संरक्षित स्थान के 
का परिकलन निम्नलिखित मारणी के अनुसार 

बाहर स्थित होगा और तत्काल उपलब्ध होगा । 
किया जायेगा । यह मात्रा संरक्षित स्थान 

मशोनरी स्थाः नें अपवाद वरूप एक स्रोत संरक्षित 
के कुल पायतन पर प्राधारित होगी । 

स्थान के अन्दर भी रखा जा सकता है । 


सारणी - ~ 1 


- 


- 


- - 


- 


- 


हैलोन 


अल्पतम 


अधिकतम 


1301 ( बी . टी . एम . ) 
1211( बी . सी . एफ . ) 


5 प्रतिशत 
5 प्रतिशत 


7 प्रतिशत 
5 . 5 प्रतिशत 


( 3 ) वायुचालित और द्रव वालित दाबों और विधान 

शक्ति के स्रोतों का मानिटरन क्रमशः दाब 
और शक्मि की हानि का पता लगाने के लिये 
किया जायेगा और पात्रों में माध्यम के मोचन के 
लिये आवश्यक विद्युत् परिपथों का मानिटरन 
प्रत्येक दोष के मसूचनार्थ किया जायेगा । इसकी 
सुचना देने के लिये दृश्य और श्रव्य 
चंतानियों का प्रावधान होगा । पात्रों को 
संबद्ध करने वाले शक्ति परिपथों का दोहरा 
प्रावधान होगा । 


हैलोन 1301 ( बी . टी . एम . ) का आयतन 0 . 16 घन मीटर 
प्रति किलोग्राम की दर से और हैलोन 1211 ( बी . सी . 
एफ . ) का 0 . 14 घन मीटर प्रति किलोग्राम की दर से 
परिकलित किया जायेगा । 


( 10 ) मशीनरी स्थान के लिये अग्निशमन - माध्यम की 

माता का परिकलन , निम्नलिखित सारणी 2 के 
अनुमार किया जायेगा । यह माना अल्पतम 
सांद्रता के संदर्भ में स्थान के कुल प्रायतन के 
आधार पर और अधिकतम सांद्रता के संदर्भ में 


( 4 ) संरक्षित स्थान के अंदर माध्यम के मोचन के 

लिये अपेक्षित बिजली के परिपथ खनिज द्वारा 
विद्युत रोधित केवल या अन्य ममान पदार्थ 
के होंगे । माध्या के मोचन के लिये अपेक्षित 
द्रवचालित या बाय चालित पाइप तंत्र इस्पात 
के या अन्य समान ऊष्मारोधी पदार्थ के होगे । 


___ -- - - 


- 


- - 


- - 


- - - - - 


है । 
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( v ) प्रत्येक पात्र को एक स्वचालित प्रतिदाब तंत्र में 

( iii ) किसी भी एकक के प्रचालन की सूचना दश्य 
सज्जित किया जायेगा जिसका प्राग से सामना 

और श्रव्य चेतावनियों द्वारा या तो प्रत्येक 
होने और शक्ति के चालू न होने या रुक जाने 

पहुंच -मार्ग के बाहर या नौचालन पुल या 
की स्थिति में जनित्र अनिवाब पात्र की गैस 

नियंत्रण केन्द्र पर प्रदर्शित होगी । 
को संरक्षित स्थान के अंदर छोड़ देगा । 
( vi ) पात्रों और माध्यम के मोचन के लिये प्रावश्यक 

(iv ) प्रत्येक पहुंच-मार्ग के बाहर यह ज्ञापन प्रशित 

होगा कि उस स्थान में स्व वालिन एककों की 
विद्यत परिपथ एवं पाइप तंत्र की व्यवस्था इस 

संख्या एक है या अधिक नया प्रयुक्त माध्यम 
प्रकार की होगी कि परिपथ की किसी एक 

कौन- सा है । 
अवस्थिति पर प्राग या विस्फोट के कारण हुई 
हानि की स्थिति में , अर्थात् एकल हानि संकल्पना 

( v ) किसी स्थानीय स्वालित एकक के द्रव प्रावस्था 
में पुरे स्थान में माध्यम के एक समान वितरण की 

वाले माध्यम को निस्सरित करने के लिये दस 
मावश्यकता को ध्यान में रख कर उपखंड 

सेकंड मे अधिक समय नहीं लगेगा । 
3 ( ख ) ( ix ) या 3( ख ) ( x ) के अनुसार उम स्थान 

( vi ) इन एककों की व्यवस्था ऐसी होगी कि किसी भी 
में यथेच्छ छोड़ा जा सके । यदि किसी छोटे कक्ष 

एकक से माध्यम के निस्मरण के कारण विद्युत 
के भंडारण और मोचन व्यवस्था मे मुख्य 

शक्ति में नाम होगा और न पोन के यकिन 
सर्वेक्षक , भारत सरकार , संतुष्ट है तो वह उस 

चालनीयता में कमी आयेगी । 
कक्ष में एक या दो पात्रों को अनुमति दे मना 

( vii ) किसी संरभिन स्थान में प्रावधान किये गये 

ऐसे एककों के अंदर माध्यम की कुल मात्रा 
( vii ) किसी भी वाब पान में दो से अधिक निस्सरण 

इस प्रकार होगी कि जब सभी एकक एक साथ 
तुंड नहीं लगाया जायेगा और पूरे स्थान में 

चाल होते हैं तो भी 20° सो ताप पर उपखंड 
माध्यम के एक समान वितरण को ध्यान में 

( 3 ) ( ख ) ( X ) में विनिर्दिष्ट अधिकतम वाष्प 
रखकर प्रत्येक पान के माध्यम की अधिकतम 

सांद्रता बढ़ न पाये । परन्तु यदि ये एकक 
माना उपयुक्त रखी जायेगी । 

उपखंड ( 3 ) ( ख ) के अनुपालन में लगाये गये 

स्थिर तंत्र के साथ प्रचालित किये जाने तो 
( viii ) क्षरण एवं निस्मरण के कारण दाब में हुई हानि 

उपरोक्न मांद्रता में बढ़ोतरी हो सकती है । 
की जांच के लिये पात्रों का मानिट रण किया 
जायेगा । इस दणा को सूचित करने के लिये 

( viii ) प्रत्येक ऐमा एकक उपवंडों (i) ( ट) , ( 3 ) 
संरक्षित स्थान में ओर नीचालन पुन या 

( ख ) ( vi ), ( 3) ( ख ) ( vii ) और ( 3) ( ख ) ( viii ) 
नियंत्रण केन्द्र पर श्रव्य और दाय चेतावनी का 

का अनुपालन करेगा । 
प्रावधान किया जायेगा । अपवाद स्वरूप स्थोरा 

( 3 ) मशीनरी स्थानों में उच्च प्राग- खतरा वाले 
स्थानों में केवल नीचालन पल पर या नियंत्रण 

उपकरणों पर मज्जित स्थानीय स्वचालित एकक , 
केन्द्र पर चेतावनी का प्रबंध करना पर्याप्त होगा । 

जो किसी अपेभिन स्थिर अग्निशमन तंत्र के 
( घ ) किसी अपेक्षित स्थिर अग्निशमन तंत्र के अतिरिका 

अतिरिका और उनपे स्वतन्त्र रूप में लगाये गये 
और उससे स्वतन्त्र मप से मशीनरी स्थान के 

हों निम्नलिखित शतों पर स्वीकार किये जा 
अंदर के भाग के अधिकः खतरे. वाले बंद 

सकते हैं । 
क्षेत्रों में सज्जित हैलोन 1301 ( बी . टी . एम . ) 

। मशीनरी स्थान में लगे ऐसे एककों के अंदर 
या हैलोन 1211 ( बी . सी . एफ . ) वाले स्थानीय 

माध्यम की अधिकतम माना इस प्रकार होगी 
स्वचालित एकको को निम्नलिखित अपेक्षाओं का 

कि जब सभी एक एक साय वाल हो तो उस 
अनुपालन होने पर स्वीकृति दी जा सकती है : 

स्थान के कुल पायतन के 1 . 25 प्रतिशत की 
जिस स्थान में इस प्रकार के अतिरिका स्थानीय 

अधिकतम बाप्प सांद्रता में वृद्धि न हो पाये । 
सरक्षण का प्रावधान किया गया है यह एक ही 

(ii ) प्रत्येक एकनः उपखंडी 1 ( ट ), ( 3 ) ( ख ) ( vii ) 
कार्य स्तर पर होगा और उसी स्तर पर होगा 

इस अपवाद के माथ कि माध्यम का एक समान 
जो कि पहुंच मार्ग का है । यदि प्रत्येक स्तर का 

वितरण प्रावश्यक नहीं है, ( 3)( ख ) ( viii ) , 
एक -एक पहंच मार्ग हो तो एक से अधिक 

( 3) ( घ ) ( iii ),( 3 ) ( घ ) ( v) , ( 3) ( घ ) ( vi ), 
स्तरों की भी स्वीकृति दी जा सकती है । 

और ( 3 ) ( घ ) ( viii ) का अनुपालन करेगा । 
बचाव व्यवस्था इस प्रकार की होगी कि ऐसे 

( 4 ) अन्य गैस तंत्र 
मक्षित स्थानों में कहीं से भी बाहर जाने में 

( क ) यदि कार्बन डाई- पाक्साइड या हैलोजनीकृत 
दस सेकेंड में अधिक का समय नहीं लगे । 

हाइड्रोकार्बन के अलावा अन्य किसो गस का 


. 
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- 
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उत्पादन पोत में किया जाता है और उसका 

में सक्षम होगा । उपलब्ध झाग जनक द्रव की 
प्रयोग अग्निशमन माध्यम के रूप में किया 

माना , सब से बड़े संरक्षीय स्थान के प्रआयतन के 
जाता है तो वह इंधन के दहन मे जनित 

पांच गुने के बराबर माग जनित करने के लिए 
गैमीय उत्पाद होगा और उसमें प्राक्सीजन , 

पर्याप्त होगी । झाग का प्रसार-अनुपात 1000: 1 
कार्बन मोनाक्माइल, संक्षारक तत्व और कोई 

टन से अधिक नहीं होगा । 
भी गैम दहनशील तत्व स्वीकार्य अल्पतम मात्रा 

( ख ) यदि मुख्य सर्वेक्षक , भारत सरकार , संतुष्ट हो 
तक कम किया हया होगा । मे गैस का 

जाए कि समान संरक्षण उपलब्ध हो मकता है तो 
प्रयोग करने वाला कोई भी तंत्र उतना ही 

वह वैकल्पिक व्यवस्थाओं और निम्मरण दरों की 
संरक्षण प्रदान करेगा जितना कि स्थिर कार्बन 

अनुमति दे सकता है । 
डाई- पाक्साइड तंत्र । 

( 2 ) माग छोड़ने वाली निर्गम वाहिनियों, झाग जनित्रों 
( ख ) जब इन नियमों के अनुपालन में स्थोग सेल 

में वायु की प्रवेश दर और झाग उत्पादक एककों की संख्या 
टंकियों के अलावा अन्य स्थोग-स्थानों के स्थिर 

मुख्य सर्वेक्षक , भारत सरकार , के मन में भाग उत्पादन और 
अग्निशामक तंद में अग्निशामकः गैस प्रदान करने 

वितरण के लिए पर्याप्त प्रमाणित होगा । 
के लिये अक्रिय गैस सुम्पादित करने वाले तंत्र 
का प्रयोग किया जाता है, तब इस प्रकार 

( 3 ) झाग जनित्र का प्रदाय वाहिनी तंत्र , इस प्रकार का 
संरक्षित सबमे बरे कक्ष के कुल पायतन के होगा कि संरक्षित स्थान पर आग लगने में साग जनक तंत्र 
कम से कम 25 प्रतिशत के बराबर गैम को पर उस का प्रभाव नहीं पड़ेगा । 
72 घंटों तक उत्पन्न करने के लिये वह तंत्र 

( 4 ) झाग - जनित्र , उसका शक्ति प्रदाय स्रोत , झाग 
गसम होगा । 

उत्पादक द्रव और तंत्र के पियंत्रण के साधन तुरंत अभिगम 
( ग ) किमी यानी पोत में किसी स्थिर अग्निशमन तंत्र 

नीय होंगे और प्रचालन में मरत होंगे और उनके समलों 
की नियंत्रण , भंडारण या जनन -ठावस्था का कोई 

में ऐसे यथासंभव कम मे कम स्थानों में रखा जाएगा जो 
भी भाग संघटन-दीवाल के प्रागे स्थिन नहीं 

मंरक्षित स्थान में लगे पाग के कारण प्रलग - थलग नहीं हो 
होगा । 

जाते । 
( 5 ) भाप-तंत्र 

अनुसूची XI 

[ देखिए नियम 8 ( 2 ) का ( ख ) (ग ) और 27 ( 1 ) 
सामान्य रूप से मुख्य सर्वेक्षक , भारत मरकार , स्थिर 

( ख ) और ( 2 ) ] 
अग्निशामक तंत्रों में अग्निशमन माध्यम के रूप में भाप 
के प्रयोग की अनुमति प्रदान नहीं करेगा । जहां इगकी 

स्थोरा स्थानों के लिए स्थिरदाब जल फुहार तंत्र 
अनुमति मुख्य सर्वेक्षक , भारत सरकार, द्वारा दी गई है वहां 

( 1 ) इन नियमों के अनुसार सज्जिन धिर दाब जल 
अपेक्षित स्थिर, अग्नि शमन तंत्रों के , अतिमिन प्रावधान फुहार तंत्र में पंप पाइप तंत्र, नियंत्रण वाल्व और फुहार तड़ों 
के म्प में मीमित स्थानों में ही इनका प्रावधान होगा । का प्रावधान होगा । 
इसके लिये यह भी शर्त है कि भाप संभरण करने के लिये 

( 2 ) तुंड, अनुमोदित पूर्ण, अंतास प्ररुपी होंगे और 
अपेक्षित बायलर या बायलरों का वापन सबसे बड़े 

इस प्रकार व्यवस्थित होगें कि संरक्षणीय स्थानों में पानी का 
संरक्षणीय स्थान के कुल पायतन के प्रति 0 . 75 घन मीटर 

कार्यकारी वितरण प्राप्त हो । 
आयतन के लिये प्रति घंटे कम से कम 1 . 0 कि . ग्राम 
भाप के बराबर होगा । उपर्युक्त अपेक्षाओं के अनुपालन 

( 3 ) तंत्र इस प्रकार का होगा कि 2. 5, मीटर या उससे 
के अलावा यह भी अपेक्षित है कि सभी मामलों में ये 

कम डेक -ऊंचाई के स्थानों में प्रतिमिनट 3 . 5 लिटर प्रति वर्ग 
तंत्र मुख्य सर्वेक्षक , भारत सरकार की संतुष्टि करेगें । । 

मीटर की दर में और 2 . 5 मीटर में अधिक की डेक ऊंचाई 

के स्थानों में प्रतिमिनट 5 लिटर प्रति वर्ग मीटर की दर में 
अनुसूची X 

जल देने का प्रावधान हो । 
[ देखिए नियम 10( 1)( ख), 30( 1) ( ख ) और 

( 4 ) तुकों में जल में उपस्थित अपद्रव्यों से बचाने के 
31 ( ग ) ] 

लिए सावधानों बरती जाएगी । 
मशीनरी स्थानों में अधि प्रसारी झाग अग्निशमन तंत्र 

( 5 ) नंन पूरी घौड़ाई तक मंरक्षण प्रदान करेगा , अपवाद 
( 1 ) ( क ) मशीनरी स्थानों में स्थित कोई अति - प्रमारी स्वरुप उन पोतों में जिनमें संरक्षित स्थान , सीढ़ियों आदि की 

झाग अग्निशमन तंत्र स्थिर निम्सरण द्वारों के सीमा बनाते हुए वर्ग " क " के अन्दर्य उपविभागों में बंटे 
माध्यम गे सबसे बड़े संरक्षणीय स्थान में प्रति हैं तो विभागों की चौड़ाई को नदनुसार कम किया जा साना 
मिनट एक मीटर गहराई की दर से झाग भरने है । वर्ग I, II , II , IV , V , VIII और XI के पातों 
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में जिनमें संरक्षित स्थानों की लबाई 50 मीटर या उससे अधिक इम अनुसूची का अनुपालन करने के लिए प्रयोग किया जा 
है, तंत्र अनभागों में बांटा जा मकना है , बशर्ते उनकी लंबाई सकता है । 
बम से कम 20 मीटर हो । अन्य वर्गों के पोतों ने एक अनुभाग 
की लंबाई 20 मीटर से कम भी हो सकती है , परंतु 

( 13 ) पंप में समुद्र मे चपण की व्यवस्था पुग प्रकार 
यह 10 मीटर गे कम न हो बशर्ने पपों की धारिता इतनी की जाएगी कि जब जहाज तैर रहा तो पंप की मरम्मत 
है कि ने हम अनुमुखी के खंड ( 3 ) पर विनिर्दिष्ट दरों पर दो या जांच के सिवा अन्य किसी भी कार्य के लिए पंप में समुद्र 
सन्निकट बहत्तम विभागों को एक साथ पानी देने की क्षमता जल की सप्लाई को काटना न पड़े । 
गरखते हों । 

( 14 ) पंप को चाल अवस्था में लाने के लिए आवश्यक 
( 6 ) तंत्र के वितरण वाल्ब मूगम्य ऐम स्थान पर स्थित 

पंप चूषण तथा निस्मरण वाल्व या अन्य कोई वाल्व तन के 
होंग जो संरक्षणीय स्थान में निकट परंतु उसके बाहर होगा 

किसी भी नियंत्रण स्थान से पाशित करने या चालू करने 
और जो उस स्थान में लगी आग के कारण तुरंत कट नही 

योग्य होंगे । ऐसे नियंत्रण स्थानों में दाबमापी का प्रावधान होगा 
जाएगा । मंरक्षणीय स्थान में और उनके बाहर मे मी 

जो यह दिखाए कि कन पानी उपलब्ध होगा । 
पहुंच मार्ग का प्रावधान किया जाएगा । जहां वितरण वाल्व 
रखे हैं वहां पर्याप्त संवातन की भी व्यवस्था होगी । 

( 15 ) पंप निस्मरण और परिच्छेद नियंत्रण वाल्बों , के 
( 7 ) तंत्र को जल पहुंचाने वाले पंप पोत में अपेक्षित 

बीच जांच कार्य के लिए एक छोट खले मिरे के छोटे अपशिष्ट 
अग्निणामक पंपों के अतिरिक्त होंगे और ये पाशन योग्य 

वाल्व का प्रावधान होगा । 
अप यागामी वाल्व द्वारा तंत्र में अतिरिक्त रुप में भी मंबद्ध 
होंगे ताकि तंत्र से जल स्रोत थी और पण्व प्रवाह को रोका 

( 16 ) संत के पाइप ठोस कर्मिन या वेल्द किए गए 
जा सके । 

इस्पात या समान पदार्थ के होंगे और विनिर्माताओं द्वारा 
( 8 ) मध्य पंग ग्रोक्षित दान पर मर्वदा संरक्षणीय स्थानों दुगुने कार्यकारी दाब के लिए या कम से कम 20 बार ( 2 
के सभी सडों का अथवा दो मंलग्न अनुभागों को वांछित न्यूटन वर्ग मि . भी . ) के लिए जांचे हुए होंगे और संक्षारण 
याब पर पानी देने में सक्षम होंगे और यदि यह कम है तो को रोकने के लिए अंदर में यगदलेपित होंगें । 
इस अनुसूची के रवड ( 2 ) और ( 3) के अनुसार पानी देने 
में सक्षम होंगें । 

( 17 ) स्व - संरेखी मामी जोड़ या नम्य पाइप जैसी साज 
( 9 ) मुख्य पंप सुदुर नियंत्रण द्वारा चालू करने योग्य सज्जाएं जो मंरक्षणीय स्थानों के अंदर स्थित हैं वे गर्मी के 
होंगे और यह उस स्थान में हाथ में प्रवर्तित करने योग्य होगा कारण एकदम अप्रभावी होने वाली नहीं होंगे , जहान 
जहां वितरण वाल्व स्थित है । 

प्रकार की मज्जाओं का प्रयोग होता है, प्रत्येक प्रयो । 
( 10 ) वर्ग 1, II और III के पोतों और 76 मीटर 

एक अतिरिक्त सज्जा का भी प्रावधान हो । 
या अधिक लंबाई के वर्ग IV के पोतों में या जहां सरक्षणीय 
स्थान का बंद हिस्सा 50 मीटर से अधिक लंबाई का है वहां 

अनसूची XII 
मध्य पंप संरक्षणीय स्थान में और संवर्ग " क के मशीनरी स्थान से 
उचित दूरी पर होंग । अन्य वर्गों के पोतों में संरक्षणीय स्थान 
के बाहर ये पंप स्थित होंगे , परंतु किसी मशीनरी -स्थान के 

देखिए नियम 10 ( 1 ) ( ख ) और 31 ( ग ) ] 

मशीनरी स्थानों और स्थोरा पंप कक्षों के लिए पिर दाब : 
अंदर इनको रखा जा सकता है । 

फुहार तंत्र 
( 11 ) वर्ग I, II और III के पोतों में और 76 मीटर 
या अधिक लंबाई के वर्ग IV के पोतो में या जहां संरक्षणीय 
स्थान का बंद हिस्मा 50 मीटर या अधिक लंबाई का है 

( 1 ) इम नियमावली के अनुपालन में गज्जिा किए 
बहा यदि मध्य पंप बिजली घालित है तो बिजली के दो 

गए प्रत्येक स्थिर दान जल फुहार तंत्र में अनादित प्रकार 
स्रोतों का प्रावधान होगा जिन में से दो सहायक जनित्र 

के पंपों , पाइप तंत्रों, नियंत्रण वाल्वों और फुहार नगों का 
भी हो सकते हैं , बशर्ते वे परस्पर स्वतंत्र हो । यदि मुख्य पंप 

प्रावधान होगा । मशीनरी स्थान के संरक्षणार्थ अन्य किसी 
स्वतंत्र अंतर्दहन प्ररुपी मशीनरी द्वारा चालित है तो वे इस 

कार्य के लिए पंग का प्रयोग नहीं किया जाएगा . परंतु मुग्ध 
प्रकार स्थिर होगें कि संरक्षित स्थान में लगी आग मशीनरी 

सर्वेक्षक , भारत सरकार ऐम स्योरा पंप कक्ष या स्योग म्यान 
और पंप कक्ष में वायु में संभरण पर बाधा नहीं डालेगी । 

में जल फहार तंत्र के संभरग करने की इम पंप को अनमति 

दे मकते हैं जहां इन मंत्रों को अनुमति प्राप्त है । म्योरा 
( 12) जब इम नियमावली की , अनुसूची XII के अनमार पंप कक्ष के संरक्षण के लिए पोत के मुख्य अग्निणामक पंप 
मशीनरी स्थान में स्थिर दाब जल फुहार संत्र का प्रावधान से पानी दिया जा सकता है बगर्ने ये पंप इस अनसची की 
किया गया हो तो उस तंत्र के लिए अपेक्षित पंप का भी अपेक्षाओं का अनुपालन करते हों । 


- - -- - 
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( 2 ) फुहार तंड पर्याप्त संख्या में इस प्रकार के होंगे 

( 8 ) जल में उपस्थित अपद्रव्यों के कारण तुंडों के 
और ऐसे व्यवस्थित होंगें कि निम्नलिखित सारणी के अनुसार 

अवम्ल होने में या पाइपों तंडों वाल्वों और पंप के संारण 
जल का कार्यकारी सौमन वितरण म निश्चित होना हो । 

को रोकने के माधनों का प्रावधान होगा । 

( 9 ) किसी भी यात्री पोत में जल-फुहार तंत्र का 
संर्गना 

जिटर प्रति वर्ग 

कोई भी भाग मंगटा दीका ले मागे सिा नहीं होगा । 
मीटर प्रति मिनट 

( 10 ) प्रत्येक जन फुहार तंत्र पर या उपके मन्निकट 
- - - - - - -- - - - - - - - -- - - 
मार अग्र छन ज्वालन क्षेत्र , 

किसी स्थान पर स्पष्ट और स्थायी अक्षरों में प्रचालन अनुदेश 
लेन इंधन एकक अपकेंद्र पथक्कारक 

चिपकाए जाएंगे । 
( नलमय जल पथनकारी नहीं ) , तेल 
इंधन शोधक और विमलीकारक 

अनुसूची XIH 
मुख्य या सहायक चीज़ल इंजन पर रेचन 

दिखिए नियम 48 ( 1) 
पाइपों या उसके ममान तप्त पष्ठों के 

स्थिर रेक झाग संत्र 
निकट की गरम तेल इंधन प्राइप 
ऐसे टंकी भी क्षेत्र और तेल टंकियां जो 

( 1 ) झाग प्रदान करने की व्यवस्था इस प्रकार होगी 
पोत को संरचना के अंग नहीं है 

कि वह पूरे स्थोरा -टंकी डेक क्षेत्र के लिए और ऐमें स्पोरा 
स्थोरा पंप कक्ष 

टंकी के लिए जिसके रेक में दरार प्रा गई हो , झाग प्रदान 
( 3 ) बिल्जों, टंकी शीर्णो और ऐसे अन्य स्थानों पर 

करने के लिए सक्षम हो । 

( 2 ) रेक झाग तंत्र सरल और दून प्रचालन के योग्य 
जिनके पर नेल इंधन के फैलने की संभावना है , और संरक्षणीय 
स्थानों के अन्य आग के खतरे वाले स्थानों पर फहार -नंद 

होगा । तंत्र का मुख्य नियंत्रण केन्द्र स्थोग क्षेत्र के बाहर प्रावास 

सुविधा स्थान से संलग्न उचित स्थान पर स्थित होगा और 
लगाए जाएंगे । 

संरक्षित स्थान पर आग लाने पर तुरंत पहुंचने योग्य और 
( 4 ) जल फहार तंत्र विभिन्न भागों में विभाजित किए 

प्रचालनीय होगा । 
जा मकते है और दमका नियंत्रण ऐसे बहमनकों से किया जाएगा 

( 3 ) साग विलयन (अर्थात् सांद झाग और जल के 
जिनके वाल्म , संरक्षणीय स्थानों के बाहर के प्रामानी से पहुंचने 
योग्य स्थानों में चाल किए जा सकते हैं और संरक्षणीय स्थान 

प्रमार पूर्व मिश्रण ) के निकलने की दर , निम्नलिखित में 
के अंदर लगी आग में जो तुरंत संत्र से कट नहीं जाएंगे । 

में जो भी अधिक हो , वह होगी । 

( क ) स्थोरा को डे के क्षेत्रकन के प्रति वर्ग मोटर 0 . 6 
( 5 ) जल पाहार तंत्र को आवश्यक दाब पर चार्ज 

लिटर प्रति मिनट जहां स्थोरा टंकी क्षेत्रफन का 
करके रखा जाएगा और तंत्र को जल देने वाला पंप तंत्र 

तात्पर्य है, पोत की अधिकतम चौड़ाई गना स्थोरा 
में दाब पान होने पर स्वयं चाल हो जाएगा । 

टंकी स्थोनों का कुल अनुदैर्घ विस्तार ; . 
( 6 ) पंप को स्वतंत्र अंतर्दहन प्रकार की मशीनरी द्वारा 

( अ ) सबसे बड़े क्षेत्र फल वाली एकल टंकी के क्षतिज 
प्रचालित किया जा सकता है , परंतु यदि वह वाणिज्य पोत 

अनप्रस्थ परिचय के प्रति वर्ग मोटर पर 6 लिटर 
परिवहन ( यात्री पोत मंनिर्माण ) नियम , 1981 या वाणिज्य 

प्रति मिनट ; 
पोत परिवहन स्थोग जहाज मंनिर्माण एवं सर्वेक्षण नियम 
1988 के अनपालन में सज्जित किए गए प्रापातिक जनित्र 

( ग ) सबसे बड़े मानिटर द्वारा संरक्षित के प्रति वर्ग पर 3 
में दी जाने वाली शक्ति पर आश्रित है तो जनित्र को इस 

लिटर प्रति मिनट जमा कि वह क्षेत्र पूर्णतः मानिटर 
प्रकार व्यवस्थित किया जाएगा कि मन्य शक्ति के बंद हो 

के आगे हो ; यह दर 1 , 250 लिटर प्रति 
जाने पर वह स्वयं चाल हो जाए ताकि पंप के लिए तुरंत 

मिनट से कम नहीं होगी । 
शक्ति उपलब्ध हो जाए । जब पंप को स्वतंत्र अंतर्दहन प्ररूपी 

( 4 ) पर्याप्त मात्रा में मांद्रित झाग की पूति होगी 
मगीनरी से चलाया जाना है तो उसकी स्थिति ऐसी होगी साकि विनियमों की अनुमची XIV का अनुपालन करते हए 
फि संरक्षित स्थान में भाग लग जाने पर मशीनरी पर या प्रक्रिय गैस तंत्र से सज्जित पोतों में कम से कम बीस 
पंप कक्ष पर प्रभाव न पड़े । । 

मिनट तक का और इस अनुमची के खंड ( 3 ) में 
( 7 ) पंप किसी भी मंरक्षणीय कक्ष के जल फहार तंत्र 

बताई गई विलयन दर को लागू करने वाले और अक्रिय गैस 
के किसी भी भाग को प्रावश्यक दान पर एक साथ जल प्रदान तंत्र की सज्जा रहित पोतों में चालीस मिनट तक का 
करने में सक्षम होगा । पंप और उसके नियंत्रण संरक्षणीय स्थान झाग -उत्पादन सुनिश्चित हो जाता हो । झाग प्रसार अन पात 
या स्थानों के बाहर अधिष्ठापित होंगे । जल फहार तंत्र द्वारा अर्थात् उत्पन्न झाग के प्रायतन से प्रसार के पहले 
मंरक्षित स्थान या स्थानों में लगी आग के कारण मंत्र का के सांद्रित माग और पानी के मिश्रण का अनुपात ) 
प्रचालन बंद होना असंभव होगा । 

सामान्यतः 12 : 1 से अधिक नहीं होगा । 
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अपेक्षित संख्या में जल -प्रधारों का एक साथ प्रयोग में 
लाने में बाधक न हो । 


( 5 ) स्थिर झाग तंत्र से माग की सप्लाई मानि 
टरों और प्रदायों द्वारा की जाएगी । पीक मानिटर से 
इस अन् पूची के खंड ( क ) में अपेक्षित झाग विलयन दर 
का 50 प्रतिशत दिया जाएगा । 4, 000 टन में कम के 
फूल भार की टंकियों में मानिटर अधिमान के बदले 
प्रदायों का प्रावधान किया जा सकता है । ऐपी स्थिति में 
प्रत्यक प्रदायक की धारिता खंड ( 3 ) के उपखंड ( क ) 
और ( ख ) में अपेक्षित नाग दर के कम कम 25 
प्रतिशत की होगी । 
( 6 ) ( क ) प्रदायकों की संख्या और स्थिति एसी 

होगी कि यह इस अनुसूची के खंस ( 1 ) 
का अनुपालन करे । किसी भी मानिटर की क्षमता 
उस माजिटर द्वारा पर डेक के प्रति वर्ग मीटर 
पर 3 लिटर माग विलिन प्रति मिनटडागी । 
यह क्षेत्र हमेशा मानिटर के आगे होगा । 

यह क्षम ।। 1250 लिटर मिमिनट में कम नहीं होगी । 
( ख ) मानिटर के प्रागे के उपके द्वारा मंरक्षित 

क्षेत्र के सबसे अधिक दूरी पर स्थित सिरे 
की दरी वायु की प्रवाद रहित अवस्था में 
मानिटर की क्षेपण- क्षमता के 75 प्रतिशत से 

अधिक नहीं होगी । 
( 7) माग प्रदायक का मानिटर और होज 
नौपृष्ठ के मुख पर या स्थोरा टंकी डेक के मामने के 
प्रावास सुविधा स्थान पर दाहिने-वायें दोनों पाव: 
पर स्थित होंगे । 4, 000 टन से कम के ऐसे टेंकरों में जिनमें 
मानिटर नहीं लगे हों आग प्रदायक का होज 
संबंध नौपृष्ठ के मुख पर या स्थोरा टंकी उक 
सामने के प्रावास सुविधा क्षेत्र पर चाहिने बार दोनों 
पों पर स्थित होंगे । 


अन सूची XIV 
देखिए नियम 48 ( 2 ), 48 ( 5 ) पौर. 49 ( 2 ) 8 ] 

अक्रिय गैस तंत्र | 
( 1 ) इन नियमों के अनुसार प्रावधान किए गए 
प्रत्येक गैस तंत्र के अभिकल्प संनिर्माण और परीक्षण 
के लिए ये मज्य सर्वेक्षक , भारत सरकार का संतुष्ट 
होना अपेक्षित है । 

( 2 ) तंत्र निम्नलिखित कायों के लिए सक्षम होगा : 
( क ) परिमंडलीय आक्सीजन मात्रा को ज्वलन के लिए 

अक्षम कराने वाले स्तर तक कम करके 
मलाप टंकियों सहित प्रत्येक खाली टंकी 

को अक्रिय रखना । 
( ख ) चाहे पोत पत्तन पर हो या ममाद्रि पर , 

उसकी स्थोरा टंकी के किसी भाग या 
अवशेष टंकी को गस मुक्त रखने की अपेक्षा 
रखने वाली स्थिति को छोड़कर हमेशा प्रायतन 
की दृष्टि से पाठ प्रतिशत या कम पर 
और घनात्मक दाब पर प्राक्सीजन - मात्रा को 
बनाए रखना । 
सामान्य प्रचालनों के दौरान किसी टंकी में 
उमे गैस-म क्त रखने की अपेक्षा वाली स्थिति 
को छोड़कर हमेशा वाय के प्रवेश की 

अपेक्षा का निराकरण । 
( घ ) अवशेष टंकी सहित सभी खाली टंकियों मे 

हाइम कार्बन को रेचित करना ताकि आगे 

की गैस - मोचन प्रक्रियानों के दौरान 
कभी भी टंकी के अंदर ज्वलनशील परिमंडल 

उत्पन्न न हो । 
3. ( क ) तंत्र स्थोरा टंकियों और स्लाप टंकियों 

को पोत की अधिकतम निस्सरण दर का 
कम से कम 125 प्रतिशत अक्रिय गैस प्रदान 
करने में सक्षम होगा दर का माप पायतन 

अनुसार होगा । 
( ख ) तंत्र अक्रिय गैस स्रोत से किसी भी . 

अपेक्षित दर पर स्थारा टंकियों और स्लाप 
टंकियों को प्रायतन की दष्टि से पांच प्रतिशत 
या उससे कम प्राक्सीजन अंश वाले प्रक्रिय 

गैस की पूर्ति करने में सक्षम हागा । 

4. अक्रिय गैस का संभरण उपचारित फ्लू गैस के 
रूप में मुख्य या सहायक बायलरों से , एक या 
अधिक अलग - अलग गैस जनित्रों से या इनमें किसी के 
संयोजन से की जा सकती है । यदि पोत परिवहन 
महानिदेशक फ्ल गैस के अलावा अन्य प्रक्रिय गैसों 
का प्रयोग करने वाले किसी तंत्र की समान सुरक्षा 


( 8 ) किसी भी प्रदायक की क्षमता 400 लिटर 
प्रति मिनट से कम नहीं होगी और न वायु की प्रवाहरहित 
अवस्था में प्रदाय की क्षेपण क्षमता 15 मीटर 
से कम होगी । इम अनुसूची के खंड ( 5 ) की अपेक्षाओं 
के अनुसार प्रावधान किए गए प्रदायकों की संख्या वार से 
कम नहीं होगी । झाग स्रोत मखों की संपमा और प्रकार 
इस प्रकार होंगे कि कम से कम दो प्रदायकों से आने वाला 
झाग स्थोरा टंकी डेक क्षेत्र के किसी भी हिस्से की 
ओर फेरा जा सकता है । 


( 9 ) झाग स्रोत के खराब होने वाले भागों को 
अन्य भागों को अलग करने के लिए किसी भी मानिटर 
स्थान के ठीक प्रागे झाग स्रोत में और यदि जल 
स्रोत उक झाग तंत्र का अभिन्न अंग है तो उसमें भी 
वाल्वों का प्रावधान होगा । 
( 10 ) उक झाग तंत्र के निर्गम पर उसका प्रचानल 

गा कि यह जल स्रोत से अपक्षित दाव पर 
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क्षमता के संबंध में संतुष्ट है तो वह ऐसे तंत्र का भी 
अनुमोदन कर सकता है । यदि युख्य सर्वेक्षक, भारत सरकार, 
तंत्र की स्थैतिक विद्युत के उत्पादन से जनित उज्वलन 
के खतरे के अल्पतन होने की स्थिति से संतुष्ट नहीं 
है तो भंडारित कार्बन डाई प्राक्साइड का प्रयोग वाला 
तंत्र वजित होगा । 

5. अक्रिय गैस संभरण स्रोतों में बायलर ग्रहण 
और फ्लू गैस मार्जकों के बीच फ्लू गैस विलगन 
वाल्य सज्जित किए जायेंगे । इन वाल्बों में यह सूचित 
करने के लिए सूचक लगे होंगे कि वे खुले हैं या बंद । 
उनको गैस शव रखने के लिए और प्रासानी मे कालिख 
न लगने देने के लिए आवश्यक सावधानियां रखी 
जायेंगी । व्यवस्था इस प्रकार की होगी कि जब संगत 
फ्लू गैस वाल्व खला रहता है तो बायलर- कालिख 
ब्लोअरों का प्रचालन नहीं किया जा सकता । 


केवल एक ईधन तेल पंप लगाने की अनुमति दे सकता 
है कि इंधन तेल पम्प और उसके प्रादि प्रवर्तन 
के लिए पर्याप्त अतिरिक्त पर्जे पोत में रखे 
जायें ताकि उनमें हुई किसी त्रुटि की मरम्मत पोत 

के कर्मीदलों द्वारा स्वयं की जा सकती है । 
( ग ) अक्रिय गैस तंत्र का अभिकल्प इस प्रकार 

बनाया जाएगा कि वह जितना अधिकतम 
दाब किसी स्थोरा टंकी पर लगा सकता है यह 
किसी स्थोरा टंकी के जांच - दाब से अधिक 
नहीं हो सकता । प्रत्येक ब्लोअर के चूषण और 
निस्सरण संबंधों पर उपयुक्त अवरोधन 
व्यवस्थाओं का प्रावधान होगा । स्थोरा 
निस्सरण शुरू होने के पहले अक्रिय गैस 
संयंत्र के प्रचालन को स्थायित्व प्राप्त करने 
में सक्षम बनाने के लिए आवश्यक । प्रबन्धों का 
प्रावधान होगा । यदि ब्लोअरों का प्रयोग 
गैस मोचन के कार्य के लिए किया जाता 
तो उनके प्रवेश द्वारों पर ब्लैकन व्यवस्थाओ 

का प्रायधान होगा । 
( घ ) आध्याताओं की स्थिति सभी स्थोरा टंकियों 

अवशेष टंकियों और इन स्थानों को संवर्ग 
" क " के मशीनरी स्थानों के अलग करने वाले 

काफर बांधों के पीछे होगा । 
8. ( क ) आवश्यक पाइपों और साज -सज्जाओं के साथ 

मार्जक का डिजाइन और अवस्थान ऐसे 
होंगे कि ये बंद स्थानों में गैस के प्रवेश को 
रोकें । 


6. ( क ) एक फ्लू गैस मार्जक लगाया जाएगा जो 

इस अनुसूची के खंड ( 3 ) में विनिर्दिष्ट गैस 
के पायतन को प्रभावशाली ढंग से टंडा 
. करेगा । शीतकारी जल-व्यवस्था इस प्रकार की 
होगी कि पोत की किसी भी सेवा में दखल 
दिए बिना पर्याप्त पानी हर समय उपलब्ध 
होता रहेगा । शीतकारी अल की अतिरिक्त 

पूर्ति के लिए भी प्रावधान रखा जाएगा । 
( ख ) अक्रिय गैस ब्लोअरों के ऊपर जल चढ़ने 

की प्रक्रिया को न्यूनतम बनाने के लिए 
निस्पदकों और समान युक्तियों को लगाया 

जाएगा । 
( ग ) मार्जक की स्थिति सभी स्थोरा - टकियों , 

अवशेष टकियों और इन स्थानों 

को संवर्ग क को मशीनरी स्थानों मे अलग 
· करने वाले काफर बांधों के पीछे होगी । 
7. ( क ) कम से कम दो ग्लोअरों का प्रावधान होगा 

जो स्थोरा टंकियों और अवशेष टंकियों को 
कम से कम इस अनसूची । के खंड ( 3 ) में 
अपेक्षित गैस प्रदान करेंगे । 
जिस तंत्र में गैस जनिन का प्रावधान है, उसमें 
मुख्य सर्वेक्षक , भारत सरकार, केवल एक 
ग्लोअर के लिए. इस शर्त पर अनुमति दे सकता है कि 
वह संरक्षक टंकी को खंड ( 3 ) में विनिर्दिष्ट कुल 
गैस देने में समर्थ हो , बशर्ते उसके ब्लोअर और यदि 
प्रवर्तक के लिए पर्याप्त अतिरिक्त पर्जे पोत पर 
हैं ताकि ब्लोअर और मादि प्रवर्तक में पाई किसी 
ब्रटि की मरम्मत कर्मीयता द्वारा स्वयं की 
जा सकती है । 


( ख ) सुरक्षित रख रखाव को ध्यान में रखकर एक 

अतिरिक्त जल सील या फ्लू गैस के क्षरण रोकने का 
अन्य प्रभावशाली उपाय या तो पल गैस विलगन 
वाल्व और मार्जक के बीच लगाया 
जाएगा या मार्जक के गैस प्रवेश स्थान में 
सम्मिलित किया जाएगा । 


9. ( क ) अक्रिय गैस पूर्ति स्रोत में एक नियामक 

वाल्व लगाया जाएगा । अनुसूची के खंड 19 ( ग ) 
और 19 ( घ ) में अपेक्षित प्रकार से बंद 
करने के लिए इस वाल्व को स्वत : नियंत्रित 
किया जाएगा । यदि इस अनसूची के खंड 
( 7 ) के अनुसार अपेक्षित अक्रिय गैस 
लोअर के वेग को स्वतः नियंत्रित करने 
के साधनों का प्रावधान नहीं है तो यह 
वाल्व स्थोरा टंकी की ओर अक्रिय गैस 
के प्रवाह को स्वत : नियंत्रित करने में भी 

सक्षम होगा । 
( ख ) इस खंड के उपखंड ( क ) में उल्लिखित बाल्व 

की स्थिति , जस अग्रस्थतम गैस सुरक्षित स्थान 
के अग्रस्थ वीवाल पर होगी जिससे 


( ख ) अप्रिय गैस जनिध में दो इंधन तेल 

पंप लगे होंगे । मुग्य सर्वेक्षक , भारत सरकार, इस शर्त पर 
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होकर अक्रिय गैस पूर्ति स्रोत गुजरता है । 

के अक्रिय गैस स्रोत से अलग करेगा । 
10. ( क ) जहाज के संतुलन , लुंठन और गति 

( म ) इक स्रोत से हाइड्रोकार्वन द्रव प . वाष्प के संभव 
की सभी सामान्य अवस्थानों में मशीनरी 

पश्च क्षरण के विरुद्ध एक अतिरिक्त सुरक्षा-व्यवस्था 
स्थान , प्रवेश नलियों या अन्य गैस सुरक्षित 

के रूप में इस खंड के उपग्लंड ( ज ) में उल्लिखित 
स्थानों में हाइड्रोकार्बन वाष्प की वापसी को 

बंद करने के निश्चित उपाय बाले वाल्य के और 
रोकने के लिए कम से कम दो अप्रत्यागामी 

इस अनुसूची के खंड ( 9 ) में उल्लिखित बाल्य के 
युक्तियां अक्रिय गैस तंत्र में लगाई जाएंगी 

बीच के हिस्से को संबंधित रखने के उपायों का 
जिनमें से एक जलसील होना अपेक्षित है । 

प्रावधान होगा जबकि इनमें से पहले बताया हुआ 
ये युक्तियों इस अनुसूची के उपखड ( 9 ) 

वाल्व खुला रहता हो । 
द्वारा अपेक्षित स्वचलित वाल्व तथा स्थोरा 11. ( क ) इस अनुसूची के खंड ( 10 ) के अनुसार अपेक्षित 
टैक या स्थोरा पाइप लाइन तक अंतिम 

अप्रत्यागामी युक्तियों के प्रांगे अक्रिय गैस स्रोत 
संबंधन के मध्य प्रवस्थित होगी । 

को दो या अधिक शाखाओं में बांटा जा सकता है । 
1 ) इस खंड में उल्लिखित युक्तियां बैंक के स्थोरा 

( ख ) ( 1 ) अक्रिय गैस संभरण स्रोत का प्रत्येक स्थौरा 
क्षेत्र पर स्थित होंगी । 

टंकी और स्लॉप टंकी को जाने वाली शाखा 
) इस खंड के उपखड ( क ) में उल्लिखित जल 

नलियों से सज्जित किया जाएगा । प्रत्येक 
सील दो अलग -अलग पपों द्वारा दिए जाने 

टंकी अलग - अलग रखने के लिए प्रक्रिय 
योग्य . . होगी जिनमें से दोनों सदा पर्याप्त 

गैस की शाखा नलियों पर रोध वाल्व या 
पूर्ति बनाए रखने में सक्षम होगा । 

अन्य नियंत्रणों पाय लगाए जाएंगे । जहां रोध 
( घ ) सील और संबद्ध प्रावधानों की व्यवस्था ऐसी 

वाल्य लगाए जाते हैं वहां उनकी तालाबंदी 

का भी प्रबंध होगा जो पोत के एक जिम्मे 
होगी कि वह हाइड्रोकार्बन वाष्प के पश्च 
प्रवाह को रोकेगा और प्रचालन - स्थिति में 

दार अधिकारी के नियंत्रण में होगा । 
सील के उपर्युक्त रूप से कार्यरत रहने को 

( 2 ) संयुक्त वाहकों में तेल या तेल - अवशेषां पाली 
सुनिश्चित करेगा । 

स्लॉप टंकियों को अन्य टंकियों में अलग रखने 
( 3 ) हिमीभवन के विरुद्ध जल- सील की सुरक्षा को 

के लिए जो व्यवस्था होगी उसमें एमे खाली 
सुनिश्चित करने के लिए आवश्यक व्यवस्था 

फलेंज होंगे जो तेल से इतर स्थोरा ले 

जाते समय अक्रिय गैस तंत्र के निर्देशक 
इस प्रकार की जाएगी कि अतितापन से सील 
की अखंडता में हानि न पाए । 

सिद्धांतों के संबद्ध अंश के उपबंधों में विनि 
( च ) गैस सुरक्षित स्थानों को जाने वाले सभी 

विष्ट प्रसंगों को छोड़कर अन्यथा अपने स्थान 
सम्बद्ध जल-प्रदायों और शक नलियों 

पर ही बने रहेंगे । 
में तथा सभी संवातन और दाब संवेदी 

( ग ) स्थोरा टंकियों और स्लीप टंकियों को प्रक्रिय गैस 
नलियों में जल -पाश या पोत परिवहन महा 

स्रोत से अलग करते समय उन पर गतिदाब के या 
निदेशक द्वारा अनुमोदित अन्य व्यवस्था 

साप परिवर्तन द्वारा जनित निति के दुष्परिणामों से 
का प्रावधान होगा । इन पाशों को निर्वा 

बचाने के उपायों का प्रावधान किया जाएगा । 
द्वारा खाली किए जाने को रोकने के लिए 

( घ ) नाली- संन का डिजाइन इस प्रकार का होगा कि वह 
आवश्यक प्रबन्ध किया जाएगा । 

सामान्य अवस्थाओं में पाइपलाइनों में स्योरा या 
( छ ) डैक जल सील और पाश व्यवस्थाएं स्योरा 

जल एकत्रित होने से रोक मके । 
टंकी के जांच . दाब के समान दाब पर 

( 1 ) अक्रिय गैस स्रोत को अक्रिय गैस की बाहरी संभरण 
हाइड्रोकार्बन वाष्प की वापसी को रोकने 

से संबद्ध करने योग्य व्यवस्थामा का प्रावधान 
के लिए सक्षम होगी । 

होगा । 
इस खंड के उपखंड ( क ) में उल्लिखित दूसरी 

12. भार और बैलास्ट चढ़ाते समय स्थोरा टंकी से सारे वाप्प 
अप्रत्यागामी यक्ति एक ऐसा अप्रत्यागामी 

को संवातित करने की व्यवस्थाएं वाणिज्य पोत परिवहन 
बाल्य या समान पुर्जा होगी जो गैस या 

( स्थोरा पोत संनिर्माण और सर्वेक्षण ) नियम 1988 के 
द्रव या दोनों की वापसी को रोकने में समर्थ 

नियम 66 के अनुसार होंगी और इनमें एक या अधिक 
होगी और इस खंड के उपखंड ( क ) में अपेक्षित 

मस्तूल उत्थापक या अनेक उच्चवेगो निर्गम द्वारा सम्मिलित 
डैक जल सील के आगे लगी होगी । इसमें 

होंगे । ऐसे संबातन के लिए अक्रिय गैस स्रोत का प्रयोग 
बंद करने के निश्चित उपाय का या ऐसे 

किया जा सकता है । 
उपाय सहित एक अतिरिक्त बाल्व प्रावधान 

13. इस अनुसूची के खंड ( 2 ) में अपेक्षिन प्रक्रियण रेचन 
होगा । यह अप्रत्यागामी वाल्व के आग स्थित होगा 

या खाली टंकियों के गैस मोचन की व्यवस्थाएं अनुमोदन - - 
और डेक जल सील का स्योरा टंकी और स्लॉप टंकी 

प्राप्त होगी और इस प्रकार की होगी कि टंकी के 
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प्रातरित संरचनात्मक अंगों द्वारा पाकेटों में बने हाइड्रोकार्बन 

या अलग अलग स्योग टंकियों पर नही 
बाण की मात्रा को अल्पतम किया जा सके और हम 

लगी है तो छ अक्रिय गैस स्रोत पर लगाई 
प्रकार की कि : --- 

जाएंगी । 
( क ) अलग अलग स्थोग टंकियों या स्लॉप टंकियों पर 

( ख ) इस खंड के उपखंड ( क ) में उल्लखिप युक्तियों 
लगे. गैस निगम पा३प ( यदि लगे हों तो ) अक्रिय 

का स्थान और डिजाइन वाणिज्य / पात परिवहन 
स /वायु के नियंश द्वारों से व्यावहारिक रूप से यथा 

( ग्यारा पोत संनिर्माण और सर्वेक्षण ) नियम 1988 
संभव दूर हो और ये वाणिज्य गीत परिवहन ( स्थोरा 

के नियम 66 के अनुसार होंगे । 
पोत संनिर्माण और सबेक्षण ) नियम 1988 के नियम 
66 के अनमा होंगे । इस प्रकार के निर्गम पाइप के 15 . गैस ब्लोगरों के प्रवर्तन के समर निस्सरण -सिरे पर अत्तिय 
निवेश द्वार या तो उक स्तर पर होगी या टंकी 

गंग का नाप और दान निरंतर पति रहने के उपायों का 
की निचली सतह से एक मीटर मे अधिक की 

प्रायधान होगा । 
ऊनाई पर नहीं होगी । 

16. ( क ) जव अक्रिय गैस दी जा रही है तब निम्नलिखित 
( ख ) इस खंड के उपखंड ( क ) में उल्लिखित निगम पाईप के 

स्थितियों को निरंतर गचित करने और स्थायी 
अनुप्रस्थ परिच्छेद का क्षेत्रफल इन प्रकार का होगा 

म्य में अभिलिखित करने के लिए प्रावश्यक 
कि जब भी किन्हीं तीन टंकियों में एक साथ 
अक्रिय गैस भजी जा रही हो तो कम से कम 

उपकरण लगाए जाएंगे । 
बीम भीटर प्रति सेकंड का निर्गम बैग बनाए 

( i ) इस अनुगूची के बंड ( 10 ) के उपखंड 
नया जा सके । उनके निर्गम डार व स्तर से 

( क ) के अनुमार अपेक्षित यापसो रोधी 
मीटर से अधिक की ऊंचाई पर नहीं होंगे 

यक्तियों के आगे अक्रिय गैस स्रोत का दाब 
( ग ) इमर के उपखंए ( ब ) में सलिनायि । प्रत्येक गैस 

और 
निर्गम द्वार उपयुक्त लिंकन प्रबंधों से सजित होगा ; 
( ब ) ( 1 ) यदि अक्रिय गैरा मनरण स्रोत और म्योग 

( ii ) अनिय गैस सभरण स्रोत में गैस ब्लोअगेंओं के 
पा( इप तंत्र के बीच कोई संबंधन लगा हो 

निम्मरण पापर्व पर अक्रिय गैस का ऑक्सी 
तो दोनी तनी के बीच संभावित उच्च 

जन की मात्रा । 
दावांत को ज्यान में रखकर प्रभावशाली 

( ख ) हम खंड के उपखंड ( क ) में उल्लिनिपत युक्तियां 
म्प से विलगन लाग बारने के लिए आवश्यक 

म्थोग नियंत्रण कक्ष यदि है तो उस में स्थित 
प्रबंध किया जाएगा । इसमें वाल्वा के बीच 

हांग । यदि ऐसे कक्ष का प्रावधान नहीं है तो इनमें 
के स्थान को सुरक्षित रूप में संचालित करने 

स्थिर होंगे । यदि ऐम कक्ष का प्रावधान नहीं है तो 
की व्यवन्या सहित दो अवधिक वाल्य 

इनको स्थारा प्रचालन के प्रभारी अधिकारी द्वारा आसान 
फिरनिया का प्रबंध होगा । 

में पहुंच सकने वाले स्थान पर रखे जाएंगे । 
( 2 ) अक्रिय गम मरण बान और स्थारा खोल को 
अलग करनेवाला वल्ब , अप्रत्यागामी वाल्व होगा 

( ग ) हमके अलावा निम्नलिखित मीटर भी लगेंगे : 
और उममें बंद करने का निश्चित उपाय होगा । 

( i ) इस खंतु के उपखंड क ( 1 ) उल्लिखित दाब 
14. ( क ) रोरा टकियों को निम्नलिखित संभावनाओं में 

को हर समय सूचित करने के लिए और 
बवाने के लिए एक या अधिक निर्वात आरोध 

जब भी संयोजन बाहकों में अवशेष टंकियां 
( क ) यक्तियों क प्रावधान होगा : 

अक्रिय गैस संभरण स्रोत मे बिलगित 
( 1 ) यदि भूचित दर की अधिकाम क्षमता पर 

किया गया है तब इन टंकियों का दाव मुक्ति 
स्पोमा ना जाना है और अन्य सभी निर्गम 

करने के लिए नांचालन पुल पर और 
हार बंद हैं तो इस दिन में स्थोग टंकी 
में परीक्ष्म क्षार से अधिक धनात्मक दाब 

( ii ) इस खंड के उपखंड क ( ii ) में उल्लिखित 
उत्पन्न होने की संभावना है । 

याक्सीजन की मात्रा को सूचित करने के लिए 
2 ) नदि योग पर की सूचित दर को अधिकतम 

मशीनरी नियंत्रण कक्ष या मशीनरी स्थान 
क्षगना पर म्योरा को निम्मारित होना है और 

में । 
गैस आत्माता फेल हो जाता है , तो उस 
स्थिति में 700 मिली मीटर जल प्रमाग 17. आक्सीजन और ज्यादनशील वाष्प - सांद्रता का मापन 
मेर अधिक यागात्मक दाब पैदा होने की 

करने के लिए वहनीय उपकरणों का प्रावधान किया 
मंभाषना । इस प्रकार की युक्तियां यदि वे 

जाएगा । इसके अलावा प्रत्येक स्थोग टंकी और स्लाप 
बाणिज्य गान परिवहन (म्याग पान मंनि 

टकी पर इन वहनीय उपकरणों का प्रयोग करके टकी के 
माण और मायक्षण नियम 1983 . नियम 

वातावरण की दशा निर्धारित करने के लिए उपयक्त 
66 के अनुसार अपेक्षित संवातन तंत्र पर 

व्यवस्थाएं भी की जाएंगी । 
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18. खंड ( 16) और ( 17) में उल्लिखिन स्थिर और 

के स्वत : बंद हो जाने की व्यवस्थाओं का प्रावधान 
वहनीय गैम सांद्रता मापी उपकरणों में शून्य और विस्तृति 

होगा । 
अंशांकन के लिए उपयुक्त उपायों का प्रावधान होगा । 
19. ( क ) निम्नलिग्नित सूचनाएं देने के लिए दृश्य और श्रव्य ( घ ) इस अनुसूची के खंड ( 7) में उल्लिखित अफ्रिय 
खतरा संकेतों का प्रावधान होगा : 

गैस ब्लोगरों की विफलता उपचार करने के लिए 

गैस ब्लोअरों और गैस नियामक याल्व के स्वतः 
(i ) इस खंड के उपखंड 6 ( क ) में उल्लिखित 

अवरोध की व्यवस्था की जाएगी । 
फ्लू गैस मार्जक में निम्न जान -दाब या इसकी 
और निम्न जल प्रवाह दर ; 

( ङ ) इस खंड के उपखंड ( क ) ( v ) के संदर्भ में जब भी 
( ii ) इस खंड के उपखंड 6( क ) में उल्लिग्नित 

अक्रिय गैस की आक्सीजन मात्रा 8 प्रतिशत से 
फ्लू गैस मार्जक में उच्च जल दाज ; 

अधिक हो जाती है तो प्राक्सीजन स्तर को कम 
( iii ) इस अनुसूची के खंड ( 15 ) में उल्लिखित 

करने की तुरंत कार्यवाही की जाएगी । यदि गैस 
उच्च गैस ताप ; 

का गुगता में सुधार नहीं होता तो टंकी के अंतर्गत 

सभी प्रचालन निलंबित किए जाएंगे और इस 
. ( iv ) इव अनुसूची के उपबड 1 ( क ) में उल्लिखित 

अन पुली के उपखड 10 ( ज ) में उल्लिधित विलगन 
अक्रिय गैस ब्लोअरों का भंग हो जाना ; 

थाल्य बंद किया जाएगा । . . 
- ( v ) इस अनुसूखी के उपखंड 16 ( क ) ( ii ) में 

उल्लिखित 8 प्रतिशत प्रापतन से अधिक ( च ) इभ खंड के उपगंडों क ( v ), क ( vi ) और क ( viii ) 
फा माक्सीजन की मात्रा ; 

के अनुसार अपेक्षित खतरा संकेन यदि प्रावधान 
( vi ) इस अनुभूबी के क्रमशः उपखंड ( ) और 

हो तो मशीनरी स्थान में और स्पोरा नियंत्रण 
16 ( क ) में उल्लिखित गैग नियामक वाल्व 

कक्ष में लगाए जाएंगे, कहीं ये हो उनकी स्थिति 
और सूचक युक्तियों के स्वचालित नियंत्रण 

ऐसी होगी कि संकेत कर्मोदल तक तुगंन संचारित 
तंत्र में शक्ति संभरण में भंग ; 

हो जाते हैं । 
( vii ) इस अनुसूची के उपखंड 10 ( क ) में उल्लिग्नित 

( छ ) इस खंड के उपखंड ( क ) ( vii ) के संदर्भ में मुख्य 
जल - सील में निम्न जल स्तर 

सर्वेक्षक , भारत मरकार का इसमें संतुष्ट होना अपेक्षित 
( viii ) इस अनुसूची के उपखंड 16( क ) (i ) में 

है कि जल का पर्याप्त निश्चय हर समय उपलब्ध 
उल्लिखित गैस दाब का 100 मिली मीटर 

है और जन गैस प्रवाह बंद हो जाता है तो जल 
जल प्रमाप में कम हो जाना ; इस गैम 

सोल के स्वनः बन जाने की व्यवस्थाएं पूर्ण है । 
दाब के लिये खतग संकेत , इस प्रकार का 

जब अक्रिय गैस का संभरण नहीं हो रही है तो जल 
होगा कि मंयोजन बाहकों में स्लॉप टंकियों 

सील में निम्न जल स्नर होने का दृश्य और श्रव्य 
के दाब क . निरंतर मानिटरन सुनिश्चित 

खतरा नंकेत चालू हो जाएगा । 
किया जा सके । 

( ज ) अक्रिय गैस लोस में निम्न दार के पूर्व निर्धारित 
(ix ) इस अनुयूची के उपग्वंड ( 16 ) ( क ) (i ) 
में उल्लिखित उच्च गैस दाब । 

सीमाओं के प्राप्त हो जाने पर इस खंड के उपखंड 

( क ) ( viii ) में उल्लिखित खारा संकेत से स्वतंत्र 
( ख ) गैस जनित्रों सहित सत्र में इस खंर के उपखंड 

एक श्रव्य - खतरा संकेत तंत्र का या स्थोरा पंपों 
19( क ) ( i), 19 ( क ) ( iii ), 19( क ) ( v ) 

के स्वत : विरामन की व्यवस्था का प्रावधान होगा । 
और 19 ( क ) ( x ) के अनुसार श्रव्य और दृश्य 
खतरा संकेत लगाए जाएंगे और इसके अतिरिक्त 

20. पोत पर उसके स्वामी द्वारा एक विस्तृत अनुदेश पुस्तिका 
निम्नलिखित खतरों को सुषित करने के भी संकेत 

रखी जाएगी जिसमें अक्रिय गैप तन से और स्पोरा 
लगाए जाएंगे . 

टंकी तंत्र में उपके अनुप्रयोग से संबंद्ध प्रचालनात्मक 

सुरक्षा, रख - रखाव की अपेक्षा और उपजीविकाजन्य 
मंभरण । 

स्वास्थ्य खतरों के बारे में विस्तृत जानकारी होगी । 
( ii ) जनित्र के लिए शक्ति संभरण भंग 

पुस्तिका में उन प्रत्रियाओं का भी मार्गदर्शन होगा 
( iii ) जनित्र के स्वचालित नियंत्रण तंत्र में शक्ति 

जिलका अनुसरण सक्रिय गैस तंत्र में त्रुटि या 

उसके भंग हो जाने पर किया जाना है, जैसे कि 
संभरण में भंग । 

" प्रक्रिया संत्र मार्ग निर्देश " में दिया गया है । 
( ग ) इभ खंड के उपायंड क ( i ), ( क ) (ii ) और क ( iii ) 

[ फा . न. एस. आर./ 1 1 0 1 3/ 1/ 87- एम.ए.] 
के संदर्भ में पूर्वनिर्धारित सीमाओं को प्राप्त हो 
जाने पर गैस ब्लोअरों और गैस नियामक वाल्व 

दीपा भल्ला , अवर सचिव 
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. (Shipping Wing) 

-- going and trunks to such spaces allocated to 

passenger or croit ; 
New DcJhi, the 24th July , 1990 

(c) approved means approved by the Chict 
(Merchant Shipping) 

Surveyor with the Government of India ; 
G . S.R . 500 . - Whereas a draft of the Merchant 

(d ) bulkhead deck is the uppermost deck upto 
Shipping (File Afpliances ) Rules , 1989 was published 

which the transverse water - tight bulkheads 
in the Gazette of India , Part II, Section 3 , Sub - section 

arc carried 
(i), dated the 2uc December , 1989 under the notifi 
cation of the Government of India in the Ministry of 

cargo space means spaces used for cargo 
Surface Transport (Shipping Wing), No . G . S .R . 902 , 

including cargo oil tanks , slop tanks and 
dated the 23rd November, 1989, inviting objections 

trunks to all such spaces: 
and suggestions from all persons likely to be affected 
tbereby t ll the expiry of a period of sixty days from 

" cham cal tanker" means a tanker construc 
the date of publication of the said notification in the 

ted or adapted and used for thc carriage in 
Official Gazette ; 

bulk of any liquid product of a flammable 

nature listed in either , – 
And whereas the copies of the said Gazette were 
made available to the public on the 12th December , 

(i) Chapter 17 of the “ International Code 
1989 ; 

for the Construction and Equipment of 

Ships Carrying Dangerous Chemicals in 
And whereas no objections or suggestions have 

Bulk " ; or 
been received ; 

(d ) chapter VI of the Code for the construc 
Now , therefore , in exercise of the powers conferred 

tion and Equipment of Ships Carrying 
by sections 289 and 435 of the Merchant Shipping 

Dangerous Chemicals in Bulk . 
Act, 1958 (44 of 1958) , the Central Government 

whichever is applicable. 
hereby makes the following rules , namely : 

" closed ro ro space " is a ro ro cargo space 

which is not an open roto space and not a 
PART 1 - PRELIMINARY 

weather deck ; 

(h ) " combination carrier" means a tanker de 
1. Short title , commencement and application :- - 

signed to carry oil or solid cargo in bulk ; 
(1 ) These rules may be called the Merchant 

" control station " means 
Shipping ( Fire Appliances) Rules, 1990 . 

spaces in whichi 

radio or main navigating equipment, or the 
(2 ) They shall come into force on the date of 

emergency source of powder or the cen 
their publication in the Official Gazette. 

tral fire detection equipment, or fire control 
(3 ) They shall apply to every Indian ship and 

equipment, or fire extinguishing installa 

tions are located , or a control room located 
sail ng vessel, the kcel of which was laid or 

outside a propulsion machinery space ; 
is at a similar stage of construction on or 
after the 1st day of July , 1986 . 

(1) " crew space " means crew accommodation 

provided for the exclusive use of the crew ; 
( 4 ) They shall not apply to any such ship or 
sailing vessel the keel of which was laid 

crude oil " means any oil occurring naturally 
before the 1st day of July, 1986 and the 

in the earth whether or not treated to ren 
provisions of the Merchant Shipping (Fire 

der it suitable for transportation and inclu 
Appl ances ) Rules, 1969 shall apply to such 

des — 
ships or sailing vessel : 

(i) crude oil from which certain distillate 
Provided that the Director General of Shipping 

fractions may have been removed ; and 
may . after the commencement of these rules , require 

( ii ) crude oil to which certain distillate frac 
by order in writing . the owner of any such ship or 

tion may have been added . 
sailing vessel, hiving regard to any structural changes 
made in such ships or sailing vessel, to comply with 

(1) " deadweight” means the difference in tonics 
any or all of the requirements specified in these rules . 

between the displacement of a ship in a 

water of a specific gravity of 1.025 at the 
2 . Definitions :- In these rules , unless the context 

load line corresponding to the assigned sum 
Otherwise requires, 

mer freeboard and the lightweight of the 

ships; 
(a ) Act nicans the Merchant Shipping Avi, 
1958 (44 of 1958 ). 

(m ) " gas carrier ” means a tanker constructed 

or adapted and used for the carriage in bulk 
(h ) accommodation spaces means public spaccs , 

of any liquified gas or other products of a 
corridors and lobbies , tairways, lavatories , 

flammablc nature listed in either : 
cabins, offices, hospitals, hair dressing 
saloons, pantries , not containing cooking 

(i) chapter 19 of the International Code for 
appliances , lockers , games and hobbies 

the Construction and Equipment of Ships 
rooms and spaces similar to any of the fore 

Carrying Liquified Gases in Bulk ; or 


(i) 


sailing 


similar așt of July, 


( k ) 


= 


= 


- - 


- - 


- - - 


crew cour place in 200 nautic 
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(ii) chapter XIX of the Code for the Cons 

toiy testing in a standard manner in tho 
truction and Equipment of Ships Carry 

Reid apparatus; 
ing Liquified Gascs in Bulk ; 
whichever is applicable . 

" ro ro cargo spaces" means spaces not nor 

mally sub -divided in any way and extending 
( 1 ) " guidelines for inert gas systems" forms 

to either a substantial length or the entiro 
part of the publication " Inert Gas Systems" 

length of the ship in which goods (packaged 
1983 edition published by the International 

or in bulk ), in or on rail or road cars , vehi 
Maritime Organisation ; 

cles (including road or rail tankers ), trailers, 
( 0 ) " ength " in rclation to a registered ship , 

containers, pallets , demountable tanks or in 
noans the registered length , and in relation 

or on similar stowage units or other recep 
to an unregistered ship , means the length 

tacles can be loaded and unloaded normally 
from the fore part of the stem to the aft 

in a horizontal direction ; 
side of the head of the stern post or, if no 

(y ) " Schedule " means a schedule appended to 
stern post is fitted to take the rudder, to the 

these rules; 
fore side of the rudder stock at the point 
where the rudder passes out of the hull ; 

(z) " service spaces" include galleys, pantries 

containing cooking appliances, laundries , 
(p ) "machinery space " means spaces containing 

drying rooms, lockers and store rooms, paint 
propelling machinery , boilers, oil fuel units , 

roonis , baggage rooms, mail and specie 
stcam and internal combustion engines , 

rooms, workshops (other than those forming 
generators and inajor electrical machinery , 

part of the machinery spaces ) and similar 
oil filling station , refrigerating, stabilising, 

spaces and trunks to such spaces ; 
ventilation and air conditioning machinery 
and similar spaces and trunks to such ( za ) " short international voyage " is an interna 
spaces; 

tional voyage in the course of which a ship 

is not more than 200 nautical miles from : 
" machinery spaces of category A ” means 

a port or place in which the passengers and 
the spaces and trunk to such spaces which 

crew could be placed in safety . Neither the 
contain :-- - 

distance betwcen the last port of call in the 
(i) internal combustion machinery used for 

country in which the voyage begins and the 
main propulsion ; or 

final port of destination nor the return 

voyage shall exceed 600 nautical miles. The 
(ii) internal combustion machinery used for 

ſinal pory of destination is the last port of 
purposes other than main propulsion where 

call in the scheduled voyage at which the 
such machinery has in the aggregate a 

slip commences its return voyage to the 
total power out put of not less than 375 

country in which the voyage began ; 
K . W . or 

( zb ) 

" special category space" means an enclosed 
(iii ) any oil- fired boiler or oil fire unit; 

space above or below the bulkhcad deck in 

tended for the carriage of motor vehicles 
(r ) " oil- fired boiler ” mcans any boiler wholly 

with fucl in their tanks for their own pro . 
or partly fired by Liquid fuel; 

pulsion , into and from which such vehicles 

can bc driven and to which passengers have 
(s) " oil fuel unit " means the equipment used for 

access; 
the preparation of oil fuel for delivery to an 
oil fired boiler or cquipment used for pre 

(ze ) " tons" incans gross tons and in the case of 
paration for delivery of heated oil to an in 

ships having two gross tonnages the larger 
ternal combustion engine, and includes any 

of these ; 
oil pressure pumps , filters and heaters deal 
ling with oil at a pressure more than 1. 8 bar (zd ) “ weather deck ” means a deck completely 
(0 . 18 N /mm ). 

exposed to the weather from above and 

from at least two sides . 
" open roro spaces " means ro ro cargo 
spaces which are open at both cods, or open 

Classification of Ships 
at one end and provided with adequate 
natural ventilation cllective over the entire 3. Classification of ships : - For the purpose of 
length through permanent openings in the these rules , any Jrdian ship and any sea going sailing 
side plating or deck head ; 

vessel shall be arranged in the following classes , 
( u ) " passenger space " means space provided for 

namely - 
the use of passengers ; 

A — Passenger ships. 
" public spaces " include halls, dining rooms, 
bars , 

_ Passengers 
smoke rooms, 

Class I 
lounges, recreation 

— Passenger ships engaged on international 
rooms, nurseries , libraries , cinemas, sale 

voyages other than ships of classes II , III 
shops and similarly permanently enclosed 

and IV . 
spaces allocated to passengers or crew ; 

Class II - Passenger ships engaged on short inter 
( w ) “ Reid vapour pressure " means the vapour 

national voyages other than ships of class 
pressure of a liquid as determined by labora 

IV . 
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( ii) Rules 16 to 18 shall apply to every ship of 

Class V of 20 metres in langth . 
(iii ) Rules 19 to 23 shall apply to every ship of 

Class VI of 20 metres in length and above . 
( iv ) Rulc 24 shall apply to every ship of Class 

VI if less than 20 metres in length , 
( v ) Rule 25 shall apply to every ship of Class 


VII . 


Class III - Special trade passenger ships engaged on 

international voyages other than ships of 

class IV . 
Class IV - Special trade passenger ships engaged oo 

short icternational voyages. 
Class V - Special trade passenger ships and passed 

ger ships other than ships of classes VI and 
VII engaged on voyages other than inter 

national voyages. 
Class VI Special trade passenger ships or passenger 

ships engaged on voyages on the coasting 
trade of India during the course of which 
they do not go more than 20 nuatical miles 
from the nearest land . Provided that such 
ships shall not cease to be ships of class VI 
merely by reason of the fact that they cross 
during their voyage the Gulf of Kutch , 

Cambay or Mannar . 
Class VII — Special trade passenger ships or passen 

ger ships engaged on voyages between ports 
in India during the course of which they 
do not go more than 5 nautical miles grom 
the nearest land . 


5 . Fire petrols, detections, alarm and public address 
systems : 
Every ship shall comply with the following , namely : 
(i) An elicient fire patrol shall be maintained 

in ships carrying more than 36 passengers so 
that an outbreak of fire may be promptly 

detected . 
( ii ) Each member of the fire patrol shall be 

trained to be familiar with the arrangements 
of the ship as well as the location and ope 
ration of any equipment he may be called 

upon to use . 
( iii ) Manually operated call points complying with 

the requirements specified in Schedule VII 
shall be fitted throughout the accommoda 
tion spaces , service spaces and special cate 
gory spaces, which will give an alarm imme 
diately to the navigating bridge or fire con 
trol station . Such a manually operated 
call point shall be positioned adjacent to 
each eriit from every special calegory spac . . 


B — Ships other than passenger ships 
Class VIII - Cargo ships engaged on international 

Voyages . 
Class IX - Cargo ships (other than ships of class X ) 

engaged on voyages which are not inter 

national. 
Class X - Cargo ships engaged on the coasting trade 

of India (other than ships of class IX ) du 
ring th : course of which thcy do not go 
more than 20 nautical miles from the nearest 
land : 
Provided that such ships shall not cease to 
be ships of class X merely by reason of the 
fact that they cross during their voyage the 

Gulf of Kutch , Cambay or Mannar . 
Class XI - Cargo ships engaged on voyages between 

ports in India during the course of which 
they do not go more than 5 nautical miles 

from the nearest land . 
Class XII - Tugs and tenders which proceed to sea 

but are not engaged on international Yo 

yages . 
Class XIII — Fishing vessels other than those of class 

XIV . 
Class XIV - Sailing vessels including sailing fishing 

Vessels . 


(iv ) In every special category space in which the 

fire natrol is not maintained by a continu 
qug fire watch during the voyage , a fixed 
fire detection and fire alarm system complying 
with the requirements specificd in Schedule 
VII shall be provided . 


(v ) 


In every part of the shin which is not rea 
sonably accessible to the fire patrol and in 
every cargo space ( other than special cate 
gory spaces ) containing motor vehicles 
having fuel in their tanks for their own 
propulsion , a fixed fire detection and fire 
alarm system complying with the require 
ments specified in Schedule VII or a sam 
ple cxtraction smoke detection system com 
plving with the requirements specified in 
Schedule VITI shall be provided . Provided 
that the Chief Surveyor with the Govt, of 
India may . if he is satisfied that compliance 
with the provisions of this clause would be 
unreasonable on account of the short dura 
tion of the voyages on which the shir is cn 
gaged , exempt any ship from the said re 
quirements in respect of any part of the 
ship which is not accessible to the fire 
patrol. 


PART II -FIRE PREVENTION AND FIRE 

APPLIANCES 


Section A - PASSENGER SHIPS 
4 . Application : 
(1) Rules 5 to 15 shall anply to every ship of 

Class , T, II , III, IV and every ship of Class 

V of 20 meters in length and above . 
2041 GI/ 90 - 16 


( vi) In anv machinery space where the main 

propulsion and associated machinery includ 
ing sources of main electrical supply are 
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provided with automatic or remote control 
under continuous manned supervision from 
a control room , there shall be provided a 
fixed fire detection and fire alarm system 
complying with the requirements specified 

in Schedule VII . 
( vii) Be so manned and equipped as to ensure 

that any initial fire alarm is immediately 
received by a responsible member of the 
crew at all times when at sea , or in port 

( except when out of service ) . 
(viii ) A special alarm , operated from the navigating 

bridge or fire control station , shall be fitted 
to summon the crew , which may be part of 
the ship s general alarm system but shall 
be capable of being sounded independently 

of the alanm to the passenger spaces. 
(ix ) A public address system or other effective 

means of communication shall be available 
throughout the accommodation space , the 

service space and control station , 
6 . Fire pumps, fire main , water service pipes , hydrants , 

hoses and nozzles 

( 1 ) Every ship shall be provided with fire pumps, 
fire mains, water service pipes, hydrants, hoses and 
nozzles capable of providing at least two jets of 
water, not emanating from the same hydrant, capable 
of reaching normally accessible parts of the ship 
while the ship is being navigated and any store room 
and any part of any cargo space when empty . 

( 2 ) Every ship of 4000 tons or ahove shall be pro 
vided with at least threc independently driven fire 
pumps and every ship of les : than 4000 tons shal! he 
provided with at lçast two such pumps , and each such 
pump shall be capable of delivering two jets of water 
specified under clause ( 1) and in addition shall con 
ply with the requirements specificd in rule 58 . 

(3 ) In every ship of 1000 tons and above , the ar 
rangements of sea connections, pumps and sources 
of power for operating them shall be such as to en 
sure that fire in any one compartment will not put all 
the fire pumps out of action : 

Provided that whore arrangements in a ship is such 
that a fire in any one compartment could put all the 
fire - pumps out of action , there shall be provided in 
a position outside the machinery spaces, an indepen 
dently driven power operated cmergency fire pump 
and its source of power and sea connection . Such 
pump shall be capable of producing at least two jets 
of water from any two hydrants and hoses through 
nozzles which shall comply with the requirements 
specified in sub - rule (2 ) of rule 61 whil simultane 
ously maintaining a pressure of at least 2 . 1 bar 
(0 . 21 Nmm ) at any hydrant in the ship . 

(4 ) (a ) Every Ship shall be provided with a fire 
main , water service pipes, hydrants, hoscs and noz 
zjes which shall be so arranged that they comply with 
the requirements specified in rules 59, 60 and 61 
when all watertight door and all doors in main verti 
cal zone bulkheads are closed . 
" (b ) In every ship of 1000 tons and above , the ar 
ranagement of fire pumps, fire mains and hydrants 


shall be such that at least ono jet of water is imme 
diately available from any one hydrant in an interior 
location . Arrangements shall also be made to ensure 
the continuation of the output of water by the auto 
matic starting of a fire pump . 

(5 ) In every ship at least one fire hose complete 
with nozzle shall be provided for every hydrant Gitted 
in compliance with this rule and shall be used only 
for the purpose of extinguishing fire or for testing the 
fire extinguishing appliances at fire drills and surveys. 
(6) In cvery ship 
(a ) in any ro ro cargo space or any special 

category space , the number of hydrants 
with hores shall be positioned near the ac 
cesses of such spaces and be so arranged 
that at least two jets of water, each from 
a single length of hose, not emanating from 
the same hydrant shall reach any part of 

such space . 
(b ) where, in any machinery space of category 

A , access is provided at a low level from 
an adiacent shaft tunnel, two hydrants fitted 
with hoses with dualpurpose nozzles shall 
be provided external to , but near the in 
trance of that machinery space . Where 
such access is not provided from a tunnel 
but is provided from other space or spaces 
there shall be provided in one of thos 
snaces Iwo hydrant: fitted with hoses with 
dual-purpose nozzles near the entrance to 
the machinery space of Category A . Such 
provisions need not he made when the tun 
nel or adiacent spaces are not part of an 

escape route. 
(7 ) In every ship 
(a ) at least three water- fog applicators in addi. 

tion to the nozzles required under this rule 
shall be provided in special category 

spaces; 
(b ) carrying more than 36 passengers, each 

machinery space of category A shall be 
provided with at least two suitable water 

fog applicators, 
7 . Portahle fire extinguishers in accommodation , 
cargo and service spaces : 

(1 ) Every ship shall be provided :- - 
(a ) on cach deck below the bulkhead deck , a 

sufficicnt number of portable fire extingui 
shers so that at least two of these shall be 
readily available for use in every accom 
modation space , service space and control 

station , between main vertical zoncs and 
(b ) in enclosed accommodation space , 

service spaces and control sta 
tions above the bulkhcad deck , at least 
one such extinguisher shall be provided for 
use on each side of the ship in such space , 
such that the total number of extinguishers 
provided including those specifient in Clause 
(a ) is not less than five on a ship of 1000 
tons or ever ; and 


with a nori rants, one fifeboard side , 
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(c ) at least one portable fire extinguisher and a 

(c ) in each open roro cargo space having a 
fire blanket in every galley and where the 

deck over and each clo : ed ro ro cargo 
superficial deck area of any galley exceeds 

space not capable of being sealed , a fixed 
45 square metres, at least two fire blankets. 

pressure water spraying system omplying 

with the requirements specified in Schedule 
(d ) at least one portable fire extinguisher for 

XI. 
use in each control station ; 

9 . Machinery Spaces, General : 
( c ) in each special category space and cargo 

space intended for the carriage of motor Every ship shall be provided with appliances cap 
vehicles with fuel in their tanks for their able of injecting rapidly and simultaneously at least 
own propulsion ; 

two jests of water not emanating from the same hyd 

rent at least one of which shall be from a single 
(i) for every 40 metres length of deck space , 

length of hose reaching any part of banker of machi 
at least two portable fire extinguishers, 

nery spaces normally accessible to crew when all 
suitable for extinguishing oil fires, so ar 

water -tight doors in the main vertical zone bulk 
ranged that at least one extinguisher is 

heads are closed. 
available on each side of deck space and 
at least one extinguisher is available at 10 . Machinery Spaces of Category - A : 
each access to the deck spacc ; and 

Every ship with machinery space of category - A . 
(ü ) one portable foam applicator unit com ( 1 ) shall be provided in such spaces : 

plying with the requirement specified in 
Schedulo V . Provided that not less than 

(a ) at least two fire hydrants , one on the port 
two such applicators shall be available 

side and the other on the starboard side , 

for each such hydrants , one fire hose coni 
in the ship for use in any such space . 

plete with a nozzle and one spare fire hose 
(2 ) One of the portable fire extinguishers, intend 

coinplete with nozzlei 
cd for use in each space shall be available near the 

( b ) at least one of the following fixed fie ex 
entrance to that space . 

tinguishing installation ), numeiy : 
8 . Fixed fire extinguishing systems in cargo spaces 

(i) a fixed pressure water spraying system 
( 1) Every ship of 1000 tons and above and every 

complying with the requirements speci 
ship cngaged in the carriage of dangerous goods, shall 

fied in Schedule XII, 
be provided in every cargo space other than special 

(ii) a fixed gas fire extinguishing system com 
category spaces and spaces where a fixed pressure 

plying with the requirements specified 
Water Spraying System is fitted in accordance with 

in Schedulo IX . 
clause (b ) & (C) of sub - rule (2 ) and fixed gas fire ex 
tinguishing system complying with the requirements 

(iii ) a fixed high expansion foam system com 
specified in Schedule IV . Provided that the Director 

plying with the icquirements specified in 
General of Shipping may exempt any ship (other than 

Schedule X . 
a ship engaged in the carriage of dangerous goods) 

Explanation - - For the purpose of this rule , if 
from the requirements of this sub- rule, if he is satis 

the engiac and boiled rooms are not en 
fied that to require compliance therewith would be 

tirely separated from each other by a 
unreasonablc on account of the short duration of the 

bulkhead and if fuel oil can draw from 
voyages on which the ship is engaged , 

the boiler room into the engine room , the 

combined engine and boiler rooms shall 
( 2 ) Every ship shall be provided : 

be considered as one single machinery 
(a ) in each special category space a fixed prcs 

space . 
sure water spraying system complying with 

(2 ) In addition to the equirements of Clause ( 1) 
the requirements specified in Schedule XI 

there shall be provided : 
or any other fixed fire extinguishing system , 
which the Chief Surveyor with the Gover 

(a ) in each boiled room 
ment of India , being satisfied after full 
scale test in conditions simulating a flowing 

(i) not less than one foain type fire extingui 
petrol fire in a special category space to be 

sher of at least 135 litres capacity or 
not less cffeotive in controlling fires likely 

CO , fire extinguisher of at least 45 Kilo 
to occur in such a space . 

gram capacity, as may be necessary hav 

ing regard to the size of the boiler room 
(b ) in each cargo space (other than special cate 

placed in such positions so as to be rea 
gory space ) intended for the carriage of 

dily accessible in the event of fire and 
motor vehicles with fuel in their tanks for 

shall be provided with hoses op feels 
their own propulsion a fixed pressure water 

suitable for reaching any part of the 

boiler room anl spaces containing any 
spraying system complying with the require 

part of the oil fuel installation ; 
ments specified in Schedule XI or a fixed 
gas fire extinguishing system complying 

( ii ) one portable foam applicator complying 
with the requirements specified in Schedule 

with the requirements specified in Sche 
IX . 

dule V . 
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12 . FIRE EXTINGUISHING APPLIANCES IN 

OTHER MACHINERY SPACES : 
In every ship where a tre hazard exists in any 
machinery space for which n ) specific provisions for 
fire extinguisting appliances are specificd in rule 10 
or 11 , there shail be provided in or adjacent to that 
space sufficient number of portable fire extinguishers 
to ensure that at least one extinguisher is not more 
than 10 metres distance from any position within 
that space unless cquivalent means of fire extinction 
are provided 


(b ) in each firing space in cach boilcr room and 

in each space containi 18 any part of any 
oil fuel installation , at least two portable 
fire extinguishers uitable for extinguishing 

oil fires ; 
(c ) in each firing space a receptacle contain 

ing at least 0 . 3 cubic metre of sand, saw 
dust impregnated with soda or other dry 
material suutable for quenching oil fire in 
sufficient quantity together with scoops for 
its distribution or in the alterantive ad 
ditional portable fire extinguisher suitable 

for extinguishing oil fires. 
( 3 ) In addition to the requirements of Clause ( 1 ) 
there shall be provided in any space containing inter 
nal combustion type machinery : 
(i) not less than one foam fire extinguishers or 

45 litres or carbon dioxide extinguishers 
of at least 16 Kilograms capacity . The ex 
tinguishers shall be sited so as to be rea 
dily accessible in the event of fire and they 
shall be sufficient in number to enable foam 
or Co2 to be directed into any part of uc 
fuel and lubicating oil pressure systems, 

gearing and other arcas of high fire risk , 
( ii ) not less than set of portable foam applicator 

unit complying with the requirements spe 

cified in Schedule V , 
( iii ) pot less than two portable fire extinguishers 

suitable for extinguishing oil fires , to ensure 
that at least one extinguisher is not more 
than 10 metrcs distance from any position 

within the space . 
11. SPACES CONTAINING STEAM TURBINE 

OR ENCLOSED STEAM ENGINES : 


13. SPECIAL REQUIREMENTS FOR MACHL 

NERY SPACES : 
In every ship : 

( 1) in any machinery space of category - 4 , 10 
which access is provided at a low level from an ad 
jacent shaft tunnel there shall be provided in the 
shaft tunnel, on the side remote from that machinery 
spacc , a light steel screen -cour which shall be cap 
able of being operated from cach side in addition 
to any water-tight door, 
( 2 ) therc shall be provided - 
( a ) in each special category space a power V :1 

tilation system sufficient to give at least 

10 oir changes per hour ; 
( b ) in each cargo space other than special 

category spaces, intended for the carriage 
of niotor vehicles with fuel in their tanks 
for their own propulsion , power ventilation 
system sufficient to give at least 10 air 
changes per hour for ship carrying more 
than 36 passengers and 6 air changes per 
hour for ships carrying less than 36 passen 

gers ; 
(3 ) the power ventilation system referred to in 
sub - rule ( 2 ) shall be entirely separate from other 
ventilation systems and shall be opeated at all times 
when vehicles are in such spaces, Ventilation ducts 
serving such spaces capable of being effectively seal 
cd shall be separated for each such space . The sys 
tem shall be capable of being controlled from a posi 
tion outside such spaces . In addition - 
( a ) the ventilation system shall be such as to 

prevent air stratification and the formation 

of air pockets ; 
(b ) an indicator to indicate on the navigating 

bridge any loss or reduction of the requir 

ed ventilating caacity shall be povided : 
(c) arrangements shall be provided to permit a 

rapid shut -down and effective closure of 
the ventilation system in case of fire , taking 
into account the weather and sea condi 

tions ; 
14 . INTERNATIONAL SHORE CONNECTIONS : 

Every ship shall be provided with at least one in 
ternational shore connection complying with the re 
quirements specified in Schedule I, to enable water 
to be supplied from another ship or from the shore , 
to the fire main and necessary facilities for enabling 
such a connection to be used on both sides of a ship . 


for auxicate, a total for main prsure lubi 


Every ship shall be provided in spaces containing 
steam turbine or enclosed pressure lubricated stcam 
engines used cither for main propulsion or having in 
the agregate, a total power of not less than 375 KW 
for auxiliary purpose : 
(a ) if such spaces have not been fitted with 

fixed fire extinguishing system specified in 
Clause ( 1Xb ) of rule 10 , foam fire exting 
uisher each of at least 45 litres capacity or 
carbon dioxide fire extinguishers cach of 
at least 16 Kilograms capacity sufficient in 
number to enable foam or Co2 to be direct 
ed on to any part of the pressure lubrica 
tion system and on to any part of the cas 
ings enclosing pressure lubricated parts of 
the turbina, engines or associated gearing 

and any other areas of high fre risk . 
(b ) not less than two portable fire extinguishers 

suitable for extinguishing oil fires, suffi 
cient in number , so located that no point 
in the space is more than 10 metres dis 
tance from an extinguisher in that spacc ; 
provided that where such Spaces are perio 
dically unattended one of the fixed fire cx 
tinguishing system complying with the re 
quirements of sul - clause ( b ) of clause (1 ) of 
rule 10 shail be provided in addition . 


of event alition system 
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15 . FIRE -MAN S OUTFIT : 

( 1 ) Every ship of class V of less than 20 metres 
( 1) Every hip shall be provided with at least : 

in length shall be provided 

(a ) in any space containing any oil- fired boiler, 
( a ) Two fireman s outfit ; and 

oil fuel settling tank or oil fuel unit, not 
(b ) two fucman s outfits and two sets of personal 

less than one foam fire extinguishçc of at 
equipment foi c ery 80 nietres ( or part 

Icast 45 litres capacity or carbon dioxide : 
thereof) of the aggregate of the lengths of 

extinguishers of at least 16 kilogrammus . 
all passenger spaces and service spaces on 

capacity , which shall be ploccd so as be 
the deck which carries such spaces, or it 

readily accessible in the event of a fire and 
there is more than one such deck , on the 

shall be sufficient in number to enable foam 
deck which has the largest aggregate of 

or carbon dioxide to bc directed on to any 
such lengths 

part of the boiler roon or space containing 

any part of the oil fucl installation : 
(2 ) for fireman s outfit which includes a self con 
tained breathing apparatus, one spare chargc for cach 

( b ) in each firing space and in cach space which 
such apparatus, Every fireman s outſil and personal 

contains any part of any oil fuel installa 
equipment referred to in sub - rulc ( 1 ) shall comply 

tion at least two portable fire extinguishers 
with the requirements specified in Schedule-VI. 

suitable for extinguishing oil fires ; and 
( 3 ) At least two of the fireman s outfit referred to 

10 ) in cach firing space a receptacle containing 
in sub -rule ( 1 ) sball include brething apparatus of 

at least 0 . 3 cubic metre oi sand or other 
aid hose type and the remaining shall include brca 

dry material suitable for extinguishing 0 :1 

fires together with a scoop for its distribu 
thing apparatus of the self containcd type . Provided 
that where the ali host of an ait hose lype breathing 

tion , or an additional portable fire extingui 
apparatus has, in oricr to comply with para ( 3 ) of 

sher suitable for extinguishing oil tires. 
Schedule VI, in exceed 36 metrcs in length , an addi 

( 2 ) Every such ship oi 15 metres in length and 
tional breathing apparatus of self contained type shall 

above but less than 20 metres in length , shall be prv 
be provided on board the ship . 

vided in cach space containing internal combustion 
(4 ) Every ship carrying more than 36 passeagers cype propulsion machinery , at least five portable fire 
shall be provided for each pnir of breathing af:para extinguishers suitable for extinguishing oil fires, and 
tus one water for applicator which shall be stored every such ship of less than 15 metres in length shall 
adjacent to such apparatus , 

be provided with at least threc such portable fire 
(5 ) The fireman s outfits or sets of personal equip 

extinguishers in such spaces . 
ment referred to in sub - rule ( 1 ) shall be so stored Provided that where the internal combustion machi 
as to be casily accesible and ready for use and ncry is situated in a space to which sub -rule ( 1 ) 
where more than one fireman s Outfits or more than applics, only two such portable fire extinguishers need 
onc set of personal cquipment is carried they shall be provided in addition to the extinguishers Itquired 
be stored in widely separated positions. At least two by that sub - rule . 
fireman s outtits and one set of pesonal equipment 
shall be available ai any one storage position , 

SHIPS OF CLASS VI OF 20 METRES IN LENGTH 

AND ABOVE 
SHIPS OF CLASS V OF LESS THAN 20 METRES 
IN LENGTH 

19 . Fire pumps, fire main , water service pipes, hyd 

rants hoses and nozzles 
16 . Fire pumps, fire main , water service pipes, 
hydrants , hoses and nozzles 

( 1 ) Every ship of class VI of 20 metres in length 

and above shall be provided with fire pumps, fire 
Every ship of class V of less than 20 metres in 

main , water scrvice pipes , hydrants , hoses and nozzles 
length shall be provided in a place outside the machi 

whereby at least onc jet of water can reach any part 
nery spaces a power or hand operated pump with 

of the ship normally accessible to the passengers or 
a permanent sea connection and a hose with a 10 

crew while the ship is being navigated and any store 
inillimetre diameter nozzle capable of producing a 
jet of water having a throw of not less than 6 metres, 

room and any part of any cargo space when empty , 
capable of being directed to any part of the ship . (2 ) Every such ship shall be provided with at least 

onc fire pump operated by power , which shall be 
17 . Portable fire extinguishers 

capable of delivering at least one jet of water from 

any fire hydrant, hose and nozzle provided in the 
Every ship of class V of less than 20 metres in 

ship and shall comply with the requirements of rule 
length shall be provided with at least one portable 
fire extinguisher in each of the passenger spaces above 
the bulkhead deck , and with at least two portable 

( 3 ) Every such ship fitted with oil- fired boilers 
extinguishers in each of the crew spaces and in each 

or internal combustion typc propulsion machinery 
of the passenger spaces below the deck. At lcast 

shall be provided with an additional fire pump which 
one portable fire extinguisher shall be available for 

shall be permanently connected to the fire main but 
use in any galley . 

which may not be required to be operated by power. 

Such pump and its source of power, if any , shall not 
18 . Machinery spaces of category A and spaces 

be situated in the same compartment as the pump 
containing oil fuel settling tanks 

required under sub -rule ( 2 ) and shall be provided 


58 . 
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with a permanent sea connection situated outside the 

(b ) not less than two portable fire extingusbers 
machinery space . If such a pump is operated by 

suitable for extinguishing cil fires , so located 
power, it shall comply with the requirements of sub 

that an extinguisher is not more than 10 
rule ( 2 ) and iſ it is manually operated it shall be 

nieres distance from any point in such 
capable of producing a jet of water having a throw 

muachinery space . 
of not less than 6 metres from nozzles . 

2 . liremen s outfits 
(4 ) Every such ship shall be provided with a fire Every ship of class VI of 20 metres in length and 
main , water service pipes , hydrants , hoses and noz abovc shell carry one fireman s oucit for each 30 
zles which shall comply with the requirements speci metres (or part thercof) of the registered length of 
fied in rules 59 , 60 and 61. 

the ship , complying with the requirements specified in 

Schedule VI. 
(5 ) Every such ship shall be provided with at 
lcast one fure hose for every hydrant. 

23 . In : ernational shore connections. 

Every ship of class VI of 500 tonnes and above 
(6 ) Every such ship fitted with oil- fired boilers or 

shall be provided with at least one interdulicpal shore 
internal combustion type machinery shall be provided 

connection complying with the requirenients specified 
with at least one fire hydrant in each space cuntaining 

ili the Schedule I, to enable water tu be supplicá from 
such boilers or machinery , with a nozzle for every 

another ship or rum the shore , to the fire Jain 
fire hose at every hydrant fitted in such spaces . 

and nccessary facilities for enabling such a connec 
20 . Portable fire extinguishers 

tion to be used on both sides of a ship 

24 . Ships of Class VI of less than 20 metres in 
Every ship of class VI of 20 metres in length and 
above snail be provided with at least one portable 

Length . 
use extinguisher in cach of the passenger spaces above 

Provisions of Rules 16 to 18 (both inclusive ) sball 
the bulkhead deck , and with at least two such ex afply to ships of Class VI of less than 20 metres i 
tinguishers in each of the crew spaces and the length . 
passenger space below that deck . At least one port 

: Ships of Class VII . 
able fire extinguisher shall be available for use in 

( 1 ) Pruvisions of rules 19 to 23 (both inclusive ) 
any gallery . 

shall apply to ships of Class VII of 20 metres in 
21 . Machinery spaces of category A 

length and ahove. 
( 1) In every ship of class VI of 20 metres in 

( 2 ) Provisions of rules 16 to 18 ( buth inclusive ) 
length and above shall be provided , for the protec shall apply to ships of Class VII of less than 20 
tion of any machinery space of category A , at least 

metres in length . 
one of the fixed fire extinguishing installations re SECTION B -- SHIPS OTHER THAN PASSENGER 
quired under Clause ( 1) ( b ) of rule 10 . 

SHIPS AND TANKERS 
(2 ) In addition to the requirements specified in 26 . Application . 
sub - rule ( 1) , there shall also be provided 

Save as otherwise provided , the provisions of rules 
( a ) in cach boiler room not less than two foam 27 to 36 (both incluzive ) shall apply to ships of 
fire extinguishers of at least 45 litres capa 

Classes VIII, IX , X , XI, XII and XV wf 500 tons 
city or carbon dioxide fire extinguishers of 

and above. 
at least 16 kilogrammes capacity and shall 27 . Fixed fire exiinguishing arrangements in cargo 
be placed so as to be rcadily accessible in 

spaces . 
the event of fire and they shall be sufficient 

( 1) Every such ship engaged in the 
in number to enable foam or carbon dioxide 

carriage of 
to be directed on to any part of the boiler 

dangerous goods shall be provided , - 
room or spaces containing any part of the (a ) a fixed gas fire extinguishing system com 
oil fuel installations ; 

plying with the requirements specificd in 

Scheduie IX for every corgo Space (other 
(b ) in each firing space and in cach space 

than ro ro cargo space pot capable of being 
which contains any part of any oil fuel 

scaled ) ; and 
installation at least two portable fire extin 

guishers suitable for extinguishing oil fires ; (b ) a fixed pressure water spraying system 
(c ) in each firing space a receptacle containing 

complying with the requirements specificd in 
at least 0 .3 cubic metre of sand or other 

Schedulc Xl for every ro [ ro cargo space 
dry material suitable for extinguishing oil 

not capable of being scaled . 
fires together with a scoop for its distribu 

(2 ) Every such ship there shall be provided . 
tion , or an additional portoble fire extin 
guisher suitable for extinguishing oil fires. 

(a ) for every rolro cargo space capable of being 

sealed and for every cargo space ( other 
( 3 ) In addition to the requirements of sub-rule (1 ) 

than a ro ro space ) intended for the carriage 
there shall be provided in any machinery spice 

of motor vehicles with fuel in their tanks 
containing internal combustion type machinery : 

for heir own propulsion a fixed pressure 
( a ) one foam fire extinguisher of at least 45 

water spraying system complying with the 
litres capacity or a carbon dioxide fire 

requirements specific in Schedule XT or a 
extinguister of at least 16 kilogrammes 

fixed gas fire extinguishing system comply 
capacity ; and 

ing with the requirements . 
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(b ) for cvery ro io cargo spac not capable of 

being scaled a fixed pressure water spray 
ing system , implying with the requirements 

specified in Schedule XI. 
( 3 ) Every such ship of 2000 tons and above ther 
than ships to which sub - rulo (1 ) Pr !ie :, shall be 
provided a fixed gas fire extinguishing system comply 
ing with the requiredients specified in Schedule IX 
for every cargo space. Provided th :1t the Chier 
Surveyor with the Government of India may exempt 
any ship from the requirements of this sub -rule if - - 

( i) the ship is constructed and solely intended 

for the carriage of ore , roal, grain , unsea 
soned timber or any other 10 1- combustible 
cargocs or cargoes which , in his opinion 

constitute a low fire risk ; and 
(ü ) the ship is fitted with steel hatch covers and 

effective means of closing all ventilators and 

other openings leading to the caigo spaces. 
28 . Firc pumps, fire mains, water service pipes, 

hydrants, hoses and nozzles. 
( 1) Every such ship shall be provided with fire 
pumps, fire -mains, water service pipes , hydrants , hoses 
and nozzles which shall be capable of delivering at 
least two jets of water so as to reach any part of the 
ship normally accessible to the parsengers and crew 
while the ship is being navigated , and any store room 
and any part of any cargo space when empty. 

(2 ) (a ) Every such ship , which is les" than 1000 
tons, shall be provided with at least one fire punip 
operated by power, having a capacity of not less 
than 25 cubic metres per hour, which shall be capahle 
of delivering at least one jet of water simultaneously 
from each of any two fire hvdrants hoses and 11ozzles 
provided in the shin and shall comply with the 
requirements of rule 58 . 

( h ) In every such shin , in addition to the fire 
pumps reauired under this rule . one of the other 
piimd shall be fitted in the machinery space such 
as the general service , bilge and ballast numn , which 
shall be capable of providing water to the fire irain 
at the capacity and pressure of the fire pumps. 

(c ) Fvery such ship of 1000 tons and above , shall 
be provided with at least two fire dumps operated hov 
power . Each pump shall be capable of delivering at 
least one iet of water simultaneously from pach of 
any tivo fire hydrants , hoses and no771es provided in 
the shin and shall comply with the requirement: of 
rule 58 . 


ship , and for such ships of 1000 tons or over , the 
pressure at any hydrant shall not be less than 2 . 5 
bar. 

(c ) In every such ship of 2000 tons or over such 
emergency fire pump shall mect the requircments 
specified in rule 58 ( 3 ) . 

( 4 ) (a ) Every such ship shall be provided with a 
fire main , water service pipes , hydrants, hoses and 
nozzles which shall comply with rules 59 , 60 and 61. 

(b ) In every such ship the number of fire hoses 
shall be in addition to those required for any machi 
nery spaces, one fire hose for each 30 metres ( or 
part thereof ) , length of the ship but in no case less 
than 5 hoses in a ship of 1000 tons and over and 
not less than 3 in a ship under 1000 tons. Such hoses 
shall have a total length of at least 60 per cent of 
the length of the ship . In addition there shall be 
provided one spare fire hoses, complete with couplings 
and nozzles : 
Provided that the Chief Surveyor with the Gov 

ernment of India may require a greater 
number of hoses to be carried so as to ensure 
that hoses in sufficient number are avail 
able and accessible at all time" , having 
regard to the size and type of ship and 
nature of services. 


(5 ) All hydrants in machinery Spaces of such 
hips fitted with main Os auxiliary oil fire boilers or 
internal combustion type of machinery shall to provi 
ded with hoses complete with nozzles . In each such 
space at least two fire hudrants one on port and one 
on the starboard side ; and in addition where there 
is access to the machinery space of any such ship hu 
way of a shaft tunnel, a fire hydrant should be provi 
ded in the tunnel at the end adjacent to that space . 

(6 ) In every sich ship there shall be provided in 
ro ( to cargo spaces at least three water fog applicatore 
in addition to the nozzles required by this rue. 

(7 ) In every such ship in every rolro cargo space 
the number of hydrants with hoses shall be so arranged 
that at least two jets of water each from a single 
length of hose not ananating from the same hydrant 
mav reach any part of such space and such hydrant : 
shall be positioned near the accesses to such space. 
29 . Portable fire extinguishers in accommodation , 

cargo and service spaces 
Every such ship shall be provided with 
( a ) portable fire extinguishers not being less than 

fire in a ship of 1000 tons or above and 
not less than three in a shid of 500 tons 
and above but less than 1000 tons to ensure 
that at least one such extinguisher is readily 
available for use in any part of the ac 
commodation spaces , service spaces ard 

control stations. 
(h ) in cach roro cargo enace intended for the 

Çarriage of motor vehicles with fuel in their 

tanks for their own propulsione 
(i) at least two portable fire extinguishers 

suitable for extinguishing ni fires for 


( 3 ) (a ) If in any such shio fire in any one com 
Darmant could out all the fire dumns out of action . 
an indenendently driven power onerated emergency 
fire numn and its source of power and sen conner . 
tion shall he rrovided in a position outside the 
machinery spaces. 

(h ) The every such ship which is under 1000 tons, 
sich ameroency fire pumn shall he canable of deliver 
in at least one iet of water simultaneously from 
carh of any two hydrants and hoses through nozzles 
which shall comnly with mile 61 ( 1 ) while maintaining 
a presure of at least 2. 1 bar at any hydrant in the 
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every 40 metres length of deck space so 

dust in pregnated with soda or other dry 
arranged that at least one extinguisher is 

material suitable for quenching oil fire in 
available on each side of such space and 

sufficient quantity together with scoops for 
at least one extinguisher is available at 

its distribution or an additional portable 
cach access to such space . 

fire extinguisher suitable for extinguishing 

oil fires . 
one foam applicator complying with the 
requirements specified in Schedule V : 

( 3 ) in any space containing internal combustion 

type machinery — 
Provided that not less than two such 
applicators shall be available in the ship 

( i) not less than one foam fire extinguishers 
for use in any such space . 

of 45 litres or carbon dioxide extinguishers 

of at least 16 Kilogrammc capacity suffi 
30 . Machinery Spaces of Category . A : 

cient in number to enable foam or Co2 

to be directed into any part of the fuel 
Every such ship with machinery space of category - A , 

and lubricating oil pressure systems, 
shall be provided 

gearing and other areas of high fire risk ; 
( 1 ) in such machinery spaces 

( ii ) not less than one set of portable foam 
( a ) at least two fire hydrants one on both 

applicator unit complying with the re 
sides of the ship for each such hydrants, 

quirements specified in Schedulo V ; 
one fire hose complete with nozzle and 

( iii) not less than two portable fire extin 
onc spacc fire hose complete with nozzle . 

guishers suitable for extinguishing oil fires 
(b ) at least one of the following fixed fire 

to ensure that at least one extinguisher 
extinguishing installations namely : 

is not more than 10 metres distance from 

any position within the space , 
( i) a fixed pressure water spraying system 

complying with the requirements speci 31 . Spaces Containing Steam Turbine or enclosed 
fied in Schedule XII . 

Stcam Engines : 
( ii ) a fixed gas fire extinguishing system Every such shin shall be provided in spaces contain 
complying with the requirements of 

ing stcam turbine or enclosed pressure lubricated 
Schedule TX 

Steam engines used either for main propulsion or having 

in the aggregate , a total power of ont less than 375 
( iii ) a fixed high expansion foam wystein 

Kw for vuxiliary purposes : 
complying with the requirement wpeci 
fied in Schedule X . 

( a ) if such spaces have not been fitted with 

fixed fire extinguishing system specified in 
EXPLANATION - For the purpose 

clause ( 1 ) ( b ) of rule 30 , foam fire extin 
of this rule , if the engine and boiler 

guish each of at least 45 litres capacity or 
rooms are not entirely separated from 

carbon dioxide fire extinguishers each of 
each other hy a bulkhead and if fuel oil 

at least 16 Kilogrammc capacity sufficient 
can drain from the boiler room into 

in number to cable foam or CO2 to he 
the engine room , the combined engine 

directed on to any part of the pressure 
and boiler rooms shall be considered as 

lubrication system and on to any nart of 
one single machinery space . 

the casings cnclosing pressure lubricated 
(2 ) in each boiler room 

parts of the turbine. cngines or associated 

gearing and any other areas of high fire 
( i) not less than one foam type fire extin 

risk ; 
gusher of at least 135 litres capacity or 

( b ) 
Co2 fire extinguisher of at least 45 Kilo 

not less than two portable fire extinguishers 
gramme capacity as may be necessary 

suitable for cxtinguishing oil fires, sufficient 
having regard to the size of the boiler 

in number , so locater that no point in the 
TOOM . placed in such position so 39 to 

space is more than 10 metres distance from 
be readily accessible in event of fire , with 

an cxtinguishes in that space ; 
hoses on reels suitable for teaching any 
part of the boiler room and spaces cor 

( c ) one of the fire extinguishing systems specificd 
taining any part of the oil fuel installation : 

under clause ( 1 ) ( h ) of rule 30 where such 

spaces are periodically unattended . 
one portable foam applicator complying 
with the requirements specified in 

32 . Fire Extinguishing Appliances in other Machinary 
Schedule V ; 

Spaces 
( iii ) in each firing space and in each space 

Every ship where a fire hazard exists in any 
containing any part of any oil fuel instal 

machinery space for which no specific provisions for 
lation , at least two portable fire crtin 

fire extinguishing appliances are specified in rule 30 
guishers suitable for extinguishing oil fires : 

and 31, shall be provided in or adiacent to such 

snace a sufficient numhor of portable fire extinguishers 
( iv ) in cach firing space , a receptacle contain ta ensure that at least one extinguisher is not more 

ing at least 0 . 3 cubic metre of sand, saw than 10 metres distance from any position within 


ace for whices are spre adiacent 
touisters 
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or 


other equivalent means 


of fire 


such space 
su ! ition . 


33. Speciel Requirements : 

In every shin 


( 1 ) in any machinery space of category A to 

which access is provided at a low level 
from an adjacent shaft tunnel there shall 
bo provided in addition to any watertight 
door and on the side remote from that 
machinery space , a light steel fire sercen 
door, which shall be capable of being operit 
test froni cach side ; 


( 2 ) there shall be provided in cach closed roiro 

cargo space and each cargo sapce intended 
for the carriage of motor vehicles with fuc 
in licii tanks for their own propulsion , 
power ventilation system to provide at least 
six air cherges per hour based on an empty 
hold . Ventilation fans shall be run conti 
nuously whenever vehicles are on board . 
The system shall be entirely separate from 
other ventilating systems, Ventilation ducts 
serving such spaces capable of heing effec 
tively sealed shall be separated for each cargo 
space . The system shall he capable of being 
controlled from a position outside such 
Spaces. In addition : 


( a ) the ventilation system shall be such as to 

preveni air stratification and the formation 

of air pockets ; 
(h ) an indicator to indicate any loss of the 

required ventilating capacity on the navi 

gating bridge ; 
(c ) arrangements shall be provided to permit 

a rapid shutdown and effective closure 
of the ventilatings system in case of fire , 
taking into account the weather and sea 

conditions . 
34 . Fire Alarm and Detection System 

(1 ) Every ship shall be provided with a fixed fire 
detection and firo alarm system complying with the 
requirements specified in Schedule VII in any machi 
nery space where : 
(a ) the installation of automatic and römote 

control systems and equipment has been 
approved in lieu of continuous maming of 

such space ; or 
(h ) the inain propulsion and associated machi 

nery including sources of main electrical 
supply are provided with some automatic 
or remote control and are under continuous 

manned supervision from a control room . 
( 2 ) In every such ship there shall be provided in 
each ro ro cargo space a fixed fire detection and fire 
alarm system complying with the requirements speci 
fied in Schedule VII . 


tended for the carriage of motor vehicles with fuel in 
th in tank ; we their own propulsion either a fixed fire 
chutton and fire lain system complying with the 
requenicnts pecificd in Schedule VII or a sample 
extraction smoke detection system complying with the 
Tequirements specified in Schedule VIII. 
35 . Firemen s Outfits 

( 1 ) Every shio shall carry firenen s outfits which 
shall comply with requirements specificd in Schedule 
VI in accordance with the following scale : 
Tonnage of the sh p 

Number of outfits . 
560 tons and over hut under 2500 tons 
2500 tons and our but under 4000 tons 
1000 tuns and over 

( 2 ) At least one such outfit carried in any such 
ship shall include a breathing apparatus of air hose 
type and the remainder shall include breathing ap 
puratus of self -contained type . 

Provided that where the air hose of an air hose 
typo breathing apparatus has, in order to comply with 
para (3 ) of Schedule VI to exceed 36 metres in length , 
one breathing apparatus of the self - contained type 
shall be provided on board the ship . 

( 3 ) The firemen s outfits or sets of personal cquip 
nient shall be so stored as to be easily accessible and 
ready for use and where more than one such set is 
carried , they shall be stored in widely separated rosi 
tion . 
36 . International Shor Connection 

Every ship shall be provided with 

( 1 ) At least one international shore connection 
complying with the requirements of Schedule I to 
erable water to lie supplied from another shin or 
from the shore to the fire main . 

( 2 ) Fixed provisions shall be made to enable such 

connection to be used on both sides of the ship . 
37 . Ships of Qass VIII under 500 tons and ships of 

Classes IX , X , XI, XII and XV under 500 tons 

but not under 150 tons ---- 
( 1 ) The provisions of this rule shall apply to ships 
of Class VIII under 500 tons and ships of Classes IX , 
X , XI, XII und XV under 500 tons but not under 
150 tons. 
( 2 ) Every shin shall be prov ded with 
(a ) Fire pumps, fire mains, water services pipes, 

hydrants hoses and nozzles whereby at lcast 
one jet of water can reach any part of the 
ship rormally accessible to the passengers 
or crew while the ship is being navigated . 
and any store room and any part of any 

cargo space when empty ; 
(b ) at least one fire pump operated by power 

complying with the requirements of rule 
58 , which shall be capable of delivering at 
least onc jet of water from any fire hydra 

hose and nozzle provided in the ship : 
( c ) if fitted with oil - fired bo ler or internal com 

bustion type propelling machinery , an 


( 3 ) In every such shin there shall be provided in 
each cargo space ( other than roro cargo spaces ) in 
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additional firc pump and it source of power 
and sea connect on in a position outside the 
spaces containing such bojlers or inachi 
nery , and if such pump is operated hy 
power, it shall comply with the require 
ments of the preceding clause and if it is 
inantly operated , it shall be provided with 
a hose and 10 milli-metres diameter nozzle 
capable of producing a jet of water having 
a throw of not less than 6 metres capalle 
of being directed on to any part of the ship ; 


( d ) a fire main , water service pipes and hydrants 

complying with the requirements of rulc 59 
and at least three fire hoses and nozzles 
complying with rules 60 & 61; 


( e ) at leat three portable fire extinguishers so 

situated as to be readily available for use 
in the accommodation and service sp :1ccs ; 


( h ) 


( 1) at least one of the fixed fire cxtinguishing 

installations specified in Clause ( 1)(b ) of 
rule 30 for the protection of any space con -,, 
taining any oil- fired boiler , oil Fucl Settlin : 

Tank or Oil Fuel Unit ; 
( g ) at lenst two portable fire extinguishers suit 

able for extinguishing oil fires ; in each 
boiler room and in each space which con 
tajns any part of any oil fuel installation : 
a receptacle containing at least 0 . 3 cubic 
metre of sand or other dry imaterial suitable 
for extinguishing oil fires together with a 
scoop for its distribution or an additional 
portable fire extinguisher suitable for eytin 

guishing oil fires in cach firing space ; 
(i) if it is fitted with internal combustion pro 

relling machinery in machinery spaces 

with - --- 
(i) portable fire extinguishers capable of dis 

charging froth or other substances sujla 
able foi quenching oil fires , as specific 
in the Table below : 
Power of main engines No. of gor 
in KW 

able extin . 

guishers. 
Upto and including 150 
Above 150 but not above 300 4. 
Ahove 300 but not above 450 6 
Above 450 

7 ; or 
( ii ) two portablc fire extinguishers suitable for 

extinguishing oil fires together with -- -- 
( at) one foam fire extinguisher of at least 

45 litres ; or 


38 Ships of ( !: : sex IX , X , XI and Xll under 150 

tons 
il ) ( a ) in respect of every ship of Classes IX , X , 

XI XII under 150 tons, which is 20 
metres in length and above the provision of 
sub -rulo ( 2 ) of rule 37 shall apply , subject 
to the conditions that fire pumps rcquired to 
he provirled under clause (b ) of that sub 

rule my be driven by the main cngine . 
(h ) Fvery sus h ship being less than 20 metres in 

length shall be provided , in a position gt 
side the machinery spaces , with a power or 
a hand operated pump with a permanent sea 
connection , a hose with a 10 millimetre dia 
meter nozzle capable of producing a jet 
of water having a throw of not less than 6 
metres ci pable of being directed on to any 
part .If ic Ship , and a spray nozzle suitable 

Tor use with the hose ; 
Provided that if such ship is of less than 9 metres 
in length or is an open ship of less than 20 metres 
in length and iſ sich ship complies with the requira 
menis of sub - rule ( 2 ), so far as it relates to fire buc 
ket: the requir unnt specified in this caluse shall not 
he required to be complied with and if such ship ders 
not comply with the requirement of sub -rule ( 3 ) so 
far as it relates to fire buckets , shall be required to 
have two fire buckets one of which shall be fitted with 
a lanyard . 

( 2 ) Every such ship shall be provided with port 
able fire extinguishers or with fire huckets in accor 
dance with the following Table : 
Length of ship 

Minimum nuir:ber 
of extinguishers 

or buckcis . 
Under 20 metres 
20 metres or ovet 
When fire buclcts are provided , these shall be fiited 
with a lanyard , 

( 3) Every such ship if fitted with oil - fired boilers 
or internal combustion type propulsion machinery , 
shall in addition , he provided with portable fire ex : 
tinguishers such for cxtinguishing oil fires in ac 
cordance with the following table :-- 
Length of ship 

Minimum number 

of extinguishers. 
Under 6 metros 
6 metres or over 

(4 ) Every such shin of 9 metres in length or over 
which is fitted with oil - fired boilers or internal com 
bustion type propulsion machinery shall , if it is 
mainly or whylly constructed of wood or glass rein 
forced plastic it 11 is decked in way of the machinery 
Space , he proviidid with means outside the machinery 
space for rapilly injecting into ihe machinery space 
a quantity of fire smoothering gas equivalent to at 
least 60 per cent of the gross volume of that space , or 
where the machinery space is bounded by steel builk 
herds , equival- pt to at least 40 per cent of the gross 
volume of the spece ; 

Provided that where such ship is of less than 20 
metres ir lenpin , it will be sufficient if a water spray 


2 


( h ) onc carbon dioxide fire extinguisher of 

it least 16 kilogramme capacity . 


(i) at least one fireman s outfit which shall coni 

ply with the requirements specified in Schi 
dulc VI and which shall contain a brea 
thing apparatus of the air hose typc . 
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(4 ) In every such ship , in addition to the require 
ments of sub -uule ( 3 ), there shall be provided :-- - 
(a ) in each boiler room and in cach space which 

contains any part of any oil fuel installation , 
at least two portable fire extinguishers 

suitable for extinguishing oil fires ; 
(b ) in cash firing space a receptacle containing 

at least two portable fire extinguishers 
dry matcrial swiable for quenching oil fires 
together with a scoop for its distribution , 
or an additional portable fire extinguisher 

suitable for extinguishing oil fires . 
( 5 ) In every such ship , a water spray system indu : 
pendent of any system fitted in the machinery space 
and which m .iy be connected to the fire main shall bo 
nitted in the net store and be operable from outside 
the space . 
42. SHIPS OF CLASS XIN OF LESS THAN 5 

METRES IN LENGTH : 


The provisions of rulo 38 shall apply to ships of 
class XIII of K si than 25 metres in length . 


SHIPS OF CLASS XIV 


43 . SHIPS OF CLASS XIV OF 500 TONS AND 
ABOVE : 


The provisions of rule 37 Shall apply to all ships 
of Class XIV of 500 tons and above . 


Carr 11 - 9 ? ( ) 

WITH # 1 773741 : 
- - - - 
ing systent supplied from a hand pump and a perma 
nant sua concler situated outside the machiuchy 
space which may be the hand pump and the sea connec 
tion referred to in sub - rule ( 1 ) (b ) is provided . Such 
puinp shall be connected by fixed piping to a sufficient 
number of water spraying nazzles suitably placed in 
the machinery : Pile and capable of extinguishing - 
fires. 

(5 ) livery swen slup be ng a fully decked ship citi 
20 metres in longih or over shall be provided with it 
fireman s ile . 
SHIPS OF CLASS XIII 
39 . SHIPS OF CLASS XIII OF 60 METRES IN 

LENGTH AND ABOVE : 
11 ) The Prrvişins of rules 28 to 30 (except suli 
rules 2 (11 ) and 3 ( 11 ) of rulo (30 ), 35 and 36 shall apply 
to ships of class XIII of 60 metres in length and 
avove as they apply to ships of class XIII of 1000 
tons and above, and 

( 2 ) In every such ship , a water spray system inde 
pendent of any system fitted in the machinery space 
capable of being connected with the fire main and 
operable from cutside the store shall be fitted in the 
net store 
40 . SHIPS OF CLASS XIII OF 45 METRES IN 

LENGTH AND ABOVE BUT LESS THAN 

60 METRES IN LENGTH : 
( 1 ) The provisions of rules 28 to 30 (except suli 
rules 2 (i ) and 3 ( R ) of rule 30 ) , 35 and 30 shall apply 
to ships of class Ill of 45 metres in length and above 
but less than 0;() metres in length as they apply 10 
ships of class VII of 500 tons and above , and 

( 2 ) In ( very such ship , a water spray system inde 
pendent of any system fitted in the machinery space 
capable of being connected with a fire main and 
operable from outside the store shall be fitted in the 
niet store 
41. SHIPS OF CLASS XIII OF 25 METRES IN 

LENGTH AND ABOVE BUT LESS THAN 

45 METRES : 
(1 ) The provisions of rule 37 (2 ) (a ) (b ) (c ) (d ) (c) 
(i) (j) shall apply to ships of class XIII of 25 metres 
in length and abuve but less than 45 metres in length 
as they apply to ships of class VIII of less than 500 
tons. 

( 2 ) In every such ship , the hull of which is cons 
tructed of wood or glass reinforced plastic , there shull 
be provided for the protection of machinery spacez a 
fixed fire smothering gas installation complying with 
the requirements specified in Schedule IX except that 
the quantity of frec fire smothering gas provided shall 
bc cquivalent to at least 60 per cent of the gross 
volume of the machinery space or in the case of any 
such ship where the machinery space is bonded by 
steel bulkheads, the quantity off free fire smoothering 
gas shall he cyuivalent to at least 40 per cent of the 
gross volume of that space . 

( 3 ) In every such ship which is not required 11 ) 
comply with sub -rule ( 2 ) shall be provided with it 
least one of the fixed fire extinguishing installations 
li quires under milie 30 ( 1 ) (b ) for the protection or 
iny Space C lanin any wil lie boses , wil ful ! 
scttling rank or oil fuel unit in ships. 


44 . SHIPS OF CLASS XIV OF 150 TONS AND 

ABOVE BUT LESS THAN 500 TONS : - - 
(1 ) (u ) Every slip of class XIV of 150 tons and 

over hut less than 500 tons shall be pro 
vided with at least one fire pump and 
fire hose with nozzle whereby a jet of 
water can be directed into any part of 

the ship . 
( b ) Where the pump provided in accordance 

with clause (a ) is situated inside spaces 
containing oil fired boilers or internal coni 
bustion machinery , there shall provided 
outside such space a portable diesel drivej 
pump or a hand pump with a hose and 
nozzle capable of delivering a jet of 
water having a throw of not less thanh 

metres . 
( c ) Every such shall be provided with at 

least 3 portable fire extinguishers for the 
protection of accommodation and service 

Suces. 
( d ) Every such ship shall be provide with 

three fire buckets , 
( 2 ) Every such ship fitted with main or auxiliary 
oil fired boilers or internal combustion propelling 
machinery shall be provided with — 
(a ) a morzle suitable for spraying water 

oil ; 
(10 ) il fcceptacle containing 0 . 3 cubic metre 

uf sund or other dry inatorial suitable for 
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. 
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ship . 
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quenching oil fires together with a scoop 

( a ) shall be provided with fire pumps . fire 
for distributing the contents of the re 

mains, water mains , hydrants , hoses and 
ceptacle . 

nozzles capable of producing at least olle 

jel of water to reach any part of the 
( 3 ) In cach boiler room or space Coaning 

ship normally accessible to ine passengers 
any part of any oil fuel installation of such ship 

or crew while the ship is being navigated , 
there shall be provided at least 2 portable fire 

illu any store room wnd any part or any 
extinguishers suitable for extinguishing oil tires. 

cargo space when empty ; 
(4 ) In cach machinery space in such ship one 

( b ) shall be provided with at least one fire 
Toam extinguisher of at least 45 litre capacity or 

puin vperated by power wuch may be 
an equivalent carbon dioxide extinguisher shall be 

driven by the main cngine and which 
provided . 

shall be cabable of delivering at least 
(5 ) At least 2 portable extinguishers capable 

one jet of water from any lie hydrani. 
of 

hose and nozzle provided with the ship 
discharging foam or any other substance suitable 

and which shall comply with the levure 
for quenching oil fires shall be provided in such 

mucnts of rulo 58 ; 
45 . SHIPS OF CLASS XIV OF UNDER 1.50 

( c) it litted with boilers or internal combus 
TONS : 

lion type propulsion machinery , the pump 

required under the preceding clause and its 
(1 ) Every ship of class XIV of 50 tons und 

source of power and sea connection are 
above but less than 150 tons shall be provided , 

not situated outside spaces containing 
with a fire pump operated by power and fire hose 

such boilers or machinery , there shall be 
with nozzle capable of discharging a jet of water 

provided in a position outside such spaces 
into any part of the ship and where the fire pump 

an additional fisc pump and its source of 
is driven by nain engine , a suitable hand pump 

power and sea connection . If such a 
shall be provided in a position outside the mach 

puinp is operated by power, it shall con 
incry space with its sca connection and hose and 

ply with the requirenients of the prcad 
nozzle capable of directing a jet of water having it 

ing clause and if it is manually operated , 
throw not less than 6 metre. In addition , a nozzle 

it shall be provided with a hose and it 
for spraying water suitable for quenching oil fire 

10 millitere diameter nozzle througlı 
shall be provided . 

which it shall be capable of producing a 

jet of water having a throw of not less 
( 2 ) Every such ship fitted with main or auxiliary 

than 6 meteres capable of being directed 
oil fired boilers or internal combustion propelling 

on to any part of the ship ; 
machinery shall be provided with , - 

(d ) la « very such ship there shall be provided 
(a ) a receptable containing 0 . 3 cubic metro 

a fire main , water service pipes which lyd 
of sand or other dry material suitable for 

rayts which shall comply with the requi] 
quenching oil fires together with a scoop 

mcnts of rule 59 and at least two fire 
for distributing the contents of the re 

hoses . 
ceptacle ; 
(b ) at least 4 portable fire extinguishers cap 

( 2 ) Every such ship of less than 20 metros in 
able of discharging foam or other sub length shall be provided in a position outside the 
stances suitable for quenching oil firus . machinery spaces with cither a power or a hand 

operated pup with a permanent sea conucciion , 
( 3 ) Evcry such ship shall be provlied with fire 

a hose with a nozzle at least 6 millimetres in dljil 
buckets in accordance with the following Table -- metro capable of producing a jet or water having 

at tlirow of not less than 6 metres capable oi beins 
TABLL 

Jirected on lo any part of the ship , and in addi 

tion a spray nozzle suitable for use with the hose . 
Slips 1010). 

Mummum pumber of lile 
buckets 

Provded that if such ship is of less than 15 
Under 50 Lous ? (one of which shall be listed 

metres in length or is an open ship of less than 20 
With lin yural ). 

metres in length and if such ship complies with the 
Oleron lous į (two of wllich sielll be filled 

Chuirements of sul - ule ( 3 ) . so far as it relates t:) 
t101 OVCI 10J Luis with lanyard . 

firc buckets , the ruquircucits spccified in this sub 
Over 10 : LUNS + ( two of which shall be fittel 

rule shall not be required to be complied with and 
with lanyardi. 

iſ such ship does not comply with the requirements 
of sub - rule ( 3 ) , so far is it rclates to firc buckets, 

Jill be icid to have two fire buckets 100 of 
419 . SHIPS OF CLASS XV OF UNDER 150 wlich shall be fitted with it lanyardi . 
TONS : 

(3 ) Every such ship shall be provided with port : 
( 1 ) Every ship of class XV of oder 150 tuu . uble fue calguislier s ui with fire bulktis in Lond 
of 20 metres in length or over,-- 

ance will the following Table : 
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TABLE 


- -- 


- 


- - 


Length of ship 


Minimun number of ex 

tinguishers or buckets 


certificate of fitness for the carriage of 
liquefied gases in bulk in compliance witin 
the requirements of the IMD Code for the 
construction and equipment of ships 
carrying liqueiied gas s in bulk . For those 
ships , alternative arrangements may be 
provided to the satisfaction of the Chiet 

Surveyor with the Government of India . 
( 2 ) Combination carriers shall not carry solid 
Cargoes unles ),---- 


Under 20 metres 


20 metres or over 


When fire buckets are provided at least one hall 
be fitted with a lanyard ) . 

( 4 ) Every such ship , if fitted with oil- fired boilers 
or internal combustion type propelling machincry 
shall, in addition , be provided with two portable 
fire extinguisher s suitable for extinguishing oil fires. 

( 5 ) Eevery such ship being a fully decked ship of 
20 metres in length or over shall be provided with 
tiremen s anc . 


Section C _ TNAKERS 
47. TANKERS OF CLASS VIII AND IX OF 50.0 

TONS OR OVER : 
47. GENERAL REQUIREMENTS : - - 


(a ) all cargo tanks are empty of crude oil and 

other petroleum products having a closed 
flash point not exceeding 60°C and other 
liquids having a similar fire hazard and are 

gas Ireed ; or 
(b ) the arrangements provided in cach case are 

in accordance with the relevant operational 
requirements contained in the “ Guidelinc . 

for Inert Gas Systems" . 
( 4 ) (a ) Every inert gas system provided in accor 

dance with this rule shall be designed and 
operated so as to render and keep the al 
mosphere of the cargo tanks including the 
slop lünk , non - fiammable at all times, ex 

cepl utierr. Such tanks are to be gas free 
( b ) In the event that the inert gas system is 

unable to meet the operational requirement 
set out above and it has been assessed that 
it is impractical to effect a repair , then cargo 
discharge , deballasting and necessary tank 
cleaning may only be resumed when the 
" cmcrgency procedures“ laid down in the 
" Gudelillc : for Inert Gas Systems" are com 

plied with 
( 5 ) Notwithstanding the provisions of sub -rule ( 2 ) . 
every tanker of class VIII and class IX operating with 
a tank cleaning procedure using crude oil washing 
shall be - - 


Provision of rules 28 , 29 (a ), 30 ) 33 ( i ) brithi 
inclusive ) , 34 ( 1 ) and 36 shall apply to cvery tanker 
of class VIII and IX of 500 tons or over . 


48 . CARGO TANK PROTECTION : - - 


( 1 ) Every tankez of class Vill and class IX 01 
500 tons or over shall be provided with a fixed deck 
foain system complying with the requirements specified 
in Schedule XII . 


Provided that the requirement of this sub -rule shall 
not apply tu a chumical tanker having a valid certi 
ficate of fitness for the carriage of dangerous chemi 
cals in bulk , in compliance with the requirement; of 
the MMO Code for vie Construction ind equiraient 
of ships carrying dangerous chemicals in bulk , and 
to a gas Carrior having a valid certificate of fitness 
for the carriage of liquefied gases in bulk in compli 
ance with the requirements of the IMO Code for the 
construction and equipment of ships carrying lique 
fied gases in bulk . 


(a ) fitted with : an inert gas system complying 

with the requirements specified in Sche 

dule XIV , and 
(b ) provided with fixed tank washing machines. 


(6 ) Every laner of class vill and class IX fitted 
with a fixed inert gas system shall be provided with 
a closed ullage system . 


( 2 ) livery tanker of class Vill and class IX of 
20 ,000 tonnes dcadweight or over constructed or adap 
ted and used to carry crude oil and petroleum pro 
ducts having a closed flash point not exceeding 60°C , 
the reid vapour pressures of which is below that of 
atmospheric pressure and other liquids having a sinii 
lar fire hazard , shall be provided with an inert gas 
system complying with the requirements specifie :l in 
Schedule XIV . 


( 7 ) Other fixed fire extinguishing installations may 
to provided in place of those required by the foregoing 
previsions of this rule if each installation is equiva 
lent to the said systems in the manner set out in 
clauses ( a ) and (b ) , 
( a ) an installation provided in place of the in 

ert gas system shall be deemed to bc qui 
valent to that system . if it is. 


Provided that the requirement of this ub -rule 

chall not apply to a chemical tanker having 
a valid certificate of fitness for the carriage 
of dangerous chemicals in bulk in comp 
liance with the requirements of the IMO 
Code for the construction and equipmcıs 
of liigis carryinn dangerous chemicals in 
hulk , and to a gas carrier having a valid 


( 1 ) capable of preventing dengerous accuniii 

lation oi explosive mixtures in intact at 
on tankı durian normal servite thropli 
wut the balla t loyage and recessary in 
tank operations; and 


2114 


THE GAZETTE OF INDIA : AUGUST 11, 1990 /SRAVANA 20 , 1912 


[PART 1]--- SEC . 3(1)] 


ing that due to the electrostatic ignition 
hazard , the system is to be used only for 
fire extinguishing and not for inerting pur 
poses ; 


(c ) in which medium used in the cargo puni 

room system is also used in systems serv 
ing other spaces , the quantity of medium 
provided or its delivery rate need not be 
more than the maximum required for the 

largest compartment. 
( 2 ) In chemical tankers having a valid certificats 
of fitness for the carriage of dangerous chemicals in 
bulk , where the fixed fire extinguishing system re 
ferred to in sub -rule ( 1 ) is a gas system , the concen 
tration shall be as specificd in the coile for the con 
struction and equipment of ships carrying danger . 
ous chemicals in bulk . 


( ii ) so desiguců as to minimise the risk of ig 

nition from the generation of static elec 

tricity by the system itself . 
(b ) an installation provided in place of the fixed 

duck naill system shall be deemed 19 be 

qu unt to that system , if it is, - - 
( is capable of extinguishing spill fires and 

precludes ignition of spilled oil, and 
( ii ) capable of combating fires in ruptured 

tanks . 
49 . CARGO TANK PURGING AND OR GAS 

FREEING : 
( 1 ) In every tanker oi ciass VIII and class IX of 
500 tons or over, arrangements of purging or gas 
freeing, or both , shall be such as to minimize the 
hazards due to the dispersal of flammable vapours 
in the atmosphere and to flammable mixtures in a 
cargo tank . 

(2 ) When such tanker is provided with an inert 
gas system , it shall first be purged in accordance with 
the provisions of para ( 13 ) of Schedule XIV until 
the concentration of hydrocarbon vapours in the 
cargo tanks has been reduced to less than 2 per 
cent by volume. Thereafter , venting may be at the 
cargo tank deck level. 

( 3 ) When such ship is not provided with an inert 
gas system , the operation shall be such that the 
flammable vapour is initially discharged ,--- 
(a ) through the vent outlets aj specified in 

regulation 59 of chapter 11- 2 of the Safety 

Convention ; or 
(b ) with a vertical exit velocity of at least 20 

metres per second through outlets at least 
2 metres above the cargo tank deck level 
and through devices ( other than flame 
screens ) complying with Sixth Schedule to 
the Merchant Shipping (Cargo Ship Const 
ruction and Survey) Rules, 1988 so as to 
prevent the passage of flame into the cargo 
tanks . When the flammable vapour con 
centration in the outlet has been reduce 
to 30 per cent of the lower flanımable 
limit the discharge of the vapour niixture 

may be at the cargo tank deck level. 
50 . CARGO PUMP ROOMS : --- 

( 1) Except as otherwise provided in sub -rule ( 2 ), 
in every tanker of class VIII and class IX of 500 
tons or over , each cargo pump rooni and cach pump 
room having a similar hazard shall be provided with 
at least one of the fixed fire extinguishing systems 
specified in clause ( 1 ) (b ) of rule 30 and shall be 
operated from a readily accessible position outside 
the pump room and where the fixed fire extinguish 
ing system is a gas system .- - 


51 . FIRE MAIN ISOLATING VALVES :-- - 

In exery tanker of class VIII and class IX of 
500 tons or over, isolation valves shall be fitted in 
the fire main at poop front in a protected position 
and on the tank deck at inervals of not more than 
40 metres so as to preserve the integrity of the 110 
main system in case of fire or explosion . 
52 . FIREMEN S OUTFITS : 

In every tanker of class VIII and class IX of 
500 tons and over, there shall be provided not less 
than four firemen s outfits complying with the re 
quirements specified in Schedule VI , which shall be 
so stored as to be easily accessible and ready for 
use and where more than one firemen s outfits art 
carried , they shall be stored in widely separated 
positions. 
53. TANKERS OF CLASS VIII OF UNDER 500 

TONS : 
( 1 ) The provisions of rules 37 , 49 and 50 shall 

apply to every tanker of class VIII 

under 500 tons. 
( 2 ) In addition to the requirements specified in 

sub - rule ( 1 ) , every such tanker shall be 
provided with at least one mobile foam 
appliance capable of discharging foam 
rapidly in the cargo manifold areas by 

simple opertion . 
54 . TANKERS OF CLASS IX OF 150 TONS OR 

OVER BUT UNDER 500 TONS . . 
The provisions of rules 37 , 49 and 50 and sub 
rule (2 ) of rule 53 shall apply to tankers of class IX 
of 150 tons or over but under 500 tons. 
55 . TANKERS OF CLASS IX OF UNDER 150 

TONS : 
The provisions of rule 38 and sub -rule ( 2 ) of 
rule 53 shall apply to tankers of class IX under 150 
tons. 
56 . TANKERS OF CLASS X :-- 

The provisions of rules 35 and 17 10 shall 
apply to tankers of class X of 500 tonis or over , the 


(a ) the alarm system referred to in Scliedule 

VII shall be safe for use in a Hammable 

cargo vapour or air mixture ; 
(b ) a notic : all lyuthibited at the controls 

ut bucli fixed fire extinguisling systenl stat 


- 


- 


- 


- 
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(13) st ) In ( very passenger ship which is required 
provisions of rule 4 shall apply to suchi tankers of 

Try these rules 10 le proviel rith fire 
150 tons or ( ver luut uuder 500 tons and rule 55 

power , such 
rump operated by 

lire 
Shall lply to 10 tankers under 150 tons : 

pumps ( other than any merrency fire 
Provided that tankers over 500 tons but less than 

pump) shall together be capable of deli 
2000 tons may comply with the provisions of sub 

vering for fire fighting purposes a quantity 
rule ( 2 ) of rule 53 in place of sub -rule ( 1 ) of rule 18 . 

of water under the conditions 2017 at the 
pressure specified in sub - rule ( 2 ) of not 

less than two - thirds of the quantitv rc 
Suction D MISCELLANEOUS 

quired to be dealt with by the Wilge 

pumps provided in the ship in compli 
57 . Requirements for Ships Provided with Helicon 

ance with part I of the Merchant Ship 
ter landing with or without Fuelling Facilities :-- - 

ping ( Construction and Survey of Pas 
On a shin of any class having a helicopter deck . 

senger Ships ) Rules, 1981 . 
there shall be provided and stored adjacent to the 

( ii) In every ship , other than a passenger ship , 
ne:ins of access to such deck , 

which is required by these rules to be 
(a ) dry powder extinguishers of total capacity 

provided with fire pumps operated hy 
not less than 45 kilogrammes , and 

power such fire pums ( other than any 

emergency fire pump ) hall together his 
(b ) a suitable foon applicator system consist 

capable of delivering for fire fighting 
ing of monitors or foam makin hranch 

purposes a quantity of water , under the 
pipes capable of delivering foam solution 

conditions and at the pressure specified 
at a rate of not less than 6 litres per 

in sub -ruilc ( 2 ) which shall not be less 
square metre of the area contained within 

than the quantity ohtained from the 101 
it circle of diameter D metres for not less 

lowing formula : 
than five minutes, 

Quantitv rof water in cubic metres per hour = 
Explanation . For the purpose of this rule , D is 

CH ? where : 
the distance acro s the main rotor and tail rotor 111 

(3 ) C = 5 for shinc reruired to be provided with 
the fore and aft line of i helikopter with a single 

more than one fire pump ( cxcluding any 
main rotor and across both rotors for a tandem rotor 

energency fire pump) and C = 25 for 
helicopter; and 

shins required to he provided with only 
(c) carbon dioxide extinguishers of total capa 

one fire pump, and 
city of not less than 16 kilogrammes 

Thi d = 1t ons I L ( B + D ) to the arest 
which shall be so equipped as to enable 

0 . 25 where 
it to be applied to the engine area of any 

2 - length of the ship in metres on the summer 
helicopter using the deck . 

load water line from the foreside of the 
( 2 ) The arrangement of water service pipes, hyd 

stem to the afterside of the rudder post . 

Where there is no rudder nost. the length 
rants. hoses and nozzles shall be such that at least 
two icts of water can reach any part of the helicop 

is measured from the foreside of the stem 

to the axis of the rudder stock if that 
ter dock and , any part of the fuel storage tanks and 

he 
associated pumps and piping . where helicopter re 

the greater : 
fuelling facilities are provided . 

B = greatest moulded breadth of the ship in 

metres ; and 
(3 ) In every shin provided with helicopter refuel 
ling facilities at least two portable extinguishers 

D = moulded depth of the ship in metres inea 
suitable fror fighting oil fires shall be provided adja 

suired to the bulkhead deck amidships : 
cent to the fuel torage tanks and associated pumps Provided that in any such shin the total capacity 
and piping in addition to any portable extinguishers of the fire pumns for fire fighting shall not be re 
r uired under these rules, 

quired to crceed 180 cubic metres per hour. 
58 . FIRE PUMPS : 

( c ) (i) lo cvery shop which is required by 

these rules to be provided with 
(1 ) (a ) Every fire pump required to be carried 

more than one fire Dumn ( ?"cated 
under these rules shall be operated by 

hy powes ( other than any emergency fire 
mcans of power other than the ships main 

pump ) every such fire pump shall 
croines ( xcept as expressly provided other . 

have i capacity of not less than 80 per 
wise in these rules. Sanitory , callast, 

cent ni the total capacity oft the fire 
bilge or general service pumps may be C 

pumps rcauired by clause (hy of Rb 
cented by the Director General of Ship 

inale ( 1 ) diviiler by the minimum number 
ping as fire pumps provided the gre not 

of fins que se quirert hv these rules to 
normally used for umping oil and in case 

he provizd in the ship hut in wy case 
they arc Occasionally used for pumping or 

7817 less than 25 telhour. 
transferring fuel oil , suitable change-over 

( iii) Every fire pump which is opera 
arrangements are fitted and operating in 

than are required by these rules are pro 
strictions are conspicuously displayed at 

vided in any shin the 
thic change -over position . 

Chief Surveyor 
with the Govr of Tidia may permit the 
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( it) of under 1 ,000 tons : 

21 i 12 . 2. Noo ) 


fpolio any lich und in 
purn ; 10 l : lethan su per cello ! the 
Total roljvirea Curcity divided by the 
minimum number of required pups, but 
1 . 6 lena tlan 25M " hours , 


Provided that the maximum pressure at any 

hylıunt shall not creced Urat at which the 
cffective control oj iz lire fosse can be 
denonstrated , 


( 3 ) Emergency fire pumps shall be of iproved 
type . They shall 17 . fxud sell priming and indepen 
dently driven tvp . which shali he capable of supply 
ing two jets of winter. The capacity of the punip 
shall not he less than 401 per cent of the total capa 
city of all the fir pump , required by these rules and 
in any case not less than 25M ? hour whilst inaintain 
ing a minimum pressure of 2 .5 bar 0.25 Nmm “) . 
The total suction head of toe pump small 101 cxceed 
4 . 5 M under all conditions of list and trim likely to 
he encountereil ini service and the Suction piping 
shall be designet to minimise the section losses. The 
source of power of the pump and its location shall 
comply with thi fullewing requirements : - 


( iii ) Every fire pump which is ope 

rated by power ( other than any cmer 

gency fire pump ) shall b capable of 
oroducin : from any fire Jiydrant or liya 
draints in the shir , at leasi the minimum 
muhe: of jets of water required by these 

rules as appropriate to the class all 
image of the ship , while maintaining 

the preseli". rcliircel hy cuh rule ( 2 ). 
( iv ) In any ship in vhich intomatic and re 

mote control systems have been provid 
ed in the machinery Spact in lieu of 
continuous incaning of the space . 

rangements shall be made to ensure 
imzcuinte avakihilili of water supply 
from the firemain 7 the requirea pres 
sure cither b . permanent pressurisation 
or Sy suit:thly placed remote starting wif 

the fire pump . 
( v ) Relief valves shall be provided in conjunc 

lion with all the lire pumps iſ the pump : 
are capable of developing a pressure 
exceeding the clesign pressure of fire 
main , water service pincs , ljulrants or 
hosss provides that such values shall bo 
so placed and adiusted as to preve774 
excessive pressurs in any part of this 

lire riain system . 
(vi) Every centrifugal pur which is connect 

cil to the fire inail shall be fitted with 

a 110 ; - return valve . 
(vii ) In Vily shin of class I, II , ill or TV an 

emergency fire rum shall ha litted 

abatt of the ship s collision bulkhead . 
( 2 ) Any fire pump shall , when discharging the 
quantity of water required by sub -ruile ( 1 ) of rule 59. 
through adjacent firc byrlrants in any part of the 
shis from nozcles of sizes specified in rule 61 he 
capable of maintaining the following pressure at any 
hydrant : 

( a ) in any passenger ship . 
(i) of 1,000 tons anal upwardi : 

3 . 1 bar ( 11 ,31 Nm ") 
( ii) of 1,000 tuns und upwards but unles 

4 ,000 tons : 

7 , 7 bar (0 .27 mm ) 
( iii ) of under 1,000) tons : 

2 . 1 bar (0 . 21 Nimi" ) 
( h ) in any ship other thun a passenger ship . 
( i) of 5 .000 toni avd upwards . 

2 . 7 bar 10 .27 Ninin ) 


(i) Any diesel Jrivci power source for the pump 

shall ha cajahlo of being readily started in 
its coll condition doll) to temperature 
of 010 By hand cranking 11 this is in 
practicile , or if lower temperature are 
likely to be encounterol, consideration is 
to he given to the provision and inainten 
ance of helling arrangements , as may be 
approved by the Chier Survevor with the 
Goverment of India , so that ready starting 
will be assurel. If hand cranking is ini 
practicalia 11 ; : Chief Surveyor with 110 
Government of India may perniit Other 
mearls of startinr. which shall no such as 
to " able the criesci chuiven puter utilisce 
to ha started at leasto ncs within a period 
of 30 minutes, and atleast twice within 
the isst 30 minuta : Ani service fuel 
tank sall contact sufliciuot fuel 10 cable 
the punip to run on full load for atleast 
3 hours and sufficient reserves of fue! 
shall be available outside the man machi 
very space to enable the plurn to he tuin 
on full load for an additional 15 hours , 


(ii) Handle for stariing the imergency fire pump 

prime mover should be stowed and mark 
ed so that it can ho casil located in an 
emergency 


( iii ) There shall he no cirucl accin between the 

machinery space and the space containiny 
the emeryency lira puno and its source of 
power . When this is impracticable, an 
arrangem . . ! Where the access is by means 
of n sirlock , ach of the two rivors heing 
self- closing , or through it iter tight door 
capable of heing operated from a space 
remotc from the 1172chinery space and the 
space containing the emergency ſro puno 
and unlikely to be cut off in the event of 
fire in those spacei mau be aprroved . In 
such 61523 a second means o access to the 
spuce containing th : ( mcruency fire punin 
and its source of 10119 * * shall he provided . 


(ii ) of 1, 000 ton and lipward but under 

6 ,900 tons : 
2 . 5 har (0 .25 Nmm " ) 
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water by a fire pupp not located in the machinery 
space through pipes which do not enter such space . 
Where the machinery space is situated a midships the 

isolating valves shall also be provided in the fire 
main so that are hydrants a : both ends of the ship 
may be used simultancously and scparately . Provided 
that in exceptional cases short lengths of the emer 
gency fire pump suction and discharge piping to pene 
trate the machinery may be approved if it is impracti 
cable to route it externally and that the integrity of 
the firc main is maintained by the enclosures of the 
piping in a substantial steel casing. 


(iv ) Ventilation arrangements to the space con 

taining the independent source of power 
for the energency fire pump shall be such 
as to preclude , as far as, practicable, the 
po - sibility of smoke from a machinery 
space fire entering or being drawn into that 

space , 
( 4 ) In cargo ships where other pumps, such as 

general service , bilge and ballast, etc . 
arc fitted in a machinery space, arrange . 
ments shall be made to ensure that at least 
one of these pumps having the capacity 
and pressure required under sub - rule ( 1 ) 
(b ) and sub -rule (2 ) is capable of providing 

water to the fire main . 
59 . Fire Main , Water Service Pipes and Hy 
drants - - All vater pipes and fire hydrants required 
to be provided under these rules shall be so placed 
that in addition to complying with other requirements 
specified in those rules, fire hoses may easily be 
coupled to them . 

( 1 ) In every ship which required to be 
provided with fire pumps operated by power, the 
diameter of the fire orain and of the water service 
pipes connecting the hydrants thereto shall be suffi 
cient for the effective distribution of the maximuni 
discharge required hy these rules from : 
( a ) where only one pump is required 

that pump , or 
b ) where two such pumps are required, both 

pumps operating simultaneously , or 


pies for fire 


in frosty provide 


(c ) where more than two such pumps are re 

quired , the two argest of such pumps 

operating simultaneously : 
Provided that in any ship other than a 

passenger ship the diameter of the fire main 
and of the water service pipes shall be 
sufficient only for the discharge of 140 

cubic metres per hour. 
(2 ) In ships carrying deck cargo , the position 
of the hydrants shall be such that they are always 
readily accessible with ripes and arranged in a 
manner to avoid risk of damage from such cargo 
and in ships wlier the deck pipe lines run on ex 
poscd desk , two such lines shall be provided . 


(6 ) Hydrants valves of screw lift type or cocks 
shall be fitted to water service pipes and shall be SO 
arranged that any fire hose coupled there to may be 
removed while fire pumps are in operation . 

( 7) All water pipes for fire extinguishing system 
shall be provided with drain valvcs or cocks for use 
in frosty weather and so located that they may not 
he damaged by cargo . 

(8 ) Unless on hosc and nozzles is provided for each 
hydrant in the ship , there shall be complete inter 
changability of hose couplings and nozzles. 

( 9 ) In tankers isolation valves shall be fitted in 
the fire main at pocp front in a miotected position 
and on the tank leck at inter jals of not more than 
40m . to preserve the integrity of the firc main system 
in case of fire or cyplosition . 
( 10 ) ( a ) number and position of hydrants 

shall be such that at lcast two jets of water 
not cmanating from the same hydrant, one 
of which shall be from a single length of 
hose , may reach any part of the ship normal 
ly accessibic to the pas engers on crew 
while the ship i: being navigated and any 
part of any cargo space when empty , any 
rojro cargo space or any special category 
space in which latter case the two jets shall 
rcach any part of such spacc, each from a 
single length of hose . Furthermore, such 
hydrants small be position and near the 

access to the protected spaces . 
(b ) Where any ship is required to provide ope 

jot of water under the conditions required 
by these iulcs, hydrants sufficient in number 
shall be so positioned as to cnable one jet 
of water from a single length of hose to 
reach any part of the ship normally acces 
sible to the passengers or crew wiuic the 
ship is being navigated , any store room and 

any part of any cargo space when empty . 
( c ) In the accommodation service and machi 

tiery spaces of passenger ships the number 
and position of hydrants shall be such that 
the requirement of clauses ( a ) and (b ) are 
complied with when all water tight doors 
and all doors in main vertical zone bulk 

heads are clo . cc . 
60 . FIRE HOSES : 
( 1 ) Fire hoces required to be provided under 

these rules shall not exceed 18 metres in 
length in ships having a moulded bryadth 


( 3 ) Water pipe : shall not be made of material 
which may be readily rendered ineffective by hcat. 
They shall not be made of cast iron , and if made of 
cast iron or steel, shall be galvanised or thc pipe wall 
thickness shall be increased by a corrosion allowance . 

(4 ) The fire hydrants shall be so placed that the 
firc hoses may be easily coupled to them . 

(5 ) Isolating valves to separate the Section of the 
fire main within the machinery spaces containing the 
main fire pump or pumps from the rest of the fire 
main shall be fitted in an easily accessiblc and tenable 
position outside the machinery spaces . The fire 
main shall be so arranged that when the isolating 
valves are short all the hydrantz on the ship), except 
those in the nachinery space , can be supplied with 
2041 GI9018. 
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outside the space or spaces protected by such system : 
and shall be so arranged that a fire in the pic or 
space ; protected will not put any such system out of 
action . 


of 27 metre : or more, wherc the length of 
firc hoses for cxterior locations and for 
cargo spaces shall not exceed 27 metres in 
length , which shall be made of closely woven 
flax canvas or other approved material and 
shall be provided with couplings , branch 
pipe ; and other necessary fittings, and with 

plain 110zz /cs or dual- purpo - es nozzles. 
(2 ) Every such fire hose together with the tools 

and fittings shall be kept in a conspicucus 
position near the hydrants or connection : 
with which it is intended to be ured . T. 
interior locations in passenger ship . fire 
hoses shall be connected to the hyrtranta at 
all times . Hose diameter : shall be not less 
than 64 millimetres if unlined or 45 milli 
metres if lined provided that the Chief Sur 
veyor with the Government of Tndia m97 
permit smaller diameter hoses in ships of 
less than 500 tons. 


with ion nearshall be kogether with 


63. FIRE EXTINGUISHERS : -- 
( 1 ) Non -portable foam , carbon dioxide and 

dry powder fire extinguishers provided in 
compliance with these rules shall be cons 
tructed in accordance with the requirements 
specificd in Schedules II, III and IV res 

pectively. 
(2 ) (a ) Portable fire extinguishers (other than car 

bon dioxide and dry powder fire extingu 
shers ) provided in compliance with these 
rules shall , if they are of a type di charging 
fluid , have a capacity of not more than 13 .5 

litres and not less than 9 litres; 
(b ) Portable carbon dioxide fire extinguistier. 

provided in compliance with these rules shall 
have a capacity of not less than 4 . 5 kg. of 

carbon dioxide ; 
(c ) Portable dry powder fire extingui hors pro 

vided in compliance with these rules shall 
have a capacity of not less than 4 .5 kg . of 
dry powder; 


( 3 ) Such hose : provided in compliance with 

these rues shall not be used for any 
purpose other than for extinguishin ! fire , 
Or terting with fire appliances at fire ( Ir ll3 

and surveys . 
(4 ) In interior locations, in passenger ships , 

carrying more than 36 passengers, fire hose ; 

shall be connected to hydrants at all timis 
61. NOZZLES : 
( 1) Every ship which is required under these 

rules to be provided with fire pumps opert 
cd by power shall be provided withi nozzle ; 
of 12 millimctre , 16 millimetres, 19 milli 
metres in diameter or as near thicreto in 
diameter as possible . Nozzles larger ir: 
diameter may be provided if the reguire 
ments of these rules relating to the provi . 
sion of water for firc fighting purposes are 
otherwire complied with . 
For machinery spaces and exterior locatici 
the diameter of the nozzles shall be such as 
to obtain the maximum possible discharge 
from the minimum number of jets of water 
and at the pressure required under these 
rules from the smallest firc pump permitter! 
by clause ( c ) ( 1 ) of sub - rule 1 of rule 58 
provided that the diameter of the nozzles 

shall no le greater than 19 millimetrei 
( 3 ) For accommodation and service space : the 

diameter of the nozzles shall not be requires! 
to be greater than 12 milimetre . 
Every such nozzle shall be capable of pre 
ducing a water spray suitable for extinguish . 
ing oil fires and a plain water jet and halt 
incorporate a shut-off facility . 


( 2 ) 


( 3 ) Portable halogenated hydro -carbon fire ex 

tinguishers provided in compliance with 

these rules shall , 
(a ) have a capacity of not les: than 7 kilo 

grammes of halogenated hydrocarboni ; 
( b ) use either bromochlorodifluoromethane 

( B .C .F .) ( Halon1211 ) or bromotrifluoro 
methanc ( B . T . M ) | ( Halon 1301 ) as the 

extinguishing medium . 
( 4 ) Portable fire r:xtinguishers of other than 

those specified in sub -rule ( 2 ) and ( 3 ) pro 
vided in compliance with these rules shall 
be of not less than the fire extinguishing 

equivalent of 9 litres fluid extinguishers . 
( 5 ) Portable fire extinguishers provided in 

compliance with these rules, 
( a ) shall not exceed 25 .5 kg, in weight in the 

fully charged condition and shall be as 
portable as a 13. 5 litres fluid fire extio 

guisher ; 
(b ) for y e in accommodation or service 

spaces of any shin , shall so far as prac 
ticablc have a uniform method of oposal 

lion ; 
(6 ) Fire extinguishers in which the substance 

ned for extinguishing fire is stored unde : 
pressurc shall not be provided for 12 in 

accommodation spaces : 
Provided that portable dry powder fire extin 

guishers may he provided in compliance 
with these rules in the accommodation 
ipaces, service spaces or in the machine y 
spaces , subiect to their number notes 
ceeding one half of the total number of 


62. LOCATION AND ARRANGEMENTS OF 

WATER PUMPS FOR OTHER FIRE 

EXTINGUISHING SYSTEMS . 
Pumps reauired for the provision of water for ottier 
fire tirerishin sy terris required by these rules tipos 
sour - c of TOTYCr and their controls shall be in tiller 
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Carbon dioxide 
extinguishers required to be provided in 

4 ) kilogrammes 
each 

136 litres 
of these spaccs. 

4 ) ures 

10 kilogramtues 
(7 ) Fire extinguishers provided for use in any 

Portable 

4 . 5 kilogrammes 
ship to which these rules apply shall not 
contain an extinguishing medium which 64. JURE BULKETS :--- 
eitheir itself or wizen in use gives of gases 
harmful to persons . 

11) Ciery wire buchci proved in compliant wito 

unesc rucs small be pained red and shall be clearly 
( 8 ) For the purposes of these rules,--- 

and permanently marked in black or white with the 
(a ) the capacity of any fire extinguisher other word "FRE . Every such we bucket snali be kept 

than a carbon dioxide or halogenated fire fulcd with sand or water . 
extinguisher shall be taken to be the 

( 2 ) At least half the number of such te buckuts 
greatest volume or weight of extinguish 

shail be fitted wito lanyards of suicient length to 
ing medium which it can contain when 

enable the buckets to be ulled from the sea with the 
sufficient space is left to ensure the pro 

ship in light condition . 
per operation of the extinguishers ; 
(b ) the capacity of carbon dioxide or haloge 

(3 ) Such lire buckcts shall not be used for any 
nated hydrocarbon fire extinguisher shall 

purpose other than for extinguishing fires . 
be taken to be llie greatest weight of 

65. Special Requirements for fixed fire extinguisaing 
carbon dioxide or halogenated hydrocar 

systems : 
bon respectively which it can safely con 
tain in a tropical climate . 

( 1 ) Wherc halogenaied ilyurocarbon is used as an 
(9 ) Portable carbon dioxide and halogenated hy exunguishing mcuium ixvd fire extraguishing 

drocarbon extinguishers shall not be located systems in accordance with these rules , its use shall 
in accommodation spaces : 

be permitted only in machinery spaces , pump rooms 

ana in cargo spaces intenucd solely for the carriage 
Provided that where such extinguishers are 

of vehicles which are not carrying any cargo . 
provided in compliance with these rules in 
radio rooms, at switch -boards and other ( 2 ) Where a ixed pressure water spraying system 
similar positions , the volume of any space is uscd for the protection or special category spaces , 
containing one or more cxtinguishers shall cargo spaces where permitted by these rules or roro 
be such as to limit the concentration of cargo spaces , special consideration shall be giveu to 
vapour that can occur due to discharge , 10 the bilge pumping and drainago arrangements where 
not more than 5 per cent of the net volume such spaces are below the bulk -head deck and to the 
of the space. 

scupper arrangements where such spaces are above 
Explanation : - For the purpo :e 

the bulkhead deck . 

of this 
rule , the volume of carbon dioxide shall be 66. Fixed Low - expansion Foam Fire Extinguishing 
calculated at 0 . 56 Meter 3 kilogramme the 

systems in Machinery Spaces fitted in addition to 
volumc of Halon 1301 at 0 . 16 meter kilo 

requirements of these rules : 
granme and the volume of Halon 1211 at 
0 . 14 meter kilogramme. 

( 1 ) Where in any machinery space a fixed low 
( 10 ) Where portable halogenated fire extingui 

expansion foain fire extinguishing system is fitted in 
shers are provided in compliance with these 

addition to the requirements of these rules, such system 
rules in machincry spaces , their 

shall be capable of discharging through fixed discharge 

numbcr 
shall not exceed one half of the total num 

outlets in not more than five minutes a quantity of 
ber of cxtipguishers provided in such spaces. 

foam sufficient to cover to a depth of 150 mm the 

largest single area over which oil fuel is liable to 
( 11) Fire extinguishers shall be periodically ins spread . The system shall be capable of generating 

pected at intervals not exceeding two years . foam suitablc for extinguishing oil fires. Means shall 
( 12 ) Every fire extinguisher provided in comp 

be provided for effective distribution of the foam 
liance with these rules shall be kept fully 

through a permanent system of piping and control 
charged at all times. 

valves or cocks to suitable discharge outlets , and for 

the foain to be effectively directed by fixed sprayers 
(13 ) A spare charge shall be provided for every on other main fire hazards in the protected space. The 

portable fire extinguisher provided in comp expansion ratio of the foam shall not exceed 12 to 1 . 
liance with these rules except that for cach 
such fire extinguisher which is of a type that 

( 2 ) Thc means of control of any such system shall 
cannot readily be re - charged , while the ship 

be readily accessible and be simple to operate and 
is at sua , an additional portable fire extin 

shall be grouped together in as few locations as pos 
guisher of the same type, or its equivalent, 

sible at positions not likely to be cut off by a fire in 
shall be provided in licu of a spare charge . 

the protected space , 
( 14 ) Acceptable equivalent for fire extingui 

67 . Fixed Fire Extinguishing Systems not required by 
shers — Whenever these rules provide for sub 

these Rules : 
stitutes the acceptable equivalents for fire In every ship where a fixed fire extinguishing system 
extinguishers shall be as prescribed be not required under these rules is provided , such a 
low 

system shall be of the approved type and shall be 


(1) Whefoain 
fireements 
of through fixe 
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installed outside the space or spaces protected by such 
systems and shall be so arranged that a lile in the 
space or spaces protected will not put any such system . 
out of action . 


68 . FIRE CONTROL PLAN : 

( 1 ) There shall be permanently exhibited for the 
guidance of the master and officers of all hins ver 
20 metres in length , general arrangement plans show 
ing clearly for cach deck the position of the control 
station , the sections of the ship which are enclosed by 
fire resisting bulkheads, togсther with particulars of 
the firc alarms, fire detection systeins, the sprinkler 
installations , fireman s outfits, fire extinguishing appli 
ances, the means of access to the various compart 
ments and decks in the ship , the ventilating system 
including particulars of the master-fan controls , the 
position of dampers and identification numbers of the 
ventilating fans scrving each section of the ship , the 
location of the international shode cocnection , and the 
position of all means of control referred to in rule 69 . 

(2 ) The general arrangement plans required by this 
rule shall be kept up-to -date , any alterations being 
recorded therein without delay . 

(3 ) In all ships a duplicate set of fire control plans 
or booklet containing such plans shall be permanently 
stored in a prominently marked weathertight enclosure 
outside the deckhouse for the assistance of shoreside 
fire fighting personnel. 

( 4 ) Instructions concerning thc maintenance and 
operation of all the equipment and instalations on 
board for the fighting and containinent of fire shall 
be kept in one book , readily available in an accessible 
position . 
69 . MEANS FOR STOPPING MACHINERY , 

SHUTTING OFF OIL FUEL SUCTION PIPES 

AND CLOSING OF OPENINGS : 
(1 ) In every ship to which these rules apply, there 
shall be provided : 
(a ) means for stopping ventilation fans serving 

machincry , accommodation and cargo 

spaces ; 
mcans for closing all skylights, doorways , 
ventilators, annular spaces around funnels 

and other openings to such spaces : and 
(c ) means to permit the release of smoke from 

machinery spaces. 
(2 ) Such means shall be capable of being opcrated 
from positions outside the said spaces and which 
would not be made in accessible by a fire within such 
spaces. 

( 3 ) Machinery driving the forced and induced 
draught fans, oil fuel transfer pumps, oil fuel unit 
pumps and other siinilar fuel pumps shall be fitted 
with remote controls situated outside the spaces in 
which such machinery or pumps are situated and 
which would not be made inaccessible by a fire 
within such spaces. The controls shall be capable 
of stopping such machinery or pumps in the event 
of fire in such spaces. For machinery spaces in 
passenger ships such controls together with the con 


trols required in sub -rule ( 1) shall be situated at 
one control position or grouped in as few positions 
as possible . Such controls shall have safe access 
from the open deck . 

( 4 ) Except as provided in sub - rule (5 ) in every 
ship to which these rules apply , every pipe connected 
to any oil fuel or lubricating oil storage , settling, or 
daily service tank , not being a double bottom tank , 
which if damaged would permit discharge of the 
contents so as to cause a fire hazard , shall be fitted 
with a valve or cock which shall be secured to the 
tank to which it is connected and which shall be 
capable of being closed from a readily accessible 
position outside the space in which the tank is 
situated . 
Provided that 
(a ) in the case of any inlet pipe to such a tank , 

a non -return valve secured to the tank may 

be substituted , 
(b ) in the case of an oil fuel or lubricating oil 

deep tank situated in or adjacent to a shaft 
or pipe tunnel or similar space , a valve or 
valves ( additional to the valve required to 
be fitted on the tank may be fitted on the 
pipe line or lines outside the tunnel or tun 
nels or similar space to enable control to be 
exercised in the event of fire. Such valves 
if fitted in the machinery space shall be 

operated from a position outside the space. 
( 5 ) The valve or cock required under şub - rule 
(4 ) may be dispersed with in the case of a pipe con 
nected to a lubricating oil tank fitted is a space other 
than a machinery space of category A provided 
that the safety of the ship is not impaired , 
70 . AVAILABILITY OF FIRE FIGHTING APPLI 

ANCES : 
Fire applicances carried in any ship to which 
these rules apply shall be maintained in good order 
and shall be kept available for immediate use at all 
times. All moveable fire appliances, other than 
firemen s Outfits carried in compliance with these 
rules shall be stowed where they will be rcadily 
accessible from the spaces in which they are inten 
ded to be used and in particular one of the port 
able fire extinguishers intended for the use in any 
space shall be stowed near the entrance to that 
space . 
71. APPROVAL OF MATERIAL : 

Where these rules require that a particular fitting, 
appliance , apparatus or equipment or any type of 
equivalent thereof shall be provided , fitted or car 
ried or any particular arrangement or provision 
shall be made, then every such fitting, appliances, 
apparatus or equivalent thereof or any such ar 
rangement or provision shall be such as is reason 
ably adequatc for the purpose for which it is ro 
quired to be provided 
72 . SPACES CONTAINING PARTICULAR 

RISKS : 


In every ship to which these rules apply con 
t aining spaces such as galleys, gasoling compart 
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ments, cinemas, electric -steering gear, battery charg the event of a continuing breach of these rules, 
ing room and such other similar spacs which in the with a further fine of rupees fifty for every day 
opinion of the Director General of Shipping or after the first day which the breach continues, 
Chief Surveyor with the Government of India con 
tain particular risk , there shall be provided such 

SCHEDULE - I. 
additional fire applicances as may be specified by 

(Sve rules 14 , 23 and 36 ) 
them . 

INTERNATIONAL SHORE CONNECTION 
73. REQUIREMENTS FOR SHIPS OF SPECIAL 
DESIGN AND LAYOUT - 

( 1 ) The international shore connection , shall be 

in accordance with the following specifications : 
Where in the case of a ship in which particular 
fittings, applicances , appartus or any other equip Outside diameter 178 millimetres 
ment or any type thercof, fitted in compliance with 

Inner diameter 64 millimetres 
these rules are not considered by the Director 
General of Shipping as adequate , having regard to Blot circle diamoter 132 millimetres 
her design , layout or susceptibility to risk of fire, Holes 

4 holes cach of 19 millimetres diametro 
fire , it may , notwithstanding anything contained in 

oquidistantly placed slotted to the 
these rules, requirc, by order in writing, the ship 

flange periphery . 
to provide such other fittings, appliances, appar Flange thickness 14. 5 millimetres minimum 
atus or equipment as it may consider necessary . 

Bolts 

4 , each of 16 millimetres diameter, 50 
74 . EQUIVALENTS , EXEMPTIONS AND SA 

millimetre in length with washers. 
VING : 

Flange surface Flat face 
Material 

Any suited to 10 bar (1.0 N /mm ) 
(1 ) Where these require that a particular fitting 

service. 
material, appliance, apparatus, equipment, or any 

Gasket 
type thereof shall be fitted or carried in a ship or 

Any suited to 10 bar (1.0 N /mma) 
that any particular arrangement or provision shall 

service . 
be made, the Chief Surveyor with the Government 
of India may in writing allow any other fitting, 

(2 ) The connection shall be constructed of mato 
material, appliance, apparatus or any type theroof rial suitable for 10 bar ( 1 .0 Nmm2 ) service . 
to be carried or fitted or any other arrangement 

The flange shall have a flat face on one side, and 
or provision to be made in that ship if he is satis 

to the other shall have permanently attached there 
fied by trial thereof or otherwise, that such other 

to a coupling that will fit the ship s hydrants and 
fittings, materials , appliance , apparatus , equipment 

hoses. The connection shall be kept aboard the 
or type thoreof of any such other arrangement or 

ship together with the gasket, four 16 millimetres 
provision is at least as effective as that required 

botts, 50 millmetres in length and eight washers , 
under these rules . 


SCHEDULE - II 


(See rule 63) 


NON -PORTABLE FOAM FIRE 
HERS . 


EXTINGUIS 


( 2 ) Thc Director General of Shipping or Chief 
Surveyor with the Govt. of India may : 
(i) exempt, in writing, any ship from the re 

quirements of these rules if he is satisfied 
that by the nature of her construction 
and design , it is neither practicable nor 
reasonable for that ship to comply with 
such requirements on such conditions as 

he thinks fit . 
( ii) exempt , in writing, any ship which is not 

normally engaged on international voyages 
but which in exceptional circusmstances 
is required to undertake a single inter 
national voyage from the requirement of 
these rules, provided the ship complies 
with such safety requirements as are, in 
the opinion of the Director General of 
Shipping, or as the cae may be, the Chief 
Surveyor with the Government of India . 
adequate for the intended voyage . 


undertake 
requiremomplies 


(1 ) Every foam fire extinguisher, other than a 
portable fire extinguisher provided in compliance 
with these ruless shall be constructed in accordance 
with approved specifications and bo of suitable 
materials and shall be of sufficient strength to with 
stand with an adequate factor of satety the maxi 
mum internal pressure to which it may be sub 
jected and shall be capable of withstanding a test 
by hydraulic pressure, in excess of the maximum 
working pressure . For the purpose of this sche 
dule the maximum working pressure shall be the 
equilibrium pressure that develops within the body 
at 70°C when the correctly charged extinguisher 
has been operated with all outlets closed . The in 
terior of the extinguisher shall be capable of being 
examined , 


ements General chief 


75. PENALTIES : - 


Whoever commits a breach of any of the pro 
vision of these rules shall be punishable with a fine 
which may extend to rupees one thousand and in 


(2 ) The body of the extinguisher shall be cylin 
drical with ends which shall be dished outwards 
without reverse flanging to a radius not exceeding 
the diametere of the body. The body and ends 


= 


- 


- = 


= 


- 


- - - - -- 


- 


- - -- - 


-- - - - 


- 


- 


2122 THE GAZETTE OF INDIA : AUGUST 11, 1990 / SRAVANA 20 , 1912 [PART II — - SEC . 3 (i) ! 

= 

- - = a . 
shall be made of sheet steel which shall be tinned 

( a ) the name of the maker or vendor of the 
on lead - coated internally , and every part of the 

extinguisher ; 
extinguisher shall , where necessary , be protected 
against corrosion . The body of the extinguisher 

(b ) the capacity of the extinguisher ; 
shall be welded . 

(c) the pressure under which the extinguisher 
(3 ) Wliere the extinguisher is provided with a 

was tested ; 
gas cylinder as the means for expelling the exting (d ) instructions for operating the extinguisher ; 
uishing medium , such gas cylinder shall be cons 
tructed to approved specifications, 

(e ) the year in which the extinguisher was 

manufactured ; 
(4 ) The extinguisher shall be provided with an 

(f) the level of the solution , when the extin 
opening for the introduction of an inner container 

guisher is filled to its working capacity . 
which shall be adequately supported . The opening 
shall be fitted with a cap of gun -metal or other 

SCHEDULE — III 
suitable materials , screwed with a continuous 
thread , through the side of which safety holes or 

( See rule 63) 
slots shall be provided so that when the cap is Non - Portable Carbon Dioxide fire extinguishers 
being removed any pressure of gas remaining in 
the container may be released gradually, should the (1) Every carbon dioxide fire extinguisher provided 
discharge opening be choked . The cap joint shall in compliance with these rules shall be provided and 
be made with acid - resisting rubber, greased leather , constructed in accordance with approved specifica 
or other suitable material. The extinguisher shall tions . 
have the correct filling level clearly indicated . The 

(2 ) Each cylinder shall be provided with an inter 
design shall permit the ready availablity of the 

nal discharge tule, and a valve to release the gas. 
extinguisher to be verified as required and ensure 
that it will be apparent whether or not the exting ( 3) The extinguisher shall be provided with a dis 
uisher has been operated . 

charge hose which shall be reinforced so as to with 

stand a pressure of at least 122 bar (12 .2 N /mm²) 
( 5 ) The extinguisher shall be provided with a when the necessary couplings are fitted . The bore of 
controllable device to cnable the discharge to be the discharge hose shall not be less than the sizeş res 
interrupted and means to prevent the loss of liquid pectively set forth in the following table : 
when the extinguisher is standing . 

- -- - - - - 
Capacity of extiuguisher 

Minimum bore 
(6 ) The extinguisher actuating mechanism shall 

of discharge 
be protected so that it is safeguarded against inad 

- - - - - -- - - - - 
vertent operation , 

16 .0 Kg. 

9 mm 
45 .0 kg. 

12 mm 
( 7 ) A reinforced discharge hose shall be 
provided together with a nozzle , the area of which 

The discharge hoses shall be provided with horo 
shall be such that when the extinguisher is operated , 

which shall be of electrically non - conducting material 
the foam is projected to a distance of 14.0 metres 

and of a design which will reduce the velocity of the 
for a period of not less than 90 seconds, in the 

gas discharge . The metal of the operating handle 
case of an extinguisher of 135 litres capacity or 

shall be sheathed to protect the hand of the operator 
over and to distance of 10 .0 metrcg for a period 

from extreme cold . 
not less than 60 seconds in the case of an extin 

(4 ) At any temperature between 15°C and 
guisher of under 135 litres capacity . The nozzle 

18°C inclusive the extinguisher shall discharge gas 
and the reinforced discharge hose should be cap at such a rate that carbon dioxide equal in weight to 
able to withstand four times the maximum working 34 of the capacity of the container will be discharged 
pressure specified in para (1 ) of this schedule. 

in the periods respectively set forth in the following 

table : 
( 8 ) The charge and the air space above the lovel 
of the solution in the body shall be so regulated Capacity of extinguisher 

Period 
that the maximum pressure in the extinguisher 
when put into action , with all outlets closed , does 

16 ,0 Kg. 

30 to 45 seconds 
not exceed 19 .50 bar 1 . 95 Nm with the solution 

45 .0 kg. 

60 to 90 seconds 
at a temperature of 38 C . 

(5 ) The outside of the extinguisher shall be clearly 
(9 ) The extinguisher shall be capable of with 

and permanently marked with 
standing for a period of 5 minutes an internal 
pressure of 1 112 times the maximum working pres 

(a ) the name of the maker or vendor of the ex 
sure specificd in para (1 ) of this schedule, in the 

tinguisher; 
extinguisher when put into action with all outlets 

(b ) the capacity of the extinguisher; 
closed , and in no event of less than 24 . 5 bar 
( 2 , 45 N / mm * ) 

(c ) instructions for operating the extinguisher ; 

(d ) markings which will indicate the respective 
( 10 ) The outside of the extinguisher ; shall be 

weights of the extinguisher when empty and 
clearly and permanently marked with : 

when filed ; 


- - . - 


- - 


- 


- 


- 


- 
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(c) the year in which the extinguisher was manil 

factured ; 
(1) the pressure under which the extinguisher 
was being hydraulically tested . 

SCHEDULE _ IV 

(See rule 63 ) 
Non - Portable Dry Powder Fire Extinguishers : 

(1) Every dry powder fire extinguisher , other than 
a portable fire extinguisher , provided in compliance 
with these rules shall be constructed of suitablo mate . 
rials and shall be of an efficient design and of suffi 
cient strength to withstand with an adequate factor of 
safety the maximum internal pressure to which it may 
be subjected and shall be capable of withstanding a 
test by hydraulic pressure suitably in excess of the 
maximum working pressure . For the purpose of this 
schedule , the maximum working pressure shall be the 
equilibrium pressure that develops within the body at 
70°C when the correctly charged extinguisher has 
been operated with all outlets closed . 

(2 ) Where the extinguisher is provided with a gas 
cylinder as the means for expelling the extinguishing 
medium , such gas cylinder shall be in accordance with 
approved specifications. 

( 3 ) The extinguisher shall be provided with a nozzic 
and a reinforced discharge hose constructed to with 
stand four times the maxiumum working pressure spe 
cified in para ( 1 ) of this schedule . 

(4 ) Any necessary openings in the extinguisher 
body shall be filled with caps or covers so designed 
that any pressure remaining in the container may be 
released gradually before the cap or cover can be re 
moved completely . 

( 5 ) Every part of the extinguisher shall , where 
necessary , be protected against corrosion . 

( 6 ) The extinguisher shall be effectively sealed to 
present the ingress of moisture , but such sealing ar 
rangements shall not interefere with the discharge of 
the extinguisher . 

( 7 ) The extingu sher shall be provided with a con 
trollable device to enable the discharge to be interrup 
ted . 

(8 ) The extinguisher actuating mechanism shall be 
protected so that it is safeguarded against inadvertent 
operation . 

(9 ) The design shall permit the ready availability 
of the extinguisher to be verified as required and on 
sure that it will be apparent whether or not the ex 
tinguisher has been operated . 

( 10 ) A fully charged extinguisher shall, when ope 
sated under normal conditions , be capable of dischar 
ging not less than 85 per cent of the mass of the dry 
powder charge . The discharge rate shall be not less 
than 1 kilogramme per second . 

( 11 ) The outside of the extinguisher body shall be 
clearly marked with : 
(a ) name :-f the maker or vendor of the extingui 

sher; 
(b ) the capacity of the extinguisher ; 


(c ) the pressure under which the extinguisher 

was tested ; 
(d ) instructions for operating the cxtinguisher; 
( e) the ye: ur in which the extinguisher was manu 
factured . 

SCHEDULE - V 
[ Sce rules 7 (1 )(i) (ii) , 10 (2 )(a ), 10 (3 )( ii ), 

29 (b ) ( ii ), 30 (2 ) and (3 ) ] 
Portable Foam Applicator Units : 

(1 ) Every portable foam applicator unit provided 
in compliance with these rules shall be provided 
with :-- 
(a ) an induction type of air- foam nozzle capable 

of being connected to the fire main by 

means of a fire hosc ; 
(h ) a portable tank containing at least 20 litres 

of foam concentrate from which the nozzle 
specificd at sub -para (a ) of this paragraph 

can induce the contents ; 
(c ) a spare tank identical to that specified at sub 

para (b ) of this paragraph . 
(2 ) The nozzle whilst being supplied at the mini 
mum hydrant pressure on the ship permitted by these 
rules shall be capable of producing effective foom 
suitable for extinguishing an oil fire at the rate of at 
least 1. 5 cubic metres per minute . 

( 3 ) The foam expansion ratio (ie, the ratio of the 
volume of foam produced to the volume of foam solu: 
tion ) shall not excced 12 to 1 . 


SCHEDULE - - VI 
( See ruies 15 . 22, 35, 37 (2 )(i) and 52 ) 
fireman s Outfit : 

( 1) Every fire man s outfit shall be constructed in 
accordance with approved specifications and consist 
of the following : 

(a ) Personal equipment, 
(b ) A breathing apparatus of an approved type . 
(c ) Fire proof life line of sufficient length and 

strength capable of being attached by 
means of a snap hock to the hamess of the 
apparatus or to a separate belt in order to 
prevent the breathing apparatus becoming 

detached when life line is operated . 
(2 ) Personal cquipment : — The personal equipment 
shall comprise the following nanely : 
( a ) Protective clothing of material to protect the 

skin from the hear radiating from the fire 
and from burns and scalding from stear . 

The ouer surface shall be water resistant. 
(b ) Boots and gloves of rubber or other electri 

cally non - conducting material. 
(c ) a rigid helmet providing effective protection 

against impact. 
(d ) An electric safety Jump (hand lantern ) of 

approved tync with a minimum burning 
period of 3 hours . 


second, Tate shall beof the dir 
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(e) An axe fitted with an insulated handle. 


capacity of free air shall not be required 

to exceed 9 ,600 litres ; or 
(ü ) the ship is equipped with means for 

recharging the air cylinders to full pres 
surc with air, free from contamination , 
the spare storage capacity of the fully 
charged spare cylinders of cach such 
apparatus shall be of at least 1 , 200 
litres of free air and the total spare stor 
age capacity if free air provided in the 
ship shall not be required to exceed 
4 ,800 litres 


(h ) contain provision for warning the wearer 

audibly when 80 per cent of usable capacity 
of the apparatus has been consumed . 


(3 ) Breathing apparatus ( Air Hose Type ) :- - Every 
smoke helmet or smoke mask . . .. . . . 

. . .. . .. . . . . shall be provided with a 
hose for the supply of air from the outside atmosphere . 
An air pump or bellows shall be provided which shall 
be suitable for pumping air through the hose . The 
hose shall be of the non - collapsing type and shall be 
sufficient in length to enable the air pump or bellows 
to be on the open deck in clean air, well clear of any 
hatch or doorway while the wearer of the helmet or 
mask is in any part of the accommodation , service , 
cargo or machinery spaces . Couplings shall be pro 
vided if wo more longths of hose are to be joined 
in order to reach the aforesaid spaces. The air inlet to 
the pump or bellows shall be so protected as to ensure 
that the supply of air is not obstructed . It in order to 
comply with this subparagraph , an air hose exceeding 
36 metres in Icngth is necessary , a self- contained 
breathing apparatus shall be substituted or provided 
in addition 

(4 ) Self-contained breathing apparatus : — Every 
self-contained breathing apparatus shall : 
( a ) be of the open circuit compressed air type 

and shall be of a approved type; 
(b ) be capable of functioning for at least 30 mi 

nutes and shall be provided with not more 
than one face mask unless the apparatus has 
been approved for use with a second face 

mask which may be used in emergency ; 
(c) contain storage capacity of the compressed 

air cylinder or cylinders attached to the ar 
paratus and carried by the wearer of at 
least 1, 200 litres of free air . The storage 
cylinders shall be of sufficient strength and 
be capable of withstanding hydraulic pres 
sure in excess of the maximum working 
pressire . 


(i) accompany a servicing and instruction manual 
(5 ) General :- Every breathing apparatus shall - 
(a ) be constructed of material having adequate 

mechanical strength and durability and be 
resistant to deterioration by heat, contact 
with water or to fire and shall not allow the 
breathing circuit to be penetrated by smoke 
or chemical fumes likely to be encountered 
in service . The fabric used in the construc 
tion of any harness provided with such 
apparatus shall be resistant to shrinkage. 
Exposed metal parts of the apparatus , har 
ness and fittings shall be of materials , so far 
as practicable , resistant to frictional sparking , 


(b ) accompany for use , 


(a ) contain provision for automatic regulation of 

air supply to the wearer of the apparatus in 
accordance with his breathing requiremenis 
when he is breathing any volume of free 
air of up to 85 litres per minute at any time 
when the pressure in the supply cylinder or 
cylinders is above 10 ,5 bars ( 1 .05 N /mm2) . 
Means shall be provided for overriding the 
automatic air supply to increase the volume 

of air available to the wearer if required . 
( e ) contain pressure gauge with an anti -hursting 

orifice in the high - pressure air supply sya . 
tem to enable the wearer to read directlv 
and easily the pressure of air in the supply 

cylinder or cylinders: 
(f) not weigh more than 16 kilogrammes, exclu 

ding any lifeline, and if they do not form 
an integral part of the apparatus, any safety 

belt or harness ; 
( g ) be prov ded with fully charged spare cylinders 

having a spare storage capacity of at least 

2 ,400 litres of frec air ercept where : 
(i) the ship is carrying five sets or more of 

such apparatus the total spare storage 


(i) a fire -proof life and signalling line at 

least 3 metres longer than is required to 
reach from the open deck in clean air 
clear of any hatch or doorway to any part 
of the accommodation , service , cargo or 
machinery spaccs. Such line shall be made 
of copper or galvanised steel wire rope 
having a breaking strength of at least 
500 kilogrammes and shall be overlaid up 
to at least 32 millimetrcs in circumferenco 
by hemp or other covering to provide a 
surface which can be firmly gripped when 

wet; 
( ii ) an adjustable safety belt or harness to 

which such line shall be capable of being 
securcly attached and detached by the 

wearer by means of a snaphook ; 
(iii ) provision for protecting the eyes and face 

of the wearer against smoke; 
(iv ) plates of suitable non - flammable material 

bearing a clearly legible code of signals 
to be used between the wearer and his 
attendant, one of which shall be attached 
to the safety helt or hardness and another 
attached to the frce end of the life -line. 


( c ) be clcarly marked with the name of the maker 

or verder and the year of manufacture ; 
( d ) contain operating instructions in clear and 

permanent lettering. 


- 


( 1) 


A 
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SCHEDULE - VII 

stairway . In order to avoid delay in iden 

tifying the source of fire , each section shall 
[See rule 5 (iii ), (iv), (v ) and (vi), VII and 

contain not more than 100 detectors and 
34 ( 1), (2 ) and ( 3), 50 ( 1 )(a ) ) 

shall cover not more than 50 rooms. 
FIXED FIRE DETECTION AND FIRE ALARM 

( i ) In passenger ships a section of detectors 
SYSTEMS 

shall not serve spaces on both sides of tho 
(1 ) General requirements. 

ship nor on mode than one deck and neither 

shall it be situated in more than one main 
( a ) Any required fixed fire detection and fire 

vertical zone except that the Chief Surveyor 
alarm system with manually operated call 

with the Government of India if he is satis 
points shall be of approved type and cap 

fied that the protection of the ship against 
able of immediate operation at all times . 

fire will not thereby be reduced , may per 
(b ) Power supplies and electric circuits neces 

mit such a section of detectors to serve both 
sary for operation of the system shall be 

sides of the ship and mire than one deck , 
monitored for loss of power or fault condi 

A section of fire detectors covering a control 
tions as appropriate . Occurencc of a fault 
condition shall initiate a visual and audible 

station , service space , accommodation Space 
fault signal at the control panel which shall 

or cargo space shall not include a machinery 
be distinct from a fire signal. 

space of category A . 
( c ) There shall be not less than two sources of 

( k ) Detectors shall be operated by heat, smoke 
power supply for the electrical equipment 

or other products of combustion , flame or 
used in the operation of the fire cetection 

any combination of the e factors . Detr:ctors 
and fire alarm system , one of which shall 

operated by other factors , indicative of inci 
be an emergency source . The supply shall 

pient fires inay be accepted provided that 
be provided by separate fecders reserved 

they are no less sensitive than such detectors . 
solely for that purpose . Such feeder : shall 

Flame detectors shall be used only as addi 
run to an automatic change -over switch 

tional to smoke or heat detectors . 
situated in or adjacent to the control panel 

Suitable instructions and spare ce · ments 
for the fire detection system , 

for testing and maintenance shall be pro 
( d ) Detectors and manually operated call points 

vided . 
shall be grouped into sections. The activa 
tion of any detector or manually operated 

( m ) The function of the detection system shall be 
call points shall initiato a visual and audi 

producting hot air at the appropriate tempo 
ble fire signal at the control panel and indi 

rature , or smoke or acroso ) articles having 
cating units . If the signals have not re 

the appropriate range of density or particle 
ceived attention within two minutes an audi 

size , or other phenomona associated with 
ble alarm shall be automatically sounded 

incipient fires to which the detector is 
throughout the crew accommodation and 

designed to respond. All detecors shall 
service spaces , control stations and machi 

be of a type such that they can be tested 
nery spaces of category A . This alarm 

for correct operation and restored to nod 
sounder system need not be an integral part 

mal surveillance without the renewal of 
of the detection system . 

any component. 
( e ) The control panel shall be located on the 

(n ) The fire detection system shall not be used 
navigating bridge or in the maiq fire control 

for any other purpose except that closing of 
station , , 

fire doors and similar functions may be per 
( f) Indicating units shall denote the section in 

rritted at the control panel. 
which a detector or manually operated call (2 ) Installation requirements . 
point has operated . At least ono unit shall 
be so located that it is easily accessible to 

( a ) Manually operated call points shall be instal 
responsible members of the crew at all 

led throughout the accommodation spaces , 
times , when at sea or in port except when 

service spaces and control stations. One 
the ship is out of service . One iudicating 

manually operated call point shall be located 
unit shall be located on the navigating bridge 

at each exit . Manually operated call points 
if the control panel is located in the main 

shall be readily accessible in the corridors 
fire control station . 

of each dock such that no part of the corri 

dor is more than 20 meters from a manual 
Clear information shall be displayed on or 

ly operated call point . 
adjacent to each indicating unit about the 
spaces covered and the location of the sec 

(b ) Smoke detectors shall be installed in all stair 
tions . 

ways, corridors and escape routes within 

accommodation spaces , 
(h ) No section covering more than one dnek 
within accommodation spaces, servicc « pa 

(c ) Where a fixed fire detection and fire alarm 
ces and control stations shall be permitted 

system is required for the protection of 
except a section which covers an enclosed 

spaces other than those specified in para 
20 41 GT / 90 – 19 
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( 2 ) (b ) of this schedule at least one detec 
tor complying with paru ( 1 )( k ) of this 
schedule shall be installed in vach such 
space . 


- SS- - - - --- -- 
approved temperature limits having regard 
to the avoidance of detector insensitivity or 
oversensitivity . 


( d ) The permissible temperature of operation of 

heat detectors may be increased to 30 C 
above the maximum deckhead temperatura 
in drying rooms and similar spaces of a 
norinal high ambient temperature . 


( d ) Detectors shall be located for optimum per 

formance , Positions near beams and venti 
lation ducts or other positions where patterns 
of air flow could adversely affect poifurin 
anco and positions where impact or physical 
designed to respond. All detectors shall be 
of a type such that they can be tested for 
damage is likely shall be avoided in gene 
ral, detectors which are located in overhead 
positions shall be a minimum di tance of 
0 .5 metre away from bulkhcads . 


(4 ) Special requirements for periodically unattended 

machinery spaces, 


( a ) 


re ) The marimim spacing of detectors shall be 

decided on the basis of characteristics of 
the detectors but, ordinarily hall be in ac 

cordance with the table below : 
Type of Maixmum Maximum Maximuni 
detector floor arca distance apart distance 
Der detector between 

away from 
centres 

hurkloads 

- - - - - - 
Heat 37m2 

4 . 5 m 

- - - - - - 
Smoke 74 m2 

11 0 

5 . 5 m 
- - - - - - - - - - - - - - - - - - - - - - - - - - - - - 


For periodically unattended machinery spaces the 

fixed fire detection and fire alarm system 
shall comply with the following additional 
requirements :- - 
This fire detection system shall be so de 
signed and the detectors so positioned as 
to detect rapidly the onset of fire in any 
part of those spaces and under any normal 
conditions of operation of the machinery 
and variations of ventilation as reqeired 
by the possible range of ambient tempera 
turcs. Except in spaces of restricted 
height and where their use is specially ap 
propriatc detection systems using only 
thermal detectors shall not be permitted . 
The detection system sahil initiate audible 
and visual alarms distinct in both respects 
from the alarms of any other system not 
indicating fire , in sufficient places to en 
sure that the alarms are heard and observed 
on the navigating bridge and by a respon 
sible cngineer oficer. When the navigat 
ing bridge is unmanned the alarm shall 
sound in a place where a responsibly mem 
ber of the crew is on duty , 


- - -- 


- 


- 


- 


- 


om 


- - 


- 


- 


(f) Electrical wiring which forms part of the 

system shall be so arranged as to avoid 
gallcys, machinery spaces of category A , 
and other enclosed spaces of high fire risk 
except where it is necessary to provide for 
fire detection or fire alarm in such spaces 
or to connect to the appropriate power 
spply . 


(b ) After installation the system shall be tested 

under varying conditions of engine opcra 
tion and ventilation . 


( 3 ) Design requirements : 


( 5 ) Special requirements for cargo spaces . 


(a ) The system nd equipment shall be suitably 

designed to withstand supply voltage vari 
ation and transients , ambient temperature 
changes, vibration , humidity, shock , impact 
and corrosion normally encountered in 
ships. 


In cargo spaces the system shall comply with the 
following adklitional requirements : 
(a ) Detectors shall be grouped into separate sec 

tions such that a section shall cover not 
more than one cargo space . Each section 
shall contain not more thai. 100 detectors . 


(h ) The tyre , numher and spacing of detectors 

shall be to the satisfaction of the Chief 
Surveyor with the Govt. of India taking 
into account the conditions of ventilation 
and other factors prevailing in the space 
in which the detectors are installed . 


. ( b ) Smoke detectors required by para ( 2 )(b ) 

shall be certified to operate before the 
smoke density exceeds 12 . 5 per cent, ob 
scuration per metre , but not to operate 
until thc simokc density excecds 2 per cent, 
obscuration per metre . Smoke detectors 
to be installed in other spaces shall ope 
rate within approved sensitivity limits hav 
ing regard to the avoidance of detector 

insensitivity or over -sensitivity . 
( c ) Heat detectors shall be certified to operate 

before the temperature cxceeds 78°C but 
not to operate until the temperature ex 
ceeds 54. C . when the tenperature is raised 
to those limits at a rate less than 1°C per 
minute . At higher rates of tempeſature 
rise , the heat detector shall operate within 


(c ) In special cateşory spaces and ro - ro cargo 

spaces, the system shall be capable of ra. 
pidly detecting the onset of fire . After be 
ing installed, the system shall be tested 
uder normal ventilation conditions and 
shall give an overall response time to the 
satisfaction of the Chief Surveyor with the 
Government of India , 


a in cevirin is to carry with care 


( c ) 
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SCHEDULE VIII. 

( 2 ) Installation requirements . 
[Sce rules 5(v) and 34 (3 )] 

( il ) At least one smoke accumulator shall be 10 

cated in every cnclosed space for which 
SAMPLE LXTRACTION SMOKE DETECTION 

smoke detection is required . However , wijere 
SYSTEMS 

Space is designed to carry oil or retrigcia 

tud cargo alternatively with cargoes for 
( 1 ) General requirements. 

which a smoke sampling system is required , 

means may be provided to isolate the sinoke 
( a ) Wherever in the text of this schedule the 

inccumulators in such compartments for the 
worul " system " appears, it shall mcan " sam 

system . Such means shall be to the satis 
plo extraction smoke detection system ” . 

faction of the Chief Surveyor with the Govt. 
( b ) Any required system shall be capable of con 

of India . 
tinuouis Operation , at all times except that 

( b ) Smoke accumulators shall be loc:utcu , for 
systems operating on a sequential scanning 

optimum performance and shall hu pucal 
principle may be accepted , provided that 

so that no part of the overhead derk area 
the interval between scanning the same posi 

is more than 12 metres measured rizun 
tion twice gives an overall response time to 

tally from an accumulator . Where systems 
the satisfaction of the Chief Surveyor with 

uire used in space which may be mechani 
the Govi. of India . 

cally ventilated , the position of the smoke 
( 0 ) Power supplier necessary for the operation 

accumulators shall be considered having re 
of the ylem shall be monitored for loss of 

gard to the effects of ventilation . 
power . Occurrence of loss of power shall 

Smoke accumulators shall be positioned 
initiate a visual and audible signal at the 

wheic impact or physical damage is 011 
control panel and the navigating bridge 

likely 10 occur . 
which shall be distinct from a signal indica 
ting smoke detection . 

( d ) Not more than four : ccumulators shall be 

connected to each sampling point. 
( d ) An alternative power supply for the vlectri 
cal equipment used in the operation of the 

( e ) Smoke accumulators from more thail ong 
system shall bc provided . 

enclosed space shall not be connected to she 

samo sampling point. 
( e ) The control panel shall be located un the 
navigating bridge or in the main fire con 

(f ) Sampling pipes shall be self-draining und 
trol station . 

suitably protected from inipart or Umge 

from cargo working . 
( f ) The detection of smoke or other products ( 3 ) Design requirements . 

of combustion shall initiate a visual and 
audible signal at the control panet and the 

(a ) The system and equipment shall be muitably 
navigating bridge . 

designed to withstavd supply voltage varia 

tions and transients, ambient temperature 
( g ) Clear information shall be displayed on or 

changes , vibration , humidity , shock , impact 
adjacent to the control panel designating the 

and corrosion normally encountered in ships 
spaces covered . 

and to avoid the possibility of ignition of 

flammable gas/air mixtures , 
( h ) The sainpling pipe arrangements shall be 

(b ) The sensing unit shall be certified to ope 
such that the location of the fire can be 

rate before the smoke density within the 
readily identified . 

sensing chamber exceeds 6 .65 per cent ob 

scuration per metre , 
(i) Suitable instructions and spare components 
shall be provided for the testing and main 

( c ) Duplicate sample extraction fans sliall be 
tenance of the system . 

provided . The fans shall be of sufficient ca 

pacity to operate with the normal conditions 
( i ) The function of the system shall be periodi 

of ventilation in the protected area and 
cally tested to the satisfaction of the Chief 

shall give an overall response time to the 
Surveyor with the Govt . of India . 

satisfaction of the Chief Surveyor with the 

The 
system shall be of a type that can be tested 

Govt. of India . 
for correct operation and restored to nor 

( d ) The control panel shall permit observation 
mal surveillance without the renewal of any 

of smoke in the individual sampling pipe . 
component, 

(e ) Means shall be provided to monitor the air 
Thic system shall be designed , constructed 

flow through the sampling pipes and to en 
and installed so as to prevent the leakage 

sure that as far as practicable equal quan 
of any toxic or flammable substances or 

. tities are extracted from each interconnec 
fire extinguishing medium into any accom 

ted accumulator. 
dation space, service space , control station or 

(f) Sampling pipes shall be a minimum of 12 
inachinery space . 

----" imetres internal diameter except when 
2041 GI / 90 20 
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used in conjunction with fixed gas fire ex 
tinguishing systems when the minimum size 
of pipe should be sufficient to permit the 
fire extinguishing gas to be discharged with 

in the appropriate time. 
( 8 ) Sampling pipes shall be provided with an 

arrangement for periodically purging with 
compressed air . 

SCHEDULE IX 
( Sec Rules 8 (1 ) and (2 ) (b ) , 10( 1) (b ) , 27 (1 ) 
(a ), (2 ) and (3 ) 30 ( 1) (b ) , 31(c ), 37 ( 2 ) 
(f ), 41 (2 ) (3 ) : 

Fixed Gas Fire Extinguishing Systems. 
( 1 ) General 
(a ) Fire extinguishing systems provided for use 

in any ship to which these rules apply shall 
not contain an extinguishing medium which 
either itself or under expected conditions 
of use gives off toxic gases in such quanti 

ties as to endanger personnel 
(b ) (i) In cvery such system provided for the 

injection of fire extinguishing medium 
into any compartment for fire extinguish 
ing purposes , the pipes for conveying 
the medium shall be provided with con 
trol valves or cocks which shall be so 
placed that they will be easily accessible 
and not readily cut off from use by an 
outbreak of fire within the proctected 
compartment. Such control valves or 
cooks shall be permanently marked to in 
dicate clearly thc compartments to which 

the pipes are led . 
( i) Where cargo spaces fitted with a gaz ex 

tinguishing system for fire protection are 
lised as passenger spaces the extinguish 
ing connection shall be blanked during 

service as a passenger space . 
( 111 ) Suitable provisions shall be made to pic 

vent inadvertent admission of the mediuin 

to any compartment. 
( c ) The piping for the distribution of fire extin 

guishing medium shall be arranged and dis 
charge nozzles so positioned that a uniform 

distribution of medium is obtained . 
( d ) Means shall be provided to close all open 

ings which may admit air to or allow gas 

to escape from a protected space . 
( e ) Where the volume of free air contained in 

air receivers in any space is such that, if 
released in such space in the event of fire , 
such release of air within that space would 
seriously affect the efficiency of the fixed 
fire extinguishing system , an additional 
quantity of fire extinguishing medium shall 

be provided . 
( f ) Means shall be provided for automatically 

giving audible warning of the release of fire 
extinguishing mcdium into any space in 
which personnel normally work or to which 
they have access. The alarm shall operate 
for a suitable period before the medium is 
released . 


(g ) The means of control of any fixed gas fire 

cxtinguishing system shall be readily ac 
cessiblc and simple to operate and shall be 
grouped together in as few locations as 
possible at positions not likely to be cut 
off by a fire in a protected space . At euch 
location there shall be clear instructions re 
lating to the operation of the system having 

regard to the safety of personnel. 
(h ) Automatic rclease of fire extinguishing 

medium shall not be permitted except as 
provided by sub - para ( 3 ) ( c ) ( v ) and in rcs 
pect of local automatically operated units 

referred to in sub -para ( 3 ) (d ) and ( 3 ) (e ) . 
(i) Where the quantity of extinguishing mediuni 

is required to protect more than one space , 
the quantity of medium available need not 
he more than the largest quantity required 
for any one space so protected . 
Except as otherwise permitted by sub -para 
(3 ) ( c ), (3 ) ( d ) and ( 3 ) (e ), pressure con 
tainers required for the storage of fire ex 
tinguishing medium shall be located out 
side protected spaces in accordance with 

sub -para ( 1 ) (a ) . 
( k ) The storage containers and associated pres 

sure components shall be constructed of 
suitable material and shall be of efficient 
design and sufficient strength having regard 
to their locations and maximum ambient 

teinperatures expected in service . . 
(1) When the fire extinguishing medium is sto 

red outside a protected space , it shall be 
stored in a room which shall be situated in 
a safe and readily accessible position and 
shall be effectively ventilated . 


Any entrance to such a storage room shall be 

from the open dock and in any case shall 
be independent of the protected space . Ac 
cess doors shall open outwards , and bulk 
heads and decks including doors and other 
means of closing any opening therein , which 
form the boundaries hetween such rooms 
and adjoining enclosed spaces shall be gas 

tight. 
( m ) Sparr parts for the system shall be stored 

On board . 
( 2 ) Carbon dioxide systems. 
(a ) When carbon dioxide is used as the extin 

guishing medium in cargo spaces, the quan 
tity of as availablc shall be sufficient to 
give a minimum volume of free gas cqual 
to 30 per cent of the gross volume of the 
largest cargo compartment in the ship which 

is capable of being sealed . 
(b ) When carbon dioxide is used as the extin 

guishing mcdium in caso spaces containing 
motor vehicles with fuel in their tanks for 
their own propulsion or in closed loro 
spaces or closed rolro spaces used for bulk 
stowage of cargo , the quantity of gas avail 


um in c shall be rele gas cquinc 


- 
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(i ) The system shall be arranged for manual 

initiation of power release only and 
such ineens shall be provided outside 
the protected space. 
Where the cargo of halogenated hydro 
carbon is required to supply more than 
one space , the arrangements for its sto 
rage and release shall comply with ub 
para (3 ) (b ) ( ix ) or (3 ) (b ) (x ) for cach 

such space . 
(iii ) Moas shall be provided for stopping 

automatically all ventilation fons serv 
ing the protected space before the 
medium is released . 


( iv ) Means shall be provided to close munuaily 

all dampers in the ventilation Systen 
Cering a protected space . 


fans || - - OK ( i ) 

416 Ft THTH : 
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able shall be suilicient to give to minimum 
volume of the largest such cargo space 
which is capable of being effectively seal 

ed . 
( 0 ; When carbon dioxide is used as on extin 

guishing medium for machinery spaces or 
pump rooms, the quantity of gas avail 
able shali be suflicient to give a minimum 
of fre : gas equal to the larger of the 

following quantitics , cither : 
oi) 40 per cent of the gross volume of the 

largest spacc. such volume being mea 
sured up to the level at which the 
horizontal area of the casing is 40 per 
cent of or less of the gross area of such 
ypass measured midway between the 
tank top and ihu lowest part of the cas 

ing ; On 
vii) 35 per cent, of the gross volume of the 

largest space including the casing : 
Turovided that the aforesaid percentages may be 

reduced to 35 per cent and 30 per cent 
respectively for ships of under 2,000 
tons, not being passenger ships, provided 
also that if two or more machinery spaces 
are not entirely separate they shall be con 

sidered as foming onc space . 
The volume of carbon dioxide shall be cal 

culated at 0 .56 cubic metre per kilo 

gramme, 
f* * (i) When carbon dioxide is used as the ex 

tinguishing medium fo machinery spaces 
or pump rooms the arrangements shall 
be such that 85 per cent of the gas re 
quired to provide the concentration re 
ferred to in sub -para (2 ) (c) when applied 
to the space concerned can be discharg 
ed into that space within two minutes, 


( v ) The arrangements shall be such that the 

liquid phase of the minimum quantity 
of medium required by sub -para (3 ) (b ) 
( ix ) or ( 3 ) (b ) ( x ) when applied to the 
spacc concerned can be discharged into 
that space within 20 seconds or less. 


(vi) The system shall be designed to operate 

within the temperature range likely to 

be experienced in service. 
( vii ) Discharge nozzles shall be so positioned 

that a unifori distribution of fire ex 
tinguishing medium is obtained and the 
discharge does not endanger personnel 
engaged on maintenance of machinery or 
equipment or using the normal access 
Iridders and escapes serving the compart 

ment. 
( viii) Safe means shall be provided for the crew 

to check the quantity of medium in tho 

containers and the pressure therein . 
(ix ) The quanticy of extinguishing medium for 

cargo spaces intended solely for the 
carriage of vehicles which are not carry 
ing any cargo shall he calculated in ac 
cordance with the following table. This 
quantity shall be based on the gross 
volume of the protected space. 

Table 1 


When carbon dioxide is used as the ex 
tinguishing medium in cargo spaces con 
taiping motor vohicles with fucl in their 
tanks for their own propulsion or in 
closed ro ro spaces thc arrangements 
shall be such as to ensure that at least 
two thirds of the gas required for the 
space can be introduced within 10 

tninutes . 
(6) Safe means shall be provided for the crow 

to check the quantity of nicdium within 
the contairu -rs . 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


Halon 


Minimum 


Maximum 


1301 (BTM ) 


5 percent 


7 per cont 


1211 ( BCF ) 


5 per cent 


5 . 5 per cent 


( 13 ) Halogenated hydrocarbon systems 


fat The use of halogenated hydrocarbons us fire 

extinguishing media is only permitted in 
machinery spaces, pumprooms and in cargo 
spaces intended solely for the çastiage of 
vehicles which are not carrying any cargo . 


The volume of Halon 1301 (BTM ) shall be calcu 
lated at 0 . 16 cubic metres per kilogramme and the 
volume of Halon 1211 (BCF ) shall be calculated at 
0 . 14 cubic mcircs per kilogramme. 

(x ) Thc quantity of extinguishing medium for 

machinery spaces shall he calculated in 
accordance with the following Table 2 . 
This quantity shall be hased on the gross 
volujue of the space in respect of the 
minimum concentration and the net 


b ) When halogenated hydrocarbons are 

as the fire extinguishing micdia in 
flooding systems : 


used 
total 


- 


- - 


- - 


- 


- 


- 


- - 


- - - - 
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volle on the space in respect of the 

for th : relcase of the incuiun Jul be 
!naxım " ) concentration , including the 

such that in 11e vert ol dapiago at any 
castuig . 

one location in a circuit through file or 
explosion , i.e . a single fault concept at 

least tw - thirds of the quantity of inertium 
Halon Miniinum Maximum 

required for that space in Pucordance 

with sub - para 3 (t ) (ix ) or 3 ( b ) 
1301 (BTM ) 4 .25 per cent 

7 Parconi 

( x ) can still be discharged at will, hav 
1211 (BCF ) 4 .25 Per cont 5.5 percent 

ing regard to the requirement fix uni 
form distribution of melium loroughout 

the space . In small comparinicots : the 
The volume of Halou 1301 (BTM ) shall be 

Chief Surveyor with the Govt. :If Endia , 
calculated at 0 . 16 cubic metres fer 

may permii. only one or two carrofainers 
kilogrurame and the volume of Halon 

if he is satisfied with thic storage und ic 
1211 (BCF ) shall be calculate I ut 0 . 14 

lease arrangements, 
cubic metres per kilogrammc. 

( vii) Not more than two discharge nozzlc : shall 
(c) Where the inedium is Halon 1301 (BTM ), 

be fitted to any pressure containcy add 
the storage containers may be permitted 

the maximum quantity of agent fra cach 
within a protected machinery space Other 

container shall be adequate , having room 
than a puuproon provided thüt the 

gard to the requirement for wuif rut dis 
arrangenicnts comply with the following 

tribution of medium throughout the 
requirements : 

space . 
(i) The containers shal be individually dis 

(viii) The containers shall be monitored for 
tributed throughout the protected space 

decrease in pressure due to leakage and 
having regard to the appropriate 10 

discharge . Visual and rudible alrig in 
quirements of sub - para ( 1 ) (c ). 

the protected area and on the 11avigation 

bridge or at the control station wall. 
( ii ) A muually initiated power release, locat 

provided to indicate this condition , 
cd outside the protected space , shall be 

except that for cargo spaces alatinis sxed 
provided . Duplicate sources of power 

only b : provided on the navigation 
shall be provided for this relcase and 

hridge or the control station . 
shall be located outside the protected 
space anl be ingmediately available ex 

( d ) Local automatically operated units cuitatin 
cept that for machinery spaces , one of ing Halon 1301 (BTM ) or Halon 1211 (BCF) Glied 
the sources of power may be located in enclosed areas of high fire risk within maclivery 
inside the protected space . 

spaces in addition to and independent of tły re 

quired fixed fire extinguishing system may loc accep 
( ii ) The sources of pneumatic and hydraulic 

ted provided the units comply with the following 
pressure and of electrical power shall be 

requirements : 
inonitored for loss of pressure or power 
as appropriate and electrical circuits 
essential for the relcase of the medium 

(i) The space in which such additioval Ircal 
from the containers shall be monitored 

protection is provided should be on one 
for all fault conditions. Visual and 

working level and on the same level as 
audible alarms shall be provided to indi 

the access. More than one amelicing 
caię this. The Prouniatic or hydraulic 

level may be permitted subject to an 
power circuits connecting the containers 

access being provided on each level. 
shall be duplicatori . 

( ii ) The escape arrangements shall 3 such 
(iv) Within the protected space, clectrical cir 

that escape from anywhere in such pro 
cuits essential for the release of the 

tected spaces can be effected ir not 
mediuri shall be mineral insulated cable 

more than ten seconds. 
or other equivalent material Hydraulic 
and pneumatic piping systems essential 

( ii) The operation of any unit shall be locica 
for the release of the medium shall be 

ted by visual and audible alarms outside 
of steel or other equivalent heat resisting 

cach access into the space and at the 
material. 

navigating bridge or at the control sta 

tion . 
(v ) Each container shall be filled with an 
automatic over pressure device which will 

( iv ) A notice stating 
safely vent the contents of the container 

that the space contains 
into the protected space in the event of 

one or more automatically operateri nits 

and the name of the medium used shal! 
Over pressure caused by the container 

be displayed outside each accesg 10 the 
being exposed to a firc and inoperation 
or failure of the power . 

space , 
(vi) The arrangements of the containers and 

( v ) The time to discharge the liquid phase of 
the electric circuits and piping essential 

the medium in any local automatically 
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operated unit shall not exceed ten 

seconds, 
( vi) Tic arrangements of such units shall be 

such that release of the medium from 
any unit does not result in the loss of 
electrical power or reduction in the 

manoeuvrability of the ship . 
( vii ) The total quantity of medium provided 

in such units within a protected space 
shall be such that the maximum vapour 
concentration at 20 degree C ay speci 
fied in sub -para - (3 ) (b ) ( x ) is not ex 
cceded when all sich units operate , 
provided that the concentration may be 
exceeded where such units are operated 
together with a fixed system fitted in 

compliance with sub -Tara (3 ) (b ). 
(viii ) Every such unit shall comply with sub 

para ( 1 ) (k ) , ( 3 ) (h ) ( vi ) , ( 3 ) 

(h ) ( vii ) and ( 3 ) (b ) (viii ) . 
( e ) Local automatically operated units fitted in 

machinery spaces over equirment having 
high fire risk in addition to and indepen 
dent of any required fixed fire extinguish 
ing system may be accepted provided that 
they comply with the following require 

ments : 
(i) The total quantity of medium provided in 

such units within the machinery space 
shall be such that the maximum vapour 
concentration of 1 . 25 per cent of the 
gross volume of that space is not ex 
ceeded when all such units operate 

simultaneously . 
(ji) Every such unit shall comply with sub 

para 1 (k ), 3 (b ) (vii) (except that uni 
form distribution of the medium mav 
not be required ), ( 3 ) (h ) (viii) , (3 ) 
( d ) ( i ) , ( 3 ) ( d ) (iv ) . ( 3 ) ( d ) (v ), 3 ) 

(d ) (vi) and ( 3) (d ) ( viji). 
( 4 ) Other gas systems. 
( a ) Where gas other than carbon dioxide or 

halogenated hydro - carbon is produced on 
the ship and is used as an extinguishing 
medium , it shall be a gaseous product of 
fuel combustion in which the oxygen con 
tent, the carbon monoxide content, the 
corrosive elements and any solid combus 
tible elements have been reduced to a per 
missible minimum . Any system using 
such gas hall afford cquivalent protec 
tion to that provided by a fixed carbon 
diogide system . 
When a system producing inert gas is used 
to provide extinguishing gas in a fixed fire 
extinguishing system for cargo spaces, ex 
cept cargo oil tanks, in compliance with 
these rules. it shall be capable of producing 
hourly a volime of free gas at least equal 
to 25 per cent of the gross volume of the 
largest compartment protected in this way 

for a period of 72 hours , 
2041 GI/ 90 - -21 


(c) No part of the control, storage or generating 

arragemnent of any fixed fire extinguishing 
system shall be situated forward of the 

collision bulkhead in any passenger ship . 
(5 ) Steam systems. 

In general, the Chief Surveyor with the Govern 
ment of India shall not permit the use of steam as a 
ire extinguishing medium in fixed fire extinguishing 
systems. Where the use of stcam is permitted by the 
Chief Surveyor with the Government of India shall 
be used only in restricted areas as an addition to the 
required fire extinguishing medium and with the pro 
viso that the boiler or boilers avaliable for supplying 
stcam shall have an evaporation of at least 1 . 0 kg. 
of steam per hour for each 0 . 75 m3 of the gross 
volume of the largest space so protected . In addition 
to complying with the foregoing requirements the 
systems in all respects shall be as determined by and 
to the satisfaction of the Chief Surveyor with the 
Government of India . 

SCHEDULE - - X 
[ See rule 10 (1 ) (b ) , 30 ( 1) (5 ) and 31 (c ) ] 

FIXED HIGH -EXPANSION FOAM FIRE 
EXTINGUISHING SYSTEMS IN MACHINERY 

SPACES 
( 1 )(a ) Any required fixed high - expansion foam 

system in machinery spaces shall be can 
ble of rapidly disc! arring through fixed dis 
charge outlets a quantity of foam sufficient 
to fill the greatest space to be protected at 
a rate of at least one m in the depth per 
minute . The quantity of foam -formning 
Tiauld available shall he sufficient to pro 
duce a volume of foam equal to five times 
the volume of the largest smace to he pro 
tected . The expansion ratio of the foam 

shall not exceed 1,000 to 1. 
(h ) The Chief Survevor with the Government of 

India may permit alternative arrangements 
and discharge rates provided that he is satis 

fied that cquivalent protection is achieved . 
( 2 ) Supply ducts for delivering foam air intakes 
to the foam generator and the number of foam 
producing units shall in the opinion of the Chief 
Surveyor with the Government of India , ge will pro 
vida effective foain noduction and listrihution . 

( 3 ) The arrangement of the fram generator del 
very ducting shall be such that a fire in the notertert 
space will not affect the foam generating equinment. 


( 4 ) The foam generator, Its sources of power sub 
plv , foam - forming liquid and means of controlling the 
systeni shall be readily accessible and simple to one 
rate and shall be groined in as few locations as nossi 
hle at positions not likely to he cut off by a fire in the 
protected pace . 

SCHEDULE – XI 


[See rule 8 ( 2 )( a ) (b )(c ) and 27 ( 1 ) 
FIXĘD PRESSURE WATER SPRAYING SYSTEMS 

FOR CARGO SPACES 
( 1) Every fixed pressure water spraying system fitt 
cd in compliance with these rules shall be provided 
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( 11 ) In ships of classes I , II and III and in ships 
of class IV of 76 metres or over in length or where 
the length of the enclosed part of the protected space 
is 50 metres or over , if the principal pump or pumps 
are clectrically driven there shall be two sources of 
power which may be two of the auxiliary generators , 
provided they are independently driven . If the prin 
cipal pump or pumps are driven by independent intcr 
nal combu tion type machinery they shall be so situat 
cd that a fire in the protected space will not affect the 
oir supply to the machinery and the pump compart 
ment. 


with a pump piping system , control valves and 
spraying nozzles. 

( 2 ) The nozzles shall be of an accepted full bore 
type and shall be arranged so as to secure an effective 
distribution of water in the spaces which are to be pro 
tected . 

( 3 ) The system shall be such as will provide water 
application at a rate of at least 3 . 5 litres per square 
metrc per minute for spaces with a deck height not 
greater than 2 .5 metres and at least 5 litres per quare 
mietre per minute for spaces with a deck height greater 
than 2 .5 metres. 

( 4 ) Precautions shall be taken to prevent the 
nozzles from becoming clogged by impurities in the 
water . 

( 5 ) The system shall cover the full breadth of the 
protected space except that in ships where the pro 
fected space is sub -divided with longitudinal class " A " 
divisions forming boundaries of staircase , etc. the 
breadth of the sections may be reduced accordingly . 
In ships of classes, I, II, III, IV , V , VII and IX where 
the length of the enclosed part of the protected space 
is 50 metres or over, the system may be divided into 
sections provided they are at least 20 metres in length . 
In ships of other classes the length of a section may 
be less than 20 metres but shall be not less than 10 
metres provided the capacity of the pumps are cap 
able of supplying the two largest adjaeent section 
simultaneously at the application rate referred to in 
para (3) of this schedule. 

(6 ) The distribution valves for the system shall he 
situated in an easily accessible position adjacent to , 
but outside , the space to be protected which will not 
rcadily be cut off by a fire within the space . Direct 
access to the distribution valves from the protecte ! 
spaces and from outside the spaces shall be provided . 
Adequate ventilation shall be fitted in the space coul 
taining the distribution valves . 

(7 ) Tho water supply to the system shall be pro 
vided by a pump or pumps, other than the ship s 
required fro pumps which shall additionally be con 
nected to the system by a lockable non -return valve 
which will prevent a back flow from the system into 
the fire main . 

( 8 ) The principal pump or pumps shall be capable 
of supplying simultaneouiy at all times , at the require . 
ed pressure all nozzles in the protected spaces, or two 
adjacent sections if this is less, a quantity of water 
in accordance with para ( 2 ) and ( 3 ) of this schedule . 

( 9 ) The principal pump or pumps shall be capable 
of being brought into operation hy remote control, 
which may be manually actuated , from the position 
at which the distribution valves arc situated . 

( 10 ) In ships of classes I. II and III and in ships 
of class IV of 76 mctres or over in length or where 
the length of the enclosed part of the protected space 
is 50 metres or over the principal pump or pumps 
shall be situated in a position reasonably remote fron ) 
the protected space and from any machinery space of 
category A . In ships of other classes the principal 
pump or pump shall be situated outside the protected 
space but may be situated within any machinery 
space, 


( 12 ) When a fixed pressure water spraying system , 
is provided for the machinery spaces in accordance 
with schedule XII of these rules the pump required 
for that system may also be used for the purpose of 
complying with this schedule . 

(13 ) The sca Suction of the pump shall be so 
arranged that, when the ship is afloat, it will not be 
necessary to shut off the supply of sea water to the 
pump for any purpose other than the inspection or 
repair of the pump. 

(14 ) The pump suction and discharge valves and 
any other valves requiring to be operated to bring the 
pump into operation shall be locked open or be oper 
able from any cortrol position of the system . A 
pressure gauge shall be provided at such control posi 
tions to show when water is available. 

( 15 ) A waste valve with a short opeñ ended pine 
shall be fitted between the pump discharge and sec 
tion control valves for testing purposes, 

( 16 ) The pipes of the system shall be solid drawn 
or welded steel or equivalent and thev shall be hydrau 
lically tested by the manufacturers to twice the work 
ing pressure but not less than 20 bar (2N /mm - 2 ) and 
be galvanised internally in per cent corrosion . 

( 17 ) Fittings such as self-aligning swivel joints 207. 7 
flexihle pides situated within the protected space shall 
not he readily rendered ineffective by heat and where 
such fittings are used at least one spare of cach type 
fitted shall be carried . 


SCHEDULE XII 
[See rules 10 ( 1 ) ( b ) , 30 ( 1 )(b ) and 31 (c ) } 
ETXFD PRESSURE WATER SPRAYING SYS 
TFMS FOR MACHINERY SPACES AND CAR 
GO PUMP ROOMS 

( 1 ) Every fixed pressure water spraving systems 
fitted in compliance with thcsc rulez shall be pro 
vided of approved type and with a pump, piping 
system , control valves and spraying nozzles . For 
machinery space protection the pump shall not be 
used for any other purpose except that the Chief 
Surveyor with the Govt. of India may permit the 
pump to be used for supplying cargo pamp room 
or cargo space water straying systems where such 
systems are permitted . For cargo pump Toom pro 
tection the water supply may be from the shin s 
main fire pumps provided such pumps comply with 
the requirements of this schedulo . 

( 2 ) The spraying nozzles shall be of such a 
Hypo sufficient in number and so arranged as to 
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ensure an effective average distribution of water in 

( 10 ) Opcrating instructions in clear and perma 
accordance with the following table. 

nent lettering shail be affixed to every water spray 

ing system or in a position adjacent thereto . 
Application rate 

SCHEDULE XIII 
Protected area 

Litres 

[ Seu Rule 41 ( 1) ] 
Per sq . 
metre /inin . 

Fixed Dcck Foam System 
Bnilor fronts or roof firing areas, oil fuel units , 

( 1) Thu arrangements for providing foam shall 
centrifSgal separators (not oily water separators ), 

be capable of delivering foan to the entire cargo 
oil fuel purifiers and clariflers . 

20 

tanks deck area as well as into any cargo tank , the 
Hot oil fuel pipes near exhaust pipes or similar 

deck of which has been ruptured . 
heated surface on main or auxiliary diesel engines . 

103 
Tank top areas and oil tanks not forming part of 

(2 ) The deck foam system shall be capable of 
the Sips struct11o. 

simple and rapid opesration . The main control sta 
Cargo pump rooms 

tion for the system shall be suitably locaied outside 
the cargo area adjacent to the accommodation 

spaces and readily accessible and operable in the 
(3 ) Spraying nozzles shall be fitted above bilges, 

event of fire in the areas protected . 
tank tops and other areas over which oil fuel is 
liable to spread and above other main fire hazards (3 ) The rate of supply of foam solution ( that is , 
in the spaces to be protected . 

the mixture of foam concentrate and water before 

expansion ) shall be not less than the following 
( ) The water spraying system may be divided 

whichever is the greatest : 
into sections and shall be controlled from distribu 
tion manifolds the valves of which shall be capable 

(a ) 0 .6 litre per minute per square metre of 
of being operated from easily assemble positions 

cargo tanks deck area , where cargo tanks 
outside the spaces to be protected and which will 

deck area means the maximum brcadth 
not be readily cut off by an outbreak of fire within 

of the ship times the total longitudinal 
the protected space . 

extent of the cargo tank spaces; 
( 5 ) The water spraying system shall be kept 

(b ) 6 litres per minute per square metre of 
charged at the necessary pressure and the pump 

the horizontal sectional area oi the single 
supplying the water for the system shall be auto 

tank having the largest such area ; or 
matically put into action by a pressure drop in the 
system . 

(b ) 6 litres per minute per square metdc of 
(6 ) The pump may be driven by independent 

the area protected by the largest monitor , 
internal combustion type machinery but if it is 

such area being entirely fowad of the 
dependent upon power being supplied from the 

monitor , but not less than 1, 250 litres 
emergency generator fitted in compliance with the 

per minute. 
Merchant Shipping ( Passenger ship Construction ) (4 ) Sufficient ſoam concentrate shall be sup 
Rules, 1981 or the Merchant Shipping (Cargo Ship plied to ensure atleast 20 minutes of foam gene 
Construction and Survey ) Rules, 1988 the genc ration in ship fitted with an inert gas systeni 
rator shall be arranged to start automatically in 

complying with Schedule XIV to these Regulations 
case of main power failure so that power for the or 30 minutes of foam generation in ships not 
pump is immediately available. When the pump is 

ſitted with an inert gas by system when using thie 
driven by independent internal combustion type solution rates stipulated in para ( 3 ) of this Sche 
machinery it shall be so situated that a fire in the 

dule . The foam expansion ratio (that is , the ratio 
protected space will not affect the air supply to the 

of the volume of foam produced to the volume of 
machinery and thc pump compartment. 

the mixture of foam concentrate and water before 
(7) The pump shall be capable of supplying 

expansion shall not generally excced 12 to 1 . 
water at the necessary pressure simultancously 
to all sections of the water spraying system in any 

(5 ) Foam from the fixed foam system shall be 
one compartment to be protected . The pump and 

supplied by mcans of monitors and foam applica 
its controls shall be installed outsides the space or 

tors . At least 50 per cent of the foam solution rate 
spaccs to be protected . It shall not be possible for 

required in sub - paras (a ) and (h ) of para ( 3 ) of 

this Schedule shall be delivered from each monitor, 
a fire in the space or spaces protected by the water 

On tankers of less than 4 , 000 tonnes deadweight, 
spraying system to put the system outof action , 

applicators may be substituted for an installation 
(8 ) Means shall be provided which will prevent 

of monitors . In such a case the capacity of each 
nozzles from becoming closed by impurities is the 

applicator shall be at least 25 per cent of the foam 
water or corrosion of piping , nozzles, valves and 

solution rate required in sub -para ( a ) or (b ) of 
pump. 

para ( 3 ) of this Schedule . 
(9 ) No part of the water spraying system shall (6 ) (a ) The number and position of monitors 
be situated forward of the collision bulkhead in 

shall be such as to comply with para ( 1 ) 
any passenger ship . 

of this Schedule . The capacity of any 


Machinery 
inace will notmo compartme 


suhe 4,000 toom each 


apomonitors,may be 
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minute of foam solution per square metre 
of deck area protected by that monitor, 
suca arca beng cairey orward of thic 
100qitur. Such capacity shall be not less 

than 1, 250 litres per minuta . 
( b ) The distance from the monitor to thic 

farthest extremiy of the protecied area 
forward of that monitor shall not be more 
tlian 75 per cent of the monitor throw in 

still air wonditions . 
(7 ) A monitor and hose connection for 
a loan appucator shall be situated both port 
and starboard at the front of the poop or 
accommodation Spaces facing we cargo tanks deck . 
On tankers of a deadweight of less than 4 , 000 
tonnes not fitted with monitors a hose connection 
for a foam applicator shall be situa . ed both port 
and starboard at the front of the poop or accom 
modation spaces facing the cargo tanks deck . 

(0 ) The capacity of any applicator shall be not 
less than 400 livres per minutes and the applicator 
torow in still air conditions shall be not less than 
15 meires . The number of foam applicators provi 
ded in accordance with the requirements of para 
(5 ) of this Schedule shall be not less than four. The 
number and disposition of foam main outlets shall 
be such hat foam from at least two applicators 
can be directed on to any part of the cargo tank 
deck area . 

( 9 ) Valves shall be provided in the foam main , 
and in the fire main when this is an integral 
part of the deck foam system , immediately forward 
of any monitor position to isolate damaged sections 
of those mains. 

(10 ) Operation of a deck foam system at its 
required output shall permit the simultaneous use 
of the minimum required number of jets of water 
at the required pressure from the firo main . 


10) Fire que littespeditions soal applicaties of pare 


( 1 ) ( a ) The system shall be capable of delivering 

inert gak. 10 mc cargo tanks and stop tanks 
at a late of at least 125 per cent of the 
muxuium rae of discharge capacity of this 

ship , cxpressed as a volume; 
(0 ) Le system saall oc capabie oi denvernig 

gds Wiul au aygen content Ol not 
more wan 3 per cento vy volume un ihę inert 
yay supply main 10 tue cargo tanks and stup 

Launs at any requued rate of tow . 
( + ) The incit pas súppuy may be treated lluc gas 
from the mau ut auxilay Douers , liom one or more 
separate gas generators or other sources or from any 
comowauch wiruol . Director Gencral of Shipping 
may approve systems using inert gases other than flue 
gas, proviucu u is sausliud mut an equivalent stan 
uard of safety is ach cvod . Systems using stored carbon 
dioxide shali not be perm tted unless the Chief Sur 
veyor with the Govt. of India is satisfied that the risk 
of ignition from generation of static electricity by the 
system itself is munimised , 

(5 ) Flue gas isolating valves shall be fitted in the 
inert gas supply manns vetween the boiler uptakes and 
flue gas scrupocr . Thesc valves shall be provided with 
udicators to shuw whether they are open or shut, and 
precautions shall be taken to maintain them gas -tight 
and keep the seating clear of soul. Arrangements shall 
be made so that boiler soot blowers cannot be opera 
ted when the corresponding flue gas valve is open . 
(6 ) (a ) A tuc gas scrubber shall be fitted which 

will cffectively cool the volume of gas speci 
fied in para (3 ) of this Schedule and remove 
solids and sulphur combustion products. 
The cooling water arrangements shall be 
such that an adequate supply of water will 
always be available without interfering with 
any essential services on the ship . Provisions 
shall also be made for an alternative supply 

of cooling water; 
(6 ) Filters or equivalent devices shall be fitted to 

minimise the amount of water carried over 

to the incrt gas blowers ; 
( c ) The scrubber shall be located aft of all cargo 

lanks, slop tanks, cargo pump Toons 
and cofferdams separating these spaces 

from machinery spaces of Category A . 
( 7 )( a ) Atleast two blowers shall be fitted which 

together shall be capable of delivering to 
the cargo tanks and slop tanks, at least the 
volume of gas required by para (3 ) of this 
Schedule. In a system provided with a gas 
generator , the Chief Surveyor with the Govt. 
of India may permit only one blower if that 
system is capable of delivering the total 
volume of gas required by para ( 3 ) to the 
protected cargo tanks , provided that suffi 
cient spares for the blower and its prime 
mover are carried on board to enable any 
failure of the blower and its prime mover 
to be rectified by the ship s crew . 


SCHEDULE XIV 
[See Rules 48 (2 ), 48 (5 ) (a ) and 49 ( 2 )] 

Inert Gas Systems 
( 1 ) Every inert gas system provided in accordanco 
with these rules shall be designed , constructed and 
tested to the satisfaction of the Chief Surveyor with 
the Govt. of India . 
(2 ) The system shall be capable of : 
(a ) inerting empty cargo tanks including slop 

tanks by reducing the oxygen content of 
the atmosphere in each tank to a level at 

which combustion cannot be supported ; 
(b ) maintaining the atmosphere in any part of 

any cargo tank or slop tank at an oxygen 
content not excceding 8 per cent by volume 
and at a positive pressure at all times both 
in port and at sea except when it is necessary 

for such a tank to be gas free ; 
(c ) eliminating the need for air to enter a tank 

during normal operations cxcept when it is 
necessary for such a tank to be gas free; 


[Mis il- - 3 (i )] 
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( D ) Two iucl oil pumps shall be fitted to the incrt 

gas generator. Chief Surveyor with the Govt. 
of India may permit only one fuel oil pump 
on condition that sutticient spares for the 
fuel ou puinp and its prime mover are car 
r .ed on board to enable any failure of the 
fuel oil pump and its prime mover to be 

rectificd by the ship s crew . 
(c ) The wert gas systein shail be so designed that 

the maximum pressuro which it can exert 
on any casgo tank will not exceed the test 
pressure of any cargo tank . Suitable shut -off 
arrangements shall be provided on the suc 
tion and discharge connexions of cach 
blower. Arrangements shall be provided to 
cnable the functioning of the incrt gas plant 
lo bo stabil . sed bctore commencing cargo 
d scharge . If the blowers are to be used for 
gas treeing, their inlets shall be provided 

with blanking arrangements. 
(d ) The blowers shall be located aft of all cargo 

tanks, cargo pump rooms and cotferdams 
separating these spaces from machinery 

spaces of Category A . 
(8 ) (a ) The des.gn and location of scrubber and 

blowers with relevant piping and fittings 
shall be such as to prevent flue gas leakages 

into encloscd spaces . 
(6 ) Io permit safc maintenance, an additional 

water seul or other effective means of pre 
venting flue gas leakage shall be fitted bet 
ween the flue gas isulating valves and 
scrubber or incorporated in the gas entry to 

the scrubber , 
(9 ) (a ) A gas regulating valve shall be fitted in the 

inert gas supply main . This valve shall be 
automatically controlled to close as requi 
red in para ( 19 ) (c ) and 19 (d ) of this Sche 
dule , It shall also be capable of automati 
cally regulating the flow of inert gas to the 
cargo tanks unless means are provided to 
automatically control the speed of the inert 
gas blowers required in para (7 ) of this 
Schedule . 
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lied by two separate pumps, cachi of which 
shall be capable of maintauung an ode 

quate supply at all times , 
( u ) Thc dciurivement oi the scal and its associa 

ted provisions shall be such that it will pre 
Vent back -llow oi hydrocargon vapours and 
will ensure the proper funcuoning of the 

scal under operating conditions. 
(c ) PIOVISUI shali bu inade to ensure that the 

waier al is protected against freezing, 111 
such way that the Jitegrity of the seal is 

not impaired by overheating. 
(1) A water loop or vici arrangement approved 

by Director General of Shipp ng shall also 
be atted in all associated water supply and 
ary parang and all venting or pressure sel 
sing piping leading 10 gas safe spaces. 
Means shall be provided to prevent such 

loops from being emptied by vacuum . 
( 8 ) The deck water seal and all loop arrange 

ments shall be capable of preventing return 
of hydrocarbon vapours at a pressure equal 

to the test pressure of the cargo tanks. 
(h ) The second non - return device mentioned in 

sub -para ( a ) of ths paragraph shall be a 
non -return valve or equivalent capable of 
preventing the return of vapours or liquids 
or both and fitted forward of the deck water 
seal required by sub - para ( a ) of this para . 
It shall be provided with either positive 
means of closure or an additional valve 
having such means of closure located for 
ward of the non -return valve to isolate the 
deck water seal from the inert gas main to 

the cargo tanks and slop tanks . 
☺ As an additional salcguard against the pos 

sible leakage of hydrocarbon liquids or va 
pours tack from the deck main , means shall 
be provided to permit the section of the line 
between the valve having positive means of 
closure referred to in sub - para (h ) of this 
para , and the valve referred to in para (9 ) 
of this Schedule to be vented in a sate 
manner when the tirit of these valves is 

closed . 
111) (a ) The inert gay main may be divided into 

Iwo or more branches forward of the non 
return devices required by para (10 ) of this 

Schedule . 
( b ) ( i) The inert gas supply main shall be fit 

led with branch piping leading to each cargo 
tank and slop tank , Branch piping for 118 
crt gas shall be fitted with either stop 
valves or equivalent means of control for 
isolating cach tank . Where stop valves aro 
fiited they shall be provided with locking 
allrangements, which shall be under the 

control of a responsible ship s officer, 
(ii) In combination carriers, the arrangements 

10 isolate the slon tanks containing oil or 
oil residues from other tanks shall consist 
of blank flanges which will remain in posi . 
tion at all times when cargoes other than 
oil are being carried except as provided for 


( b ) The vulve referred to in sub - paru (a ) of this 

para shall be located at the forward bulk 
head of the most forward gas safe space 
through which the incrt gas supply main 

passes. 
( 10 ) (a ) At least two non - return devices, one of 

which shall be a water seal, shall be fitted 
in the inert gas supply inain , in order to pre 
vent the return of hydrocarbon vapour to 
the machinery spaces uptakes or to any gas 
sate spaces under all normal conditions of 
trim , l st and motion of the ship . They shall 
be located between the automatic valve re 
quired by para (9 ) of this Schedule and the 
aftermost connection to any cargo tank or 

Cargo pipeline. 
(b ) The devices referred to in this para shall 

be located in the cargo area on deck . 
(c ) The water seal referred to in sub - para (a ) 

of this para shall be capable of being sup 
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in the relevant section of the Guide- lines on 

non -return valve with a positive means of 
Inert Gas Systems. 

closyre . 
( c ) Nicans sliall be provided to protect cargo 

( 14 ) (a ) One or more pressure -vacuum breaking 
tanks and slop tanks against effect of over 

devices shall be provided to prevent the 
pressure of vacuuin caused by thermal var 

cargo lanks from being subject to : 
iations when such tanks are isolated froni 
the inert gas main . 

(i) a pusitive pressurc iu excess oi the test 

pressure of the cargo tank if the cargo 
(d ) Piping systenis shall be su designed as to 

were to be loaded at the maximum rated 
prevent the accumulation of cargo or water 

capacity and all other outlets were leit 
in tlie pipelines under all normal conditions. 

shut; and 
( e ) Suitable arrangements shall be provided w 

( ii ) a ncgative pressure in excess of 700 mil 
enable the inert gas main to be connecteu 

limeres water gauge if cargo were to be 
to an exteinal supply ou inert gas, 

discharged at the maximum rated capit 

city of the cargo pumps and the inert gas 
( 12 ) The arrangements for the venting of all va 

blower were to tail. Such devices shall 
pours displaced from the cargo tanks during loading 

be installed on the inert gas main uniess 
or baliasuing shall comply with rule 60 of the Mel 

they are installed in the veuting system 
chant Shipping (Cargo Ship Construction and Surveys 

required by rule 66 of the Merchant 
Rules , 1988 and shall coosist of cither one or more 

Shipping ( Cargo Ship Construction and 
inast risers or a number of high velocity vents . The 

Survey ) Rules 1988 or on individual cargo 
inert gas supply main may be used for such venting, 

tanks. 
(13) Tho arrangements for inerting , purging or gas 

(b ) The location and design of the devices re 
freeing of cmpty tanks as required in para ( 2 ) of 

ferred to in sub - para ( a ) of this para shall 
this Schedule shall be approved and shall be sucn 

be in accordance with rule 66 of the Mer 
that the accunulation of hydrocarbon vapours in 

chant Shipping (Cargo Ship Construction 
pockets formed by the internal structural members 
in a tank is minimised and that : 

and Survey ) Rules, 1988 . 

(15 ) Means shall be provided for continuously in 
( a ) on individual cargo tanks or slop tanks the 

licating the temperature and pressure of the inert 
gas outlet pipe , is fitted , shall be positioned 

as at the discharge side of the gas blowers, when 
as far as practicable from the inert gas air 

ver those gas blowers are operating. 
inlet and in accordance with rule 66 of the 
Merchant Shipping (Cargo Ship Construc ( 16 ) (a ) Instrumentation shall be fitted for con 
tion and Survey ) Rules 1988 . The inlet of 

conuously indicating and permanently fc 
such outlet pipxes may be located at cither 

cording when the inert gas is being sup 
deck level or at not more than 1 metro 

lied . 
above the bottom of the tank ; 

(i) the pressure of the inert gas supply main 
( b ) the cross sectional area of such a gas outlet 

forward of the non - return devices re 
pipe referred to in sub - para (a ) of this para 

quired by sub - para ( a ) of para (10 ) of 
shall be such that an exit velocity of at least 

this Schedule ; and 
20 metres per second can be maintained 
when any three tanks are being simultan 

(ii ) the oxygen content of the inert gas in the 
taneously supplied with inert gas. Their 

inert gas supply main on the discharge 
Outlets shall extend notless than 2 metres 

side of the gas blowers 
above deck level; 

(b ) The devices referred to in sub - para ( a ) of 

this para shall be placed in the cargo con 
(c ) cach gas outlet referred to in sub -para ( b ) 

trol room where provided . Where no cargo 
of this para shall be fitted with suitable 

control room is provided they shall be 
blunking arrangements ; 

placed in a position easily accessible to the 

officer in charge of cargo operations. 
(d ) (i) if a connection is fitted between the 
inert gas supply main and the cargo pip 

(c ) In addition , meters, shall be fitted : 
ing system arrangements shall be made 
to ensure an effective isolation having 

( i) in the navigating bridge , to indicate at 
regard to the high pressure difference 

all times the pressure referred to in sub 
which may exist between the systems. 

para (a ) (i ) of this para and the pressure 
This shall consist of two shut- off valves 

in the slop tanks of combination carriers , 
with an arrangements to vent the space 

whenever those tanks are isolated from 
between the valve in a safe manner or 

the inert gas supply inain ; and 
an arrangement consisting of a spool 
piece with associated blanks , 

(ii) in the machinery control room or in the 

machinery space , to indicate the oxygen 
(ii) the valve separating the inert gas supply 

content referred to in sub - para (a ) (ii) 
main from thc cargo main shall be a 

of this para 
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ranged on predetermined limit being reached 
in respect of sub- para (a ) ( i), (a ) ( ii) and 
(a ) ( iii) of this para . 
Automatic shut down of the gas blowers and 
gas regulating valve shall be arranged so 
as to take account of failure of the inert 
gas blowers referred to in para (7 ) of this 

Schedule . 
( c ) In relation to sub - para ( a ) ( v ) of this para , 

when the oxygen content of the inert gas 
exceeds 8 per cent, immediate action shall 
be taken to reduce the oxygen level . Unless 
the quality of the gas improves, all in - tank 
operations shall be suspended so as to avoid 
air being druwn into the tanks and the iso 
lation valve referred to in sub - para 10 (h ) , 
of this Schedule shall be closed . 


( 17 ) Portable instruments for measuring oxygen 
and flammable vapour concentration shall be provi 
ded. In addition , suitabe arrangements shall be made 
on each cargo tank and slop tank such that the 
condition of the tank atmosphere can be determined 
using these portable instruments . 

( 18 ) Suitable means shall be provided for the zero 
and span calibration of both fixed and portable gas 
concentration measurement instruments , referred to 
in para ( 16 ) and ( 17 ) of this Schedule . 

( 19 ) ( a ) Audible and visual alarms shall be pro 
vided to indicate : 
( i) low water pressure or low water flow rate 

to the flue gas scrubber referred to in sub 

para ( 6 ) (a ) of this Schedulc ; 
(ii) high water level in the flue gas scrubber re 

ferred to in sub -para (6 ) ( a ) of thig Schc 

dule ; 
(iii) high gas temperature referred to in para 

( 15 ) of this Schedule ; 
( iv ) failure of the inert gas blowers referred to 

in sub -para (7 ) (a ) of this Schedule ; 
( v ) Oxygen content in excess of 8 per cent vol 

ume referred to in sub -para ( 16 ) (a ) ( ii ) of 

this Schedule : 
( vi ) failure of the power supply to the automatic 

control system for the gas regulating valve 
and to the indicating devices referred to in 
para (9 ) and sub -para ( 16 ) (a ) respectively 

of this Schedule ; 
(vii) low water level in the water senl referred 10 

in sub -para ( 10 )(a ) of this Schedule ; 
(viii) gas pressure less than 100 millimetres water 

gauge os referred to in sub -para (16 ) ( a ) 
(i) of this Schedule ; the alarm arrangement 
for this gas pressure shall be such as to 
ensure that the pressure in slop tanks in 
conbination carriers can he monitored at 

all tines; and 
(ix ) hinh gas pressure referred to in suh -para 

( 16 ) (a ) (i) of this Schedule . 
( b ) In the system with gas generators, audible 

and visual alarms shall he provided in ac 
cordance with sub para 19 ( a ) ( i) , 19 (a ) (iii ) , 
19 ( a ) ( v ) and 19 (a )( ix ). 
of this para and additional alarms to indi 
cate : 


( f) The alarms rcquired in sub - para (a )( v ) , 

(a ) (vi ), and ( a ) ( viii) of this para shall 
be fitted in the machinery space and cargo 
control room , where provided , but in any 
event in such a position that they are immc 
diatey received by responsible members of 
the crew . 


( g) In relation to sub -para (a ) ( vii ) of this para 

the Chief Surveyor with the Govt. of India 
shall be satisfied as to the maintenance of 
an adequate reserve of water at all times 
and the integrity of the arrangements to 
permit the automatic formation of the water 
seal when the gas flow ceases. The audible 
and visual alarm on the low level of water 
in the water scal sha l operate when the inert 
gas is not being supplied . 


(h ) An audible alarm system , independent of 

that required in sub -para (a ) (viii) of this 
para , or automatic shut down of cargo 
pumps shall be provided to operate on pre 
determined limits of low pressure in the 
inert gas main being reached . 


(i) insufficient fuel oil supply ; 
(ii) failure of the power supply to the generi . 

tor ; 
( ii ) failure of the power supply to the auto 

matic control system for the generator . 
(c ) Automatic shut down of the inert gas hlo 

wers and gas regulating valve shall he ar 


( 20 ) A detailed instruction manual shall be pro 
vided on board by the owner and it shall cover the 
operational safety and maintenance requirements and 
occupational health hazards relevant to the inert gas 
system and its application to the cargo tank system . 
The manual shall include guidance on procedures to 
be followed in the event of a fault or failure of the 
inert gas system as detailed in the Guidelines for 
Inert Gas System . 
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